1

2

www.dzyjzj.com Tel:0755-2757

5531 Fax:0755-27576267 _

PATTERN
NUMBER

REFER PIN

DIM_C+0.08

1.00£0.05

0.15+0.03

i

.

2.80+0.10

1.00+0.05

DIM C+0.05 _,

0.30+0.05

1.30|
1.03

2.80

(DIM C+2.0)£0.05

DIM C+0.05
1.00+£0.05
0.60£0.03

t

DIM_B#+0.05

DIM A+0.08

PIN
NUMBER

DIM D+0.15

DIM _E+0.08

DIM F(Ref)

2.50Min

DIM G(Ref)

4.50Min

RECOMMENDED PCB LAYOUT

2.10

FFC INSERT DEPTH

2.00

Vrrzzzzzzay

1-& \\I\\\&m

(2

1.60
2.85

4.90

5.32

RECOMMENDED FFC/FPC

3. PERFORMANCE:
3.1 CURRENT RATING: 0.5A/PIN.
3.2: VOLTAGE RATING: 50V (AC/DC).
3.3: CONTACT RESISTANCE: INITIAL VALUE 50mOHM Max,
3.4: INSULATION RESISTANCE: 500MOHM Min.
3.5: DIELECTRIC WITHSTANDING VOLTAGE: 250V AC FOR TMINUTE;
3.6: DURABILITY: 20 TIMES Min.
3.7: OPERATING TEMPERATURE: —40°C ~ +85°C
OPERATING HUMIDITY RANGE: 20% TO 85%

RO.10

/ ﬁ 0.30+0.02

4.50Min
(Stiffener)
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SHENZHEN HOAUC PRECISIONSS ELECTRONS CO.,LTD

Doc. #: HYC-3D-75

T b1 .
- 1.0mm FFC/FPC dual contact side connector
HOAUC [(H=2.0mm) SPEC. Rev.E | Date: 2017.06.12
1. Scope:
-

The Spec is applicable to Product series “1.0mm FFC/FPC dual contact side connector (H=2.0mm)”
AR TEAGE R T “PITCH 1.OMM FFC/FPC SMT i it e Jr sk e o

2. Reference Documents:
S A
The following documents is part of the designated specifications, if the specification is conflicting with
drawing, it shall be subject to drawing. If specification and reference documents conflict, shall prevail
specification.
NIV R E AR A ER Ay, A SRR PSR B ARAR T, N DA B AR HE, T R 1
Y2 e, NS .
A. EIA-364 : H TS SR EINARE .
B. ULSTD-94 : KT HRIA I o LA A s A BRI RIS o

3. Spec.:
HR:
3.1 Material:
FIRLZH
A. Housing: LCP Nature Color( UL 94V-0)
+ fk: LCP Aff (UL 94V-0)
B. Cover: LCP Black( UL 94V-0)
Bi 1. LCP M4 ( UL 94V-0)
C. Terminal: Phosphor Bronze
Ui e B
D. Stator: Brass
SENL T A
3.2 Mechanism:
Wt S i
1) Series: PITCH 1.0mm FFC/FPC SMT back locked Type
FH4: PITCH 1.0mm FFC/ FPC SMT J& e 4 e 7 2\ B o
PIN Position:  See drawing
PIN fi7:  See drawing ¥ IL7= i B 4%
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Doc. #: HYC-3D-75

M 1.0mm FFC/FPC dual contact side connector
HOAUC [(H=2.0mm) SPEC. Rev.E | Date: 2017.06.12

2) Contact: Double sides contact
FEAREAY XTI A e A 2 7Y
3) TML Soldering: SMT
i TBAR: SMT 2
4) PCB Thickness: T=0.3+0.02mm
& FPC J&: T=0.3£0.02mm
5) Plating Spec. : Contact area and solder area gold plating 1~3u”,See drawing
HLPRE RIS B DR B8 8 1~3u™, 1 L™ il I 4K
6) Coplanarity: 0.10mm MAX
ML : 0.10mm MAX
3.3 Parameter:
PERE:
1) Standard conditions:
PRAEIRAS
A Operation Temperature: -40 ~+85°C Without ice or dew
fHIELE: -40 ~ +85°C WA 45 BR h UK IM& A T
B Operation Humidity : 20-85%RH
T2 E: 20-85%RH
C Storage Temperature: —-10~+50°C Without ice or dew
RAFIEE: ~10~+50°C #AT SRR L5 VKIS
D Storage Humidity : 20~85%RH
TRAFIEE:  20~85%RH
2) Rating Voltage : ambient temperature 20°C 50V (AC/DC)
B FFREREE 20°C 50V (AC/DC)
3) Rating Current : ambient temperature 20°C 0.5A/PIN
WUEHIAL: S EIELE 20°C 0.5A/ PIN
AP B AT A PR HULBR SO MERE SR, R PR
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Doc. #: HYC-3D-75

M 1.0mm FFC/FPC dual contact side connector
HOAUC [(H=2.0mm) SPEC. Rev.E | Date: 2017.06.12

4. Testing item and procedure MR ZE sk & FEAFL 5«

—. Visual Inspection /= i £ #F

Item Content Clause S Judgment
%S NN
A o7 P Test Condition {4 21 P —
. Comply with
1 InsV:aScL:?(ln drawing and Spec. Eye No Damage
b R A H 4 et b
- HLHe 25k
. Electrical Characters i, < %7 %
Item | Content Test Condition Spec.
WH | R M At DN
Contact Mate applicable FPC and measure by dry circuit,
. Resoi;‘t:rfce 20mV Max. DC, 100mA. omo M
ey | TR I, i 100mA, IR DC 20mV m=: Max
VT, M BT FRC bRk,
Insulation . . .
9 Resistance %pfggﬂ%z%ﬁ%/ [E)% 12I\élcl)r:>1tesl b/e\t\é\zlfen adjacent terminal 500M 2 MIN
dasgbipe | I
Dielectric |Apply 250V AC 1Minutes between adjacent terminal . -
3| PRSI [4R48H T AC 250V, 1 4hE. A&, TR
=Bl bk M RE
Retention
Force of  |Apply axial pull out force at the rate of
single Pin {25~100mm/Min 0.2N/PIN MIN
S5 PIN (DA 25~100mm/ 43 (R 3, 403 16 3 H
L L PR
Retention
force of |Apply axial pull out force at the rate of
GND Pin  |25~100mm/Min 0.3N/PIN MIN
W€ 5 | DL 25~100mm/4 (3 E,  AJ3 a6 Ak Y
PIN f&$F7)
Retention
force of |Inserted FFC into connector, gpply axial pull out force 0.3N Min/Pin
2. FFC/FPC |at the rate of 20~100mm/Min. PIN % X 0.3N Mi
FFCIFPC |FFC 4 AEHESE 5, Bh 20~100mm/4) A7k 1 B4 1 S
REFH
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Doc. #: HYC-3D-75

HegRp) .
. 1.0mm FFC/FPC dual contact side connector
oAUC |(H=2.0mm) SPEC. Rev.E | Date: 2017.06.12
Mate applicable FPC and subject to the following
shock conditions. With acceleration 490m/s? lasting
11ms, 3times of shocks shall be applied for each 6
3 Shock directions along3mutually perpendicular axes 1. 1lpsec Max. of discontinuity is
Ak TRIEE 490m/s2,  FFLERSE] 11msX. Y. Z. 3 ok
A4h 6 K715 3 ik (3L 18 YO R EA RAEBT 1ps DL E
FPC Hk & RS Rk FRT BT R 5
Mate connectors and subject to the following vibration|2., 50mQ MAX of Contact
conditions, for period of 2 hours in each of 3 resistance is ok, No Damage
_ mutually perpendicular axes. Amplitude: 1.52mm RIS FHPE 50mQ MAX, #h
4 V'b;"it'on Frequency: 10~55~10Hz in 1 minutes WIS
WRPE g 10-65-10Hz, 20 1.52mm, FEH i) 1 5050
fide  XIYIZ J7 & 2 /hp, 3Lt 6 /Nt
FPC kS IR T A
Y. Duration Mif A M
. Lock/dis-lock 20times with free loading and S0m MAX of Contact resistance is
1 Duration Iock/dis lock 5 times with loading ok, No Damage
; . 55 B PT(E 50mQ MAX, bW
A B GiRAS PO 20 U, SfiiRATF 5 0k, |y S0 e
T+ Environment 455k
1. lpsec Max. of discontinuity is
ok
. . R kAR 1ps BLE
Mate applicable FPC and expose to 85+2°C for 96H, (7
Upop completion of the exposure perlod_, the test C50mQ  MAX  of Contact
specimens shall be conditioned at ambient room . X
R I—_letat conditions for 1H, after which the specified r%sglzt;a:rﬁ;gso O MAX
1 %?'jﬂ;ce measurements shall be performed. AL PHIL m ’
R esa2 C Ak T R 96 /AT, ARJRFE LI (3> No damage
NG PRI
FPC # 2 kA TR 4. Retention force is above
0.3N/Pin
FPC R ¥ Jy s 8 4E PIN %
X0.3N U |
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Doc. #: HYC-3D-75

He R .
" 1.0mm FFC/FPC dual contact side connector
oAUC |(H=2.0mm) SPEC. Rev.E | Date: 2017.06.12
1. 1psec Max. of discontinuity is
ok
AP R 1ps BLE
Mate applicable FPC and expose to 40+3°C, relative 1) T HL
humidity 90~95% for 96H, upon completion of the ~ |2. Contact Resistance : 50m Q
exposure period, the test specimens shall be Max
Humidity |conditioned at ambient room conditions for 1H, after FHPL: 50mQ Max
2 f¥E s [which the specified measurements shall be performed. |3, |nsulation Resistance: 500 M Q
UL 40+3°C; JRE 90~95% RH, INHA] 96H RJS7E|  Min
WU N TBCE 1 /NI #aZfHHt: 500MQ Min
FPC ik A IRl 4. Dielectric: No damage, Shorting
ML : oo, R
5. Visual ok
SIS HE
Mate applicable FPC and proceed 5cycles of high/low |1, 1usec Max. of discontinuity is
temperature based on below table, after that, the test ok
specimens shall be conditioned at ambient room R A KA 1ps BLE
conditions for 1H before the specified measurements (BT H
were performed 2. Contact Resistance: 50 m Q
_ e R T A IR AR IR A, 5206 5 A A, 8|7
High/Low | 575 3 L5 R 1 /N s il e B S % B e B B 1
3 | temperature B AL S TS
Temperature Time 3. Visual ok
1 552°C 30min HMILTE ¥ 5
2 28 5min 4. Retention force is above
3 857 °C 30min 0.3N/Pin N .
: FPC fR£F IR AE PIN %
4 26 € 5min
X0.3N DLk
Salt Expose connector to 5% salt water density and
S Gold [temperature 35°C£1°C, the specimens shall be lasted )
4 Fgﬁ;':i(ng(; 48Hp cxe P + No Corrosion
> > EL % 57
E7Kuj;:§f; fi{h7j\<$:\@ Ay 504 » iﬁll@ SSOCiIOC:J« J.Fllﬁéi 48 ,J 1ﬁ%)§ﬁ§,ﬁ*7ﬁﬁi#%ﬁ%bﬂ
BES) |t
75~ Solderability #7421 RE
Dip soldering tail into Tin oven, temperature of Tin Soldering tail_ shaI_I be easy weiting
oven is 245°C+5°C. the test specimens shall be lasted by melted tin, Tin shall cover over
Solderability - P 90% of dipping area of soldering
P TR s )i 245 CHSC B 'eg
gy R a B 5 B R
e BRI R NIRRT 90% A E
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e = Ay
e 1.0mm FFC/FPC dual contact side connector
HOAUC [(H=2.0mm) SPEC. Rev.E | Date: 2017.06.12
Heating temperature profile: 150 ~ 180 C|1. Contact resistance  50mQ
60~120Sec.,Peak temperature: 250+5°C ,over 230°C Max., no damage
Resistance tolast 30 +5Sec. TR R FH BUE AL 50mQ L
g | Soldering TS A T, HAMRIG R
heat 150~ 180°C 60~120 #F 2 ~ Retention force is above
PrB AYE . Wi 260°C 0.3N/Pin
230°CLL L 30+5 FPC fR¥F 15/ PIN %%
DA T iD— YOE b ] X03N LLE;

Heating temperature profile: 150 ~ 180 C| .5
60~120Sec.,Peak temperature: 250£5°C, over 225°C
Recommend |last 30 :=5Sec. the profile is only for reference, lock

Temperature [cover shall be opened when proceed IR reflow 1231 i
profile | 756 n#: <=2
7 | HMEFESRES 150~ 180°C 60~120 b
T Rk WE(HIRE 25045°C
Gl JSE/174% 225°C LA | 3045
T S 2R B 22, AT A2, S o%
AT,
P BT HE T IR FHEAT
Note: The test specimens shall be complied to the visual requirement and clause 6.
vt IS, NATE HAAMIEEK, Jofity, HERFGE w6 Ml HLE 1 i 24k
5. Group Test
77 b AUE A DR -
A. Sampling Ff & IEF:
Sampling requested by below table shall be applicable to the principle of randomness
ToF It S P I 42 5 R A S SR AT ot S )
B. Sequence i IF:
Below is test sequence
NS LA DN R A1)

230°C

Temperature profile

Test Group
Test Content/suquence VR wIlE|
3R
R UENR Al A2 A3 A4 A5 A6 A7 A8 A9
Visual Inspection
1 o , , , , 711, 1, 1, 1, 7
2 H S I 1, 6|1, 5|1, 5|1 9 6 3
Contact Resistance
2 N, ) , 412,512, 61|2, 4 2, 5
AR 23 2
3 Insulation Resistance 3, 7
Y 2k FHPTI A ’
4 Dielectric withstand voltage 4,8
firf F s UK ’
5 TML Retention Force 4
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FeFp) -
1.0mm FFC/FPC dual contact side connector
oAUucCc |(H=2.0mm) SPEC. Rev.E | Date: 2017.06.12
Uiy - PR 7R
5 GND Retention Force 3
il 52 1 PR A
FFC/FPC Retention Force
7 FEC/EPC 45 ) 2 3, 6 3,5 3, 6
Shock
8 Lo 4
Vibration
O it 3
Duration
10 Lo 3
Heat Resistance
Tt 4
Humidity
12 Vipigt >
13 High/Low Temperature 4
Rt
Salt Spray
14 K5 2
Solderability
B et 3
16 Resistance To Soldering Heat 4
PRI AR
Recommend Temperature
17 Profile
HEAR IR R MG
&)
Sample Size Bl | B2 | B3 | B4 | B5 | B6 | B7 | B8 | B9
R IR 2 K A 2

Notes:

Sampling principle: Each test group shall include the representative sample, i.e: each group have one
complete cavity of sample. If there are no cavity number or marking on sample, sample shall be
applicable to the principle of randomness

D RELRE At I 54— AR REAL D, Fein T R4 de, ands—REARE G b 58 R W)
R A ICIEIX R i 5, AT S B

Test group selection principle: test groups conform to the principle of randomness, 9 groups are selected
randomly to test in the whole groups

D28 7 S s IR ZH 2 AT BENLE, Fig I T REAL h B L 9 ZH AT DI

Al, A2, A3...... A9 means test group number

K F AL A2, A3......A9 LR MMRRELLT 5
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HegRp) .
. 1.0mm FFC/FPC dual contact side connector
HoAUC [(H=2.0mm) SPEC. Rev.E | Date: 2017.06.12
4. B1, B2, B3....... B9 means sample size, when sample has cavity mark or numbering, it means sample

size is one complete cavity of sample. Otherwise, it means 8pcs sample.

K% B1, B2, B3....... B9 Ko MU th AR AR W 2 B0, MRS B S I, RoR 5

K4, RS g S, Bl, B2......B9 SEALEKIR N 8PCS FE .

6. Quality Warranty
O RUE R RIE -

Unless otherwise specified, we comply with the quality of samples submitted for customer qualification,
we will follow up the released process, in order to ensure that products meet specifications when customer start
to purchase product from us. In case any material or design changed, we will provide changed sample to get
customer’s approval, before sample was qualified, we will not ship changed product to customer.

BRARRFIRE , £ AECRIAT, FATRE ST $RAT 150 )7 7 it B it JAT DR 28 2 ) o 7
VRNV RS, DADRAIE ™ dh A A KRS IO 2E5K o 5 2H PR Y B P BRAR I, — S R A B 2 A i IS4 AT % )
HEAEFE AT

6.1 Re-qualification
N/ N AR
If there are any changes that impact the structure, function and quality, product need proceed new
product developing process to verify product quality and reliability by Engineer
LU SN S AR SR SN R BB A P 5 WE P i el D) = A G 4 AL R U P W e N
FEYAEIE, 7 I RE 42 RO 57 it Jocie e ] SEPE SR el AR A AGIE
6.2 Quality Requirement Jii B 315K .
If test device setting up mistake or improper operation lead into misjudgment, need re-qualify product
by new sample.
If HOAUC sample is NG, HOAUC shall improve sample before HOAUC send sample to customer for
verification purpose.
T T A I U R A AN 5 R R FE, AT FHEFFINLE. o
P AN RS, DRI IR il S PRI RE PRI A N A A IR 5 It
6.3 Test Data F56 (4 :
Test data shall be recorded, evaluated and as evidence of above clause.
o B A Y Ad K, PR, R LA HE S .
6.4 Quality test verification JiT & XA A -
Product shall be tested according to HOAUC drawing and product specification.
& H] HOAUC i fardi, R SUAE AT IR T3 32 A R A vE AORE il RO I REER, 21
TP PR 7 i B AR S RIS SR A T AL
6.5 Package & Shipment H 53 #E %
Product should be adequately protected from damage by packaging material during product convey,
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e 1.0mm FFC/FPC dual contact side connector
HOAUC [(H=2.0mm) SPEC. Rev.E | Date: 2017.06.12

which affects appearance and function of product
P AN T 7E Ry, LAia il Rerb s i 32 40005, IS Wi ™ dh A0 X B fE o
7. Product Notes /i1 & 22 £
7.1 Storage Instruction i [l {47 I &«
1) Storage place need control dust and moisture
TRAF I BT i B A2 B

2) Do not Store product near the object which could generate ammonia, sulfide gas.

V)R B T A AR P AR YR
7.2 Use Instruction {#HvF =0
7.2.1 Operation Instruction AN = ZHIN
1) Insert FPC in parallelly with connector, please note that contact point of connector is slightly
prominent, if conductor of FPC do not engage with contact point properly, device will not transmit signal
and operate smoothly.
FPC R PATHAN, THVER, B MMM R M, R AR IEA i A8 FPC HELE T HUAS 20 1o i 42, o 105 5 AN
VU T B 8 ok IR W AR
2) Need make sure that FPC is fully inserted, otherwise it will result contacting issue.

Tl FPC fFZ 58 4l N, 15 AT e S B0 A R
3) Lock cover shall be opened before FPC cable is inserted

AAFN FPC HEE N IHANE R M BT
4) Do not use excessive force when insert/withdraw FPC cable, it may damage connector or result contacting
issue.

P FPC HEZR I ANEEH] o K, A5 W AT g BUE L SR B A R .
5) once lock cover separated from HSG body or broken, please do not use this product

— BB R AR R Wi, ZROERARE ) P .

6) when press down lock cover, fixed moderate position on both sides of connector with finger and ensure
that use uniform force to press lock cover. If lock cover is not pressed down to right position, it may
lead to contact issue.

RGN, 3 TR E P& TP ALE, SRR S AR R e, R R SE 4 R I, AT RS T S il
AR
7) When press down lock cover, applied horizontal force( in parallel with PCB) is acceptable

NIRBNI, ARSI CEAT TR D .
8) When release lock cover, seized moderate position on both sides of connect with finger or entire of
lock cover to flip up slowly. It may lead to damage or contacting issue, if only flip up lock cover unevenly

SRR, R I IR B P E AL, BTSRRI, AT IR —Uid 2, RS SFEHUA
SAERIAN R
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e 1.0mm FFC/FPC dual contact side connector
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9) The following operation which may lead to connector damage, TML deforming and contacting issue should
be taken to avoid when flip up lock cover, insert/withdraw FPC cable.
FORBIAI L PhAd FPC HELRIN, N S8 S LR AT RE S BUE L SR i 1A S AN R 3541«
—— Pull out cable before lock cover released
ARIGE BN HLHA FPC HEZk
— Cable is tilted at the direction of up and down, left and right when insert/withdraw cable
i FPC HFRI7E B R o 2245 W R AL iRt .
7.3 Concerns on Designing Wl A & I
1) Do not apply force to cable directly when assemble FPC cable with connector. Do not over—bend cable
at the joint area between cable and connector, Ensure that cable do not withstand loading.
JBCE. FPC HELRIN, AN HHN L ARt 7, ANEAEFEUTIERAS S0 i B2 75 i FPC Hiek, #AHEZ AR H IR A
F4f o
2) Please fix FPC cable firmly if connector contact with vibrating component, or is the equipped components
of mobile device, sites
HERE A RS IR A A A, B AR BB TSI TR B, T [ E U FPC R
3) Please use our recommended cable dimension.
T BAT A R HERE (1) FPC HEZ R R

If use other FFC cable, please contact with Dianwei customer service representative
] _Fak USRI FRC HELR, i H MR & IRfE

4) When Design PCB board, please ensure that there are enough room for connector mounting and cable assembly

BEUE PCB SR IS, A DR UE A3, DAL R s SO0T BN IR 22 0] .

5) Tin plating product may result tin whisker, need evaluate the risk when Engineer design

BB i AT e P AR XU, TR Bk I PR Al XU o
7.4 Soldering instruction JE3Em 7 = S50
1) Do not proceed IR reflow process or manual soldering process when lock cover flip down or FPC cable
inserted into connector, it will lead to contacting issue.

ANEAERHNT B FPC i ARFEAT IR . T TR AR, b ] S B A R
2) Please use the recommended IR reflow temperature profile

TR B A HI A 2 A [P AR 4 A JAR
P.S: Reflowparameter will be changed depending on variance of Tin types, welding material, Tin thickness,
PCB base and other welding material, please check and use the suitable reflow parameter before soldering.
HRl: PNRSRAAEHO TR RS SRR, IR SRR/ . SRR AR AN R T R AR AR Ak, SE e ]
TR BT RN SE R AR A

3) When using manual soldering process, please ensure that soldering parameter can make sure the soldering
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area is reliable
R TIIRERIS T RO DR A 5 R i ] SEAE SR 2
Do not excessive welding, avoid flux remaining on the TML
LRI, A B R ARk B o 1 b
Do not use iron press on soldering part, avoid soldering part deforming.
TP IR ISR D145 AR IR B A E, DU 38U TE
Do not use iron heat outside of soldering area of TML, avoid soldering part deforming
TR RN R AR FR AL LU S 1807, A SR A AR TR

Unless otherwise there are written assessment, agreement or illustration, the following clause and warrant

will apply to technology products

BrRARS A B vEAal . AoEsiii B, LR S RIRAESS JOR G T4 7 .

TTIAS T i A 5 I B A ORI 45

8.1 Warrant {RiEN %

@O Warranty Period {#iFHifR
Warranty period of solderability is 3months when product docked designated destination
PRAE CATRE) IR IS I FE e 5 1K 3 S H N

@ Scope fRIFTEIH

Within warranty period, the technology agree to offer free maintenance service or spare parts

if the quality issue belong to our responsibility, but the responsibility do not take charge of the

following situation:

TRAESIBR A, KRR R SUERSR, A mls e R AR s o o (HANE T BUR St Al S B 1) -

a)

b)

c)

d)

e)

Use product at circumstance other than those specified in this specification

FEAS AR SR 2 LA A B S A ]

The issue do not result from the product

AR w7 i R I S S )

The modification, repairmen do not carry out

AR AR BT SOE . B3

Beyond the design purpose use product

R H BT @ A T A 2 7] 7

The situation based on the current science and technology can not be predicted in advance when

this ship out product
AT AR A 7] P i R B I R R ARTKSE B, TEvE SR A TN 1 A o
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f) Other situations such as natural disaster which situation can not control
FCA ot F SRIA G I A w) ik A ST I DL

8.2 Limitation of Liability TRATPRE
For special, indirect damages which caused by this product, we do not take the responsibility
FRATTR RIAS 23 ) P S T R B R A T L AR 3 . T AR A AR T4

8.3 Conditions of appropriated use ifi 4 Hi&M51:

(O When we and other company product combine to use in customer side, customer need take the
responsibility to confirm that the product is suitable for customers system, mechanical devices and
equipment.

FRAT 2w (07 R A 2 W] P S AL AR TN T A SRR S ] AR AEFIR o 27 A ST AAS ™ i
EHTEPEHIRSE, HUWCRE SRR

®) When products are used in the following situations, please consult Dianwei customer service

representative to ensure that this product performance have sufficient margin compared with customer

application request, and have safety monitoring system such as safety circuits to minimize the risk in
case breakdown take place

FELL G NI, R ERATA R AR, DU E ™ S e B A A LR, URGE R
A, Rz ARl L 7 R A AR IR A R A 3 e N
a) Used in outdoor, the place with potential chemical contamination or electrical interference, or
the environment which beyond specified specification

JUAMER], AFAEEAEA s el TR, BB Y H Sl B A E . FREEAE T .
b) Used in nuclear reaction systems, railway systems, aviation, transportation equipment, medical
equipment, entertainment equipment, safety devices, or standard equipment of government, industry
TR RS PR RS Nias SOl B% . BT asbil. BORSI. 22a308, BB, Tk FbrrEBi &
c) Used in the systems, instruments and equipment which have dangerous effects on human life and
property
T NRAEMM AR MRS SR W .
d) Used in the gas, water, electricity supply system and the system require 24H continuous operation,
the system require high reliability
A KRS BIEST RSE, DAKTRE 24 /NN IELLIZ RS, AT SEME R E I R S8
e) Used in all above 4 situations, other application environment which require high security.
XEMTRAL 4 4%, TAABER w2 VI &

® When we product is used those occasions which have a significant risk for human lives and property,

customer must take full account that the system has been deigned to meet the needs of security, ensure

that the design contains the hazard warning and has safty redundancy, make sure that the connection and

fix of product is properly to meet the intended purpose
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TAVA B = i T N AR W 7= 2 4 RS 37 B, AT % e R G R & i B 4k
PR Bt TP A S G B B IR MR TUAR, AR il (RT3 S ] 5 i =4 AR 5 U FH 3
@ Particular case shown in this specification is for reference only, the functionality, safety of
equipment shall be confirmed before it is used.
F 3R S BAR B S % o BB B SERR A T ig s AL D RelE . 224tk
® 1In order to avoid unexpected damage to the user or other parties when this product is used, please
make sure you understand and fully comply with all the relevant prohibitions and precautions.
N IE G AR 23 B P S AEAE T T R AR AN I3 e P AR T B S, T O ORI BRI 78 70 S AR AR A
TR
6 The rating parameter specified in this document is determined in a separate experiment, it can not
repeat the same result under complex conditions. The specification may be changed as product improvement
as other reasons, please check the latest specification with zhe customer service representative
before you purchase.
Haertid 807 7 aBuE VERE(E, ZBUE AR I e, ANBE R I DR UEFE 55 4518 T 3 3[R 0 A LA
Oy e 7 i e A s PR AT BB TS H s BRI AN, W S I 37 B A 2 ) 7 I A QAR A 1 52 s 7 A
FE RS B RATAAESH, FESEBRAE T A 7] 25 IR AR 1) A S5 0T R 7 KRS 45
9. Recommended FPC cable #E#£H] FPC HELk 45

Parl‘:cl Name Material #1¥}
ﬂﬂg
Base Film L mm - -
s Polyimide MV i% t=25Hm
Copper . . _ .
Foil Copper foil plate Gold(under plate Nickel) t=35um  Gold plating 0. 1Hm
01 S I .
e W P4 CREPEE Min.
i §1
Fil . ,
Coégggi% " Polyimide SRMEV[1Z t=25Mm
St‘iffener polyethylene glycol terephthalate SRXJ K — FIR £ — FEiE t=188Mm Min.
FhaE A Polyimide SEWEF i t=175Mm Min.
Note: Recommended FPC thickness: 0.3+0.02mm
H: EAFPC EE: 0.3+0. 02mm






