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1. General Specification FZ<{iB:

1.1 Scope vE[H This specification covers the requirements for single key switches which have no
key top(TACT SWITCHES:MECHANICAL CONTACT). It HH 575 5 B4 R I HE A 1) 2 i o G 25k

1.2 Operating Temperature Range 1 FH i )& Vi Hil
-20 to+70°C (normal humidity, normal press.) 1E# @A, AnifEs /)

1.3 Storage Temperature Range {175 ¥ il
-40 to+85C (normal humidity, normal press.)

1.4 Test Conditions I3 551
Tests and measurements shall be made in the following standard conditions unless otherwise
specified: MAFTHEFL T FIFRIESATBRAERE 2R 30
Normal temperature (temperature 5t0 35°C)  FrifEi &
Normal humidity (relative humidity 45 to 85%) I ¥
Normal pressure (pressure 860 to 1060 mbars)  #rifE & 7
In case any question arises from the judgment made, tests shall be conducted in the following

conditions:
Temperature (20+27C) W
Relative humidity (65+5%) FEXE
Pressure (860 to 1060 mbars) & 7J

2. Type Of Actuation zh{EAY

Tactile feedback % fifik [

3. Contact Arrangement__1 poles_ 1 throws #filfE 1454 1 A%

(Details of contact arrangement are given in the assembly drawings.)

A+ RO AR E K

4. Maximum Ratings DC _ 12 V 50 mA FRFUE(E

DC 1V 10 v A HF/DNEEHE
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5.2 fyit:
-/ —
\
] i 1
T \V{ﬁgg
r? = ) v Mepe 5L N yan N
" T H R o PR FR R AL X
1 BASE 1 PPA
Ag plating
2 TERMINAL 1 BRASS(HB5) (Ag0.3 4m/Ni0.3 um)
Ag plating
3 CONTACT 1 PHOSPHOR BRONZE (Ag0.3 um)
COLD PRESSED
4 COVER 1
STEEL PLATE
5 STEM 1 PPA
6
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6. General Specification :gg

6.1 KR

Item T H Test Condition J[A &4 Requirements Zsk
Applying static load twice the actuating force to
the center of the stem, measurements shall be
Contact made with a 1 kHz small-current contact
6.1.1 | Resistance ) 100mQ L
35 v L resistance meter.
P B AR AR SR 80N T4 A i rhoe JF R 1
Tk IS FEL U A e RELASCN
Measurements shall be made following
Insulation | application of DC100V potential between
6.1.2 | Resistance | terminals and between individual terminals and 100MQ Ll |
“isx Wi Bl | frame for one minute. 7E3 7 55 7 2 Il 3 T 5 4b
FoZ At DC100V,— 43
[.)lelectrl'c AC 250V (SQHZ or60Hz) shall pe gp'plled There shall be 1o
Withstanding | between terminals and between individual
6.1.3 . . o " breakdown.
\oltage terminals and frame for one minute. &%t 5 i . PR
W TE | 722 00,3 715 4455 2 17 b AC250V/(50HZ-60HZ) A PR
Lightly striking the center of the stem at a rate
encountered in normal use (3 to 4 operations per
sec),
Bounce shall be tested when “ON” and “OFF”.
EAEHE AT T (LARERD 3-4 IR R R A Tl rhol
TNy AR L5 Wi 1) I 3
Switch
Bounce - \
6.14 P13 == DC3-5V 5k QD Os;gg%;aph 10ms LL T
¢ _—
T S Bl ]
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6.2

HUBRH P e

Item T H

Test Condition WM& &4

Requirements sk

6.2.1

Actuating
Force

=ik (o)

Place the switch such that the direction of
switch operation is vertical and then gradually
increase the load applied to the center of the
stem, the maximum load required for the stem
to come to a stop shall be measured.JT 3% (1) 31
3 10) Ay T L TBCE TR i) A PO 28 b 8 T 47 Ay
T AP 5% 1 F IS B ) e K g

180 + 30 gf

6.2.2

Travel
1THE

Place the switch such that the direction of
switch operation is vertical and then apply a
static load twice the actuating force to the
center of the stem, the travel distance for the
stem to come to a stop shall be measured. Jf3<
(R BIAE 7 10 DAy e TR0 T %, I F RLXUE B A% ) ()
BAr ' FHEA Lo, 0 A DT 20 2 1 AT R
iER

0.25 + 0.10 mm

6.2.3

Return Force

Ry

The sample switch is installed such that the
direction of switch operation is vertical and,
upon depression of the stem in its center the
whole travel distance, the force of the stem to
return to its free position shall be measured. JF
KN AE Ty 1) Ay 3 ELBCE TR AE A AT R HERN
S ARV (1 N 7 4 ARSI 23 ) (ETE= N S e R A R e
i)

50 gf min

6.2.4

Static Strength
i1 E iR A

Placing the switch such that the direction of
switch operation is vertical, a static load of _3
kgf shall be applied in the direction of stem
operation for a period of 60 seconds. JT5%Hz5h
VETT 1) O 7 BB T 5% AEHER S A J7 ) it i 3KG
(R 87 47,60 AR [A]

There shall be no sign of
damage mechanically
and electrically.

JOAT U T HL PR 4 A 728
%
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6.3 A APERE

Item I H Test Condition Jli& 514

Requirements sk

Measurements shall be made following the test
set forth below: 4% T #1| 5 AF AT 5 A il 56

(1)DC 5V 5mA resistive load. DC 5V 5mA [
Operating | T4k

6.3.1 Life (2)Rate of operation:2 to 3 operations per second
e | SR 2-3 YRS

(3)Depression: _ 270 of WS

(4)Cycles of operation: 20X 10* cycles sk
WK 20X 10"

Contact resistance:_ 200
mQ Max. FfuHp
Insulation resistance : 50
MQ Min. ZiZHiBH
Actuating force: )15 J)
+ 30 %or-_30%of initial
force. +30%H146501E )

Item 6.1.3

Item 6. 2.2

Following the test set forth below the sample
shall be left in normal temperature and humidity
conditions for one hour before measurements are

Contact resistance: 200
mQ Max. #fikerH

Rhg:ilsi;unr(fe made: *in%Tﬁ?ﬁﬂ%#iﬁﬁﬂﬁﬁ%ﬁ?ﬁiﬁ@ﬁ,iﬁEﬁEﬁE Insulatiqn resistance : 50
6.3.2 i ML A P A R RCE, 1 /NI e MQ Min. izl
Q) Temperature: 60+£2°C )% Item 6.1.3. 6.1.4
(2) Relative humidity: 90 to 95% %% Item 6. 2.1~6.2.3
3) Time: 500 hours B [A]
Water drops shall be removed.  #55 /K 2k
Following the test set forth below the sample
shall be left in normal temperature and humidity | Contact resistance:_ 200
Low conditions for one hour before measurements are | m Q Max. a‘%ﬁi%{ﬁﬂ
Temperature n\1ade:\ ) ‘ \ Insulathn resistance : 50
6.3.3 Resistance FE 4% T 50 A BT IR G, 086 S 72 IEHRE | MQ Min. gl
I R BE A IR 1 /N il sE Item 6.1.3. 6.1.4
) (1)Temperature: -40+2C o Item 6. 2.1~6.2.3
2 Time: 500 hours Al
Water drops shall be removed.  #55 /K Bk
Following the test set forth below the sample | Contact resistance:_ 200
Heat shall.b_e left in normal temperature and humidity | m Q Max. %ﬁ%ﬁﬁﬂ
Resistance conditions for one hour before measurements are | Insulation resistance :_50

6.3.4 it made: Ff % T HISATHEAT I Ak, w56 5 AR IR
RN LS A R IRCE 1 /NN R E

(1)Temperature: 85+2°C i J¥

(2) Time: 500 hours i [

MQ Min. i
Item 6.1.3. 6.1.4
Item 6. 2.1~6.2.3
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Item T H

Test Condition Mi& &4

Requirements sk

6.3.5

Change  of
Temperature

it AR

Following ten cycles of high temperature

test .The Sample shall be Placed in Normal

temperature and humidity Conditions for one

hour before measurements are made. During this

test, water drops shall be removed.

FE A2 T A0S BEAT R O A a5, i 0e Je

Tﬁ%mfﬁmf%ﬁTmal¢mFW

W (C) +85+2°C

-40+2C

2 /NIFF

1 /NS

2 /NES
AN

A,

'”WPS’?P

L i L i j 1 (hour)

Cycling: Five cycles

JA . 5k

Contact resistance:_ 200
mQ Max. FfHp

Insulation resistance : 50
MQ Min. 252 BH
Item6.1.3. 6.1.4
Item 6. 2.1~6.2.3

6.3.6

Salt Spray
Test

The salt spray test shall be conducted at the
following conditions : ¥f 4% F 41 A4 3047
(1)Density (< &) ¥ (5+1)% Nacl (Fis [
53 L)

(2)Temperature: i

(3) Time: 0 ]

35+2C
48 hours

EIEFR . L

6.3.7

Vibration
Resistance

M 3 )

Measurements shall be made following the test
set forth below: #% 51 5T PR A%
(1)Range of oscillation:10 to 55Hz i3 [l

(2) Amplitude,pk-to-pk:1.5 mm 4 15 : 1§ - 1§
1.5mm

(3)Cycle of sweep: 10-55-10Hz in one minute,
approx. 314 1 10-55-10Hz 25—y
(4)Mode of sweep: Logarithmically sweep or
uniform sweep.  F9H5 5 2o Ed A A E 4
(5)Direction of oscillation: #Ez)77 i

Three  mutually  perpendicular  directions,
including the direction of stem travel. 3 M.
e 55 ), AR AN AT RE T 1)

(6)2 hours each ,for a total of 6hours.%f J5 i 2 /s
). 3L 6 /N

Item 6.1
Item 6. 2.1. 6.2.2
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Item W H Test Condition MR %4 Requirements Zsk
Measurements shall be made following the test set
forth below: & T %) 4 AHdEAT phfi e
Impact (1)Acceleration:80g ik i
Shock (2)Cycles of test :3 cycles each in 6directions, for ltem 6.1
6.38 | pesistance | @ total of 18cycles s vick:A3 4771 3 6 Arry | 1M 6. 2.1, 6.2.2
ot 318 % — =
f
7. SRERFAT
Item T H Recommended conditions ## &4
Please practice according to bellow conditions:
(1)Soldering temperature :<<260°C
Hand (2)Continuous soldering time: <5 S
21 Solderin (3)Capacity of soldering iron:<<20 W
T P | PHELERARETAE
V)EBLEE: <260°C
(2)IELLMR A <5
()RR TR : <20 W
For the product of SMT , type solder according to the following conditions
XFT SMT il TEF% LR S AT 1R
sV_LAlrfacAe Qf product temperature
AR R (C) 260C max. 3sec max.
230°C peak temperature
| |
180°C / i
150C — | |
|
Automatic = | o |
Flow B S - 1 time i) ()
7.2 . 120sec max. s ma
Soldering preL—J/heating(%ﬁ I M
Eijjﬁl:%ir 3 ~ 4min. max
time inside soldering equipment %Py 3 ist i i)
Caution: the condition mentioned above is a temperature on the PWB surface
on which parts are mounted. There are cases where PWB temperature greatly
differs from switch's surface temperature depending on PWB material, size,
thickness, etc. The switch's surface temperature shall not allowed to exceed
260°C R LL BRI Z A L PWB RIHEE, T PWB [\ kL
JOGI JREEAEANE, PWB M IF SR SRATF R B AT IR AN, Bk, T
ANOAEAETF ISR IR E I 260°C
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8. Other Precautions Aty & =5

(1) Following the soldering process, do not try to clean the switch with a solvent or the like.
BEAT IR AR, ANAT AR A SR i e T 5%

(2) Safeguard the switch assembly against flux penetration from its topside.
B3 1k B A TT R T B N

(3) Please have the products keep in close status and the storage time is 90 days guaranty after
delivering the goods at most.

AE BT A DRUETF AL T35 BRI A7 I 18] 90 R EA TR
9. Reel Packaging #%%

9.1 Scope &

This specification covers the requirements of the reel packaging for SMT standard type of tact
switches. MBS SMT AR 3L 3 QI 5eats B e ik

9.2 Packaging Materials 3481

Item i H | Description i
Package £l %% | Cartons RIEAH
Reel ¥ | Delete Cartons n] [Af#4H
Carrier Tape # 77 | Polypropylene SN

9.3 Packaging Quantity Hf#&#&

9.3.1 The number of the reels. ¥4 %l % =
Twenty (20) reels at maximum. Which contain 20K pcs switches
Shall be packed in a package. —#f%% 20 4, 20K H /=%

9.3.2 The number of the switches. /= /%=
1000 pcs switches shall be packed in a reel. —ANME#fi£1, 1000 H 7 5

9.3.3 It should be noted that we regard two cartons i H 40,28 55 v 72 F N4 10 2
mentioned above as on package for export.






