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SPECIFICATION

A1

Model Type:
S XLR AUDIO COMBO JACK

1. Scope /g FuH
This specification is applied to JACK CONNECTOR which is used for
electric products.
ASHRE PR ]I F 7 ol R 4 A R
2. Rated / HiE 1l
2-1. Practical temperature range: -25°C to +65°C
&LV . -25°C to +65°C
Humidity range: 95% RH.MAX, (+40°C).
WAEJEH: 95% RH.MAX, (+40°C)
2-2. Preservation temperature range: -10°C to +40°C
TRAFILEEE ] -10°C to +40°C
Humidity range: 85% RH.MAX.
MY 85% RH.MAX.
2-3. Rated voltage and current: 50V AC, 6A
BUEHUSAEHE BIE: S0V AC, 6A

2-4. Appearance : No scratches. soil. rust or discoloration shall be observed.

SN Rk WEvG . AR G AEIS .
3. Construction / i ¥
3-1.0utline And Dimension / #F¥E A1 R~}

Outline and dimension of the jack shown be as attached assembled drawing.

A7 3 (R SN ST IE B5 BA B AR AR AT
3-2.Part And Material /4 A4kl

The parts and materials shown be in material identification sheet and certification of material.

TR LR 5 A R R — 3.
4. Electrical efficiency / H S Fe !

between mutually insulated pin contacts
for one minute.

TEFI B A 2 (P Pl 2 TR), 4k B8 RE AR
% 1500VHL . (AC50/60Hz RMS) Jf:
FEEE100 50 .

Item Property Test condition Performance

T3 H Rk Mt a1k HlE

4.1 | Withstand voltage The XLR shall be withstanded1500V No dielectric breakdown shall occur.
it o (AC 50/60Hz RMS) T Mg R

EM B 482 003 1 3 5 b se 2 ],
i JHE N e A 52 it N iR 500V BT L

4.7 | Insulation Using a 500 volts DC insulation resistance
resistance meter between mutually insulated terminals
% 25 BT or metalic parts

500 M Q MIN.
/500 JKRK

socket and the pin of matching plug to be
made a closed circuit

37 55 DL ME A7 Sk (R A £ AL B — A [l e

4.3 | Contact resistance | At a current of below 1 kHz by the voltage
Ff BHAT drop method or four terminals method, the

XLR:30 mQ MAX
FefediE: e R3022 K




SPECIFICATION k1

Model Type:
SHH XLR AUDIO COMBO JACK

5. Mechanical efficiency AL

Item Property Test condition Performance
s i AT e
5.1 Insertion and Measured with a load cell or equivalent. the | JON(About 1kgf) to50N(About 5.0kgf)
extraction force matching plug shall be inserted into the jack
PN It ] and extracted from the jack slowly. (Fig.1) ION(AZy Lkgf) to SONCAZY 5.0kg)
J— 00 Fs e s ik . FHARIE RS
3o S i i 9 N R 1 bt DA s L
Wi  (Fig.1)
5-2 | Terminal strength | Every terminal shall be capable of withstand | Without loosing and breakdown, but
Ui 1R a force of 10N (About 1.0kgf) for 10 deformation of terminal is accepted.
seconds. A WEHEILS, (R T
BEA B~ HON. B8 7K 52 20N (K 24 1.0kgf) WAL,
71, HFHFEE1080.

6.Durability / ifif A PG

Item Property Test condition Performance
T H e R R HlE
6-1 | Life test The life test shall consist of 5000 cycles of | The jack shall be comply with
FF Ik insertion and extraction with gauge paragraphs 4-1 and 5.

plug(Fig.1) or made plug(Fig.2) , at a rate of | [pgylation resistance:100M Q or more
20 to 30 cycles per minutes under no load. | Contact resistance:less than 60m Q

LERA AN S, LAREZMEh20-30 7K (1) | BET A2 10 H 4-1H15.

B, Y, HARVCHEC 4 S 34T 43R 5000 452k FiFH . 45:/N100JKER
X. Pefo e B . fe K 10022 8K




SPECIFICATION }i%3

Model Type:
KA

XLR AUDIO COMBO JACK

7. Solderability / #2560

Item
i H

Property
Kot

Test condition

eSS

Performance
Al

7-1 | Resistance to
soldering heat

Grate:

Terminal shall be diped in solder the
condition as follow;
1. Terminal for a PC board (thickness
1.0-1.6mm)
Pre-heat:100~110°C, 30S
Temperature of solder:
260+5°C,  10+£1S
The specimen shall be stored at a

standard atmospheric conditions for

24H.

2. Terminal for iron;
Temperature of solder:
350£10°C(60W) 341 S

FE N T2 0 o i 4 AN R L

LgEESE (J5)%1.0~1.6mm)
Fi#: 100~110°C, 30S
PR S . 26043°C, 5+1S

FEARER ST, PR BBCE 210

2 B HE

SEUBIELE: 350£10°C (60W)

3+1S

The jack shall be comply with
paragraphs 4-1 and 5.

Insulation resistance:100M © or more
Contact resistance:less than 50 m Q
RETH AL T H 4-1815.

A B d/N100JKRK

Pl B AN H 5022 /K

7-2 | Solderability
AR

Temperature of solder: 245+3°C.
Time of dip: 3£0.5 seconds.

Length of dip: 2.5 mm( from top of terminal)

YR : 245+3°C.
BNITE: 340.5 5
BENREE: 2.5 mmOM i1 TR TT4R).

A new uniform coating of
solder shall cover 95% or more
of the surface being immersed.

PR T BRI F195% AL




SPECIFICATION #iks1

Model Type:
o TR I

R

XLR AUDIO COMBO JACK

8. Environment test / I 55185

811 et

of -25+£2°C for a period of 96 hours ,then
shall be allowed to remain in room ambient
conditions for 30 minutes.

5 4 JAE U AE-25+5° CRIRL 4 F T 74296
NI, SR JE AR WA MR E 3050 Eh

82 Heat test
i R

The jack shall be subjected to temperature
of 65£2°C for a period of 96 hours ,then shal
be allowed to remain in room ambient
conditions for 30 minutes.

Yo 970 PR B E AE 65420 C il 46 A R548296
NI, SRS AR RS R E3050 B

|

Item Property Test condition Performance
i etk MR Al
Cold test The jack shall be subjected to temperature | The jack shall be comply with

paragraphs 4-1 and 5.

Insulation resistance: 100M Q or more
Contact resistance:less than 50 m Q
RETH AL T H 4-1H15.

“azHif: /N 100JKRR

PefhrBH s K502 Rk

8. Environment test / #5514 56

Item
i H

Property
Frdk

Test condition

Wk Z AT

g.3 | Humidity test
i 3 1R

The jack shall be subjected to temperature
0f 40+2° C and relative humidity of 90% to
95% for a period of 96 hours.Upon
completion of the exposure, dew drops
shall be blown out and removed from the
jack, after which the jack shall conditioned
at room ambient conditions for 30 minutes.
FEA R TECE AL B A 40+2°C, AR
190~95% I IAIE N HFFEE6/ NI o 58K LA
EHRTUS, BRZAdE e ERKER, RS
AT P E 30708

The jack shall be comply with
paragraphs 4-1 and 5.

Insulation resistance: 5S0M Q or more
Contact resistance: less than 50m Q
RV A2 T H 4- 1415,

#a b f/N50 KRR

e B pR: ASE 502Kk

8-4 | Temperature
cycling test
TR

The jack shall be subjected to conditions
as shown in below, and then shall returned
and allowed to remain in ambient
condition for 30 minutes.

F A B JECE T P 45 T IR LR,
SR G AR S A R ISCE 305
(TEMPERATURE)>

M=Nig
% (five cycles>

+65°C _| 5%
-25°Ct |— —

+ + t 1 (TIMED
Oh Z2h 4h 6h 8h I

The jack shall be comply with
paragraphs 4-1 and 5.

Insulation resistance: 100M Q or more
Contact resistance: less than 30m Q
REWG AL T H 4- 1715,

Za Bl : f/N100JK KR

P e P . AN HH 5022 Rk




SPECIFICATION #ik1

Model Type:
s ’ XLR AUDIO COMBO JACK
HAR
Item Property Test condition Performance
5 H Rt AT HE
8-5 Salt mist test Testing bath: The jack shall be comply with
il The temperature shall be 35°C+2°C in paragraphs 4-1 and 5.
the ambient of the jack during the test. Insulation resistance: 100 M Q or more
Spray apparatus: Contact resistance: less than 50 m @
The apparatus shall be capable of Bt 2T H 4-1R15.
producing fine dense mist uniformly. S if: /N 100JKEK
Salt water: Befl LT, B SO RK

The concentration of the salt water shall
be adjusted at 5+1% weight ratio at 35C+

2°C.

Testing time: 24+0.5 hours.

R

TELE R 35420 CAAF R HEAT IR
M5 25 e 6+

B N RE AR S 1) — IR IR 25
ERKIRE -

FEMLE A 35220 CHAT R, FhKIK
J35£1%

PRI 24£0.5 /NS

. Test condition / ik 2514

The test and measurement,unless otherwise specified,shall be carry out at a temperature of 5°C~35°C,
,relative humidity of 45%~85%, and atmospheric pressure of 86kPa~ 106kPa.

However,when any doubt arises on the judgment value under it.the test and measurement shall be carry
out a temperature of 20+2° C,relative humidity of 60% ~70%, and atmospheric pressure of 86kPa~
106kPa.

BRAE S AR E, A P FI IR JE AR 5° C~35°C, MXHE EAE45%~85%, "<k {r86kPa~106kPa
ZAE FHEAT

MFEIXANAE T e B, DA AE2042°C, AHXHEE 60%~70%, SEAE
86kPa~106kPaZeff F AT .

10. Amendment / ZZ 55 1E

When the amendment of this specification comes into necessity, it shall made by the mutual
consultation and agreement between manufacture and customer.

A G A P BEAT AR TEAB IR, AR R R A IE R R U R R AT LA .

2% This specification is state with Chinese & English, Chinese is preferential while doubt in interpretation.

MRS R IS AN 93, (HR AR SE SO BLR SO e o




SPECIFICATION ¥k

XLR AUDIO COMBO JACK

Model Type:

RIS

PR Sk

11. Standard dimension of gauge plug /

£0.05
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