RIPTION

DATE

4 %k: PHONE JACK HH#: 2013409 B 02 H
MODEL NO.DC-028
RATING (HREME): DC 50V 0.3A
PRACTICAL -16~65°C
TEMPERATURE TE-16° C~+65° C 155 {8
RANGE
1% I VE
UNLESS OTHERWISE SPECIFIED
THE STANDARD RANGE OF ATMOSPHERIC
STANDARD CONDITIONS FOR MAKING MEASUREMENTS
ATMOSPLEIC AND TESTS ARE AS FOLLOWS:
CONDITIONS (1) BETWEEN BODY AND CONDUCTOR: 5°C TO 35°C
SR bE AR (2) BETWEEN CONDUCTORS NOT TO BE CONTACT: 45% TO 85%

(3) PRESSURE: 86Kpa TO 106Kpa
TERA TR MRS IR . B, SR
(1) RN 5C~35C
(2) MBIEN 45%~85%
(3) AJE N 86 Kpa~106Kpa

MECHANICAL (FLBPERS)

ITEM i H TEST CONDITIONS i3 2% 12 PERFORMANCE  #l&
CONNECTION | MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. 3~20N
NI IR YEARAERT PLUG GAUGE 55 3 k¥R 4 J5 I &
1
DISC%NI\]I\IECTI MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. 3~20N
X AR FRUER PLUG GAUGE 55 3 YRR f5 58
P 7B
THERE SHALL BENO DAMAGE
TO THE TERMINAL SUCH  AS
TERMINAL | A STATIC LOAD OF 0.IN/m(1kgf/em)SHALL BE APPLIED TO THE | CRACKS, LOOSENESS OR PLAY
5 STRENGTH | TIP OF THE TERMINAL FOR I MIN ELECTRICAL ,AND MECHANICAL
—_— IN ANY DIRECTION CHARACTERISTICS SHALL BE
TR G e A AL R — N T 1 43l 0.1N/m(1kgfom) i F1 . SATISFIED

FEHERI R BT 2T ARBhSEAH, B
THU. AR

ELECTRICAL (HLAME

)

ITEM i H TEST CONDITIONS i %1 PERFORMANCE #it%
CONTACT MEASURED AT SMALL CURRENT (100m A OR LESS)
3.1 | RESISTANCE | 1000Hz <0.03Q
& fid L B EWUNEIR (100 mA) LU IR
APPLY A VOLTAGE OF 500V DC FOR 1 MIN
TO FOLLOWING PORTIONS  AFTER  WHICH
MEASUREMENT
SHALL BE MADE:
(1) BETWEEN BODY AND CONDUCTOR
INSULATION
35 | RESISTANCE (2) BETWEEN CONDUCTORS NOT TO BE CONTACT = 100ME
: s i L (3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG IS -

INSERTED DC 500V | MIN
N 500V DC HUE 1738l % DT b 77 il i
(D A S R
(2> AEAEEHEZ 7
(3> HkAA AR A A 2 7]




MODEL NO: DC-028

33

DIELECTRIC
STRENGTH
Tt FEL P

AC 500V ims(50~60Hz)FOR 1 MIN TRIP CURRENT:0.5mA

(1) BETWEEN BODY AND CONDUCTOR

(2) BETWEEN CONDUCTORS NOT TO BE CONTACL

(3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG
IS INSERTED DC 500V 1 MIN

I\ AC 500V (50Hz) /min HLJE 1 20 HIN 0.5mA,

o LR Befub 7 iR AR

(1) Ffi B e 5 HE A 2 [)

(2) AEAhBHER 2 7]

(3)  Ffi Sk dei NI A Bz Ak HE I 2 7]

WITHOUT DAMAGE TO
PARTS ARCING OR BREAKDOWN ETC
BA RGN RH

URABILITY (it A #)

ITEM T H TEST CONDITIONS i %1 PERFORMANCE ¥it%
(1) SOLDER WETTING TIME SHALL
THE TOP OF THE TERMINALS SHALL BE
SOLDERA- BE 3 SEC OR LESS
DIPPED 1mm IN THE SOLDER BATH OF o
BILITY SR ] B0 F 3 F
4. 240+5°C FOR 340.5 SECONDS
TEST N N ) N . . (2) THE AREA OF SOLDERING
. i IRER MR NI Imm 7R, J5 N 240+ 5°C AN 3
AT AR RS 05 b SHOULD BE OVER 75%
V. e
PRETERINA 75% L E
SOLDERING IRON METHOD:
RESISTANCE | BIT TEMPERATURE 330+5°C APPLICATION WITHOUT DEFORMATION OF CASE OR
TO TIME OF SOLDERING IRON3 0.5 SEC EXCESSIVE LOOSENESS OF TEMINALS
4. 2 SOLDERING | HOWEVER EXCESSIVE PRESSURE SHALL ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST | NOT BE APPLIED TO THE TERMINAL BE SATISFIED
i S R FAR B R B 5 3 HI7E 330£5°C , Al AETARTE, WaE T, B
N 3405 F, (HARETEHEM LRGN 52 K 77 .
THE JACK SHALL BE STORED AT A TEMPERATURE
OF 404+2°C AND A HUMIDITY OF 90%TO 96% FOR
HUMIDITY 96 Hr,THEN THE JACK SHALL BE MAINTAINED
4.3 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1 Hr
TR FOR OTHER PROCEDURES THERE SHALL BE NO DAMAGE ON
B 40£2°C  HIAHRIIEEE N 90~96% Hr 315 96 /NI & , APPEARANCE.
FRBRERORCE IE R PR 1 /N JE b AT MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
THE JACK SHALL BE STORED AT A TEMPERATURE
OF70+2°C FOR 96 HOURS, AND THEN IT SHALL SATISFIED
o ' ANRTCFE, e T, AR .
a4 HEAT TEST BE SUBJECTED TO THE CONTROLLED RECOVERY
' T B MBASURBM

JBCELERRE 70£2°C AR 96 NI 5, FBCE IR =R 1
/NI SR 5




MODEL NO: DC-028

THE JACK SHALL BE STORED AT ATEMPERATURE
OF-25+3"C FOR 96 HOURS AND THEN IT SHALL

THERE SHALL BE NO DAMAGE ON
APPEARANCE

i s COLD TEST | BE SUBJECTED TO THE CONTROLLED RECOVERY MECHANICAL AND ELECTRICAL
’ it 23R L6 CONDITIONS FOR 1 HOUR AFTER WHICH CHARACTERISTICS SHALL BE
ERE-25+3°CH 96 /N JE, FCE FEFES 17N | SATISFIED
R 5 ST FH, HETHUM. AR
WITHOUT LOAD
CONNECTION AND DISCONNECTION SHALL
BE MADE WITH THE MATING PLUGS AND
JACKS FOR 5, 000 CYCLES AT A SPEED
OF 10 TO 25 CYCLES/MIN
n (1)  CONTACT RESISTANCE SHALL BE <
it 010
BEEE T HIFRUHE PlugUR B EiR T h O DAE '
i e X (2)  DISCONNECTION FORCE SHALL BE
1 %9 LA 10~25 P, 3HT 5, 000 X
; 3 TO 20N
WA, B
e LIFE TEST (3) MECHANICAL AND ELECTRICAL
' ik CHARACTERISTICS SHALL BE
SATISFIED
LOAD:
(1) <010
AT RATING CONDITION (NON-INDUCTIVE LOAD) ‘
(2) HH i 3~20N
CONNECTION AND DISCONNECTION SHALL o ) .
3) He:e T, B
BE MADE 1,000 CYCLES AT A SPEED
10 TO 20 CYCLES / MIN
ik
PLERCIRAS (T ST 1 2040 BL 10~20 IR IK)58E B 3k 4T
1,000 AFAN ik
THE JACK SHALL BE SUB JECTED TO 5 CYCLES OF THERE SHALL BE NO DEFORMATION OR
THE FOLLOWING CONDITIONS SHOWED IN THE CRACKS IN MOLDED PART.
FIGURE,AND THEN SHALL RETURNED ALLOWED INSERTION & EXTRACTION FORCE:3 TO 20N
TO REMAIN IN ROOM AMBIENT CONDITION FOR CONTACT RESISTANCE:MAX.30M Q
30 MINUTES INSULATION RESISTANCE: MIN.100 M
PR LU T B & AEE 5 AMEER, SR JE TRl = N ERES 30 404 | DIELECTRIC WITHSTANDING VOLTAGE:
500VAC/MIN(BETWEEN TERMINALS)
TEMPARATURE NS
PR N RS 5 A
i CYCLINGTEST . 3N 20N
' L AT TRt A :

) 1 cycle 8 hours

80 70°C

40,

_40,
kBJ»E c

il FH: H K 30m Q
ZhHBH: B/ 100 M Q
Zeit e : /) 500VAC G122 8]

(Hours)




MODEL NO: DC-028

THE JACK SHALL BE SUBJECTED TO 5 CYCLES OF THERE SHALL BE NO DEFORMATION OR
THE FOLLOWING CONDITIONS SHOWED IN THE CRACKS IN MOLDED PART.
FIGUREAAND THEN SHALL RETURNED AND | INSERTION & EXTRACTION FORCE:3 TO 20N
ALLOWED CONTACT RESISTANCE:MAX.30M Q
TO REMAIN IN ROOM AMBIENT CONDITION FOR INSULATION RESISTANCE: MIN.100 M Q
30 MINUTES DIELECTRIC WITHSTANDING VOLTAGE:
B e DL R IS AEE 5 AMESR, ARG B = N EREE 30 238 | S00VAC/MIN(BETWEEN TERMINALS)
Cold&HEAT
48 SHOCK TEST TN R SIAST TS
A B i itk /1: 3N % 20N
1 cycle 1 hour
T FefFiBH: K 30m Q
70 A HfH: &/ 100 MQ
AT S : B/ SOOVAC (i F22[a])
=20
0.5 0.5 0.5 0.5— (Hours)
fil B Xt o
ik
WCX V4
DY






