


SPECIFICATION�
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��（NAME）： PHONEJACKDC S

��（ ）MODEL

1. 5~35-C 45~85
In normal fettle to test.Temperature 5~35-C and humidity 45~85
�� ，�� ������ 。

2. 10~60-C
In entironment of remperature 10~60-C)
��— "#$&'。
（ —

ITEM() TEST CONDITION � *+ SPECICFICAION ,-

3.1 CONTACT
RESISANCE

./01

Being measured at 1KHZsmall current
connact resistance meter. 1KHZ2 345
��6。

3.ELECTRONICAL RESISTAN 4789

30m max

30:;<�。

3.2 INSULATION
RESISTANCE

=>01

Measurements shall be made following
application of DC500V potenrial across
terminals and across terminals and frame
for 1minute.

DC500V 1
2?�@BQ?�UV@B

W *+�，XZ [\�6。

100M min

100];<^。

3.3 WITHSTAND
VOLTAGE

_4`

AC500V(50HZ or 60HZ shall be applied
across terminals and across terminals and
frame for one minute.

AC500V 1

）

2?�@BQ?�U
V@BW *+�，XZ [\�6。

There shall be no
breakdown

abcde。

4.MECHANICAL CHARACTERISTICS f g 8 9

4.1 INSERION
AND
WITHDRAW

hij

Being measure at across spring
piece and
across matching plug for ergometer.
'�
jk2hlUmn@Bop� 

Insertion and
extraction force
3-20N,

3-20Nhij

4.2 TERMINAL
STRENGTH

?�q�

A static force of 500gf being applied in
one directionon the top of terminal for
1 minute. 500

1
rs t@uvwxWy?

�z{|rs}~XZ [\。

There shall be no
sign of damage

mechanical and
electrically.
a���e��fg
�4�89
@��。



5.DURABILTY � � �

SOLDERING
TEST

�����

5.1 The top of terminals shall be dipped
2mm in the loder bath at a temperature
of 230 5-C for 3sec.

2mm
230 5-C 3
	
��
���� �，��

�� �。

A new un form coating of
shall cover above 75 of
the surface being immersed.

75
.

����� �����

 !"

5.2 5000 cycles of operation at rate of 20-30
cycles per minture with unloading.

20 30
5000

#$%&'(，)�* — +�,�
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LIFE TEST
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1 Contactresistance.40m
max 40

2 Drive fore 30 inital value

30
3 ITEM 3.2
4 ITEM 3.3
5 INEM 4.2

5.3 HEAT TEST

�I��

80 2-C for 48 hours after test keep
in normal condition for 30minutes.

80 2-C 48
30

J KLMN O�，PN
JQRKLM �*STUV�。

（ ）
78W9 ;<
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（ ）
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1 Contact resistance 50m
max. 50

2 Insulation resistance 50M
min 50

3 There shall be no sign of
damage mechanically
and electrically.

5.4 HUMIDITY
TEST

�j��

The condition of temperature 40 2-C
and humidity 90-95 for 48 hours after
test keep in normal condition for 30
min. 40 2-C 90 95 Rh 48

30
J — KLMN

O�，PNJQRKLM �*S
TUV�。

5.5 At 30 2-C for 48 hours,after test keep
in normal condition for 30 min. 30
2-C 48
30

—
J—

KLMN O�，PklQRKLM
�*STUV�。

COLD TEST
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Test Report. No. CANEC1504315404  Date: 01 Apr 2015. Page 1 of 4.

SHENZHEN MINGSCHIN INDUSTRIAL MATERIAL CO.,LTD.

MINGSCHIN INDUSTRIAL PARK,NANHUAN ROAD,HEYI COMMUNITY,SHAJING TOWN,BAOAN 

DISTRICT,SHENZHEN 

CHINA.

.

The following sample(s) was/were submitted and identified on behalf of the clients as : C5191.

SGS Job No. : CP15-014808 - SZ.

Date of Sample Received :. 26 Mar 2015.

Testing Period :. 26 Mar 2015 - 01 Apr 2015.

Test Requested :. Selected test(s) as requested by client..

Please refer to next page(s)..

Please refer to next page(s)..

Test Method :.

Test Results :.

Conclusion :. Based on the performed tests on submitted sample(s), the results of Lead, 

Mercury, Cadmium, Hexavalent chromium comply with the limits as set by RoHS 

Directive 2011/65/EU Annex II; recasting 2002/95/EC..

Alkene Liang.

Approved Signatory.

Signed for and on behalf of
SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch.



Test Report. No. CANEC1504315404  Date: 01 Apr 2015. Page 2 of 4.

Test Results :.

Test Part Description :.

Specimen No.. SGS Sample ID. Description.

SN1. CAN15-043154.004 Copper-colored metal sheet.

Remarks :.

(1) 1 mg/kg = 1 ppm = 0.0001%.

(2) MDL = Method Detection Limit.

(3) ND = Not Detected ( < MDL ).

(4) "-" = Not Regulated.

RoHS Directive 2011/65/EU.

Test Method :. (1)With reference to IEC 62321-5:2013, determination of Cadmium by ICP-OES. 

(2)With reference to IEC 62321-5:2013, determination of Lead by ICP-OES.

(3)With reference to IEC 62321-4:2013, determination of Mercury by ICP-OES.

(4)With reference to IEC 62321:2008, determination of Hexavalent Chromium by spot test / 

Colorimetric Method using UV-Vis..

004.

Cadmium (Cd). 100 mg/kg. 2 ND

Lead (Pb). 1,000 mg/kg. 2 10

Mercury (Hg). 1,000 mg/kg. 2 ND

Hexavalent Chromium (CrVI). - - ♢ Negative

Test Item(s). Limit. Unit. MDL.

Notes :.

(1) The maximum permissible limit is quoted from the directive 2011/65/EU, Annex II.

(2)◇Spot-test: 

Negative = Absence of CrVI coating, Positive = Presence of CrVI coating; 

(The tested sample should be further verified by boiling-water-extraction method if the spot test result is 

Negative or cannot be confirmed.)

◇Boiling-water-extraction: 

Negative = Absence of CrVI coating

Positive = Presence of CrVI coating; the detected concentration in boiling-water-extraction solution is 

equal or greater than 0.02 mg/kg with 50 cm2 sample surface area.

Information on storage conditions and production date of the tested sample is unavailable and thus results 

of Cr(VI) represent status of the sample at the time of testing..



Test Report. No. CANEC1504315404  Date: 01 Apr 2015. Page 3 of 4.

 

ATTACHMENTS 
RoHS Testing Flow Chart 

1) Name of the person who made testing: Bruce Xiao  
2) Name of the person in charge of testing: Bella Wang 
3) These samples were dissolved totally by pre-conditioning method according to below flow chart 
  (Cr6+ test method excluded). 

Sample Preparation 

Sample Measurement 

Acid digestion with 
microwave/ hotplate 

 

Filtration 

Solution Residue 

1) Alkali Fusion / 
Dry Ashing 

2) Acid to 
dissolve 

ICP-OES/AAS 

DATA 

Nonmetallic 
material 

Metallic 
material 

Adding digestion 
reagent 

Heating to 
90~95℃ for 

extraction 

Filtration and 
pH adjustment 

Adding 1,5- 
diphenylcarbazide 
for color 
development 

 

UV-Vis 

DATA 

Spot test 

Boiling water 
extraction 

Adding 1,5- 
diphenylcarbazide 
for color 
development 

A red color 
indicates the 
presence of Cr6+. If 
necessary, confirm 
with UV-Vis. 

DATA 

Positive 

Negative 

Pb/Cd/Hg 

 

Cr6+ 



Test Report. No. CANEC1504315404  Date: 01 Apr 2015. Page 4 of 4.

Sample photo:.

CANEC1504315404

CAN15-043154.004.

SGS authenticate the photo on original report only.

*** End of Report ***.



Test Report. No. CANEC1501018904  Date: 30 Jan 2015 . Page 1 of 4.

SHENZHEN MINGSCHIN INDUSTRIAL MATERIAL CO.,LTD .

MINGSCHIN INDUSTRIAL PARK,NANHUAN ROAD,HEYI COMMUNITY,SHAJING TOWN,BAOAN 

DISTRICT,SHENZHEN 

CHINA.

.

The following sample(s) was/were submitted and identified on behalf of the clients as : C5210 .

SGS Job No. : CP15-003088 - SZ .

Date of Sample Received : . 19 Jan 2015.

Testing Period : . 19 Jan 2015 - 22 Jan 2015 .

Test Requested : . Selected test(s) as requested by client. .

Please refer to next page(s). .

Please refer to next page(s). .

Test Method : .

Test Results : .

Conclusion :. Based on the performed tests on submitted sample(s), the results of Lead, 

Mercury, Cadmium, Hexavalent chromium comply with the limits as set by RoHS 

Directive 2011/65/EU Annex II; recasting 2002/95/EC. .

Echo Yeung.

Approved Signatory .

Signed for and on behalf of
SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch.



Test Report. No. CANEC1501018904  Date: 30 Jan 2015 . Page 2 of 4.

Test Results : .

Test Part Description : .

Specimen No.. SGS Sample ID. Description.

SN1. CAN15-010189.004 Copper-colored metal sheet .

Remarks :.

(1) 1 mg/kg = 1 ppm = 0.0001% .

(2) MDL = Method Detection Limit .

(3) ND = Not Detected ( < MDL ) .

(4) "-" = Not Regulated .

RoHS Directive 2011/65/EU.

Test Method : . (1)With reference to IEC 62321-5:2013, determination of Cadmium by ICP-OES. 

(2)With reference to IEC 62321-5:2013, determination of Lead by ICP-OES.

(3)With reference to IEC 62321-4:2013, determination of Mercury by ICP-OES.

(4)With reference to IEC 62321:2008, determination of Hexavalent Chromium by spot test / 

Colorimetric Method using UV-Vis. .

004.

Cadmium (Cd) . 100 mg/kg. 2 ND

Lead (Pb). 1,000 mg/kg. 2 33

Mercury (Hg). 1,000 mg/kg. 2 ND

Hexavalent Chromium (CrVI) . - - ♢ Negative

Test Item(s). Limit. Unit. MDL.

Notes :.

(1) The maximum permissible limit is quoted from the directive 2011/65/EU, Annex II

(2)◇Spot-test: 

Negative = Absence of CrVI coating, Positive = Presence of CrVI coating; 

(The tested sample should be further verified by boiling-water-extraction method if the spot test result is 

Negative or cannot be confirmed.)

◇Boiling-water-extraction: 

Negative = Absence of CrVI coating

Positive = Presence of CrVI coating; the detected concentration in boiling-water-extraction solution is 

equal or greater than 0.02 mg/kg with 50 cm2 sample surface area.

Information on storage conditions and production date of the tested sample is unavailable and thus results 

of Cr(VI) represent status of the sample at the time of testing. .



Test Report. No. CANEC1501018904  Date: 30 Jan 2015 . Page 3 of 4.

 

ATTACHMENTS 
RoHS Testing Flow Chart 

1) Name of the person who made testing: Bruce Xiao  
2) Name of the person in charge of testing:  Bella Wang 
3) These samples were dissolved totally by pre -conditioning method accord ing to below flow chart  
  (Cr6+ test method excluded ). 

Sample Preparation 

Sample Measurement 

Acid digestion with 
microwave/ hotplate 

 

Filtration 

Solution Residue 

1) Alkali Fusion / 
Dry Ashing 

2) Acid to 
dissolve 

ICP-OES/AAS 

DATA 

Nonmetallic 
material 

Metallic 
material 

Adding digestion 
reagent 

Heating to 
90~95℃ for 

extraction 

Filtration and 
pH adjustment 

Adding 1,5- 
diphenylcarbazide  
for color 
development 

 

UV-Vis 

DATA 

Spot test 

Boiling water 
extraction 

Adding 1,5- 
diphenylcarbazide 
for color 
development 

A red color 
indicates the 
presence of Cr 6+. If 
necessary, confirm 
with UV-Vis. 

DATA 

Positive 

Negative 

Pb/Cd/Hg 

 

Cr6+ 



Test Report. No. CANEC1501018904  Date: 30 Jan 2015 . Page 4 of 4.

Sample photo: .

CANEC1501018904

CAN15-010189.004 .

SGS authenticate the photo on original report only .

*** End of Report *** .



Test Report. No. CANEC1511170701  Date: 03 Jul 2015 . Page 1 of 5.

DONGGUAN HUASHUO PLASTIC CO., LTD .

QIAOTOU INDUSTRIAL AREA,YANGKENG ROAD,QIAOLI VILLAGE,CHANGPING TOWN,DONGGUAN 

CITY,CHINA

.

.

The following sample(s) was/were submitted and identified on behalf of the clients as : PPA BK .

SGS Job No. : CP15-036907 - SZ .

Model No. :. 505L.

Date of Sample Received : . 01 Jul 2015.

Testing Period : . 01 Jul 2015 - 03 Jul 2015 .

Test Requested : . Selected test(s) as requested by client. .

Please refer to next page(s). .

Please refer to next page(s). .

Test Method : .

Test Results : .

Conclusion :. Based on the performed tests on submitted sample(s), the results of Lead, 

Mercury, Cadmium, Hexavalent chromium, Polybrominated biphenyls (PBBs), 

Polybrominated diphenyl ethers (PBDEs) comply with the limits as set by RoHS 

Directive (EU) 2015/863 amending Annex II to Directive 2011/65/EU. .

Echo Yeung.

Approved Signatory .

Signed for and on behalf of
SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch.



Test Report. No. CANEC1511170701  Date: 03 Jul 2015 . Page 2 of 5.

Test Results : .

Test Part Description : .

Specimen No.. SGS Sample ID. Description.

SN1. CAN15-111707.001 Black plastic grains .

Remarks :.

(1) 1 mg/kg = 1 ppm = 0.0001% .

(2) MDL = Method Detection Limit .

(3) ND = Not Detected ( < MDL ) .

(4) "-" = Not Regulated .

RoHS Directive (EU) 2015/863 amending Annex II to Directive 2011/65/EU.

Test Method : . (1)With reference to IEC 62321-5:2013, determination of Cadmium by ICP-OES. 

(2)With reference to IEC 62321-5:2013, determination of Lead by ICP-OES.

(3)With reference to IEC 62321-4:2013, determination of Mercury by ICP-OES.

(4)With reference to IEC 62321:2008, determination of Hexavalent Chromium by Colorimetric 

Method using UV-Vis.

(5)With reference to IEC 62321:2008, determination of PBBs and PBDEs by GC-MS. .

001.

Cadmium (Cd) . 100 mg/kg. 2 ND

Lead (Pb). 1,000 mg/kg. 2 5

Mercury (Hg). 1,000 mg/kg. 2 ND

Hexavalent Chromium (CrVI) . 1,000 mg/kg. 2 ND

Sum of PBBs. 1,000 mg/kg. - ND

Monobromobiphenyl . - mg/kg. 5 ND

Dibromobiphenyl . - mg/kg. 5 ND

Tribromobiphenyl . - mg/kg. 5 ND

Tetrabromobiphenyl . - mg/kg. 5 ND

Pentabromobiphenyl . - mg/kg. 5 ND

Hexabromobiphenyl . - mg/kg. 5 ND

Heptabromobiphenyl . - mg/kg. 5 ND

Octabromobiphenyl . - mg/kg. 5 ND

Nonabromobiphenyl . - mg/kg. 5 ND

Decabromobiphenyl . - mg/kg. 5 ND

Sum of PBDEs. 1,000 mg/kg. - ND

Monobromodiphenyl ether . - mg/kg. 5 ND

Test Item(s). Limit. Unit. MDL.



Test Report. No. CANEC1511170701  Date: 03 Jul 2015 . Page 3 of 5.

Test Item(s). Limit. Unit. MDL. 001.

Dibromodiphenyl ether . - mg/kg. 5 ND

Tribromodiphenyl ether . - mg/kg. 5 ND

Tetrabromodiphenyl ether . - mg/kg. 5 ND

Pentabromodiphenyl ether . - mg/kg. 5 ND

Hexabromodiphenyl ether . - mg/kg. 5 ND

Heptabromodiphenyl ether . - mg/kg. 5 ND

Octabromodiphenyl ether . - mg/kg. 5 ND

Nonabromodiphenyl ether . - mg/kg. 5 ND

Decabromodiphenyl ether . - mg/kg. 5 ND

Notes :.

(1) The maximum permissible limit is quoted from RoHS Directive (EU) 2015/863. .



Test Report. No. CANEC1511170701  Date: 03 Jul 2015 . Page 4 of 5.

 

ATTACHMENTS 
RoHS Testing Flow Chart 

1) Name of the person who made testing: Bruce Xiao / Sunny Hu  
2) Name of the person in charge of testing:  Bella Wang / Cutey Yu  
3) These samples were dissolved totally by pre -conditioning method according to below flow chart  
  (Cr6+ and PBBs/PBDEs  test method excluded ). 

Sample Preparation 

Sample Measurement 

Acid digestion with 
microwave/ hotplate 

 

Filtration 

Solution Residue 

1) Alkali Fusion / 
Dry Ashing 

2) Acid to 
dissolve 

ICP-OES/AAS 

DATA 

Sample solvent 
extraction 

 

Filtration 

GC-MS 

DATA 

Nonmetallic 
material 

Metallic 
material 

Adding digestion 
reagent 

Heating to 
90~95℃ for 
extraction 

Filtration and 
pH adjustment 

Adding 1,5- 
diphenylcarbazide  
for color 
development 

 

UV-Vis 

DATA 

Spot test 

Boiling water 
extraction 

Adding 1,5- 
diphenylcarbazide 
for color 
development 

A red color 
indicates the 
presence of Cr 6+. If 
necessary, confirm 
with UV-Vis. 

DATA 

Positive 

Negative 

Pb/Cd/Hg 

 

PBBs/PBDEs 

 

Cr6+ 

Concentration/ 
Dilution of extraction 

solution 

 



Test Report. No. CANEC1511170701  Date: 03 Jul 2015 . Page 5 of 5.

Sample photo: .

CANEC1511170701

CAN15-111707.001 .

SGS authenticate the photo on original report only .

*** End of Report *** .
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