


  
Product Name  HDMI D Type Series Rev. A 

Part No. Page  
 

  

     

1. SCOPE  

1.1 Content 

This specification is designated the Performance, Tests and quality requirements for 

High-Definition Multimedia Interface (HDMI) Connector. 

1.2 Design and Construction   

Product shall be conformed the Design, Construction and Physical dimensions shown as product 

drawing.   

    

2. Material 

Connector 

Contact   ： Copper alloy , Selective gold plating on contact area ，Gold plating on solder tail or Tin 

plating , Nickel underplate. 

Housing  ： High Temperature Thermoplastic, UL94V-0 rated. 

Shell     ： Copper alloy, Nickel Plating or Gold Plating. 

3. Specification 

Current Rating         ：  0.3A  per contact minimum 

Voltage Rating         ：  40V AC(RMS) 

Operating temperature  ：  -25℃ ～ +85℃ 
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4. Test description 

NO TEST ITEM TEST CONDITION REQUIREMENT 

1 

Vibration Amplitude : 1.52mm P-P or 147m/s2 

{15G}  

Sweep time: 50-2000-50Hz in 20 

minutes. Duration : 12 times in each 

(total of 36 Times) X, Y, Z axes. 

Electrical load : DC100mA current 

shall be Flowed during the test. 

(ANSI/EIA-364-28 Condition III) 

 

 

Appearance No Damage  

Contact 

Resistance  

Contact : Change from 

initial value: 30 milliohms 

maximum. 

Shell Part : Change from 

initial value: 50 milliohms 

maximum.  

Discontinuity 1 μsec maximum.  

2 

Shock Pulse width: 11 msec.,  

Waveform : half sine,  

490m/s2{50G}, 3 strokes in each 

X.Y.Z. axes  

(ANSI/EIA-364-27, Condition A) 

Appearance No Damage  

Contact 

Resistance  

Contact :  

Change from initial value: 

30 milliohms maximum.  

Shell :  

Change from initial value: 

50 milliohms maximum.  

Discontinuity 1 μsec maximum.  

3 

Durability Measure contact and shell resistance 

after Following. Automatic cycling : 

5,000 cycles at 100 ± 50 cycles per 

hour  

Contact 

Resistance  

Contact : 

Change from initial value: 

30 milliohms maximum.  

Shell :  

Change from initial value: 

50 milliohms maximum.  

4 
 

Insertion / 

Withdrawal 

Force 

Insertion and withdrawal speed : 

25mm/minute.   

(ANSI/EIA-364-13)  

Withdrawal 

force  

5~25N  

Insertion 

force  
44.1N maximum  
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NO TEST ITEM TEST CONDITION REQUIREMENT 

5 

Wrenching 

strength 

Mated connectors, apply 

perpendicular forces to plug at a 15 

mm distance from the edge of the 

receptacle covered by test fixture. 

Perform this test using virgin parts. 

Forces are to 4 directions (left, right, 

up, down).  

appearance 0-20N: No plug or 

receptacle damage. 

20-40N: No receptacle 

damage.  

6 

Contact 
Resistance 

Mated connectors,  
Contact : measure by dry circuit, 20 
mVolts maximum.,10mA.  
Shell : measured by open circuit, 5 
Volts maximum ,100mA.  
( ANSI/EIA-364-06B)  

Initial Contact resistance excluding 
conductor resistance: 10 milliohms 
maximum . (Target design value)  

7 

Dielectric 
Strength 

Unmated: Unmated connector, apply 
250Volts AC(RMS.) between adjacent 
terminal or ground. 
Mated: mated connector, apply 
150Volts AC(RMS.) between adjacent 
terminal or ground. 
(ANSI/EIA-364-20C, Method A)  

No Breakdown  

8 

Insulation 
Resistance 

Unmated connectors, apply 500 Volts 
DC between adjacent terminal or 
ground. 
(ANSI/EIA 364-21C)  

100 megaohms minimum                
(unmated)  

Mated connectors, apply 150 Volts 
DC between adjacent terminal or 
ground.  

10 megaohms minimum 
(mated)  

9 

Contact 
Current Rating 

55 °C, maximum ambient  
85 °C, maximum temperature change 
(ANSI/EIA-364-70A )  

0.3 A minimum  

10 

Applied 
Voltage 
Rating 

40 Volts AC (RMS.) continuous 
maximum, on any 
signal pin with respect to the shield.  

No Breakdown  
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NO TEST ITEM TEST CONDITION REQUIREMENT 

11 

Thermal 
Shock 

10 cycles of：  

a) -55°C for 30 minutes 

b) +85°C for 30 minutes   
(ANSI/EIA-364-32C, Condition I) 

Appearance No Damage  

Contact 
Resistance  

Contact :  
Change from initial value:  
30 milliohms maximum. 
Shell Part :  
Change from initial value:  
50 milliohms maximum.  

12 

Humidity 

 A 

Mate connectors together and 
perform the test as follows.  
Temperature : +25 to +85°C 
Relative Humidity : 80 to 95% 
Duration : 4 cycles (96 hours) 
Upon completion of the test, 
specimens shall be conditioned 
at ambient room conditions for 
24 hours, after which the 
specified measurements shall 
be performed.  
(ANSI/EIA-364-31B) 
 
 

Appearance No Damage  

Contact 
Resistance  

Contact :  
Change from initial value:  
30 milliohms maximum. 
Shell :  
Change from initial value:  
50 milliohms maximum.  

B 

Unmated each connectors and 
perform the test as follows.  
Temperature : +25 to +85°C 
Relative Humidity : 80 to 95% 
Duration : 4 cycles (96 hours) 
Upon completion of the test, 
specimens shall be conditioned 
at ambient room conditions for 
24 hours, after which the 
specified measurements shall 
be performed.   
(ANSI/EIA-364-31B) 
 
 

Appearance No Damage  

Dielectric 
Withstanding 
Voltage and 
Insulation 
Resistance  

Conform to item of 
Dielectric Withstanding 
Voltage and Insulation 
Resistance  

HYC25-HDMID19-295HYC25-HDMID19-295 4/6

 

 深圳市华宇创精密电子有限公司
SHENZHEN HOAUC PRECISIONSS ELECTRONS CO.,LTD



  
Product Name  HDMI D Type Series Rev. A 

Part No. Page  
 

  

NO TEST ITEM TEST CONDITION REQUIREMENT 

13 

Thermal Aging Mate connectors and expose to 
+105 ± 2°C for 250 hours. Upon 
completion of the exposure period, 
the test specimens shall be 
conditioned at ambient room 
conditions for 1 to 2 hours, after 
which the specified measurements 
shall be performed.  
(ANSI/EIA-364-17B, Condition 4, 
Method A)  

Appearance No Damage  

Contact 
Resistance 

Contact : 
Change from initial value:  
30 milliohms maximum.  
Shell Part : 
Change from initial value:  
50 milliohms maximum.  

5. Test sequences: 

Table I:  Product Qualification Test Sequence  

Test Description 
Test Group  

A B C D E F G H 

Electrical  Test： 

1. Contact Resistance 1  5 1  5 1  7 1  5 1  5 1  5   

2. Dielectric Strength 2  6 2  6 2  8 2  6 2  6 2  6   

3. Insulation 

Resistance 
3  7 3  7 3  9 3  7 3  7 3  7   

4. Contact  Current  

Rating 
        

5. Applied  Voltage  

Rating 
        

Mechanical  Test： 

6. Vibration 4        

7. Shock  4       

8. Durability   5      

9. Insertion/Withdrawal 

Force 
  4  6      

10. Wrenching strength         
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Environmental  Test： 

11. Thermal Shock    4     

12. Humidity     4    

13. Thermal Aging      4   

Sample Quantity 5 5 5 5 5 5   

Sample No. 

A1 

↓ 

A5 

B1 

↓ 

B5 

C1 

↓ 

C5 

D1 

↓ 

D5 

E1 

↓ 

E5 

F1 

↓ 

F5 

  

REFLOW SOLDERING PROFILE 
Pb-free reflow profile requirements:  

Parameter Reference Specification 
Average temperature gradient in preheating  2.5°C/s 

Soak time tsoak 2-3 minutes 

Time above 217°C t1 60 s 

Time above 230°C t2 50 s 

Time above 250°C t3 5 s 

Peak temperature in reflow Tpeak 255°C (–0/+5°C) 

Temperature gradient in cooling  Max -5°C/s 

 
This profile is the minimum requirement for evaluating soldering heat resistance of components. Heat transfer 
method used for reflow soldering is hot air convection. The actual air temperatures used to achieve the specified 
profile is higher and largely dependent on the reflow equipment. 
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PRODUCT TEST REPORT 
Durability Test      Group A        PAGE:1/7        REV:A0 

Customer    Part Name 

Test No.  120217‐001  Part NO. 

Application  ENG  Temperature  20．
Ｃ/50%RH 

Testing Location  LAB 
Test machine   

code 

寿命测试仪 ZZ‐1026 

插拔力测试仪 ZZ‐1015 

接触阻抗测试仪 ZZ‐1035 

Testing time  2016. 2.14  Sample QTY  3PCS 

Finished time  2016. 2.17  Ref test method  HDMI SPEC (JIS C5402-6.3) 

No.  Item  Requirement  Test result  Result 

1 
Examination 

of Product 

There Shall be no damage 

on appearance 
No damage  OK 

2 
Contact 

Resistance 

Contact:::30 mΩ  Max   
Max  Min  Average 

OK 19.6  16.7  16.8 

Shell: 50 milliohm maximum.   22.15  19.84  20.05 

3  Insertion Force 44.1N 
Max  Min  Average 

OK 
14.21  12.12  13.11 

4  Withdrawal Force 5N~25N 
Max  Min  Average 

OK 
13.26  11.29  12.56 

5  Durability test 
5000 time，repeatedly at 

maximum:500±50 time/1hour
No damage  OK 

6 
Contact 

Resistance 

Contact: 30 milliohm 

maximum.          

Max  Min  Average 

OK 
19.2  17.1  18.2 

Shell: 50 milliohm maximum.  25.34  22.45  23.45 

7 
Connector 

Mating Force 
44.1N Max 

Max  Min  Averge 
 

13.6  10.9  11.24 

8 

Connector 

Un-mating 

Force 

5N~25N 

Max  Min  Average 

OK 
12.23  10.41  11.71 

9 
Examination 

of Product   

There shall be no 

damage on appearance 
No damage  OK 

HDMI D TYPE 外壳DIP 端子SMTHDMI D TYPE 外壳DIP 端子SMT
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PRODUCT TEST REPORT 
Vibration Test Group B        PAGE:2/7          REV:A0 

Customer    Part name 

Test NO.  120217‐002  Part NO. 

Application  ENG  Temperature 22℃/45%RH 

Testing location  LAB  Test machine 恒温恒湿箱  ZZ‐1032 

接触阻抗测试仪 ZZ‐1035 

Testing time  2016.2.16  Sample QTY  3PCS 

Finished time  2016.2.17  test method 
HDMI SPEC(JIS 

C5402-7.10) 

NO  Item  Requirement  Test result  Result 

1  Examination of 

Product 

There shall be no damage on appearance  NO damage  OK 

2  Contact 

Resistance 

Contact: 30 milliohm maxi             Max  Min  Averag OK 

16.62  13.52  14.60 

Shell: 50 milliohm maximum.mum.   Max  Min  Averag OK 

20.18  19.37  19.63 

3  Heat Resistance Mate connectors and expose to 70±2℃ 

for 96 hours. 

   

No damage 

 

OK 

4  Contact 

Resistance   

Contact: 30 milliohm maximum.  Max  Min  Averag

OK 

18.25  16.42  16.66 

Shell: 50 milliohm maximum. Max  Min  Averag

18.26  16.51  16.33 

5  Examination 

of Product 

. There shall be no damage on 

appearance 

 

No damage 

OK 

Approved:                                                        Checked:  

 

PROUDCT TEST REPORT 
Salt Spray Test Group C                            PAGE:3/7          REV:A0 

Customer    Part name 

HDMI D TYPE 外壳DIP 端子SMTHDMI D TYPE 外壳DIP 端子SMT

HYC25-HDMID19-295HYC25-HDMID19-295

张巧 钟剑亮
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Test NO.  120217‐003  Part NO. 

Application  ENG  Temperature  20℃/50%RH 

Testing location  LAB  Test machine  恒温恒湿箱  ZZ‐1032 

接触阻抗测试仪 ZZ‐1035 

Testing time  2016.2.16  Sample QTY  3PCS 

Finished time 
2016.2.17  Ref test method 

HDMI SPEC(JIS C5402-7.10)

NO.  Item  Requirement  Test result  Result 

1  Examination of 

Product 

There shall be no damage on 

appearance 

NO damage  OK 

2  Contact Resistance  Contact: 30 milliohm maxi   Max  Min  Average   

OK 17.62  16.54  15.78 

Shell: 50 milliohm 

maximum.mum. 

Max  Min  Average 

23.56  20.38  21.15 

3  Cold Resistance Mate connectors and expose 

to-40±3 ℃ for 96 hours. 

 

No damage 

OK 

4  Contact 

Resistance 

Contact: 30 milliohm maxi  Max  Min  Average   

OK 15.54  15.12  14.95 

Shell: 50 milliohm 

maximum.mum. 

Max  Min  Average 

20.35  19.23  19.26 

5  Examination of 

Product 

There shall be no damage on appearance    No damage  OK 

Approved:                                                        Checked:  

 

 

 

PROUDCT TEST REPORT 

Temperature Life Test Group D PAGE:4/7 REV:A0 

Customer    Part name 

Test NO.  120217‐004  Part NO. 

Application  ENG  Temperature  21℃/50%RH 

HYC25-HDMID19-295HYC25-HDMID19-295

张巧 钟剑亮
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Testing location  LAB  Test machine  恒温恒湿箱  ZZ‐1032 

接触阻抗测试仪 ZZ‐1035 

Testing time  2016.2.16  Sample QTY  3PCS 
Finished time 

2016.2.17  Ref test method 
HDMI SPEC(JIS 

C5402-7.2) 

NO.  Item  Requirement  Test result  Result 

1  Examination of 

Product 
There shall be no damage on 

appearance 

NO damage  OK 

2   

Contact Resistance 

Contact: 30 milliohm maximum.  Max  Min  Average  

OK 19.25  16.54  17.43 

Shell: 50 milliohm maximum.  Max  Min  Average

19.26  18.60  22.53 

3  Insulation 

Resistance   
100MΩ Min  >100MΩ  OK 

4  High-LowTemperature 

cycling 

test 

It shall be subject to the following 

conditions for 5 cycles.Temperature 

of -25±3℃ for 30minutes , +70±2℃ 

for 30 minutes.Transit time shall be 

within 10-5minutes. 

 

   No damage 

 

  OK       

5 
Contact 

Resistance 

Contact: 30 milliohm maximum. 
Max Min Average 

 

OK 

15.45 14.34 14.41 

Shell: 50 milliohm maximum. 
Max Min Average 

17.12 15.54  16.26 

6 
Insulation 

Resistance 
10MΩ Min >10MΩ OK 

7 
Examination 

of Product 

There shall be no damage on 

appearance 
No damage OK 

Approved:                                                  Checked:  

Thermal shock Test Group E PAGE:5/7 REV:A0 

Customer    Part name 

Test NO.  120217‐005  Part NO. 

Application  ENG  Temperature  22℃/50%RH 

Testing location  LAB  Test machine 

 

恒温恒温箱ZZ‐1032 

绝缘阻抗测试仪zz-1045 

耐压测试仪zz-1010 

张巧 钟剑亮
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Approved:                                                                        Checked:  

PROUDCT TEST REPORT 

接触阻抗测试仪  ZZ‐1035 

Testing time  2016.2.16  Sample QTY  2PCS 

Finished time  2016.2.17  Ref test method HDMI SPEC(JIS C5402-7.3) 

No.  Item  Requirement  Test result  Result 

1  Examinationof 

Product 

There shall be no damage on 

appearance 

NO damage  OK 

2  Contact 

Resistance 
Contact: 30 milliohm maximum.  Max  Min  Average   

OK 21.25  19.68  20.54 

Shell: 50 milliohm maximum.  Max  Min  Average 

21.56  19.32  20.92 

3  Insulation 

Resistance 

100 MΩMin  >100 MΩ   

OK 

4  Withstanding 

voltage test 

500V(AC) 

Test times：1 minutes 

Interrupting current：1mA 

 

No damage 

 

OK 

5  Humidity test  Subject Mated connector to 

temperature 

changes between 40±2℃ 

with 90~95%(R.H)for a period of

96 hours. 

 

 

No damage 

 

 

OK 

6  Contact 

Resistance 

Contact: 30 milliohm maximum.  Max  Min  Average     

OK 17.32 16.54  15.35 

Shell: 50 milliohm maximum.  Max  Min  Average 

20.28 18.62  19.43 

7  Insulation 

Resistance 

10MΩ Min  > 10MΩ Min  OK 

8  Withstanding 

voltage test 

Voltage 

RCA:500V(AC) 

Test times：1 minutes 

Interrupting current：1mA terminal 

or ground. 

No damage  OK 

9  Examination 

of Product 

There shall be on damage on 

appearance 

No damage  OK 

张巧 钟剑亮



 

Shock    Test    Group F PAGE:6/7 REV:A0 

Customer    Part name 

Test NO.  120217‐06  Part NO. 

Application  ENG  Temperature  24℃/65%RH 

Testing location  LAB  Test machinecode  波峰焊炉 SAC-3JS 

Testing time  2016.2.17  Sample QTY  5PCS 

Finished time 

 

2016.2.17  Ref test method  HDMI SPEC(EIA-364-52A) 

NO  Item  Requirement  Test result  Result 

1  Examination of 

Product 

There shall be no damage on 

appearance 

NO damage  OK 

2  Resistance 

to Soldering 

heat 

Solder  bath  method:Solder 

temperature265 ±

5℃ ,Immersion  time:  10±

1Sec,Depth up  to  the  surface 

of the board 1.6mm. 

 

 

No damage 

 

 

OK 

3  Examination 

of Product 

There shall be no damage on 

appearance 

 

No damage 

 

OK 

Approved:                                                        Checked:  

PROUDCT TEST REPORT 

Solder‐ability    Test    Group G    PAGE:7/7    REV:A0 

Customer    Part name 

Test NO.  120217‐007  Part NO. 

Application  ENG  Temperature  18℃/50%RH 

Testing location  LAB  Test machine 

code 

可调恒温无铅熔锡炉 

Testing time  2016.2.17  Sample QTY  5PCS 

HDMI D TYPE 外壳DIP 端子SMTHDMI D TYPE 外壳DIP 端子SMT
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Finished time 
 

2016.2.17  Ref test method 
HDMI SPEC(EIA-364-52A)

NO.  Item  Requirement  Test result  Result 

1  Examination of 

Product 

There shall be no damage 

on appearance 

NO damage  OK 

2  Solder-ability  Dip solder tails into the molten solder 

(held at 245±5℃)up to2-3mm from the bottom of the housing for 5.0±0.5 

seconds.  

 

 

 

OK 

3  Examination 

of Product 

95% coverage as measured ,

no voids, pin holes 

 

No damage  OK 

Approved:                                                  Checked:  

 

 

 

 

 

 

 

 

PROUDCT TEST REPORT 
Shock    Test    Group F PAH    E:6/7    REV:A0 

Customer    Part name 

Test NO.  120217‐008  Part NO. 

Application  ENG  Temperature  24℃/65%RH 

Testing location  LAB  Test machinecode  盐雾测试机/09010602 

Testing time  2016.2.16  Sample QTY  5PCS 

张巧 钟剑亮

HDMI D TYPE 外壳DIP 端子SMTHDMI D TYPE 外壳DIP 端子SMT
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Finished time 

 

2016.2.17  Ref test method  HDMI SPEC 

(EIA-364-26B) 

NO  Item 
Requirement  Test result  Result 

1 
Examination of 

Product 

There shall be no damage on 

appearance 

NO damage  OK 

2 
Contact 

Resistance 

Contact: 30 milliohm maximum. Max  Min  Average   

 

OK 

17.26  15.42  16.37 

Shell: 50 milliohm maximum. Max Min Average 

21.45 19.51 20.36 

3  Salt spray 

Mate connectors and expose to the following salt mist conditions: 

NaCl solution concentration:5±1% Spray time:48 hours Ambient 

temperature:35±2℃ 

 

OK 

4 

Contact 

Resistance 

Contact: 30 milliohm maximum. Max Min  Average   

OK 16.55 15.26  15.81 

Shell: 50 milliohm maximum. Max Min Average 

20.32 17.65 19.62 

5 

Examination 

of Product 

There shall be no damage on 

appearance 

 

No damage 

 

OK 

Approved:                                                              Checked:   张巧 钟剑亮



镀层膜厚测试报告 
 

产品名称： 端子    

规    格： Au：3u"/Ni：40-60u"   

客    户：   

 

Fischerscope     XRAY XULM XYm 

Product:  3 / Au/Ni/CuSn   Dir.: Fischer Block:      1889 

Application: 3 / Au/Ni/CuSn 
 
 

 
   

 
n=    1  Au 1 =     3.32 μ"  Ni 2 =     57.8 μ"             
n=    2  Au 1 =     3.56 μ"  Ni 2 =     51.2 μ"             
n=    3  Au 1 =     3.43 μ"  Ni 2 =     52.2 μ"             
n=    4  Au 1 =     3.15 μ"  Ni 2 =     53.0 μ"             
n=    5  Au 1 =     3.51 μ"  Ni 2 =     52.8 μ"             
 
 

平 均 值/Mean           3.394 μ"     53.40 μ"       

标准偏差/Standard deviation    0.331 μ"     2.538 μ"       

变动率(%)/C.O.V. (%)     18.61      4.75     

变动范围/Range     0.410 μ"      6.54 μ"       

有效读数/Number of readings        5         5    

最 小 值/Min. reading      3.15 μ"      51.2 μ"       

最 大 值/Max. reading      3.56 μ"      57.8 μ"       

测试时间/Measuring time        10 sec 

测量日期/Date:  2015-3-11    测量时间/Time:  14:39:17 
 

 

判 定：OK（盖章） 

检 验：冯燕 

审 核：张毅 
 

深圳市华宇创精密电子有限公司



镀层膜厚测试报告 
 

产品名称： 端子    

规    格： Au：3u"/Ni：40-60u"   

客    户：    

 

Fischerscope     XRAY XULM XYm 

Product:  3 / Au/Ni/CuSn   Dir.: Fischer Block:      1888 

Application: 3 / Au/Ni/CuSn 
 
 

 
   

 
n=    1  Au 1 =     3.47 μ"  Ni 2 =     50.2 μ"             
n=    2  Au 1 =     3.33 μ"  Ni 2 =     51.1 μ"             
n=    3  Au 1 =     3.16 μ"  Ni 2 =     53.1 μ"             
n=    4  Au 1 =     3.18 μ"  Ni 2 =     62.5 μ"             
n=    5  Au 1 =     3.25 μ"  Ni 2 =     60.6 μ"             
 
 

平 均 值/Mean           3.278 μ"     55.63 μ"       

标准偏差/Standard deviation    0.187 μ"     5.672 μ"       

变动率(%)/C.O.V. (%)      4.60     10.20     

变动范围/Range      0.309 μ"      12.3 μ"       

有效读数/Number of readings        5         5    

最 小 值/Min. reading      3.16 μ"      50.2 μ"       

最 大 值/Max. reading      3.47 μ"      62.5 μ"       

测试时间/Measuring time        10 sec 

测量日期/Date:  2015-3-11    测量时间/Time:  14:35:27 
 

 

判 定：OK（盖章） 

检 验：冯燕 

审 核：张毅 
 

深圳市华宇创精密电子有限公司



镀层膜厚测试报告 
 
产品名称： 端子 solder tail  
规    格： Au：1u"/Ni：40-60u"   

客    户：    
 
Fischerscope     XRAY XULM XYm 

Product:  3 / Au/Ni/CuSn   Dir.: Fischer Block:      1888 
Application: 3 / Au/Ni/CuSn 
 
 

 
   
 
n=    1  Au 1 =     1.83 μ"  Ni 2 =     50.5 μ"             
n=    2  Au 1 =     2.33 μ"  Ni 2 =     51.1 μ"             
n=    3  Au 1 =     2.16 μ"  Ni 2 =     53.1 μ"             
n=    4  Au 1 =     2.00 μ"  Ni 2 =     62.8 μ"             
n=    5  Au 1 =     2.05 μ"  Ni 2 =     60.6 μ"             
 
 
平 均 值/Mean           2.075 μ"     55.63 μ"     

  

标准偏差/Standard deviation    0.185 μ"     5.672 μ"     

  

变动率(%)/C.O.V. (%)      8.90     10.20   

  

变动范围/Range     0.497 μ"      12.3 μ"     

  

有效读数/Number of readings        5         5   

 

最 小 值/Min. reading      1.83 μ"      50.5 μ"     

  

最 大 值/Max. reading      2.33 μ"      62.8 μ"     

  

测试时间/Measuring time        10 sec 

测量日期/Date:  2015-3-10    测量时间/Time:  16:24:45 
 
 
判 定：OK（盖章） 
检 验：冯燕 

审 核：张毅 
 

深圳市华宇创精密电子有限公司
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产品名称： 端子solder tail   
规    格： Au：1u"/Ni：40-60u"   

客    户：   
 
Fischerscope     XRAY XULM XYm 

Product:  3 / Au/Ni/CuSn   Dir.: Fischer Block:      1889 
Application: 3 / Au/Ni/CuSn 
 
 

 
   
 
n=    1  Au 1 =     2.31 μ"  Ni 2 =     57.8 μ"             
n=    2  Au 1 =     1.55 μ"  Ni 2 =     51.2 μ"             
n=    3  Au 1 =     1.60 μ"  Ni 2 =     52.2 μ"             
n=    4  Au 1 =     1.85 μ"  Ni 2 =     53.0 μ"             
n=    5  Au 1 =     1.51 μ"  Ni 2 =     52.8 μ"             
 
 
平 均 值/Mean           1.766 μ"     53.40 μ"     

  

标准偏差/Standard deviation    0.333 μ"     2.538 μ"     

  

变动率(%)/C.O.V. (%)     18.87      4.75   

  

变动范围/Range     0.801 μ"      6.54 μ"     

  

有效读数/Number of readings        5         5   

 

最 小 值/Min. reading      1.51 μ"      51.2 μ"     

  

最 大 值/Max. reading      2.31 μ"      57.8 μ"     

  

测试时间/Measuring time        10 sec 

测量日期/Date:  2015-3-10    测量时间/Time:  16:26:31 
 
 
判 定：OK（盖章） 
检 验：冯燕 

审 核：张毅 
 

深圳市华宇创精密电子有限公司
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产品名称： 铜壳   

规    格： 80-100u"   

客    户：   

 

Fischerscope     XRAY XULM XYm 

Product:  11 / Ni/CuZn   Dir.: Fischer Block:         4 

Application: 11 / Ni/CuZn 
 

 
n=    1  Ni 1 =     91.0 μ"             
n=    2  Ni 1 =     92.9 μ"             
n=    3  Ni 1 =     92.0 μ"             
n=    4  Ni 1 =     90.7 μ"             
n=    5  Ni 1 =     84.3 μ"             
n=    6  Ni 1 =     83.6 μ"             
n=    7  Ni 1 =     84.9 μ"             
n=    8  Ni 1 =     95.0 μ"             
n=    9  Ni 1 =     93.3 μ"             
n=   10  Ni 1 =     95.0 μ"             
n=   11  Ni 1 =     89.2 μ"             
n=   12  Ni 1 =     90.3 μ"             
n=   13  Ni 1 =     99.9 μ"             

平 均 值/Mean           91.09 μ"         

标准偏差/Standard deviation    5.006 μ"         

变动率(%)/C.O.V. (%)      5.50      

变动范围/Range      16.3 μ"         

有效读数/Number of readings       13     

最 小 值/Min. reading      83.6 μ"         

最 大 值/Max. reading      99.9 μ"         

测试时间/Measuring time        10 sec 

测量日期/Date:  2015-3-10    测量时间/Time:  18:38:16 
 

判 定：OK（盖章） 

 

检 验：冯燕 

 

审 核：张毅 

深圳市华宇创精密电子有限公司



SHENZHEN MINGSCHIN INDUSTRIAL MATERIAL CO., LTD. 
深 圳 市 明 鑫 工 業 材 料 有 限 公 司  

 

 - 1 -

（MSDS）物質安全資料表 
深圳市明鑫工業材料物質安全資料表編號： MX-C5210-02 

版次： 1 

出版日期： 2013-5-4 

1．物品與廠商資料 

物品中（英文）名稱： 磷銅（Phosphor copper strip） 

物品代號： C5210 

化學名稱： Sn—P—Cu 金屬合金 

類別： 金屬混合物 

供應商名稱： 深圳市明鑫工業材料有限公司 

供應商地址： 深圳市宝安区沙井镇南环路和一社区明鑫工业园 

供應商電話： 0755-29906188 0755-29906199 

供應商網址： www.mingschin.com 

2．產品成分 

物质名称 化学名称 所占比例 CAS NO： 

銅 Cu 余量 7440-50-8 
錫 Sn 7%-9% 7440-31-5 
磷 P 0.03%-0.35% 7723-14-0 
锌 Zn ≦0.2% 7440-66-6 
铁 Fe ≦0.1% 7439-89-6 
铅 Pb ≦0.02% 7439-92-1 

铜+磷+磷 Cu+Sn+P ≧99.7% -- 

OHSA：本產品在固體時不具危險性。 

3．危害辨識資料 

警告： 
長時間曝露於粉塵及煙霧的工作環境下，對於眼睛、呼吸系統、皮膚會造成刺激傷害，必須配戴

保護器具，包括護目鏡、適當衣物，必須要保護全部身體。身體被接觸之部位，須徹底清洗乾淨。

 

種類的名稱： 銅、錫、磷之混合物 

危險標示類別： 
金屬粉塵或煙霧將對皮膚、眼睛造成刺激性且對肺具有毒性，但金

屬成品本身不具危害性 

危害級數（粉塵及煙霧）： 健康：1；可燃：0（0=低、4=極高） 

4．急救措置 

對於粉塵及煙霧危害： 
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眼睛接觸： 
以大量清淨水沖洗上下眼皮內部（至少 15 分鐘），若眼睛被刺激

不適者，立即送醫檢查 
食入時： 大量喝水並催吐，迅速送醫院檢查 
皮膚接觸： 以清水清洗乾淨 

吸入時： 
送至通風良好較陰涼處休息，以毛布保暖，嚴重者迅速送醫院檢

查診斷 

5．火災及爆炸危害資料 

燃燒性資料： 
爆炸性： 無 
可燃性： 無 
燃燒性： 無 
閃火點： 不適用 
自燃性： 不適用 

滅火劑 
滅火方式：使用滅火劑於材料表面即可 

消防建議 
注意粉塵可能導致爆炸或產生可燃燒氣體 

6．洩漏的處置 

本產品在加工時產生粉塵時，有可能產生爆炸，必須將火源移除，也惟有粉塵型態時才可能產

生洩漏，所以必須裝設吸塵裝置，過濾空氣中之粉塵，以降低其粉塵濃度 

洩漏於空氣中： 不適用 
洩漏于水中： 不適用 
洩漏於地面中： 不適用 

7．取用及儲運方式 

取用注意事項 

軋延產品之端面易割傷皮膚應小心取用。 
切削加工時會產生粉塵應小心眼睛、皮膚及呼吸系統，應配戴保護器具。 
小心粉塵不可洩漏至空氣中。 
需注意產品有翻倒之危險性易造成壓傷，吊運時要十分注意。 
打包帶剪除時，小心其末端會彈起，對人員之身體、皮膚及眼睛造成割傷。 
衣物或器具上之粉塵及以水洗或吸塵器清潔，不可用拍打或其他方式處理。 

儲存條件 

儲存放置：避免與酸性或鹼性化學物質接觸，或放置於酸/鹼性氣體之場所，不可在高於或超出

適宜溫度與濕度（最適宜環境：常溫 25℃左右，濕度在 50℃以下）環境內長期放置。 

8．人員曝露防護措施 

Cu 曝露標準： 

 OSHA(PEL) ACGIH(TLV) 
 ppm mg/m3 ppm mg/m3 

煙霧 無 0.1 無 0.2 
粉塵 無 1 無 1 

Sn 曝露標準：  OSHA(PEL) ACGIH(TLV) 
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 ppm mg/m3 ppm mg/m3 
粉塵 無 無 無 無 

呼吸防護： 
長時間曝露於粉塵及煙霧的工作環境下，需要呼吸防護器具，配戴

NIOSH 認證防塵口罩 

通風防護： 
工作場所中，若是會產生煙霧及粉塵時，必須要有通風設備裝置及

集塵裝置，且工作中不可飲食及抽煙 
眼睛及皮膚防護： 需要配戴護目鏡，防護手套防止割傷 

人員防護： 作業時應著適當之工作服及安全鞋 

9．物理及化學性質 

外觀： 黃色光澤的固態金屬 
熔點： 無資料 
沸點： 無資料 
比重： 8.8 

蒸氣壓： 不適用 
溶解度： 不適用 

PH 值 25℃： 不適用 

10．安定性及反應性資料 

非活性物質（常溫 25℃左右，濕度在 50℃以下環境中儲存時安定性佳；避免高溫高壓及酸碱）

11．毒性資料 

來源途徑 
粉塵：食入、皮膚接觸、吸入、眼睛接觸 
煙霧：吸入、眼睛接觸、皮膚接觸 
本產品的成品不具毒性 

 
動物毒性：本合金產品不具毒性 
其單一成份之毒性說明如下供參考 
皮膚腐蝕性：無此資料 
刺激性（皮膚、眼睛）：銅產品會產生接觸性皮膚炎 
急性毒性：銅的粉末經口食入，會有急性中毒症狀：嘔吐、無力感及胃疼，粉塵吸入過多，會有

胸痛、發燒等症狀。 
粉塵、煙霧會讓原有氣喘、肺氣腫之病患病情加重 

12．生態資料 

本產品的成品對生態不具毒性 
分解性：無資料 
蓄積性：無資料 
突變性：本產品沒有資料顯示會造成突變性 
魚毒性：水中的銅濃度，在 0.015-3.0mg/l，尤其在軟水中，曾有報告會對許多種類的魚、甲殼類

的動物及軟體動物、浮游生物具有毒性 
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13．廢棄處理 

本產品不屬於危害性廢棄物，須丟棄時可以委託回收商予以回收再生處理 

14．運輸資料 

運送時本產品不要直接與水接觸，並且要注意會有滑落、翻落的危險發生；運輸過程中不能有碰

撞及擠壓，須保證溫度與濕度適中，不可導致材料變形或氧化。 

15．法規資料 

通常無特定法令規定，但是在會產生粉塵的場所必須遵守勞工安全衛生法勞工作業環境空氣中有

害物質容許濃度標準 

USA/OHSA: Occupational Safety & Health Administration 

USA/ACGIH Guide to protective Clothing. Cincinnati, OH: American Conference of Government 
Industrial Hygienists,1987 

USA/SARA313 

16．其他資料 

本 MSDS 內容資料應被所有使用、運送、儲存或曝露於本產品之公司/人員充分瞭解與接受將其

應用於使用、加工、製造或管理與本產品有關之作業規定上。本 MSDS 資料內容在編訂時已盡

可能將最新之資料納入，但對所有內容並不予以任何保證。 
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         MATERIAL SAFETY DATE SHEET（MSDS） 
Production:                    LCP  D-301F                           Page of 1 - 6 
MSDS NO.: 110302            Version 1.0                   Revision Date: 2011/08/08 

 
1. CHEMICAL PRODUCT & COMPANY IDETFICATION 

CHEMICAL PRODUCT NAME     :LCP D-301F 
NAME OF COMPANY            :DZT Engineering Plastics Tech. Co.,Ltd 
ADDRESS                      :Building 2 Zhichong Industrial Park, Hi-Tech Zone, 

Jiangmen City, Guangdong Province, China 
SECTION IN CHARGE           : Quality Assurance Department 
TEL/FAX                       :+86-750-3689920/+86-750-3689921  
EMERGENCY TEL               :+86-750-3689705 

2. COMPOSITION/INFORMATION ON INGREIENTS 
SUBSTANCE/MIXTURE               :Mixture 
CHEMICAL NAME                    :Not open 
SYNONYM(S)                        :Aromatic Liquid Crystal Polymer(LCP) 
CAS REGISTRY NUMBER             :Not open 
INGREDIENTS AND COMPOSITON     :LCP resin 65%, Glass fiber 35% 
ADDITIVES                          : < 2% 
CHEMICAL FORMULA                :Not open 
FILE NO. IN OFFICIAL GAZETTE       :Not open 
UN CLASS                           :Not applicable 
UN NUMBER                         :Not applicable 
  

3. HAZARDS IDENTIFICATION 
CLASS OF HAZARDOUS CHEMICALS FOR MSDS IN CHINA: Not applicable 
PHYSICAL AND CHEMICAL HAZARDS: Neither dangerous reaction nor explosion can be 

caused under normal conditions.  
 

4. FIRST-AID MEASURES 
 EYE CONTACT 

Cool and rinse the eye with clean water for at least 15 minutes when the eyes had contact with 
molten polymer.  
In case of wearing contact lenses, remove the lenses as soon as possible, and ask a physician 
for advice. 
When the eye had contact with the polymer in an ordinary solid form, rinse the eye with clean 
water without delay. 
If the discomfort persists, ask a physician for advice. 

 SKIN CONTACT 
Cool the contacted skin with clean water without delay, if a contact with the polymer in a 
molten form. Do not remove the solid resin on the skin. 

 INHALAION 
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When a gas generated from the molten polymer has been inhaled, remove fresh air without 
delay and wait until the victim is recovered. 
If sick feeling continues, ask a physician for advice. 

 INGESTION 
Help to vomit as much as possible .lf sick feeling continues, and ask a physician for advice. 
 

5. FIRE-FIGHTING MEASURES 
 FIRE-EXTINGUISHING MEASUES: 

   Extinguish the fire with water. A method of extinguishing an ordinary fire may be applied. 
     Caution: 
     1) Incomplete combustion leads to generation of toxic gases such as carbon monoxide, in 

addition to carbonic acid gas and water. 
2) In case the fire gained force, use a gas mask or other protective equipment. 
3) Do not apply water directly to processing machines. 

 FIRE- EXTINGUISHING AGENTS: 
   Water, foam fire-extinguishing agent, powder fire-extinguishing agent, and carbon dioxide gas. 

 
6. ACCIDENTAL LEAKAGE MEASURES 

When pellets were spilled on the road or floor, wipe them off with a besom or cleaner. Handle 
the spillage in accordance with provisions given in the “Resin pellet spillage preventive manual”, 
in order to prevent intakes by marine animals and birds. 

 
7. HANDLING AND STORAGE 

HANDLING: 
1) LCP resin in a pellet form will neither ignite nor explode at room temperatures. 

 2) LCP resin pellets spilled on the floor are likely to cause slipping. 
    Remove such spillage at any times. 
 3) For molding work, effective means for local exhaust are required to discharge gases 

generated by melt processing. 
 4) Avoid inhaling of gases generated in moulding work.. 
    Do not directly touch resin of high temperature. 
 5) Avoid retaining hot resin in the processing machines for many hours. 
 6) Glass fibers are not generally exposed in a single substance under normal processing and 

handing conditions as they are compounded in pellets. However, the following measures 
will be necessary to minimize the exposure to glass fibers or dusts containing glass fibers, 
when pellets or molded parts containing glass fibers are cut, ground or burnt, depending 
on environmental and operational conditions. 

   Handling  
 Those who are sensitive in skin to glass fiber should wear suitable (protective) clothes 

to minimize the exposure of their skin.      
 Wash working clothes apart from other laundry. So that the latter with not cause 

contamination glass fibers. 
 provide the workshop with partition to prevent diffusion of glass fiber dusts. 
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 pay precautions not to rub face ,neck or arms with hands, wash hands and gargle after 
working without fall.  

 keep dust sources totally enclosed. 
 provide local air exhausters, and implement periodical inspections and adjustments at 

least once a year. 
 Reduce cutting and grinding processes to the possible minimum, and devise working 

procedures to minimize dust generation. 
 provide dust-preventive masks, protective glasses and gloves for personal hygiene. 
 Determine the operational environment at indoor working places and confirm the 

effects of environmental improvement. 
Notice:  

Glass fibers are, like road dusts told to be least hazardous to human bodies, but proper 
measures are required to avoid useless inhaling. 

 
STORAGE: 

1) Keep the substance away from any fire or heat sources for the sake of safe storage. 
2) LCP resin should be handled in accordance with municipal rules and regulations. 

 
8. EXPOSURE CONTROL / PERSONAL PROTECTION 
  CONTROL CONCENTRION            :None at present 
  PERMISSIBLE EXPOSURE CONCNTRATION: 

OSHA PEL (nuisance/inert dust) 
                                 total                      15 mg/m3 

                                               respirable                 5 mg/m3 

ACGIH TLV (nuisance particulates)    
                                 total                      10 mg/m3 

                                               respirable                  3 mg/m3 

ENGINEERING  MEASURES      
When handing dust: Use totally enclosed containers resisting dust explosion. 
When heat melted in molding: Effective local ventilation must be provided. 

PERSONAL PROTECTIVE EQUIPMENT: 
RESPIRATOBY PROTECTION       :Wear a dust-proof mask. 
EYE PROTECTION                 :Wear protective glassed or goggles. 
HAND PROTECTION               :Wear heat-resisting gloves against bums, 

                                    When handing molten polymer. 
SKIN&BODY PROTECTION          :wear long sleeve clothes against bums when 

handling molten polymer. 
 

9. PHYSICAL AND CHEMICAL PROPRTIES   
  APPEARANCE                           :Pellet 
  DENSITY                                :1.6 g/cm3

  BOILING POINT                          :Not applicable 
  MELTING POINT                         :310 ℃-330℃ 



MSDS                                    Engineering Plastics Tech. Co.,Ltd 
 

 
MSDS                          Page 4                     Engineering Plastics Tech. Co.,Ltd 

 VAPOR PRESSURE                       :Not applicable 
VOLATILITY                            :Not applicable 
SUBLIMATION                          :None 
SOLUBILITY IN WATER                  :Insoluble 

 
10. PHYSISCAL HAZARD (STABILITY AND REACTIVITY) 

FLASH POINT 
IGNION POINT                           :540℃ or higher 
DUST EXPLOSIVENESS 

      UPPER EXPLOSION LIMIT              :Not applicable 
      LOWER EXPLOSION LIMIT             :35 g/cm3

      INFLAMMABILITY                     :Self-extinguishing 
      SPONTANEOUS COMBUSTIBILITY       :None 
      REACTIVITY WITH WATER              :None 
      OXIDIZABILITY                        :None 
      SELF-REACTIVITY                     :None 
      STABILITY                            :Stable for normal storage or handling  
      OTHERS                              :Note 
11. TOXICOLOGICAL INFORMATION 

ACUTE TOXICITY（INCLUDING LD50）       :No finding. 
SUBACUTE TOXICTY                       :No finding. 
CHRONIC TOXICITY                        :No finding. 
SKIN CORROSIVE  PROPERTIS              :No finding. 
SENSITIZING & IRRITANT EFFECTS          :Gas generated in drying or melting        
                                            is irritating eyes and skins. 
CARCINOGENECITY                         :No finding. 
MUTAGENCITY(Micro organisms, chromosomal aberration)    :No finding. 
REPRODUCTIVE TOXICTY                              :No finding. 
TERATOGENICITY                                     :No finding. 
OTHERS (Inclding generation of hazardous gases by reaction with water, for  
          example)                                    :No finding. 
(Remarks) “No finding” in this report means that there will be no hazard in  
           general, but no proving data is available at the time of  reporting. 

 Effects on Human Bodies  
(1) Effects on the skin  

Stimulation to the skin with glass fibers may be caused when glass fibers diameter is larger 
than 4.5~5μm. They give mechanical stimulation followed by itchiness to the skin, but further 
continuous exposure reportedly results in extinction of stimulation. It may sometimes leads to 
irritable dermatitis complicated with urticaria or eczema-like reaction. It is, however reported that 
such dermatitis is not so serious in general and does not last too long. Therefore, skin stimulation 
can be prevented by proper use of glass fibers. 
(2) Effects on Tumor 

Investigations made on glass fibers till today reveal that there is neither Increase in mortality 
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of glass fiber production worker due to lung cancer or mesothelioma nor such cases reported. 
 Animal Test Report 

It is suggested that carcinogenicity of mineral fibers is dependent on their shapes rather than 
on their constituents. According to a report on experiments using 17 kinds of artificial mineral 
fibers in various sizes prepared by Dr Stanton of National Cancer lnstitute, in USA, statistical 
studies on correlations between the diameter and length of fibers and the coincidence of 
mesothelioma have revealed that mineral fibers having a diameter smaller than 0.25μm and a 
length larger than 8μm are closely related to the coincidence of cancers. Since these experiments 
were performed by artificially dosing the subject animals with a large quantity of glass fibers and 
consequently they are quite different from the actual exposures to human bodies, it is told to be 
problematic to make a conclusion that mineral fibers are hazardous to human health, basing  on 
the  results obtained  from  these experiments. Up to the present time, these is no result 
obtainable to demonstrate a mechanism of glass fibers causing lung cancers in spite of experiment 
by long exposure to glass fibers with high concentration. 

 
12. ECOLOGICAL INFORMATION 
   BIODEGRADABILITY                :No finding. 
   BIOACCUMULATION                :No finding.        

FISH TOXICITY     :No finding. 
    
13. DISPOSAL CONSIDERAION 
 1) This is designated as waste as waste plastics among industrial by the Wastes Disposal Law. 

Dispose waste through licensed wastes handlers or local autonomous bodies if they are 
handling wastes disposal. 

2) When disposed by incineration, use the well controlled incinerators in accordance with the 
Wastes Disposal Law, Air Pollution Control Law and Water Pollution Prevention Law. 

 
14. TRANSPORT CONSIDERATION 
  1) Handle with care so as not give damages to not to be subjected to wetting. 

2) Secure the containers firmly so as not to cause collapsing. 
 

15. REGULATORY INFORMATION 
Wastes Disposal Law designates it as waste plastics among industrial wastes. 
 

16. OTHER INFORMATION 
    HANDLING OF THE DETAILS GIVEN ABOVE: 
    This MSDS is the English version. 

Details given above are based on references, information and data available at this moment, 
but no warranty can be made on exactness of these details. They are also prepared on the 
assumption that the product will be handled in a normal way. For special handling, adequate safety 
and environmental measures should be taken in respect to its applications. Our products are not 
specifically intended for implants for medical and dental applications, and therefore they are not 
recommended for such applications. Please contact Quality Assurance Department of Jiangmen 
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Dezhongtai (DZT) Engineering Plastics Tech. Co., Ltd. for further information. 
 
DEPARTMENT ISSUING MSDS: DZT ENGEERING PLASTICS TECH. CO., LTD 

TEL: +86-750-3689707, +86-750-3689708 
 



 

 

乐清市乐清市乐清市乐清市远方电子电镀有限远方电子电镀有限远方电子电镀有限远方电子电镀有限公司公司公司公司    
物质安全资料（MSDS）    

                       

1、、、、化学产品化学产品化学产品化学产品及企业标识及企业标识及企业标识及企业标识：：：： 

化学名称：氰化亚金钾 

化学品中文名称：氰化亚金钾 

化学品英文名称：gold  potassium  cyanide 

安全技术说明书编号：003 

制造（供应）商名称：乐清市远方电子电镀有限公司 

地址：乐清市虹桥镇幸福东路 1002 号 

电话：0577-62357000    传真：0577-62359000 

紧急联络人：方兴峰 

                                                                                          

2、、、、配料的组分配料的组分配料的组分配料的组分/有关数据有关数据有关数据有关数据 

化学品名称：KAU(CN)2       

分子量：288.10 

CAS：13967-50-5 

物质含量：100% 

3、、、、危险性说明危险性说明危险性说明危险性说明 

危险性类别：第 6.1 类毒害品。 

侵入途径：吸入  食入  经皮吸收 

健康危害：吸入，捏入或经皮吸收均有毒。口服剧毒。非骤死者先出现感觉无力、头痛、

眩晕、恶心、呼吸困难等。随后面色苍白、抽搐、失去知觉，呼吸停止而死亡。 

燃爆危险：本品不燃，剧毒。 

4、、、、急救措施急救措施急救措施急救措施：：：： 

皮肤接触：脱去污染的衣着，用肥皂水和清水彻底冲洗皮肤。 

眼睛接触：提起眼睑，用流动清水或生理盐水冲洗。就医。 

吸   入：迅速脱离现场至空气新鲜处。保持呼吸道畅通。如呼吸困难，给输氧。呼吸心跳

停止时，立即进行人工呼吸（勿口对口）和胸外心脏按压术。给吸入亚硝酸异戊酯，就医。 

食   入：饮足量温水，催吐。用 1：5000 高锰酸钾或 5%硫代硫酸钠溶液洗胃。就医。 

5、、、、消防措施消防措施消防措施消防措施：：：： 

危险特性：遇酸或露置空气中能吸收水分和二氧化碳，分解出剧毒的氰化氢气体。遇高热

分解释放出高毒烟气。 

有害燃烧产物：氰化物、氰化氢、含氮氧化物。 

灭火方法：消防人员必须穿全身防火防毒服，在上风向灭火。灭火时尽可能将容器从火场

移至空旷处，然后根据着火原因选择适当灭火剂灭火。 



 

 

6、、、、排除故障的措施排除故障的措施排除故障的措施排除故障的措施：：：： 

应急行动：隔离泄漏污染区，限制出入。建议应急处理人员戴防尘面具（全面罩），穿防

毒服。不要直接接触泄漏物。 

小量泄漏：小心扫起，转移至安全场所。 

大量泄漏：收集回收或运至废物处理场所处置。                      

7、、、、此化学剂的装运和储存此化学剂的装运和储存此化学剂的装运和储存此化学剂的装运和储存 

操作处置注意事项：密封操作，提供充分的局部排风，防止粉尘释放到车间空气中。操作

人员必须经过专门培训，严格遵守操作规程。建议操作人员佩戴防尘面具（全面罩），穿

胶布防毒衣，戴橡胶手套，避免产生粉尘，避免与酸类接触。配备泄漏应急处理设备。 

倒空的容器可能残留有害物。 

储存注意事项：储存于阴凉、通风良好的库房。远离火种、热源。包装密封。应与酸类、

食用化学品分开存放，切忌混储。储区应备有合适的材料收容泄漏物。应严格执行“五双”

管理制度。 

8、、、、接触控制接触控制接触控制接触控制/人体防护人体防护人体防护人体防护 

最高容许浓度：中国 MAC（mg/m3）：0.3[HCN][皮] 

前苏联 MAC（mg/m3）：0.5 

工程控制：严加密闭，提供充分的局部排风。 

呼吸系统防护：可能接触其粉尘时，必须佩戴空气呼吸器。 

9、、、、此化学剂的物理性质和化学性质此化学剂的物理性质和化学性质此化学剂的物理性质和化学性质此化学剂的物理性质和化学性质 

外观与形状：白色结晶粉末。 

相对密度：3.45 

溶解性：溶于水，不溶于醚，易受潮。本品剧毒。 

10、、、、稳定性和可反应性稳定性和可反应性稳定性和可反应性稳定性和可反应性 

稳定性：稳定 

聚合危害：不聚合 

禁配物：强酸。 

11、、、、有关此化学剂毒性的资料有关此化学剂毒性的资料有关此化学剂毒性的资料有关此化学剂毒性的资料 

急性中毒：轻者头痛、恶心、呕吐。重者发生昏迷，血压下降，以致呼吸和循环衰竭死亡。 

12、、、、有关生态的资料有关生态的资料有关生态的资料有关生态的资料 

该物质对环境有污染，特别是雾雨、酸雨天气。要注意其逸散的气体对大气的污染                                                                     

                                                                   

13、、、、有关排污的说明有关排污的说明有关排污的说明有关排污的说明 

废弃物性质：危险废物 

废弃处理方法：其废包装盒要经过严格的冲洗回收，并无害化处理后才能废弃。无使用价

值的化学品经回收金后，用大量的次氯酸钠破氰处理后废弃。 

 



 

 

14、、、、有关运输的资料有关运输的资料有关运输的资料有关运输的资料 

危险品货物编号：61001              

包装类别：Ⅰ类包装 

包装方法：装入塑料瓶中，压紧铝箔盖，旋紧外盖，外加密封塑料袋，外套纸箱封存。 

运输时外套普通木箱。 

运输注意事项：运输前应先检查包装容器是否完整，运输过程中要确保容器不泄漏、不倒

塌、下坠落、不损坏。严禁与酸类、氧化剂、食品添加剂混运。运输时运输车辆应配备泄

漏应急处理设备。运输途中应防雨淋、防高温。公路运输时要按规定路线行驶，勿在居民

区和人口稠密区停留。 

 

15、、、、有关法规的资料有关法规的资料有关法规的资料有关法规的资料 

《危险化学品安全管理条例》，（2002 年 3 月 15 日实施） 

《常用危险化学品的分类及标志》（GB13690-1992）将其划分为第 6.1 类毒害品。 

 

16、、、、其他有关的资料其他有关的资料其他有关的资料其他有关的资料 

《危险化学品安全管理条例实施细则》   《精细化工辞典》（化学工业出版社） 

《无机化工产品》（化学工业出版社）《作业场所化学品安全管理》 

 

警告警告警告警告：：：：此安全数据清单中仅涉及指定化学产品的有关资料，准确、可用，但作为建议或推

荐，仅供参考，不能作为产品使用的担保，此产品的使用情况取决于用户的操作使用。而

且，此资料中的有关说明不适用于与现有专利所涉及的物质和用途不一致的产品。 

 

制造（供应）商名称：乐清市远方电子电镀有限公司 

地址：乐清市虹桥镇东工业区幸福东路 1002 号 

电话：0577-62357000    传真：0577-62359000 

紧急联络人：方兴峰 

公司盖章: 

填表时间：2011 年 1 月 8 日 

 

                                                                    .3. 
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物质安全资料（MSDS） 

                       

1、、、、化学产品化学产品化学产品化学产品及企业标识及企业标识及企业标识及企业标识：：：： 

化学产品俗名化学产品俗名化学产品俗名化学产品俗名：氨基磺酸镍（（（（NICKEL SULFAMATE））））     NI(NH2SO3)2.4H2O 

化学产品代码化学产品代码化学产品代码化学产品代码：：：：TAK05-020 

企业名称企业名称企业名称企业名称：乐清市远方电子电镀有限公司                                                                                                   

电话：（0577）62357000                                                                        

传真：（0577）62359000 

紧急电话紧急电话紧急电话紧急电话：：：：                                                                                    

2、、、、配料的组分配料的组分配料的组分配料的组分/有关数据有关数据有关数据有关数据 

分子式 : Ni(NH2SO3)2 

CAS :13770-89-3 

EINECS :237-396-1 

英文名 : Nickel sulfamate 
物化性质 : 透明深绿色溶液 

物质含量：100% 

分子量：322.93 

3、、、、危险性说明危险性说明危险性说明危险性说明 

危险性/对健康的危害性 

健康危害：本品对眼和呼吸道有刺激性。对皮肤有刺激性和致敏作用。口服刺激消化道，

引起呕心、呕吐、惊厥。 

环境危害：燃爆危险，本品易燃，有毒，具刺激性，具致敏性。 

4、、、、急救措施急救措施急救措施急救措施：：：： 

皮肤接触：脱去污染的衣着，用肥皂水和清水彻底冲洗皮肤。 

眼睛接触：提起眼睑，用流动清水或生理盐水冲洗，就医。 

呼吸吸入此化学剂：迅速脱离现场至空气新鲜处。保持呼吸道通畅，如呼吸困难，给输氧。

如呼吸停止立即进行人工呼吸，就医。 

食入：饮足量温水，催吐，就医。 

5、、、、消防措施消防措施消防措施消防措施：：：： 

危险特性：遇高热，明火或与氧化剂混合，经摩擦，撞击有引起燃烧爆炸的危险。在高温

时，若为汞盐，强酸，碱土金属，氢氧化物及卤化物等污染后，有可能发生爆炸。 

有害燃烧产物：一氧化碳 二氧化碳 

灭火方法：采用水、抗溶性泡沫、二氧化碳、干粉、沙土灭火。 

6、、、、排除故障的措施排除故障的措施排除故障的措施排除故障的措施：：：： 

应急处理：隔离泄漏污染区，限制出入，切断火源。建议应急处理人员带防尘面具，穿防

毒服。不要直接接触泄漏物。 



 

小量泄漏：用洁净的铲子收集于干燥、洁净、有盖的容器中。 

大量泄漏：收集回收货运至废物处理厂所处置。                       .1. 

7、、、、此化学剂的装运和储存此化学剂的装运和储存此化学剂的装运和储存此化学剂的装运和储存 

操作注意事项：密闭操作，局部排风。操作人员必须经过专门培训，严格遵守操作规程。

建议操作人员佩戴自吸过滤式防尘口罩，佩戴化学安全防护眼睛，穿透气型防毒服，戴防

化学品手套。远离火种、热源，工作场所严禁吸烟。使用防暴型的通风系统和设备。避免

产生粉尘。避免与氧化剂、碱类接触。搬运时要轻装轻卸，防止包装及容器损坏。配备相

应品种和数量的消防器材及泄漏应急处理设备。倒空的容器可能残留有害物质。 

储存注意事项：储存于阴凉、通风的库房。远离火种、热源。包装密封，应与氧化剂，碱

类，食用化学品分开存放，切忌混储。采用防暴型照明，通风设施。禁止使用易产生火花

的机械设备和工具。储区应备有合适的材料收容泄漏物。 

8、、、、接触控制接触控制接触控制接触控制/人体防护人体防护人体防护人体防护 

监测方法： 

工程控制：加强通风。 

呼吸系统防护：在通风不足的地方使用，佩戴自吸过滤式防酸口罩。 

眼睛防护：佩戴化学安全防护眼镜。 

身体防护：穿透气型防毒服。 

手防护：佩戴化学品手套。 

其他防护：工作现场严禁吸烟。避免长期反复接触。定期体检，注意个人清洁卫生。 

9、、、、此化学剂的物理性质和化学性质此化学剂的物理性质和化学性质此化学剂的物理性质和化学性质此化学剂的物理性质和化学性质 

形状形状形状形状：液体 

颜色颜色颜色颜色：：：：淡黄色 

溶水性溶水性溶水性溶水性：：：：可溶于水 

相对密度相对密度相对密度相对密度：1.55 

溶点℃：-60 

沸点℃：＞109 

 

10、、、、稳定性和可反应性稳定性和可反应性稳定性和可反应性稳定性和可反应性 

稳定性：稳定。 

此化学剂需避免接触的物质：碱、氰化物和水反应材料 

避免：避免高温 

危害分解产物：如果温度超过 200度热分解物流硫的氧化物和碳氧化物，该产品在室温下

稳定。 

11、、、、有关此化学剂毒性的资料有关此化学剂毒性的资料有关此化学剂毒性的资料有关此化学剂毒性的资料 

请参阅第 3章节的此化学剂的危险性和对人体的危害性。 

12、、、、有关生态的资料有关生态的资料有关生态的资料有关生态的资料 

生态毒性： 

污染水质：不确定                                                                        

13、、、、有关排污的说明有关排污的说明有关排污的说明有关排污的说明 

咨询当地有关排污的法规和要求。 



 

废物排放废物排放废物排放废物排放：：：：按照当地有关的法规和要求排污。 

14、、、、有关运输的资料有关运输的资料有关运输的资料有关运输的资料 

UN编码：NA 

UN运送名称：NA 

UN等级：NA 

UN包装：25KG 

包装方法：小开口钢桶；螺纹口玻璃瓶、铁盖压口玻璃瓶、塑料瓶或金属桶（罐）外普通

木箱；螺纹口玻璃瓶、塑料瓶或镀锡薄钢板桶（罐）外满底板花格箱、纤维板箱或胶合板

箱。 

运输注意事项：运输前应检查包装容器是否完整、密封，运输过程中要确保容器不泄漏、

不倒塌、不坠落、不损坏。严禁与碱类、氧化剂、食品及食品添加剂混运。运输时运输车

辆应配备相应品种和数量的消防器材及泄漏应急处理设备。运输途中应防曝晒、雨淋、防

高温。 

15、、、、有关法规的资料有关法规的资料有关法规的资料有关法规的资料 

有关法规：化学危险物品安全管理条列(1987年 2月 17日国务院发布)，化学危险物品安全

管理条列实施细则（化劳发「1992」677号），工作场所安全使用化学品规定等法规（「1996」

劳动部发 423号），针对化学危险品的安全使用、生产、储存、运输、装卸等方面均作了

相应规定；常用危险化学品的分类及标志（GB13690-92）将该物质化为第 6.1类毒害品。 
有关安全的事宜： 

S 24/25  此化学剂避免接触眼睛和皮肤。 

 

16、、、、其他有关的资料其他有关的资料其他有关的资料其他有关的资料 

警告警告警告警告：：：：此安全数据清单中仅涉及指定化学产品的有关资料，准确、可用，但作为建议或推

荐，仅供参考，不能作为产品使用的担保，此产品的使用情况取决于用户的操作使用。而

且，此资料中的有关说明不适用于与现有专利所涉及的物质和用途不一致的产品。 

制造（供应）商名称：远方电子电镀有限公司 

地址：浙江省乐清市虹桥镇东工业区幸福东路 1002号 

电话：（0577）62357000    传真：（0577）62359000 

紧急联络人：方兴峰 

公司盖章： 

填表时间：2011年 1月 8日 
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Component - Plastics E348011 
JIANGMEN DE ZHONG TAI ENGINEERING PLASTICS TECHNOLOGY CO LTD

JIANGMEN HI-TECH DEVELOPMENT ARIAL, 13 ZHICHONG INDUSTRIAL, ZONE 2 WORKSHOP, JIANGMEN GUANGDONG 529040 CN

D-301, D-301F, M-401, M-401a, M-501, M-501a, M-601, M-601a
Liquid Crystal Polymer (LCP), furnished as pellets

Min Thk Flame RTI RTI RTI
Color (mm) Class HWI HAI Elec Imp Str
NC, BK 1.0 V-0 - - 130 130 130

3.0 V-0 - - 130 130 130
Comparative Tracking Index (CTI): - Inclined Plane Tracking (IPT): -

Dielectric Strength (kV/mm): - Volume Resistivity (10x ohm-cm) : -
High-Voltage Arc Tracking Rate (HVTR): - High Volt, Low Current Arc Resis (D495): -

Dimensional Stability (%): -

ANSI/UL 94 small-scale test data does not pertain to building materials, furnishings and related contents. ANSI/UL 94 small-scale test data is intended solely for 

determining the flammability of plastic materials used in the components and parts of end-product devices and appliances, where the acceptability of the 

combination is determined by UL.

Report Date: 2011-08-23 
Last Revised: 2011-09-28 Underwriters Laboratories Inc®

 

IEC and ISO Test Methods
Thickness

Test Name Test Method Units Tested (mm) Value
Flammability IEC 60695-11-10 Class (color) 1.0 V-0 (NC, BK)

3.0 V-0 (NC, BK)
Glow-Wire Flammability (GWFI) IEC 60695-2-12 C - -
Glow-Wire Ignition (GWIT) IEC 60695-2-13 C - -
IEC Comparative Tracking Index IEC 60112 Volts (Max) - -
IEC Ball Pressure IEC 60695-10-2 C - -
ISO Heat Deflection (1.80 MPa) ISO 75-2 C - -
ISO Tensile Strength ISO 527-2 MPa - -
ISO Flexural Strength ISO 178 MPa - -
ISO Tensile Impact ISO 8256 kJ/m2 - -
ISO Izod Impact ISO 180 kJ/m2 - -
ISO Charpy Impact ISO 179-2 kJ/m2 - -

Underwriters Laboratories Inc®

 
The materials covered in this database are incomplete in certain constructional features or restricted in performance capabilities and are intended for use as 

components of complete equipment submitted for investigation rather than for direct separate installation in the field. THE FINAL ACCEPTANCE OF THE 

COMPONENT IS DEPENDENT UPON ITS INSTALLATION AND USE IN COMPLETE PRODUCTS SUBMITTED TO UNDERWRITERS LABORATORIES INC. 
 

Notice of Disclaimer 

 
   
 

http://data.ul.com/link/plastics.aspx?PR=KMLQSHMNPVYMALEAPQGFTJMQVOMRSDLF
2011-09-29 8:25:19

http://iq.ul.com/
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