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1. 範圍

產品 

編號 

產品 

名稱 

產品 

材質 

表面 

處理 

MSAK24025P30、
P40、P50 

SMT-連接器
Lock 

LCP 94V-0 

防火 
黑色 

MSAK24025P30 

特殊碼：C, D, J, P 

SMT-連接器
Lock 

LCP 94V-0 

防火 
黑色 

MSAK24025P30、
P40 特殊碼：M 

SMT-連接器
Lock 

LCP 94V-0 

防火 
黑色 

1. Scope

Part 

Number 

Part 

Name 

Part 

Material 

Surface 

Treatment 

MSAK24025P30

, P40, P50 

SMT–Lock 

Connector 

LCP  94V-0 

flameproof 
Black 

MSAK24025P30 

Rf: C, D, J, P 

SMT–Lock 

Connector 

LCP  94V-0 

flameproof 
Black 

MSAK24025P30

,P40 Rf: M 

SMT–Lock 

Connector 

LCP  94V-0 

flameproof 
Black 

測試環境： 

(a) 測試和量測必須在如下環境下進行：

室內溫度：15~35℃ 

室內溼度：45~75% (RH) 

(b) 環境測試必須利用實際使用的組裝連結器。

Test Evironment: 

(a) Tests and measurements shall be conducted under the

below ambient conditions:

Room temperature:  15~35 ℃ 

Room humidity:  45~75 ％ (RH) 

(b) A connector assembled for actual use shall be used for

environmental test.

2.電流

額定電壓電流： 

AC/DC 100V 0.8A (適用 AWG# 36) 

AC/DC 100V 0.3A (適用 AWG# 40) 

AC/DC 100V 0.24A (適用 AWG# 42) 

AC/DC 100V 0.1A (適用 AWG# 44) 

使用溫度：－40℃～＋85℃ 

適用電線規格：AWG# 36~44 

2. Electric Rating

Current Rating:

AC/DC 100V 0.8A(When AWG #36 appiled.) 

AC/DC 100V 0.3A (When AWG# 40 appiled.) 

AC/DC 100V 0.24A (When AWG# 42 appiled.) 

AC/DC 100V 0.1A (When AWG# 44 appiled.) 

Operating Temperature: －40℃～＋85℃ 

Suitable Wiring: AWG# 36~44 

3.外觀檢驗

3-1  測試項目：尺寸檢驗

測試條件/方法：使用游標卡尺或投影機 

標準：如成品圖上面所標示 

3-2 測試項目：材質電鍍檢驗

測試條件/方法：以 -RAY 儀器檢驗 

標準：1. PIN 針 : 焊錫部與接觸部：表面披覆有

金 

2. 補強片：表面披覆有金

特殊碼 M：鍍鎳，焊錫部表面

披覆有金 

3-3 測試項目：共面度－連接器之針

測試條件/方法：連接器組合 PIN 後各 PIN 高低

差。 

標準：不能大於 0.10mm 

3. Appearance

3.1 Article: Dimension Test

Condition/Method: Measured by slide caliper or 

projector. 

Standard: As dimensions written in the drawings. 

3.2 Article: Plating Test 

Condition/Method: Use -RAY instrument doing the 

test. 

Standard: 1. Contact PIN: Gold-flashed for 

soldering and contact 

area. 

2. Reiforcement: Gold-flashed.

 Rf: M: Nickel plated and 

gold-flashed for 

soldering area. 

3.3 Article: Flatness Test - Connector pins 

Condition/Method: Connector matched measure the 

flatness between pin to pin. 

Standard: Should not bigger than 0.10mm 
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4. 電氣特性

4-1 測試項目：接觸阻抗

測試條件/方法：公母端子公母座對插後，以兩支測

試棒一支測公PIN處，一支測母端子包線皮位

置。通上電流，接觸阻抗須符合規格要求。 

（MIL-STD-202 Method 307 ） 

標準：參閱表 A 

4-2 測試項目：絕緣阻抗

測試條件/方法：

1.依規定設定 250V(DC)電壓值。

2.測定位置：

 (1).相鄰近的兩接觸腳。 

 (2).外殼與鄰近的接觸腳。 

 (3).要求：絕緣阻抗值需符合規定值。 

（MIL-STD-202-Method 302 ） 

標準：1000MΩ Min. 

4-3  測試項目：耐電壓

測試條件/方法： 

將測試棒放置在塑膠產品相鄰腳位所隔絕的牆兩

邊相對位置上，施以電壓 AC250V 一分鐘。 

(MIL-STD-202 Method 301) 

標準：塑膠不容許有閃爍或者誘電性的破壞。 

4-4  測試項目：溫升測試

測試條件/方法： 

取公座及母端子樣本，將母端子壓 36 AWG#

電線後，對插通上 0.8A (DC)電流，及

44AWG#對插通上 0.1A (DC)電流，電線公座

PIN 處及母端子電線處各焊上一測試線，另

在主機連接一線測試室溫，所測溫度減掉室

溫為溫升值。（UL310） 

標準：溫升不得超過 30°C。 

4. Electrical Performance

4.1  Article: Contact Resistance Test

Condition/Method: Solder the receptacle connector to 

the test board and mate the plug connector 

togerher, then measure the contact resistance for 

the open circuit voltage for the closed circuit 

current.   

（MIL-STD-202 Method 307 ） 

Standard: Refer to Appendix A 

4.2  Article: Insulation Resistance Test 

Condition/Method: 

1. Apply a voltage value of 250V DC.

2. Portions for test:

(1) Adjacent contact tips of both sides

(2) External with adjacent contact tip.

(3) Result request: The insulation resistance

value must be qualifies as per request.

（MIL-STD-202-Method 302） 

Standard: 1000 MΩ  Min. 

4.3  Article: Dielectric Withstanding Voltage Test 

Condition/Method: 

Positioned the test stick at the adjacent tips of plastic 

things, where both sides are opposite. Apply an 

AC250V voltage for one minute. 

（MIL-STD-202 Method 301） 

Standard: The plastics should not glimmered or 

having induced electricity destruction. 

4.4 Article: Temperature Rising Test 

Condition/Method:  

Collected pin base and Terminal samples, contact 

crimped with a 36AWG# wire, and then matched 

with the pin base. Spread an electric current 

0.8A (DC), and with a 44AWG# wire, and then 

matched with the pin base. Spread an electric 

current 0.1A (DC),the pin base and the wire of 

the contact soldered with a testing wire. Pullout 

another wire from the test equipment for 

measuring the room temperature. The result that 

the tested value reduces the room temperature is 

called rising value. （UL310） 

Standard:   The temperature rising must not over 

30°C。 
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5. 機械性能

5-1  測試項目：公母多 PIN 組合插拔測試

測試條件/方法：將公座連接器焊錫在測試板上，然

後將公母座樣品放置在插拉力機上。錶歸零，

調正對插位置，用 25±3mm/分速度做離脫測

試。 

標準：參閱表 B 

5-2  測試項目：固持力測試－pin 針與塑膠殼

測試條件/方法：向 pin 的水平方向施力，直到 pin

移動 

標準：固持力：0.06 kgf Min. 

5-3  測試項目：耐久性測試

測試條件/方法：將錶歸零，調正對插位置，以

25±3mm/分連續插拔 30 次後，接觸阻抗需符合

規格要求。 

標準：接觸阻抗:：參閱表 A 

5. Mechanical Ability

5.1  Article: Matching Test

Condition/Method: Solder the receptacle connector to 

the test board,then place the board and plug on 

the push-on/pull-off machine. Correct the measure 

to zero, adjust the right position for matching with 

25±3mm/min speed for continuously pull in and 

pull out. 

Standard: Refer to Appendix B 

5.2  Article: Retention Force Test – Pin with Plastic 

Housing 

Condition/Method: Horizontally press the pin till it 

moves. 

Standard: Retention Force: 0.06 kgf Min. 

5.3  Article: Durability Test 

Condition/Method: Solder the receptacle connector to 

the test board, then place the board and plug on 

the push-on/pull-off machine,and repeat mating 

and un-mating 30 cycles at a speed 25±3mm/min 

along the mating axis. 

Standard: Contact Resistance: Refer to Appendix A 

6. 環境性能

6-1  測試項目：耐熱測試

測試條件/方法：暴露在 85±2℃ 溫度， 250 小時。

（MIL-STD-202F Method 108A Cond.B） 

標準：接觸阻抗:：參閱表 A 

          固持力：0.06 kgf Min. 

6-2  測試項目：耐溼測試

測試條件/方法：暴露在 40±2℃ 及 90～95﹪溼度下

240 小時。 

（MIL-STD-202F Method 103B Cond.A） 

標準：接觸阻抗:：參閱表 A 

絕緣阻抗：500 MΩ Min. 

耐電壓：塑膠不容許有閃爍或者誘電性的破

壞。 

6-3  測試項目：鹽水噴霧測試

測試條件/方法：受測樣本暴露在濃度 5±1% 鹽水噴

霧, 溫度 35±2℃下 48 小時。噴霧試驗之後， 

端子必須要先用流動的水清洗過, 烘乾, 然後

測量測試項目的規格。 

（MIL-STD-202F Method 101D Cond.B） 

6. Environmental Ability

6.1  Article: Heat Endurance Test

Condition/Method: Explore the specimen under 85±2

℃, for 250 hours. 

（MIL-STD-202F Method 108A Cond.B） 

Standard: Contact Resistance : Refer to Appendix A 

Retention Force: 0.06 kgf Min. 

6.2  Article: Humidity Test 

Condition/Method: 

Explore the specimen under 40±2℃  and 90～95

﹪humidity for 240 hours. 

（MIL-STD-202F Method 103B Cond.A） 

Standard: Contact Resistance : Refer to Appendix A 

Insulation Resistance : 500 MΩ Min. 

Withstanding Voltage : The plastics should 

not glimmered or having 

induced electricity 

destruction. 

6.3  Article: Salt Spray Test 

Condition/Method: Solder the receptacle connector to 
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標準：接觸阻抗:：參閱表 A 

6-4  測試項目：冷熱衝擊測試

測試條件/方法：-55℃ 處 30 分鐘→

+85℃處 30 分鐘

移動時間：5 分 Max.

持續進行 5 個循環。

（MIL-STD-202 Method 107 Cond.B） 

標準：接觸阻抗:：參閱表 A 

6-5  測試項目：焊錫性測試

測試條件/方法：PIN 浸泡在助熔劑內 5~10 秒, 之後

將 PIN 浸泡在 245±5℃溫度的錫漕 5±0.5

秒。 

標準： PIN 表面 95%需覆蓋有錫。 

6-6  測試項目：焊接耐熱性測試

測試條件/方法：手焊槍溫度 350±10℃對連接器上

的 PIN 接觸持續 5±1 秒，持續進行 3 個循

環。 

標準：  塑膠座不可熔化。 

6-7 測試項目：焊錫條件(SMT)

測試條件/方法： 

主要針對 SMT 連接器所需要： 

(1) 建議錫膏厚度：0.12mm

(2) 建議適用溫度表：

標準： 外觀： 測試後不能有損壞現象。

the test board,then mate plug connector,and 

expose them to the following environment.  

 （MIL-STD-202F Method 101D Cond.B） 

       Temperature: 35±2℃. 

       Salt water density: 5±1%. 

   Duration:48 hours. 

Standard:  Contact Resistance : Refer to Appendix A 

6.4  Article: Thermal Shock Test  

Condition/Method: -55℃ for 30 minute 

+85℃ for 30 minute

Transition time : 5 minutes Max. 

Continuous for 5 cycles. 

（MIL-STD-202 Method 107 Cond.B) 

Standard:  Contact Resistance : Refer to Appendix A 

6.5  Article: Solderability Test 

Condition/Method: Soak contact in flux for 5~10 

seconds, then soak in a bath filled solder with 

245±5℃ temperature for 5±0.5 seconds. 

Standard:   95% surface of the contact must covered 

with solder. 

6.6  Article: Soldering Heat Test 

Condition/Method: Welding torch, temperature 350℃

±10℃, touch the pin continuously for 5±1 

seconds,continuous for 3 cycles. 

Standard: The plastic housing should not be melt. 

6.7  Article:  Soldering Condition Proposal  (SMT) 

Condition/Method: Mainly for SMT connectors: 

(1) Proposal thickness of  solder paste:

0.12mm

(2) Proposal suitable temperature chart:

Standard:  Appearance: After the testing,looseness 

between the parts,chipping,breakage or 

other abnormality shall not occur. 
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設備尺寸*1 

Components size *1 

28mm或更小 

28mm or smaller 

大於 28mm 

Over 28mm 

單位 

Unit 

A 溫度爬升坡度*2 

Temperature rise gradient *2 
3 ℃/sec 

B 預熱時間 

Heating time 
60~180 Sec 

預熱溫度 

Heating temperature 
150~200 ℃ 

C 溫度爬升坡度*2 

Temperature rise gradient*2 
3 ℃/Sec 

D 超過 217℃時間 

Time over 217℃ 
60 ~ 150 Sec 

E 峰溫 

Peak Temperature 
250 +0 / -5℃ ℃ 

峰溫保持時間 

Peak-temp holding time 
20 - 40 Sec 

測試次數 

Soldering 
2 

次 

times 

備註： 

a) 這個作業在同樣的條件下容許進行兩次, 但是第一

次和第二次作業的間隔必須要維持在室溫.

b) 溫度表示指連接器體區域上的板子表面溫度.

Remarks: 

(1) This operation allows going on twice under the same

condition, but the interval from first time to second

time must be maintain in room temp.

(2)The temperature indicates the heat of the board of the

connector’s body surface.
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7. 震動測試

7-1  測試項目：震動試驗

測試條件/方法：每一分鐘施以 1.52mm雙振幅振動,

物理軸 X,Y,Z 方向以 10－55－10Hz 之頻率

變動, 每個方向 2 小時。 

          測試期間，傳導 100mA DC 檢查電流中斷現

象。 

（MIL-STD-202 Method 201） 

標準：接觸阻抗:：參閱表 A 

外觀： 測試後不能有損壞現象。 

不容許在 1μsec 或更久時間內發生電力中斷

現象。 

7. Vibration

7.1  Article: Vibration Test

Condition/Method: 

Frequency: 10－55－10 Hz/minute.   

Amplitude: 1.52mm. 

Each of X, Y, Z-axis directions, for 2 hours for 

each direction.

During the testing,yun 100mA DC to check 

electrical discontinuity. 

（MIL-STD-202 Method 201） 

Standard:  Contact Resistance : Refer to Appendix A 

Appearance: After the testing,looseness 

between the parts,chipping,breakage or 

other abnormality shall not occur. 

During the test shall be no current 

discontinuity longer then 1 micro-sec. 

8. 電線標準 8. Wiring Standard

SGC. Dimension  (mm) 

a b c 

AWG#36 0.15 0.29 0.39 

AWG#40 0.09 0.21 0.33 

AWG#42 0.075 0.20 0.28 

AWG#44 0.063 0.18 0.26 

Discreate. Dimension     (mm) 

d e 

AWG#32 0.24 0.41 

AWG#36 0.15 0.25 
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（附表 A） 

接觸阻抗 

（Appendix A） 

Contact Resistance 

測試前 

(Initial) 

連接器 

(Contact) 

AWG# 36 ‧‧‧ 275 mΩ  Max. 

AWG# 40 ‧‧‧ 600 mΩ  Max. 

AWG# 42 ‧‧‧ 700 mΩ  Max. 

AWG# 44 ‧‧‧ 1080 mΩ  Max. 

接地(Ground Shell) 50 mΩ  Max. 

測試後 

(After Testing) 

連接器 

(Contact) 

AWG# 36 ‧‧‧ 315 mΩ  Max. 

AWG# 40 ‧‧‧ 640 mΩ  Max. 

AWG# 42 ‧‧‧ 740 mΩ  Max. 

AWG# 44 ‧‧‧ 1120 mΩ  Max. 

接地(Ground Shell) 90 mΩ  Max. 

測試前，使用 100mm的電線做測試，導體阻抗為： 

AWG#36‧‧‧160 mΩ~195 mΩ 

AWG#40‧‧‧485 mΩ~520 mΩ 

AWG#42‧‧‧585 mΩ~620 mΩ 

    AWG#44‧‧‧1000 mΩ Max. 

Initial contains the conductor resistance 160 mΩ~195 

mΩ(AWG#36), 485 mΩ~520 mΩ(AWG# 40), 

585 mΩ~620 mΩ(AWG#42), 1000 mΩ Max. 

(AWG#44)of a cable 100 mm. 

（附表 B） 

插入力和脫拔力 

（Appendix B） 

Insertion Force and Withdrawal Force 

孔數 

Pos. 

初次插入力 

First I.F. 

Kgf/Max. 

初次脫拔力 

First W.F. 

Kgf/Min. 

30 1.24 0.31 

40 1.65 0.41 

50 2.06 0.51 
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9.產品操作說明

Product Operating Instructions

使用說明 INSTRUCTION 注意事項 CAUTION 

1. 插入板端連接器

Assembly technique.
▓ 水平插入方向。

Insert the plug horizontally into the 

connector. 

▓ 水平插入板端方向，角度不超過 3 度。 

When inserting the plug, make sure the tilt 

angel is less than 3 degrees. 

▓ 插入板端後須注意左右間隙是否相同。 

Insert the plug and check whether the gaps of the 

both sides are the same. 

▓ 插入板端後定位確認。 

Make sure the plug fully inserted. 

3 °
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2. 插入板端連接器

Assembly technique.

▓ 垂直插入方向

Vertical direction. 

▓ 垂直插入方向，角度不超過 5 度。 

Make sure the tilt angel is less than 5 

degrees as instructed below. 

▓ 插入時禁止斜插，並使線端金手指直接刮到鐵

殼。 

Please do not insert with tilt angle which 

will case the gold finger scratch the shell of 

connector. 

▓ 平行插入 

Insert the plug horizontally into the connector. 

5 °
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3. 拔出線端連接器

Withdrawal connector.
▓ 平行方向中間處拔出連接器

Withdrawal the connector horizontally. 

▓ 禁止以下方式拔出連接器。 

Do not pull out the connector as instructed 

below. 

1

3

2
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