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PJ-317                         EDITION

SPECIFICATION 

DESIGNATION  MODEL 01 PAGE 1 of 2

1. RATING DC 30V 0.5A 

2. OPERATION TEMPERATURE RANGE -20~+70

3.PRESERVATIVE TEMPERATURE RANGE -40~+85

4. CONSTRUCTION DIMENSION
Apply to the appended drawing

ITEM  TEST CONDITION SPECIFICATION

5. ELECTRONICAL CHARACTERISTICS 

5A CONTACT  RESISTANCE Being measured at 1KHz small current contact 
resistance meter. 

1KHZ

30m max 
30

5B INSULATION  
RESISTANCE 

Measurements shall be made following application of
DC500V potential across terminals and across 
terminals and frame for 1 minute.  

DC 500V
1

100M   min 
100

5C WITHSTAND  
VOLTAGE 

AC 500V (50Hz or 60Hz) shall be applied across 
terminals and across terminals and frame for one 
minute 

AC 500V(50HZ
60HZ) 1

There shall be no breakdown. 

6. MECHANICAL CHARACTERISTICS. . 

6A INSERTION AND 
EXTRACTION 
FORCE 

Being measure at across spring piece and across 
matching plug for ergometer 

Insertion and extraction 
force      3-22N 

    3-22N 

6B TERMINAL STRONGTH A static force of 500gf being applied in one direction 
on the tip of terminal for 1 minute. 

500
1

There shall be no sign of damage 
mechanically and electrically. 

7. DURABILITY. . 

7A SOLDERING TEST. The tip of the terminals shall be dipped 2mm in the
solder bath at a temperature of 235 5  for 3 0.5sec.

2mm 235
0.5

A new uniform coating of solder 
shall cover a minimum of 90 of the 
surface being immersed.

90

7B RESISTANCE          
TO  SOLDERING HEAT 

Soldering area:t/2 of P.C.B thickness
1/2

temperature:235 1S.
235 1

No damage (electrical and 
mechanical) 

EDITION DATE WRTN CHKD APVD DESCRIPTIONS 

2013.8.25 张巧 付蓉 Choice



SPECIFICATION 

DESIGNATIO  MODEL 01 PAGE 2 of 2

ITEM TEST CONDITION  SPECIFICATION

7C LIFE TEST. 5,000 cycles of operation at a rate of 20-30 cycles per 
minute with unloading. 

20-30 5,000

(1). Contact resistance . 40m
max 40
(2). Insertion and extraction force 

30 initial value
30

(3). ITEM -5B 
(4). ITEM -5C 
(5). ITEM -6B 

7D HEAT TEST. 85 2  for 48 hours after test keep in normal 
condition for 30 minutes. 

85 2 48
30

7E HUMIDITY TEST. The condition of temperature 40 2  and humidty 
90-95  for 48 hrs. after test keep in normal condition 
for 30 min. 

40 2 90-95 48
30

7F COLD TEST. At -40  for 48 hrs. after test keep in normal 
condition for 30 min. 

-40 2 48
30

(1). Contact resistance 50m
max. 50
(2). Insulation resistance. 50M
min. 50
(3). There shall be no sign of 
damage mechanically and 
electrically. 

7G 
SALT  SPRAY  TEST 

At 5% Nacl liquid for 24 hours, after washing, keep 
in normal condition for 30 min. 

5% Nacl 24
30

Without excessive Corrosion or 
crack  in appearance 

8. STANDARD CONDITION 

Unless otherwise specified, the test and measurements shall be carried out as follows: 
Ambient temperature  5-35
Relative humidity 45~85% 
Air pressure 86~106kPa(860~1060mbar) 
However if doubt arises on the decision based on the measured values under the above-mentioned conditions, the following condition 
shall be employed 
Ambient temperature 20 2
Relative humidity 65 5% 
Air pressure 86~106kPa(860~1060mbar) 
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