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NOTES:
1. MATERTIAL:
HOUSING: LCPWITH 30 % GLASS FIBER CONTENT, UL94 V-0
B e COLOR: BLACK
m CONTACT: BRASS C2680R
4 ————— 95 i | PEG: BRASS C2680R
— i R 2. FINISH:
A ol i e s e+ ke - CONTACT: (1u"/3u", 5u", 15u") GOLD/TIN PLATING ON CONTACT
— [ - AREA100u" MIN. TIN PLATING ON SOLDERTAILS
10.410.08 6.10 50u" MIN. NICKEL UNDERPLATING OVER ALL
oo £.40+0.25 PEG: 80u" MIN. TIN PLATING ON SOLDERTAILS
_| 50u" MIN.NICKEL UNDERPLATING OVER ALL
3. ELECTRICAL:
CURRENT RATING: 1. 5A
CONTACT RESISTANCE: 30 Milliohms MAX.
,,Ww INSULATION RESISTANCE: 1000 Megohms MIN.
u % 12088010 — WITHSTANDING VOLTAGE: 500 VAC
% 3 Operation Voltage: 100V AC Max
—zmes | & 4. ENVIRONMENTAL:
2 o oo OPERATURE RANGE: -25°C TO +85°C
7.62%0.10 S 3 N N W N —
= o4 YT RRS S AT R A
o TOLERANCE: DRAWED BY : [DATE : PART NAME:
. XX +0.30 " P o_c
c RECOMMEND P. C. B BOARD LAYOUT XXX 2025 OIMM_M% - owﬂm%.oiw SATA 7PIN
PCB TOLERANCE:+0.05 (TOP VIEW) X* £ XX +0.5 : : PART NO. |HYC09-SATA07-160
5 2014-02-23 [ moOLD No.
c% aaﬂ APPROVED BY: |DATE : DRAW NO: | HYC-SATA12100323
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1. SCOPE i FH #fi[&

This product specification defines the product performance and the test methods to
ascertain the performance of the ( SATA )Connector ,which si designed and manufactured
by HOAUC. This product specification is applicabie but not only for those part numbers
which be shown in the cover page.

A RIS ERE T HIE AR AT AEER O SATA ) BUHEFESS, & S IR SRR ik AR S
FHTARAS 53 B T35 11 B 87 10 28 o 55k

2. REFERENCE DOCUMENTS 233044

MIL-STD-1344 Test method for electrical connector i f-iHEfzasHlEt Jrik
MIL-STD-202 Test method for electrical connectors & M-I 712

EIA364 Test method for electrical connectors T MG Ty

JIS C 0051 Test method for electrical connectors T MG 7
MIL-G-45204C Specification for gold plating #54Hik%

IEC-512-3 IEC standard for current carrying capacity tests IEC & ymillEtAm e
QQ-N-290A Specification for nickel plating #$EELIRF%

MIL-P-81728A Specification for tin/lead plating #E&5ERIRAE

MIL-T-10727B Specification for tin plating #E#HIRE

UL498 UL standard for safety of attachment plug ang receptacle UL%:Hi BSR4 HE
EN/1S05961 Determination of total lead &cadmium content ZE%NFNAEEE & =T
EN1122 Determination of total lead &cadmium content XEENFIZESE & BT
EN13346 Determination of heavy metals content H4:JE & HlE

EPA3052 Determination of total lead &cadmium content ARELAIAEGE & =T

3. FEATURE &DIMENSIONS 4R{iE & 45k

3. 1. PRODUCT DIMENSION fE 5 R ~f

These connectors shall have the dimensions as shown in drawing.

AN E il BRAH R JS 22 B

3. 2. PCB/panel layout E[kll 55 M A 5

The recommended PCB layout is shown in drawing.
AEE A PCB layout 2GR (.

3.3.BILL OF MATERIALMf N B

Harmful material controlling follows the requirements of RoHS. The bill of material is described
in drawing.

A HFYEFEHITT G ROHSTR A EK . AR fvIe I AR R 2 B I T
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. 4. MECHANICAL & ELECTRICAL CHARACTERISTIC F¥h % & #sHs1E

The connector shall have the mechanical and electrical performance as described in drawing.
A i IR S R AR 2 SR T IR — GUNREESR 5730 .

. 5. PACKAGING fu,2k

Products shall be packaged according to requirements specified in purchase order for safe
delivery, conneector container and the packaging method are shown in package specification.

b MR iR e SR A, AR B 4y X 2 B i B A

. 6. RATING CURRENT AND RATING VOLTAGE #%H 7€ Ha it Bl%H 5 a /AR
Rating current is (3.0)A, rating voltage is (1000)V DC/AC RMS.
BUERI (3.0 A, BHEEM (1000) V DC/AC RMS.

. 7. STORAGE AND OPERATING TEMPERATURE 77 fi% Eil fafi FTJ 8 i
Temperature range:-(40) ‘C~+(105)'C, including terminal temperature rise for rating current.
MEEHEE . —(40) ‘C~+(105) °C, AL Heyum £ AR e =i Tt

.Environmental IREVERE

. 1. SOLDERABILITY &k
Connectors meet solder—ability to MIL-STD-202, and shall be free of contaminants

JEE i AL R A MIL-STD- 20242 HE 15 52 A AR B B2k, R IANG A V5 4.
. 2. RESISTANCE TO SOLDER HEAT i 45 4 34

. 2. 1. WAVE SOLDERY; UG 45 42
Each cycle consists of three consecutive phases.

R S Y00 458 = I A RS B

.2.1. 1. Preheat FH#A
The steady temperature of the preheat zone is 90~125°C
FREA S $5 2 FE P I 7E90~125°C

.2.1.2.Solderingtt#s
To avoid the secondary tin-melting, the temperature on PCB upper surface is 160°C Max. for products
with lead, or200°C Max. for lead—free products. The temperature of the PCB bottom surface shall not
be exceed 100C more than the temperature of the PCB upper surface. The peak temperature is
during 230~250°C for products with lead, or 255~270°C forlead-free products.The tin dip time is
duration for 3~10 seconds

B A SRR TR AN E I 160°C, B A S AR VR P AN B I 200°C,  BAR 1R A 2 vk i 85 o R T VL B
MRS PRI R ZE AR IE 100°C o BT YL P W (B A B0 78 W AERFAE230~250°C, MY Wi hI7E255~270°C. & 8%
R ] 42t E 3 ~ 10D,
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4.2.1.3.Cool Down¥a4l
Cool down shall not xeceed 6°C per second.

A B A6 C R

Note: g HA

Device temperature measurements are referenced from the top—center of the package outer surface

s i 5 B LAGRE TS o ] o7 2 00 o R T

5. PERFORMANCE AND TEST DESCRIPTION P:RgdIER

5. 1. REQUIREMENT Hisk

Product is designed to meet electrical, mechanical, and environmental performance
requirements specified in Table 1

A R AT G AR BT IBER,  FEae BRI EER

5.2. TEST CONDITION Mzt
Unless otherwise specified,all tests shall be performed at ambient environmental
conditions.

BRARASRITE R, AT RARG S T e

5.3.SAMPLE SELECTION 5% /it
Test samples shall be selected at random form current production.Notest samples shall be
reused. Samples are pre—conditioned with 10cycles of durability.Each group shall be containing 5
test samples at least

PG € B2 78 1R 28 Wt PP BRI, BT R KR i AN BRG] o Bl LTSGR 10T, BRI = 2D
1751 Bk .

Table 1: Test Requirements and Methods

BER— JURCEREL VA

Items Requirements Test Methods
THH TR i FEARES
1 Confirmation of |Product shall be conforming to Visually dimensions and functionally
Product the requirements of applicable inspected per applicable product drawing.
JEE iR product drawing 7 A T 2 R B I R B AN RSE J2 ShRg
vt ZELAT A ] o ] T P 225K
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Contact 20 mQ Max. Inital Subject mated contacts assembled in housing

Resistance to closed circuit of 100 mA max.20 mV max.

BB TR AR K20 mQ MIL-STD-202, Method 307.
JIT 3R ] 5 1 &/ HEL P v e 28— {1 s P [ i v
HEL, FE100mA max, /20 mV max. 8 H] :
MIL-STD-202, J5¥%307

Insulation 1000 MQ Min Measure by applying test potential between

Resistance the adjacent contacts, and between the

28 45 BELpT /N 1000 MQ contacts and ground in the mated connector

o . MIL-STD-202, Method 302, Condition B(500 V
DC = 10%)
TG St A AT ity 1 ] LA S v~ B b ] 1) 7 L
T : MIL-STD-202, J7¥%302. f4&4FB (500 V DC+
10%) .

Diecectric Connector must withstand test Measure by applying test potential between

Withstanding potential of 1000 VAC RMS for 1 |the adjacent contacts, and between the

Voltage minute, current leakage must be contacts and ground in the mated connector

i} 25 0. 3mA Max. .MIL-STD-202, Method 301.

G S R TEAEL000 VAC 47 S MU 7 L SO T S R
RMS, IRgfH] 1438, I FE A R0, 3mA BN B . #H: MIL-STD-202, J57%301.
Durability Contact Resistance:35 mQ Repeat mate and unmated for connector

(Repeated Mating
/Un-mating) My A%

Max. after testing.

U P R AP35 mQ

250 cycles,at a speed of 2 cycles per
AT IO A E S 250K dd R, THE AR 21K,

Contact Retention
Force

RS R

(0.70) N/Pin Min.
2/ (0.70) N/Pin

Apply axial pull out force at a speed of 25
+3 mm/minute on the contact assembled in
the housing.

LA25 o 3mm,/ 7 85 3 5 Jti il 17 437 ) 48 28 B A
a7 L Ap

Solder—ability
PPt

Appearance of the specimen shall
be inspected after the test with
the assistance of a magnification
of 10 X for any damage such as
pinholes, void or rough surface

JE AR S R, AR ELA 10
AR &, A SBRE . /)
fL, R, SNBSS

Soldering time:4 to 6 seconds.
Temperature:260+5°C
MIL-STD-202, Method 208.
YA i P

W 260+£5C

WM : MIL-STD-202, J7i%208.
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8 Sait Spray After testing,no damage, contact |5+ 1% salt concentration 8-12 huors 35+2°C
g 5 resistance 35 mQ Max.Dielectric|MIL-STD-202, Method 101, condition B.
Strength should be OK, Insulation B KB ES 4 1%, THER8-12/8 K, B35 +2°C.
Resistance shoule be 1000 MQ W MIL-STD-202, J73:101, f&f4B
Min.
LG 22 S PR, HlPH TR KR35
mQ ; i EEMEL OK, 4 & Pt/
1000 MQ.
9 Humidity After testing,no damage, contact [Temoerature:40+2°C
(Stead State) Resistance 35 mQ Max.Dielectric|Relative Humidity:90-95%.
LR Strength should be 0K, Insulation |puration:96 Hours
Resistance shoule be 1000 M@ |y1] ~STD-202, Method 103, condition B.
Min. WPE: A0£2°C. HIERREE: 90-95%. FRENSH: 96
/N, . MIL-STD-202, J77%:103, 1414B.
i il PRI, Bl PH T K35
mQ; i R OK, 4B4%FHTH/D
1000 MQ
6. BB E K

D PrRHR B IR — 5 IRV E TR BHET,  fRIE R E IS R T AN 2 32 BIHIA

2) BRI AL BT Bl B A RS 2R

3) F /MU IT AR IR AT KR PR AR PR AT

4) BB S i, NAEPREEILE N —-10°C~+40°C, AHXREEAESO%WLA T, Ja B2 P BRI, Bk sl H e SR i<
WRIREE D B AE, A8 BIRAATT, B4R HIRENE AR AF ], 21X A WM A i o






