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@5 |88 For Pin hole roo MATERIALS
9.4740.05 1. HOUSING: HTN , BLACK.
(For Pin hole edge) 2. TERMINAL:
9.25+0.25 PWR & GND PIN: C1100.
1.40 SENSE PIN : C5191—EH.
BOARD LOCK: C2680. A
1 PLATING: MATTE TIN PLATED,
0 NICKEL UNDER PLATED.
S O
9 2 - SPECIFICATION
& gl & H 1. CURRENT RATING: 9.2A PER PIN(# ~#12);
* - & 1.0A PER PIN(S1~S4)
© & o 2. OPERATING VOLTAGE RATING: 12V DC. —
3. DIELECTRIC WITHSTANDING VOLTAGE:
1500V AC R.M.S. FOR ONE MINUTE(#1~#12);
‘ 500V AC R.M.S. FOR ONE MINUTE(S1~S4)
4. CONTACT RESISTANCE: 6mQ MAX. INITIAL(#1~#12);
2.45%0.25 30mQ MAX. INITIALiS1~S4-)
5. INSULATION RESISTANCE: 1000MQ MIN. AT 500V DC.
1.93 - 6. INSERTION FORCE: 0.71KGF MAX./PER PIN u
15.00 7. WITHDRAWAL FORCE: 0.14KGF MIN./PER PIN
ol B : 8. DURABILITY: 50 CYCLES
ol - " 23'00 TYP. /—#7 9. OPERATING TEMPERATURE: —40°C TO +105C
//_ L W 10. MAX. PROCESSING TEMP.:230°C FOR 60 SECONDS.
Q O 000 0 d' PIN SIGNAL 260°C FOR 10 SECONDS.
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COVER TAPE

TAPE & PACKAGE :
MATERIAL :

1. CARRIER TAPE : PS
2. COVER TAPE: PE
3. REEL : PS
QUANTITY:
1. 250 PCS/REEL.
2. 8 REEL/CARTON: 2,000 PCS.
8 REEL/PE BAG

DIMENSION :
REEL SIZE :

DIA=380.0mm, W=44.0mm

CARTON :
L=400mm, W=400mm, H=420mm

NOTES :
1.PRODUCT STORAGE CONDITIONS : TEMPERATURE

5—28 DEGREES, HUMIDITY 20% —55%.
2.DUE TO THE HYGROSCOPIC PROPERTY OF THE
MATERIAL,THE VACUUM BAG IS USED UP WITHIN 48
HOURS AFTER BEING OPENED.IF THE PRODUCT IS
NOT USED UP WITHIN 48 HOURS AFTER OPENING,
IT IS RECOMMENDED TO BAKE IT AGAIN AT A
TEMPERATURE OF 100 DEGREES FOR 8 HOURS.
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