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D-Sub mixed connector system

HARTINGs’ mixed D-Sub range brings the
advantage of an industry standard I/O inter-
connect product with the possibility to customise
for any application.

The range is designed around the standard
D-Sub shell sizes with the possibility to have a
blend of contacts such as signals with coaxial,
power, high voltage or pneumatic contacts. Due to
its construction, the product is fully shielded and
helps reducing the EMI/RFI leakage.

All contacts are machined with two different
platings.

When hot plug-in is required, first mate last break
contacts can also be supplied.

For connectors to be fitted on a board with SMT
components, they can be supplied in an SMC
(PiHIR) version which is assembled in the reflow
solder process, thus reducing assembly cost.

In addition, a complete range of accessories such
as clinch nut, spacers, board locks, female screw
lock, etc. ... meeting the requirements of virtually
any application, including a blind mate feature,
makes this product range very attractive thanks to
its versatility, reliability and cost effectiveness.

General information

HARTING




D-Sub

Contact arrangements

The table shows the standard range supported
by HARTING. Two versions are special since they
allow to mix in the same shell male and female
contacts: 2W2C and 3W3C. The purpose of these
versions is to have a 100 % mating proof feature
(the insulator shape prevents a 180° reversed
mating).

The structure of the connectors’ identification is
so that the left side digits give the total number
of contacts and the right side digits the number
of special contacts which can be either power,
coaxial or high voltage style.

Example: 13W3 stands for 13 contacts in total with
10 signal contacts and 3 special contacts.

Shell
Size
p—
aw2c | 1 \..,f
5W1 1 I:U ‘ f
- wew

3w3C 2 "'1 d‘.'.»/{

7W2 2 "IE;.-ﬁ e i‘f-;bj{[
. YR
11W1 2 ,f’-q"-’. "
Yetls 3.

N -
5W5 3 l'a__. . . . ./‘

ows | 200 O

13W3 3 ff" . ’;’f’ﬁ L .j

§ 7 i e
17wW2 3 \ ,..c-u R l:iu_;:.‘l‘h‘

= =
(o e o Caiala s
21Ww1 3 I leaie e

HARTING

Shell
size
& & Y )
v o 00000 00
w| | (00000000
=y ‘ ] ‘
w o 000000
21WA4 | 4 K\..'lfuu_“..7
25W3 | 4 K\'.. TS B T Lr‘?
27W2 4 (’ ' ;.:I:::ﬂ'.l.;;:_{.-::- Gy .<_' a0 4. .7
24W7 5 E. . . . . . '
e e
36W4 5 | .‘ ' :",DE:J j?Lj:}'L.“_:_.‘\jn ’ ]
R LR U LTI mm m e
Note:
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D-Sub

Connectors for pcb applications — general information

HARTING

The range of pcb connectors available at HARTING is summarised in the table under. For each of the basic
connector versions, the available contact styles are documented with termination process, pitch, plating, rating
for power contacts and impedance for coaxial contact etc..., as well as the accessory configuration.

Pcb connectors are delivered fully loaded thus providing a very good positioning of the contacts in their
cavities for an easy and safe insertion of the pins in the pcb holes particularly crucial in the right angled

versions.

Due to the numerous possibilities offered with the pcb connectors, suggested method is to contact your local
HARTING representative to determine the part number to order; see customer request form on pages 04.40

and 04.41.

Straight

Right angled

Insulator body

e Standard
® SMC: Solder Reflow Compatible

e Standard
e SMC: Solder Reflow Compatible

Signal contacts

Solder termination

® Pjtch: 2.84 mm

® Plating: 0.76 pm Au over Ni

® Pcb thickness from 1.6 to 3.2 mm

Solder termination

® Pitch: 2.54 mm

® Plating: 0.76 um Au over Ni

® Pcb thickness from 1.6 to 3.2 mm

Power contacts

Solder termination
® Rating: 20, 30, 40 A
® Plating: 0.76 pm Au over Ni

Press-in termination
® Rating: 30 A
® Plating: 0.76 pm Au over Ni

Solder termination
e Rating: 20, 30, 40 A
® Plating: 0.76 um Au over Ni

Coaxial contacts

Solder termination

®500r75Q

® Plating:
1.3 ym Au over Ni inner conductor
0.76 pm Au over Ni outer ring

Solder termination

® 50 0r 75 Q

® Plating:
1.3 ym Au over Ni inner conductor
0.76 pm Au over Ni outer ring

Accessories

Through hole

Metal bracket with
board lock and th-
rough hole

Nut:
M3 or UNC 4-40

Metal bracket with
board lock and
clinch nut M3

or UNC 4-40

Spacer: =
M3 or UNC 4-40 {

Metal bracket
with board lock
and female screw
lock UNC 4-40

Spacer
(M3 or UNC 4-40)
with board lock

Spacer

+ board lock

+ female screw lock
M3 or UNC 4-40
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Connectors for cable applications — general information

Two termination processes are available: crimp or solder

HARTING

Shell

—

000N a /e

Signal contacts

Crimp termination
® For wire gauge: AWG 20-24 or 26-28
® Plating: 0.76 um or 0.2 pm Au over Ni

Pre-mounted solder cup contacts
® Plating: 0.76 pm or 0.1 pm Au over Ni

Power contacts

Crimp
e Rating: 10, 20, 30, 40 A
® Plating: 0.76 um or 0.2 pm Au over Ni

Solder cup
® Rating: 10, 20, 30, 40 A
® Plating: 0.76 pm or 0.2 ym Au over Ni

Crimp
® Rating: 10, 20, 30, 40 A
® Plating: 0.76 pm or 0.2 pm Au over Ni

Solder cup
® Rating: 10, 20, 30, 40 A
® Plating: 0.76 pm or 0.2 ym Au over Ni

Solder/crimp termination
e 500r75Q
® Plating:
1.3 pm or 0.2 um Au over Ni inner
conductor
0.76 pm or 0.2 ym Au over Ni outer ring
® Cables: RG 178, 179 ...

Solder/crimp termination
e 500r75Q
® Plating:
1.3 pm or 0.2 ym Au over Ni inner
conductor
0.76 pm or 0.2 pm Au over Ni outer ring
e Cables: RG 178, 179 ...

Coaxial
contacts?) Crimp/crimp termination Crimp/crimp termination
e500r75Q e 500r75Q
e Plating: ® Plating:
1.3 pm or 0.2 pm Au over Ni inner 1.3 ym or 0.2 pm Au over Ni inner
conductor conductor
0.76 pm or 0.2 ym Au over Ni outer ring 0.76 pm or 0.2 pm Au over Ni outer ring
® Cables: RG 178, 179 ... ® Cables: RG 178, 179 ...
Solder termination Solder termination
High voltage ® Plating: ® Plating:
contacts 1.3 ym Au over Ni terminating 1.3 um Au over Ni terminating

and mating side

and mating side

1) Coaxial contacts are provided in two versions:
® Inner conductor soldered and outer part crimped (solder/crimp termination)

® Both inner and outer part crimped (crimp/crimp termination); this version is recommended for medium or 04
large size volume since crimping is faster than soldering. Yy

D-Sub-M
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D-Sub mixed connectors Technical characteristics for shells Hl

Number of contacts 2,3,5,7,8,9,11,13,17,
21,24, 25, 27, 36

Approvals DIN 41652, part 1
MIL-C 24 308
=  Working current 5 A for signal contacts
‘?,
(=]
Temperature range -550C ... + 125°C
The higher temperature limit
includes the ambient
and heating effect of the
contacts under load
Materials
Mouldings Thermoplastic resin, glass-
fibre filled (Polyester)
UL 94-VO
color: green for standard
black for crimp
Metal shell Plated steel
o

Technical characteristics for special contacts see page 04.21



D-Sub DIN41652T1

Number of contacts

7-27

Identification

Y

e u. ey 1. 1

| ]

'l, xRt fl
|(F. Ro gk 50e .")
\ B Em e CRNCISL S {

' AT " 4

Male connectors

Female connectors

) Explanations see page 04.03
2 84:>0.76 um Au

.».u m .'-".'-T. o :.,:';..u..) 21WA4
e .7 27W2

Mixed shells with pre-mounted signal solder cup contacts

No. of
contacts?
male connectors
Performance level 3 S42
7W2 09 69 211 7072 09 69 211 5072
17W2 09 69 311 7172 09 69 311 5172

09 69 411 7214

09 69 411 7272

v

3,202

12,540,4

R aEXolo)

= |0.25|B

8,1

:U BEEH jaa888 |

09 69 411 5214

09 69 411 5272

HARTING

%

.“‘-\

Part No.

female connectors

Performance level 3 S42)

09 69 201 7072 09 69 201 5072

09 69 301 7172 09 69 301 5172

09 69 401 7214 09 69 401 5214

09 69 401 7272 09 69 401 5272

60,3

=

0,9%2

2,84

Solder cup termination for AWG 20 (0.5 mm?)

= h )
; | s | 3,120, a b c d e
7W2 | 246 | 39.1 | 27.5 |33.30| 25.2
PG
b Q%Wﬁ 17W2 | 38.3 | 53.0 | 41.3 | 47.04| 38.9
i d | 21WA4| 54.8 | 69.3 | 57.7 | 63.50 | 55.3
g 27W2| 54.9 | 69.3 | 57.7 | 63.50 | 55.3
Il
0y : = 6,3.9,25

=To.25]8 o}

0,25)A

= \%

b .
F C = | 3,120,
(e o)
d

B

10,8¢0,3

Jran)

0.25]A

Board drillings see pages 04.30 ff

_Jo,80?

Solder cup termination for AWG 20 (0.5 mm?)

Dimensions in mm

Order special contacts separately. See pages 04.21 ff

D-Sub-M
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D-Sub

Number of contacts

9-25

DIN 41652 T1

Mixed shells with pre-mounted signal solder cup contacts

Identification

o090 O

;fr' =y PR "
I-:II L Yt

o0

Sl el e e /

Male connectors

) Explanations see page 04.03
20 S4:>0.76 uym Au
Board drillings see pages 04.30 ff

HARTING

No. of
contacts? Part No.
male connectors female connectors
Performance level 3 S42) Performance level 3 S42)
9w4 09 69 311 7094 09 69 311 5094 09 69 301 7094 09 69 301 5094
13W3 09 69 311 7133 09 69 311 5133 09 69 301 7133 09 69 301 5133
25W3 09 69 411 7253 09 69 411 5253 09 69 401 7253 09 69 401 5253
~  9W4
A <, -t 60,3
| - <
g I D ese™y MDY 5 - l
= 4}5 LRASANZASTy A i
} 5 0,9°02
=T0.25]8 38,9"0’2 g
m Solder cup termination for AWG 20 (0.5 mm?)
- o ] =
O ! o
[IEEEEEEEEN]
;"c_ Safo.k
e - 41,320,3 | $3,140,1
47,0440,15——p.{5]
13W3, 25W3
A d - 6.0,3
& ©
- 7 L ec; ‘\;
g N T A VA |
=5 YA AN NIN
. ' ! 0,0*02
[=T0,25]8] e o a
;ﬁ Solder cup termination for AWG 20 (0.5 mm?)
= = l, &
| 5e6) Jooes | b c d e
. 13W3| 53.0 | 41.3 | 47.04 | 38.90
) b - 25W3| 69.3 | 57.7 |63.50 | 49.84
=) F ¢ | g3, 1100
> TRETT,
d Dimensions in mm

Drawings for female connectors see page 04.09

Order special contacts separately. See pages 04.21 ff




D-Sub

Number of contacts

9-25

Mixed shells with pre-mounted signal solder cup contacts

Identification

Female connectors

Board drillings see pages 04.30 ff

DIN 41652 T1

Drawing

ow4
g =
EINEE 38,5 9.7 ;
I
'-'"I | | |
<, |l : I,
[ | J
é L153;°*0L1 - B3,140.1
o — Q% @]}
= —A47, 0L=015—.
Il
13W3, 25W3
A
5 %-{%&;%@@w
[=T0.25]8] a ;
Il
3 i L
[ Dl
i- b | 3,101

0,25 [A

51
I
Dl
g

—

HARTING

Dimensions in mm

6,3.0,25

0,8°02

Solder cup termination for AWG 20 (0.5 mmg?)

6.3.9,25

0,802
Solder cup termination for AWG 20 (0.5 mmg?)

a b c d
13W3| 38.3 | 53.0 | 41.3 | 47.04
256W3| 54.9 | 69.3 | 57.7 | 63.50

D-Sub-M
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D-Sub DIN41652T1 e

Number of contacts

5-21 ,_

P
Mixed shells with pre-mounted signal solder cup contacts
No. of
Identification contacts? Part No.
male connectors female connectors
Performance level 3 S42) Performance level 3 S42
¥ T
I'k 1:_‘ @ ) 5WH1 09 69 111 7051 09 69 111 5051 09 69 101 7051 09 69 101 5051
11WA1 09 69 211 7111 0969211 5111 09 69 201 7111 09 69 201 5111
21W1 09 69 311 7211 09 69 311 5211 09 69 301 7211 09 69 301 5211
Male connectors d = [o.55]g] _ bas
.:E: l[r/ @e@e@ %30 _@e@@e@e@éee (\ ;N % |
i L 1 =
s : 0,92
=D - ]
Solder cup termination for AWG 20 (0.5 mm?)
| odbooooo |
b
C
) i
g )
| badaswge
s )T ;
Female connectors [=[o-%5]e d i REAR
P 1 4
A W
[=[oB[A— a 5 =

Solder cup termination for AWG 20 (0.5 mm?)

|
|
|
b
c
|

2,84

i

][
| 00010 00000} Al
000,)0 06006 J U
1L
T

10,810,3

a b © d e

5W1 | 16.4 | 30.8 | 19.3 |25.00| 16.9
11W1| 24.7 | 39.1 | 27.5 | 33.30 | 25.2
21W1| 38.5 | 53.0 | 41.3 [47.04 | 38.9 Dimensions in mm

) Explanations see page 04.03 Order special contacts separately. See pages 04.21 ff
20 S4:>0.76 uym Au
Board drillings see pages 04.30 ff




g
D-Sub DIN41652T1 o

Number of contacts

13

Mixed shells with pre-mounted signal solder cup contacts

No. of
Identification contacts? Part No.

male connectors female connectors

Performance level 3 S42 Performance level 3 S42)

...‘.]‘.I) 13W6 09 69 411 7136 09 69 411 5136 09 69 401 7136 09 69 401 5136

Male connectors

[=To.25]8 63,510,15 #3150 o 601
3 N rred mmmmmrm\ : -
= ‘ EREED \UansNJvWEV\UNw )
; ! 0,97
=uEn 55,310 >8]

Solder cup termination
for AWG 20 (0.5 mm?)

I i S——

| oooooopooooo

2,84

Female connectors =l 63,540.15 $3,140.

‘ ({NEANPANPANY FNPANPFOIOIOIO

f 0,8
e

|

12,504

50,90,
=To.5] * B

Solder cup termination
for AWG 20 (0.5 mmg?)

6.3
s
SN

69,320,4

2,84

m(("m"m"m“m“m“m G0
AA\NSEASEANZASE ANTANY Joscv'%j* &

Dimensions in mm

) Explanations see page 04.03 Order special contacts separately. See pages 04.21 ff
2 84:>0.76 um Au
Board drillings see pages 04.30 ff

D-Sub-M
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D-Sub DIN41652T1

Number of contacts

24

Mixed shells with pre-mounted signal solder cup contacts

No. of
Identification contacts? Part No.

male connectors

HARTING

female connectors

Performance level 3 S42) Performance level 3 S42

{ . . b . ., .7 24W7 09 69 511 7247 09 69 511 5247 09 69 501 7247 09 69 501 5247

Male connectors

61,10.15 = 0,25]8]

1
%ﬁmﬁemasww\
Ny N N o NN NN
I

11002

15,408

52,8 B

8,3
—
./
6,4

| ooooBeEEBEEEE

66,9140,4

l—iss,sm,a—-l

$3,110,1

13,740,3

Female connectors 61,1 10,15 =waE

)
I
|
t

[cPoe0e0080000800Te)\| P
S 2 IILIIox B
GOOOS0O0N ] -

52,5, B

15,40,4
N
7

6,3

—

[
8

$3,10,1

66,90,
i 55,320.3 | o
;1 M A2 A3 Ab A5 AS, Ah(_]ﬁ -
: +. l/l/l I/ gAY
- ; Y] 3
) Explanations see page 04.03 Order special contacts separately. See pages 04.21 ff

2 S4:>0.76 uym Au
Board drillings see pages 04.30 ff

o]

Solder cup termination
for AWG 20 (0.5 mm2)

0,92

{_

Solder cup termination
for AWG 20 (0.5 mm?)

0,842

Dimensions in mm




D-Sub DIN41652T1

Number of contacts

36

Mixed shells with pre-mounted signal solder cup contacts
No. of

male connectors

Performance level 3 S42)

K. . . S .? 36W4 09695117364 09 69 511 5364

- CINC S I TR A e

Male connectors =[] 61,103

HARTING

Identification contacts? Part No.

female connectors

Performance level 3 S42)

09 69 501 7364 09 69 501 5364

& 000000
@@@@@@

15,4404

Z.@.@,.@ i

e@e@eeeeI
|
T
83

52,

8.3

[ | 1

0,9%

(=}
2,84

Solder cup termination
for AWG 20 (0.5 mm?)

T
HEHBERABEERE |

66,9 0,4

3,101
g 55, 3!0

42

13,7103

00000 dﬁ\é’f‘r\“/f\“j’m

Female connectors =[5 L1

.
= [0,25]8] e 6,34x

15,410,4

0,872

2x2,84

$3,1¢0,1 .
- Solder cup termination

for AWG 20 (0.5 mmg?)

66,910,

“— 55,3~o.’ |

1,42

Ne6000000/ T

13,740,3

Dimensions in mm

) Explanations see page 04.03 Order special contacts separately. See pages 04.21 ff

2 84:>0.76 um Au
Board drillings see pages 04.30 ff

D-Sub-M
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D-Sub

Number of contacts

3-8

Identification

,";--" Y 2 |x
000

DIN 41652 T1

eo00®

o000 ® 00

oo000000

Male connectors

Female connectors

14

) Explanations see page 04.03
Board drillings see pages 04.30 ff

Shells without signal contacts for cable applications

No. of
contacts"
male connectors
3W3 09 69 210 0033
5W5 09 69 310 0055
7W7 09 69 410 0077
8W8 09 69 410 0088
g ‘ y =
[=To.25]B a
]
NG i 1,
| seeeEAsAEEE |
C ;253,1 30,1
| sleass oy
d 8]
= i L
3 @@Q\‘@@@@x%
=55k e
]
7 ‘ T [ 0
[ ) J
b
11 C $3,120,1
3 e VAR Va Ve VA VARV
4 RSz ZaS=AN T vranwASTAN Sy

Order special contacts separately. See pages 04.21 ff

HARTING

Part No.
female connectors
09 69 200 0033
09 69 300 0055
09 69 400 0077
09 69 400 0088
6-03
0’9»0,2
a b © d e
3W3 | 25.2 | 39.1 | 27.5 | 33.30 | 24.6
5W5 | 38.9 | 53.0 | 41.3 | 47.04 | 38.3
7W7 | 55.3 | 69.3 | 57.7 |63.50 | 54.9
8W8 | 55.3 | 69.3 | 57.7 |63.50| 54.8
6.3 5,25
’_(—
i

0 B»O,Z

Dimensions in mm



D-Sub DIN41652T1

Number of contacts

2

Coded shells without signal contacts for cable applications

No. of

Identification contacts?

2W2C

oe

Male connectors

Female connectors

) Explanations see page 04.03
Board drillings see pages 04.30 ff
Order special contacts separately. See pages 04.21 ff

male connector

09 69 110 0022

12,5140,4

Part No.

8,2

e

[=]0,25]BH=16,9""—==]

6,4

0,25 A

=

2

S|

Il

g

S

<—25zv.|5—>

A
. i
OO0
5
i I
[=]0,25][BH=-16,4 00—

[e——30,8 40,4

Ii'lg,fhﬂ.a

2

]

®

250,15 B

$3,120,1

< [90,1]4B

HARTING

female connector

09 69 100 0022

604
— e
0,972
—of

0,8%7

Dimensions in mm

D-Sub-M
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D-Sub

Number of contacts

3

Identification

r T
/
- .

Male connectors

Female connectors

) Explanations see page 04.03
Board drillings see pages 04.30 ff

DIN 41652 T1

Coded shells without signal contacts for cable applications

HARTING

female connector

09 69 200 0633

[TTD)o

Order special contacts separately. See pages 04.21 ff

10,8:0,3

33,310,15

No. of
contacts?
male connector
3W3C 09 69 210 0633
A
= [0,25|A
| PN Py
J 1 DD
[=To0.25[Bl—te—25,2") 20— °:
[
| i |
. | BBiEE |
| 39,110,4
27,5#0,3
=To0,25]a
$3,140,1 > aun
(T
[Bl-4=——123,3:0,15——= 3{
A
= |0.25|A
g ({\/r\\r\\ A
~ EN/ANPANDS
[=T0.25]B}=t=—124,7 ¢ ,—= f
|
|l i N .
I 39,110,4
27,5103
$3,10,1 — |0,25|A

&{::1

detail:
polarization feature

4,55
i \l&y
C 3
C a E 2

6.3_9,25

0.8'%2

detail:
polarization feature

4,9

6,4

Dimensions in mm




D-Sub DIN41652T1

Number of contacts

7-21

Mixed shells for signal crimp contacts

."‘.a:u; l-".-'. . . '.-l - “'_'....u..) 21WA4

09 69 412 0214

No. of
Identification contacts? Part No.
male connectors
.:"tl e 0 ""-1
L .,= 3 ,-ﬂ‘. ;‘I 7W2 09 69 212 0072
(." RLTECH 1.;-..)' 17W2 0969 312 0172

female connectors

09 69 202 0072

09 69 302 0172

09 69 402 0214

HARTING

) Explanations see page 04.03
Board drillings see pages 04.30 ff
Order special contacts separately. See pages 04.21 ff

Male connectors = 643
4 ,
o ¥ N
iR eI =R
= 0,9%0,1
=][0.25]|B O E
0
= I .
=4 Ml l, o
_ | 5oed jooaes |
ﬁ P $3,120,1
a b C d e
- 7W2 | 25.2 | 39.1 | 27.5 [33.30] 24.7
g d 17W2| 38.9 | 53.0 | 41.3 | 47.04| 385
S| 21WA4| 55.3 | 69.3 | 57.7 |63.50 | 54.9
A 6,3_0’25
Female connectors s = .
| [+ (0% TEO T 5] 7 is
=To.25]8 1=} —“M
I
o= ——— .
=4 N[ \\\ | o
[ )] J
s 3,10,1
S b -
= - c -
o[ B FHOO) ¢
)]
g d
0

Dimensions in mm

D-Sub-M
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D-Sub DIN41652T1

Number of contacts

13

Mixed shells for signal crimp contacts

No. of
Identification contacts?
male connector
:I{r: o’ ' SR . '-I ;I.\.
90 @ 13W3 09 69 312 0133
L L} *

Male connectors

D eecenater AN AN A

- g
8’2+0.2

12,540,

0.25([A

=oEEH-—38,9*0 27—

10,7
6,4

@3,1%0,1

——47,0420,15——~

10,8¢0,3

Female connectors A

8-0.2

0.25]A

=10.25|B

38,54,

10,6

—( S
' TIE
| |

53 10,4 {

e 47,040,15—

[=]o.25]A

) Explanations see page 04.03
Board drillings see pages 04.30 ff
Order special contacts separately. See pages 04.21 ff

HARTING

Part No.

female connector

09 69 302 0133

6-0,3

0,9%02

6,3.9,25

0,802

Dimensions in mm




D-Sub

Number of contacts

11-21

Identification

Male connectors

Female connectors

) Explanations see page 04.03

DIN 41652 T1

HARTING

Mixed shells for signal crimp contacts

No. of
contacts?
male connectors
11WA1 0969 212 0111
21WA1 09 69 312 0211

» [=To,25[8]

o n
= f i =
2 gﬂ?@wﬁ

L I
mA | $3,140,1
§ B

10,7

I(J—(\ Al |

o
)|
o
o
o
o
o
4

OO\ N 000d
0 oﬁ@) @

I
10,840,3

[=]o.25]8]

[oR

12,540,4
|

y o ®
CP o o( o

(«)@@@@ g
()()o Q_ -
!

0,25|B

10,6

6.3

10,840,3

Order special contacts separately. See pages 04.21 ff

Board drillings see pages 04.30 ff

Part No.
female connectors
09 69 202 0111
09 69 302 0211
6.4,
0,93
a b c d e
11W1| 24.7 | 39.1 | 27.5 | 33.30| 25.2
21W1 | 38.5 | 53.0 | 41.3 | 47.04 | 38.9

6,305

0,842

Dimensions in mm

D-Sub-M
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D-Sub DIN41652T1

Number of contacts

36

Mixed shells for signal crimp contacts

No. of
Identification contacts? Part No.
male connector
L S R R ;
&.". ® .7 36W4 09 69 512 0364
in e (s e e e el e e e -
Male connectors =05 61,1 20,15
[(=To.25]a
L} ]
i o qqqoao.%qq?%%%%\ > %
) q 3934 7
' 0
£aNED] 52,84 8]
T ?
< | | |
1 [ < L

l

oooooooooooo
1

66,920,4

Female connectors

61,1:0,15

fee-15, & 20, b—mrtmt

j

¢3.1:u,1/

fe11, 6o

20

) Explanations see page 04.03
Board drillings see pages 04.30 ff
Order special contacts separately. See pages 04.21 ff

66,940,4

O

=

e

=108

HARTING

female connector

09 69 502 0364

6,33

0,89

Dimensions in mm



D-Sub mixed connectors

Working current

Test voltage Urmss.
Operating voltage

Contact resistance

Impedance

Frequency range

Temperature range

Mating cycles
high performance level

standard performance
level

Mating force
Unmating force

Max. pressure

Materials
Contacts
Plating*

Mating side /
terminating side

Inner conductor
mating side /
terminating side

Outer conductor
mating side /
terminating side

Retaining clip
Insulator

O-ring

Technical characteristics for shells see page 04.06
* High performance or standard performance level

Signal contacts
see page
04.22

5A

> 500
>200

<3.4N
202N

Copper alloy

0.76 pm Au/0.76 ym Au
or0.2 ym Au/0.2 ym Au

Technical characteristics for special contacts

Coaxial contacts
see pages
04.26 — 04.28

2A

750V /50 Hz

<2.7 mQ
(inner and outer
conductor)

50/75Q

0-2GHz

-55°C ... +135°C

> 500
> 200

<7 N/mated pair
<7 N/mated pair

Copper alloy

1.3 pm Au/1.3 pm Au
or 0.2 ym Au/0.2 ym Au

0.76 ym Au /0.2 ym Au
or0.2 ym Au/5 pm Sn

Copper alloy
PBFE/PBTP/PI

Power contacts
see pages
04.24 + 04.25

10A,20A,30A
or40 A

<1mQ

-55°C ... + 155 °C

> 500
>200

<7 N/mated pair
appr.5N

Copper alloy

0.76 ym Au /0.2 pm Au
or0.2 ymAu/5pm Sn

Copper alloy

see page
04.23

2ADC

4 kV /50 Hz
<3kV

<3 mQ
(outer
conductor)

-55°C ... +125°C

> 500

<5N
appr.2.5 N

Copper alloy

1.3 pym Au /1.3 pm Au

PI
PTFE

HARTING

High voltage contacts Pneumatic contacts

see page
04.29

-10°C ... +60°C

7 bars at 20 °C

German silver

Vitton

D-Sub-M
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D-Sub

Identification

Male contact

Female contact

Male contact

Female contact

1) 84:>0.76 um Au

Tooling see chapter 31

DIN 41652 T1

Straight signal crimp contacts for cable applications

HARTING

Wire gauge
(mm?2) Part No.
Performance level
3 S41)
0.09-0.14
AWG 09 69 282 7311 09 69 282 5311
28 - 26
0.25 - 0.56
AWG 09 69 282 7310 09 69 282 5310
24 -20
0.09-0.14
AWG 09 69 182 7311 09 69 182 5311
28 - 26
0.25 - 0.56
AWG 09 69 182 7310 09 69 182 5310
24 - 20
3 id <
2=\ s = =Y
~T
= _ Hd\ _ _ N
y
N
Y
L2 8,23
L,86
14
13,6
9,5
]
) E— N —
O -1V ' |
|
g1,8 g2, 1,7 B 1,14
L2

Dimensions in mm




Identification

Straight versions

Right angled versions

Straight versions

Right angled versions

1) for mating and terminating side

D-Sub DIN41652T1

High voltage contacts for cable applications

Wire gauge
(mm?)

0.25 - 0.56
AWG
24 -20

0.25 - 0.56
AWG
24 -20

Male contacts

Plating: 1.3 pm Au"

09 69 281 2550

09 69 681 2550

Male contacts

4,750,035

=

17,7

6,720,1—]

18,6

stripping dimensions

i, 75+0,05

6,710,1

17,7

stripping dimensions

Part No.

#1 max.

#1 max.

) +0,1
}_7

Plating: 1.3 pm Au®)

Female contacts

HARTING

Female contacts

09 69 181 2550

09 69 581 2550

$4.8 9,03
$5,2:0,1

lou,l

4752005 oo |

17,7

18,6

. $4.,8-9,03
$5,20.1

4,7540.05 5.0 |

17,7

Dimensions in mm

D-Sub-M
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D-Sub DIN41652T1

Straight power contacts for cable applications

Identification

Performance levels

Solder version

Male contacts

Female contacts

Crimp version?

Male contacts

Female contacts

1) 84:>0.76 um Au
2) Tooling see chapter 31
Dimensions see page 04.25

>

Rating
(A)

10
20
30
40

10
20
30
40

10
20
30
40

10
20
30
40

Performance level

3

09 69 281 7420
09 69 281 7421
09 69 281 7422
09 69 281 7423

09 69 181 7420
09 69 181 7421
09 69 181 7422
09 69 181 7423

09 69 282 7420
09 69 282 7421
09 69 282 7422
09 69 282 7423

09 69 182 7420
09 69 182 7421
09 69 182 7422
09 69 182 7423

— R —
E:;—.;— — —————
___=a ;—-‘—E rfir-'::‘—-,;—

Part No.

S41)

09 69 281 5420
09 69 281 5421
09 69 281 5422
09 69 281 5423

09 69 181 5420
09 69 181 5421
09 69 181 5422
09 69 181 5423

09 69 282 5420
09 69 282 5421
09 69 282 5422
09 69 282 5423

09 69 182 5420
09 69 182 5421
09 69 182 5422
09 69 182 5423

HARTING




g—
D-Sub DIN41652T1 e

——— ‘ S
E:m— — —————
___=i ;—-‘—Et rfi'—-'::‘—-,;—

Straight power contacts for cable applications

Identification Drawing Dimensions in mm
Male contacts solder crimp
@ 08 3,940,2 .
S B A
g = g 3 %
| s S I | = e
7| F -
1,2 1,2
—5,9—2,25 "% 7.8 ,— =—5,9—=i2,25'" 7,6 0
o 2,9:0,2 1.4 ,9+0.2
22,6 max 22,7 max
stripping dimensions
Rating (A)| @ a-0.1 | b+0.05 Rating (A)| 9 x-0.1 |oy+0.05| AWG
10 1.8 2.54 10 1.7 2.6 16 - 20
20 2.7 3.63 20 2.6 3.6 12-14
30 35 4.40 30 3.7 4.7 10-12
40 4.8 5.50 40 4.6 5.8 8-10
Female contacts solder crimp

3,940,

#4,8 4,05

1.8 7,8.0,—

23 mox, 23 mox

stripping dimensions

D-Sub-M
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D-Sub DIN41652T1

Identification

Solder / crimp contact

for cables
RG 174 U, 188 AU, 316 U

for cables
RG 178 BU, 196 AU, 404 U

for cables
RG 58 CU, 141 AU

for cables
RG 179 BU, 187 AU

for cables
RGD 179

Crimp / crimp contact

for cables
RG 174 U, 188 AU, 316 U

for cables
RG 179 BU, 187 AU

for cables
RG 59

for cables
RGD 179

Harnessing dimensions (mm)

) S4:>0.76 pm Au
Dimensions see pages 04.27 and 04.28
Tooling see chapter 31

Coaxial contacts for cable applications

A—

_&am_

HARTING

——— g
Impedance
(Q) Part No.
Straight male contacts Straight female contacts
Performance level Performance level
3 S471) & S47)
50 09 69 281 7140 09 69 281 5140 09 69 181 7140 09 69 181 5140
50 09 69 281 7141 09 69 281 5141 09 69 181 7141 09 69 181 5141
50 09 69 281 7143 09 69 281 5143 09 69 181 7143 09 69 181 5143
75 09 69 281 7230 09 69 281 5230 09 69 181 7230 09 69 181 5230
75 09 69 281 7233 09 69 281 5233 09 69 181 7233 09 69 181 5233
50 09 69 282 7140 09 69 282 5140 09 69 182 7140 09 69 182 5140
75 09 69 282 7230 09 69 282 5230 09 69 182 7230 09 69 182 5230
75 09 69 282 7232 09 69 282 5232 09 69 182 7232 09 69 182 5232
75 09 69 282 7233 09 69 282 5233 09 69 182 7233 09 69 182 5233
Part No. gA gB aC gD E F G

09 69 181 x140

09 69 281 x140 0.85 1.9 23 3.2 9.5 5.0 3.0

09 69 181 x141

09 69 281 x141 0.85 1.2 1.4 2.3 9.5 5.0 3.0

09 69 181 x143

09 69 281 x143 1.00 3.0 4.4 5.2 95 5.0 3.0

09 69 181 x230

09 69 281 X230 0.50 1.9 23 3.2 9.5 5.0 3.0

09 69 182 x140

09 69 282 x140 0.60 1.9 2.4 3.2 9.0 5.0 3.0

09 69 182 x230

09 69 282 x230 0.60 1.9 2.4 3.2 9.0 5.0 3.0

09 69 182 x232

09 69 282 x232 0.95 3.8 5.1 6.2 9.0 4.3 3.7

09 69 181 x233

09 69 281 X233 0.50 1.9 2.6 3.5 9.5 5.0 3.0

09 69 182 x233

09 69 282 x233 0.60 1.9 2.6 3.5 9.3 4.3 3.0




D-Sub DIN41652T1

Coaxial contacts for cable applications

Identification Drawing

Male contacts

Part No. ga|ob|oc|od
09 69 281 x140 |0.85| 1.9 | 2.6 | 3.2
0969 281 x141 |0.85| 1.2 | 1.7 | 2.3
09 69 281 x230 |0.50| 1.9 | 2.6 | 3.2

Part No. oga|ob|oc|od
0969281x143 | 1.0 | 3.0 | 44 | 5.2

Part No. ga|ob|oc|od
0969281x233 | 05|19 |26 | 3.5

Part No. oga|ob|oc|od|oe
0969282x140 | 06 | 1.9 | 26 | 3.2 | 3.8
0969282x230 | 06 | 1.9 | 26 | 3.2 | 3.8
0969282x233 | 06 | 1.9 |26 | 3.5 | 44

Part No. oga|@eb|oc|oed
09 69 282 x232 (0.95| 3.8 | 5.1 | 6.2

]

[ ]

U |

§

|
i
i

Dimensions

max @4,8
$ 3,8520,02

HARTING

in mm

ca. 1,2

3,50.2

>4

$3,8510.02

&

( mox.26.3)

1.8

0,2
2,25%

fe—6,3 —=

11,2

(22,45)

$3.8540.02

D-Sub-M
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D-Sub DIN41652T1 e

o 10 et

=— -

- s

Coaxial contacts for cable applications

Identification Drawing Dimensions in mm
Female contacts e o' 52
ol < EL b L he =
Part No. ga|oeb|oec|ed =% AN =
09 69 181 x140 [0.85] 1.9 | 26 | 3.2 T i T
0969 181 x141 (0.85| 1.2 | 1.7 | 2.3 1:0,2 % L i 3
0969 181 x230 (0.50| 1.9 | 2.6 | 3.2 B b 25022 —
95 229 9
11,2 9,510,
123}

Points of plating thickness measurement

Part No. ga|ob|oc|od —1———1- —r—
0969181 x143 | 1.0 | 3.0 | 4.4 | 5.2

sa
=80
8¢
]
N
Le
1>
|
| ‘ 94,8 000
$5,210.2
@110,02 ~

— 0.8 0,310.2
2,252

o]

=y

-QO'OE
R-VR R Y|
Part No. ga|ob|oc|od e
0969181 x233 | 0.5 | 1.9 | 26 | 3.5 w $1,00:002
A
10,4

Part No. ga|ob|oc|od|oe
0969182x140 | 06 | 1.9 | 26 | 3.2 | 3.8
0969182x230 | 06 | 1.9 | 26 | 3.2 | 3.8
0969182x233 | 0.6 | 1.9 | 26 | 35 | 4.4

$11002

Part No. ga|ob|oc|od
0969 182 x232 (0.95| 3.8 | 5.1 | 6.2

2,26 0,320




D-Sub  DIN 41652 T1 T
¢ | L ' ]

== d=l=-—
il dlie—

Pneumatic contacts for cable applications

Inner diameter
Identification air tube (mm) Part No.

Male contacts

2 09 69 287 0061
2.6 09 69 287 0060
3 09 69 287 0062
4 09 69 287 0063
Female contacts
2 09 69 187 0061
2.6 09 69 187 0060
3 09 69 187 0062
4 09 69 187 0063
Male contacts 3
(o] g : o Q
- L - R=Y j
¥ —
6,4
9.7 2,3%k 10

Part No. oga ob @cC od
09 69 x87 0061 | 1.45 | 2.6 1.5 | 0.95
09 69 x87 0060 | 1.65 | 3.1 2.0 | 1.65
09 69 x87 0062 | 1.65 | 3.4 23 | 1.85
09 69 x87 0063 | 1.65 | 4.8 3.7 | 2.95

Female contacts

i}

|
/ ‘ \¢52=uz
B 4,8
]
5,5
¢ b
C
! ¢ d

Dimensions in mm

D-Sub-M
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D-Sub DIN41652T1

Board drillings for connectors with straight pcb contacts

Pcb hole patterns

HARTING

In the next pages, the pcb hole pattern is given for the power and the coaxial contact per connector layout.
In the case of the power contact, the drilling hole dimension is not mentioned; the table here under provides
relevant information according to the current rating of the contact and its version.

Power contact diameter and pcb related drilling diameter

Straight connectors Right angled connectors
Rating Pin & (mm) Pcb drilling @ (mm) Pin @ (mm) Pcb drilling @ (mm)
20 A 2.60 2.9 2.85 3.15
30 A - - 3.20 3.50
40 A 3.75 4.0 3.75 4.05
Identification Drawing Dimensions in mm
Male connector*® Power contact Coaxial contact
2W2C

3W3/3W3C
5W1 125
5.49 B
= o~
et A=
411 I
930 (37507
910 o
5W5
7W2 16.65

30

2.84

5.08

5.94

n A
o (-3 ol

=
{{}——e—‘—o——o o

]
4

16.65

6.86

1.37

5.08

*When using a female connector with straight pcb contacts the board drilling pattern must be mirrored in the Y axis.




Identification

TW7

8W8

ow4

11Wi1

D-Sub

Male connector*

DIN 41652 T1

Drawing

Board drillings for connectors with straight pcb contacts

Power contact
31.75 n
22.86
16.05
6.1
M| a2 | A3 A | As a6
© 0000 0«
J} 2.44
3.25
22.86
16.51
10.16
3.81 -
m | 2 | | ryl ju 26
{D’"'{P‘ ©-0-0-0-00C-O-
. 2.54
8.89
15.24

23.52
8.28
5.54 ,
<
7.77 «
’—« §
s ml sl ol b
GH--O- $'* o o3 *(T)*'*'ﬁ}
4.14 T
! 3.0
14.48 9.68 1.0
16.65
9.6
6.86
<
4.11 ) @
o~
®-6 ¢ l £
@'_'_7353'_ - = (453
5.49 T vs0
8.23 (0.1

HARTING

Dimensions in mm

Coaxial contact

31.75 ,
22.86
16.05
6.1 -
L Ny Mg Rg Mg | ol w7
— =0 — @ — =0 = —0 ———0— & ——{)
T ® ® & o
iﬂ
0|
)
fis] 9.25
22.86
16.51
10.16
3.81
i n Ry Mg Mg [ T C N v

23.52

16.65
9.6
6.86
<+
4.11 X @
o~
{B _®ee 7l7  0°—
00 =
o 5.49 T
$3.0
& 8.23 [#]#0.1

21.0 B[00.1

* When using a female connector with straight pcb contacts the board drilling pattern must be mirrored in the Y axis.

D-Sub-M
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HARTING

D-Sub DIN41652T1

Board drillings for connectors with straight pcb contacts

Identification Drawing Dimensions in mm
Male connector* Power contact Coaxial contact
13W3 23.52 23.52
8.28 8.28
5.54 5.54
2.77 2.77
|
797 _, © 7797
o
2R | I S 5 . 5
P00 ¢ D00 ¢
{5”®*@]§*55”T”€} {5”9”315*?2*;
1.4 T © 1.4 T
: $3.0 S
4.14 [lo0. s 4.14
6.91 81.0 o 6.91
14.48 | 9.68 14.48 _| 9.68
13W6 24.84
22.1
$3.0
19.33
16.56
111
<
4.37 @
%Te i
1 ng Ny me o lmb ws | ]
i SR SO S P P [}
< L4 5 7
__T; 2.36
[re]
(w]
o 9.09 17.96
|._15.82 20.7
22.56 23.47
31.75
17W2 23.52 23.52
8.28 8.28
5.54 5.54
< <
e
2.77 ‘ o 2.77 ‘ &
A 1 T 1 7 MQ
&Geelﬁ @eeelf
e s e Bt
1.4 T 1.4 T
| e |
(o]
4.14 o 4.14
6.91 6.91
13.82 _| 9.68 13.82 | 9.68

*When using a female connector with straight pcb contacts the board drilling pattern must be mirrored in the Y axis.




D-Sub DIN41652T1

Identification Drawing

Male connector*

21W1

21WA4

Power contact

16.56 23.52

15.82 11.05

8.28

5.54

HARTING

Board drillings for connectors with straight pcb contacts

2.84

22.68 31.75

15.7 11.05

8.28

2.84

24W7

1.42

3

20.57
13.72
6.86

A a2 B s a6 |

oo oo oL

sle-08< o-6-0-0-
T 2.77
U <+
00|
5.54 o
8.28
11.05 13.82 ‘
19.33 16.56
22.1 30.55

Dimensions in mm
Coaxial contact

16.56 23.52

13.82 11.05

8.28

2.34

5.54 n

@ 1@
1P

@ 5

767,
> ¢

5.08

B
59 D15
i

9.68

12.42

15.19

31.75

11.05

N
~
~

2.84

9.68

11.05 15.82
1933 16.56
22.1 BOASS

* When using a female connector with straight pcb contacts the board drilling pattern must be mirrored in the Y axis.

D-Sub-M
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D-Sub

Identification

25W3

D-Sub-M

27W2

36W4

04
34

Male connector*

DIN 41652 T1

Drawing

Power contact

SHl.75)

16.56

22.68

13.82

15.7

11.05

Board drillings for connectors with straight pcb contacts

22.68
16.56 31.75
13.82 11.05
8.28
5.54
4
2.77 . o
J N
Al 1 3R
00000 ¢
OO e = |
T 1.4
414
6.91 830 rarod
9.68
21.0
12.42 [©10.1
15.18
15.19
20.57 12.42
- 13.72 9.68
6.91
4.14
1.4
N
S 6.86
Dt e elele|elele
-
FO—0- 000
K ©-0-0-0-0 T -
2.77 | <
S
5.54 o
o~
8.28
16.56 11.05
19.33 13.82
22.1 30.55

HARTING

Dimensions in mm

Coaxial contact

31.75 16.56
22.68 13.82 _,
15.7 11.05
8.28
5.54
2.77 .

Q**G**‘V 9?}}:{;::7.***
1 . 000 T
Y 4 1 s
3
) 414 |
210 =
9.68 | 12.42 |
15.19
17.96
22.68
16.56 31.75
13.82 | 11.05
8.28
5.54

5.08

15.19
15.19
20.57 12.42
- 13.72 9.68
6.91
4.14
1.4
£.86
—o “0 ug:—;r@ e|e
277 I
5.54
8.28
16.56 11.056
19.33 13.82 |
22.1 30.55

2x2.84

*When using a female connector with straight pcb contacts the board drilling pattern must be mirrored in the Y axis.




D-Sub DIN41652T1

Board drillings for connectors with right angled pcb contacts

Identification Drawing

Power contact

Male connector*

2W2C
3W3/3W3C
5W1 12.5
A
A
5W5
©
S
0.86 83.0 ¢0'1
7.67
7W2 16.65
6.86
1.37 3
2.74 83.0 $]20.1
#1.0

[$]20.1

HARTING

Dimensions in mm

Coaxial contact

9.45

” 12.5
0
o 3.43 il:A
N
T 753 20
~
| I
< > ‘\\ g
(2] i ]
[
93.0 (aro07
=0 $90.1
16.65
~|
0
o 6.86 o
|
- @ >
o ! g
o i g
;
$3.0 (5107
910 (zr507
12.5
<t
0
g 5.49 E
o, O—4—
o) a2
a1\ 20 (g0
91.0 (5107

<
)
N
X
N
16.65
6.86
~t|
&
3 1.37 g
o o
1 Ay & ™
= £
< o 1%
% of 2
2.74 23.0 &[00.1
$1.0 S00.1

* When using a female connector with right angled pcb contacts the board drilling pattern must be mirrored in the Y axis.

D-Sub-M
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HARTING

D-Sub DIN41652T1

Board drillings for connectors with right angled pcb contacts

Identification Drawing Dimensions in mm

Male connector* Power contact Coaxial contact

7W7 31.75 31.75
22.86 22.86
16.05 < 16.05
ho
6.1 o 6.1
o™~
s s « g fe Yo Mo Mol "o o
H B —hﬁo @ - & | 3 &
{‘} {‘} " ° ® @l @ ®
's] I
> i
b 93.
930 (a0 30 r5Te01
8W8 31.75
<
's]
o
|
o~
1 i aat © €
| 0
= S
) <
9W4 23.52
8.28
5.54
b
X
N
)
9
2]
414 3.0
6.91
91.0
14.48 9.68 91901 14.48 9.68 ©100.1
11W1 16.65 16.65
9.6 9.6
6.86 o 6.86
)|
4.11 3 o 4.11 : 3
d o 2|
— .,‘J*‘\\ ™
't——0 U
JiE 3 TRAR g €©
o N \ 3
< g i 9 &
o ol 1 o =]
5.49 \ 83.0 @i 5.49 #3.0 [®o0.1
8.23 8.23
910 (e 910 a5

* When using a female connector with right angled pcb contacts the board drilling pattern must be mirrored in the Y axis.




D-Sub DIN41652T1

Board drillings for connectors with right angled pcb contacts

Identification Drawing

Male connector* Power contact

HARTING

Dimensions in mm

Coaxial contact

* When using a female connector with right angled pcb contacts the board drilling pattern must be mirrored in the Y axis.

13W3 23.52 23.52
8.28 8.28
5.54 5.54
2.77 2.77
5
< N 7.77 \ <
o & 0
T Y T
T + e 6000 o
£ & e . o o 1T =
< O ) < ©
o ~ I o O
(2] | —
3.0
1.4 1.4 ¢3.0
4.14 .3 4.14
. 1.0
6.91 g0, 6.91 1901
14.48 9.68 14.48 9.68
13W6 24.84 24.84
22.1 221
oSS, 19.33
16.56 16.56
11.1 o 11.1
']
3 & 5
[ o~ | | ™~
B B 4 L r @ @ ©-0 s
{'} {‘} 0 = & e & oo S = N
< $ < o
o) > o =
2.36 2.36
9.09, 17.96 9.09 17.96
15.82 20.7 15.82 20.7
22.56 23.47 22.56 23.47
31.75 ¢O.1 21.0 31.75
17W2 23.52 23.52
8.28 8.28
5.54 - 5.54
w
< S 2.77 \ <
= N )
e i ? T e ——
_ U -+ oo o000 o
< mV £ S o0 0loo Q@ O -
© < [T} ! < ©|
- 3 g I ] Py
o) o i o) g
1.4 | 3.0 1.4 Li 3.0 -
4.14 4.14
21.0 1.0
6.91 o 6.91 G0N
13.82 9.68 13.82 9.68

D-Sub-M

04

37



D-Sub-M

04
38

D-Sub

Identification

Male connector*

21W1

21WA4

24W7

DIN 41652 T1

Drawing

Power contact
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Board drillings for connectors with right angled pcb contacts

HARTING

Dimensions in mm

Coaxial contact
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* When using a female connector with right angled pcb contacts the board drilling pattern must be mirrored in the Y axis.
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Board drillings for connectors with right angled pcb contacts

Identification Drawing

Male connector*

Power contact
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HARTING

Dimensions in mm

Coaxial contact
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* When using a female connector with right angled pcb contacts the board drilling pattern must be mirrored in the Y axis.
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D-Sub

HARTING

HARTING customer request form for pcb connectors

1

2.1

2.2

23

2.4

2.5

Connector gender and type

Contact arrangement
Standard

Special configurations
(mixed contact genders)

Any signal contacts?

Any power contacts?

Current rating
Termination type

Performance level

[mating side / termination side]

Any coaxial contacts?

Impedance

Performance level
[mating side inner / outer conductor]

Any high voltage contacts?

Any pneumatic contacts?

Tube inner diameter /
suitable compressed air tube

L] Plug (male contacts)

] Receptacle (female contacts)

[ ] Straight [ ] Right angled

| aws |l osws [ 17we

_| swi1 | oowa [ 21w

| sws 1wt [ 21wag

7w Cl1aw3 [ Joawz [ ] o7we
7wz _13we [ J2sw3 [ ] 3swa4

| awac | awsc

| Yes (fill in questions below) " No (go directly to item 2.2)

L] Right angled 2.54 mm pitch
Other pitch:

| Yes (fill in questions below) | No (go directly to item 2.3)

1 10A " 1 30A
1 20A _la0A

| Solder pin for pcb
| Press-in for pcb (30A)

" | 8410.76 pm Au /0.2 pm Au]
| PL3[0.2 pm Au/ 5.0 ym Sn]

| Yes (fill in questions below) | No (go directly to item 2.4)

1500
1750

| S4[1.3 ym Au/0.76 pm Au]
| PL3[0.2 ym Au/0.2 pm Au]

| Yes " I No (go directly to item 2.5)

| Yes (fill in questions below) | No (go directly to item 3)

|l 2mm/PU-2 " | 2.6 mm/PU-N4* 2.5
" | 3mm/PU-3 " | 4mm/PU-4



D-Sub

HARTING customer request form for pcb connectors

3 Pcb mounting accessories (select appropriate fixing accessories)

3.1 Right angled version [] Through hole

| Nut4-40 UNM

Nut M3

[ ] /
D Metal bracket

(s}
[ ] Snap clip — 7%

Screw lock

HARTING

| fixed

| 4-40 UNC

3.2 Straight version [] Through hole /

| Nut 4-40 UNC

D removable

| M3

| NutM3 1
| Spacer 4-40 UNC/ T
Spacer M3 //,
|| Screw lock 4-40 UNC ‘
__| Spacer 4-40 UNC + clip ‘
| Spacer M3 + clip \J
Spacer + clip and screw lock
YL | | 4-a0 UNC
4 Additional information
Pcb thickness: (if possible provide pcb layout with plating specifications)
Operating temperature: | standard | smc compatible
Is hot plugging required | No " Yes Short description:
Is a vacuum pick and place
process considered? D No D Yes

Is blind mating feature required? "~ I No

" Yes (provide precise requirements)

Name: Drawing: " Ino [ ] yes
Company: Samples: " no L] yes, quantity
Address: Volume (pcs./year):

Phone: Special requirements:

Fax:

E-Mail:
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HARTING customer request form for cable connectors

1

2.1

2.2

2.3

Connector gender

Contact arrangement
Standard

Special configurations
(mixed contact genders)

Any signal contacts?

Termination type

[ ] Plug (male contacts)
Receptacle (female contacts)

21W4 mixed male for cable

HARTING

| 3ws | sws [ ]17we

| swi1 | oowa [ 21w

| sws 1wt [ 21was

7w ~l1aws [ Joawz [ ] 27w
7wz ~l1awe [ J2sw3 [ ] 3swa4

| awac | awsc

| Yes (fill in questions below) | No (go directly to item 2.2)
] Crimp | Solder cup S4[0.76 pm Au]

Signal cable size for crimp contact | AWG 20-24 ] AWG 26-28

Crimp contact performance level

Any power contacts?
Current rating
Termination type

Performance level

[mating side / termination side]

Any coaxial contacts?
Impedance

Termination type

Performance level

[mating side inner / outer conductor]

Cable reference (e.g. RG 178):

| 8410.76 pm Au /0.2 pm Au]
| PL3[0.2 um Au /5.0 um Sn]

| Yes (fill in questions below) | No (go directly to item 2.3)
_l10A . 20A L l30A [ 1 40A
] Crimp " | Solder cup

| 8410.76 pm Au /0.2 pm Au]
PL3 [0.2 ym Au /5.0 ym Sn]

| Yes (fill in questions below) | No (go directly to item 2.4)
500 750

] Crimp/crimp

D Crimp/solder [inner conductor is soldered, outer crimped]

| S4[1.3 um Au/0.76 pm Au]
| PL3[0.2 pm Au/0.2 pm Au]




D-Sub :

HARTING customer request form for cable connectors

2.4 Any high voltage contacts? | Yes I No (go directly to item 2.5)

2.5 Any pneumatic contacts? | Yes (fill in questions below) | No (go directly to item 3)

Tube inner diameter /
suitable compressed air tube D 2 mm /PU-2 D 2.6 mm / PU-N4* 2.5
| 3mm/PU-3 [ | 4mm/PU-4

3 Cable accessories

HARTING has a wide range of hoods including plastic, metallized plastic and full metal versions.

Name: Drawing: " Ino L] yes
Company: Samples: " no [ ] yes, quantity
Address: Volume (pcs./year):

Phone: Special requirements:

Fax:

E-Mail:
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