Plug connector
120-D-111

Screw connection, backside latching hooks

Il General Information

Pitch

ﬁ/.ﬂ,ﬂﬂﬁ Ma. of poles
\il Usable with

[ Technical Data

The plug connector 120-0-111, with a pitch of 5 mm, is available in 2- fo 24-pola

design and can ba mounted side-by-side without pole loss.

On version 120-0-111, the wire entrance is located opposie 1o e latching hook Maoulding

sida; on version 120-0-121, it is located on the same side. Plugging the plug
connacior on pin stips of senes 120 therefore resultsin invered plug-in

configurations,

For each pole the plug connector has ane trapezoidal coding shot in which the
coding dlements 120-K can be inserted. The wire entrance is verfical 1o the plug

direction,
The screws ara capfive.

M Part Numbers
Mo, of 120-D-111
poles
2 10.808 402
3 10.808.403
4 10.808 404
5 10.808 405
6 10,808 406
i 10.808 407
8 10.808 408
9 10.808 409
10 10.808.410
11 10.808.411
12 10.808 412
13 10,808,413
14 10.808.414
15 10.808.415
16 10.808.416
17 10,808,417
18 10.808.418
19 10.808.419
20 10.808.420
21 10.808.421
22 10,808 422
23 10,808,423
24 10.808.424
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Smm
2-24
all pin strips of sanes 120

Clamping Ranga
0.2-4mm?/02-25mm? /26 - 12 ANG
Rated Cross Secfion 2,5 mm?
Wire Stripping Langth 7mm £ 0.5 mm
Overvaltage Category [ Il [
Paollution Seventy Lavel 3 2 2
Rated Voltage 280y J20v B30y
Fated Impulss Valtage 4RV 4kV ARV
Rated Insulation Violtage 200V acc, to EN 602851
Rated Currant 12 A
Torqua 0.5 Nm
B material
FA, gray, V40
Comparative Tracking Index  CTI =600
Insulating Group |
Temperature Range A0°C upto 100°C
Taminal body Mickel plated brass
Pressure clamp Tin plated tin bronze
Scraw M3; zinc plated stes, blue passivated
Spring Tin plated tin bronz=
Length Fes . Approvals
Current Woltage Group AWG Mm
10,00 100 " 15 300 B 26 - 12 0.5
15,00 100 b, Y 10 300 3] 26- 12 0,51
20,00 100 " 15 300 B 26 - 12 0.5
25,00 100 10 300 D E 26 - 12 0,51
30,00 100
35,00 50 @
40,00 50
45,00 50 [ Options / Accessories
50,00 50 ' ,
55,00 60 . Emsa_ecuwe pumhenng. .
60,00 100 « Special marking according fo drawing
65,00 50 » Sefl-adhasive marking strip BST-5,00
70,00 50 « Pitch of 10 mm for larger clearance and creapage distancas
75,00 50 « Coding elements 120-K
80,00 50 « Conneciors equipped with coding elements on request
85,00 50 & Strain ralief
90,00 50
85,00 50
100,00 50
105,00 50
110,00 50
115,00 50
120,00 50
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