Solderless terminals

@D RING TONGUE (R type) Non-insulated D@
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Certificate No.: @) A E42024 @BLR20812 (19 JQMY14001 |
LISTED “= JIS C 2805
Applicable Wire Stud size Part No. Dimensions mm (in.)
AWGH(m?) |American| Metric | JST s | randard ﬂdz B L F E D | odr | T | 'o0No |Qtylbox

1-2 2 J052 2 (087)| 5.2 (205) ] 12.4 (488) | 5.8 (.228)

s | 34 | 3 [053 2(12) | 52 (205) | 124 (488) | 58 (228) | 20 | 10 | o5 Y"'mzz
021005) 56 | 35 |0.5:3.7 @ 7 (146) | 6.6 (.260) | 15.0 (591) | 7.7 (.303) (57| 079 | (039 | (020) | YA2 1,000

8 4 |o054 3 (169) | 6.6 (.260) | 15.0 (591) | 7.7 (.303) BCT-0514L

10 5 |0.55 3 (209) | 8.0 (.315) | 15.0 (591) | 7.0 (276)

1-2 2 [1.252 ®@ 2 (087) | 55 (217)] 11.5 (453) | 4.0 (157)

34 3 [1.25-3 R1.25-3 @@@ 2 (126) | 55 (217)] 11.5 (453) | 4.0 (157)

34 3 [1.25-MS3 2 (126) | 55 (217) | 13.2 (520) | 56 (:220)

34 3 |1.25-M3.3 0@ 2 (126) | 6.6 (.260) | 14.4 (567) | 6.3 (.248)

34 3 [1.25-L3 2 (126) | 8.0 (.315) | 15.8 (622) | 7.0 (.276)

56 | 35 |1.253.7 7 (146) | 55 (217) | 115 (453) | 4.0 (.157)

56 | 35 |1.25-P35 ® 7 (146) | 55 (217)| 139 (547) | 6.3 (:248)

56 | 35 |1.25M3 |R1.25-35 @@@ 7 (146) | 6.6 (.260) | 14.4 (567) | 6.3 (.248) VHT-2210
21016 | 56 | 35 [1.25-L3.7 7 (146) | 8.0 (.315) | 15.8 (622) | 7.0 (276) YA
(02510 8§ | 4 [125M4 ee 3 (169) | 6.6 (260) | 14.4 (567) | 6.3 (248) (‘1‘889) (?3‘2) (8677) (8381) vag | ho00

1.65) 8 4 [1.254 R1.25-4 "@m@@ 3 (169) | 8.0 (.315) | 15.8 (.622) | 7.0 (.276) YA-4

8 4 |1.25-4NS O@ 3 (169) | 9.0 (.354) | 20.4 (.803) | 11.1 (437) BCT-0514L

10 5 [1.25-5 R1.25-5 @@@ 3 (209) | 8.0 (.315) | 15.8 (622) | 7.0 (276)

10 5 |1.25-5NS 3 (209) | 9.0 (.354) | 20.4 (.803) | 11.1 (.437)

10 5 |1.25-L5 3 (209) | 11.6 (457) | 21.7 (854) | 11.1 (437)

114 6 |1.25-6 0@ 4 (252) | 116 (457) | 21.7 (.854) | 11.1 (437)

5/16 8 [1.25-8 4 (.331) | 11.6 (457) | 21.7 (.854) | 11.1 (437)

3/8 10 | 1.25-10 105 (413) | 13.6 (535) | 25.5(1.004) | 13.9 (547)

112 12 |1.25-12 130( 12) | 19.0 (.748) | 31.0(1.220) | 16.7 (657) 500

12 2 [2-82 2 (087) | 64 (252) | 12.3 (484) | 4.3 (.169)

34 3 |2-ms3 2 (126) | 55 (217) | 13.2 (520) | 56 (:220)

34 3 |2-833 0@ 2(126) | 6.4 (252) | 12.3 (484) | 4.3 (.169)

34 3 |2-m33 2 (126) | 6.6 (.260) | 14.4 (567) | 6.3 (.248)

34 3 |23 2 (126) | 85 (.335) | 16.8 (661) | 7.8 (.307)

56 | 35 |2-MS3.5 ® 7 (146) | 55 (217) | 13.9 (547) | 6.3 (.248)

56 | 35 |2-83 O@ 7 (146) | 6.4 (252) | 12.3 (484) | 4.3 (.169)

56 | 35 |2-M3 R2-3.5 @@® 7 (146) | 6.6 (.260) | 14.4 (567) | 6.3 (.248) YHT-2210
16t014 | 56 | 35 |2-P35 7 (146) | 7.0 (276) | 16.0 (630) | 7.7 (.303) 48 at | 23 | s YA
(1.04to 56 | 35 |23.7 0@ 7(146) | 85 (335) | 168 (661) | 78 (307) | (ye0 | (161) | (09%) | (031) | VA2 1,000

263) | 8 4 |2-m4 = 3 (169) | 6.6 (.260) | 14.4 (567) | 6.3 (.248) YA-4

8 4 |2-P4 3 (169) | 7.0 (.276) | 16.0 (.630) | 7.7 (.303) BCT-0514L

8 4 |24 R2-4 @@@ 3 (169) | 85 (.335) | 16.8 (661) | 7.8 (.307)

8 4 |2-4NS 3(169) | 9.0 (.354) | 20.3 (.799) | 11.0 (433)

10 5 |2-M5 ®@ 3 (209) | 85 (.335) | 16.8 (661) | 7.8 (.307)

10 5 |2-5NS 3 (209) | 9.0 (.354) | 20.3 (.799) | 11.0 (433)

10 5 |25 R2-5 3 (209) | 9.5 (.374) | 16.8 (661) | 7.3 (.287)

114 6 |26 R2-6 @@ G| 64 (252) | 12.0 (472) | 21.8 (858) | 11.0 (433)

516 | 8 |2-8 R2-8 4 (331) | 12.0 (472) | 21.8 (.858) | 11.0 (.433)

Note:1) Products with the JIS mark @ conform to JIS C2805.
2) The part numbers indicated in the above table are for products with a brazed seam.
When ordering products with a nominal size of 0.5 to 5.5 with a butted seam, add the prefix "WS" to the part number (ex.2-4 —>W$2-4).
3) Delivery lead times may vary depending on the product. Contact JST for details.



Solderless terminals

@n]| RING TONGUE (R type) non-insuiated u(®)
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Applicable Wire | Stud size Part No. Dimensions mm (in.)
AWGH(mM?) [American| Metric JST JIS el od2 B L F E oD od1 T Tool No. | Qtylbox
3/8 10 | 240 10.5 (413) | 13.6 (.535) | 25.5(1.004) | 13.9 (547) YHT-2210 1,000
16 to 14 112 12 | 212 13.0 (512) | 19.0 (.748) | 31.0(1.220) | 16.7 (675) 48 "y al o YA
(1.04 1o 112 14 | 2414 ®@ [150 (591) | 27.0(1.063) | 39.5(1.555) | 21.2 (.835) (.169) (.161) (_0'91) (.051) YA-2 500
263) | 508 16 | 2416 17.0 (.669) | 27.0(1.063) | 39.5(1.555) | 21.2 (.835) YA-4
3/4 20 | 220 210( 27) | 27.0(1.063) | 39.5(1.555) | 21.2 (.835) BCT-0514L
34 3 [ 35R3 2 (126) | 8.0 (:315) | 17.8 (.707) | 9.0 (.354)
8 4 [ 35-R4 3 (169) | 8.0 (.315) | 17.8 (707) | 9.0 (.354)
U012 | 8 | 4 |354 ©@ |_3L169 | 103 (40 | 186 (732 | 86 (3%) | 48 48 | 27 | 10 &:‘Jﬁ;% 000
(3.5) 10 5 |35R5 = 3 (209) | 80 (315)| 17.8 (707) | 9.0 (354) | (189) | (189) | (106) | (039) | poppmar |
10 5 |[355 3 (:209) | 10.3 (.406) | 18.6 (.732) | 8.6 (.339)
114 6 | 356 4 (252) | 10.3 (406) | 186 (.732) | 8.6 (.339)
34 3 [55833 2 (126) | 7.2 (283) | 15.7 (618) | 5.9 (232) | 6.2 (244)
34 3 [553 2 (126) | 9.5 (.374) | 19.8 (780) | 8.3 (.327) | 6.8 (.268)
56 | 35 |55-83 ® 7 (146) | 7.2 (283) | 15.7 (618) | 5.9 (232) | 6.2 (.244) 500
56 | 35 |5537 ee 7 (146) | 9.5 (.374) | 19.8 (.780) | 8.3 (.327) | 6.8 (.268)
8 4 | 5584 3 (169) | 7.2 (283) | 15.7 (618) | 5.9 (232) | 6.2 (.244)
8 4 | 55-4NS 3 (169) | 8.0 (.315) | 19.1 (752) | 8.3 (.327) 1,000
8 4 | 554 R5.5-4 QQ@@ 3 (169) | 9.5 (.374) | 19.8 (.780) | 8.3 (.327) 500
10 5 | 555NS ®@ 3(209) | 8.0 (:315) | 19.1 (752) | 8.3 (.327) 1,000
10 5 |555 R5.5-5 “@@@ 3(209) | 9.5 (374) | 19.8 (.780) | 8.3 (.327) 500
10 5 [ 55-85 ® 3 (209) | 13.2 (520) | 22.4 (.882) | 9.0 (.354) YHT-2210
121010 1/4 6 | 55-6NS ke 4 (252) | 9.0 (.354) | 24.3 (.957) | 13.0 (512) YA-1 1,000
(2.63to 1/4 6 | 556 R5.5-6 “@@@ 4 (252) | 12.0 (472) | 25.8(1.016) | 13.0 (512) (2'260) (?'3‘2) (;fg) YA-2
6.64) | 1/4 6 | 5.5-S6 4 (252) | 132 (520) | 22.4 (.882) | 9.0 (.354) ’ ' ' YA-4
114 | 6 |55L6 O@ 4 (252) | 15.0 (591) | 28.0(1.102) | 13.7 (.539) 6.8 BCT-0514L
5/16 8 | 5.5-S8 4 (.331) | 132 (520) | 22.4 (.882) | 9.0 (.354) (-268) 500
516 | 8 | 558 R5.5-8 @@@ 4 (331) | 15.0 (591) | 28.0(1.102) | 13.7 (.539)
3/8 9 |559 @@ 8 (.386) | 15.0 (.591) | 28.0(1.102) | 13.7 (539)
3/8 10 | 55-10 R5.510 (@ @® 105( 13) | 15.0 (591) | 28.0(1.102) | 13.7 (.539)
12 12 | 5512 13.0 (512) | 19.2 (.756) | 32.4(1.276) | 16.0 (.630)
12 14 | 55-14 15.0 (591) | 32.0(1.260) | 48.1(1.894) | 25.3 (.996)
5/8 16 | 55-16 @@ [17.0 (669) | 32.0(1.260) | 48.1(1.894) | 25.3 (.996)
1116 | 18 | 55-18 19.0 (.748) | 32.0(1.260) | 48.1(1.894) | 25.3 (.996) 200
34 | 20 | 5520 21.0 (.827) | 32.0(1.260) | 48.1(1.894) | 25.3 (.996)

Note:1) Products with the JIS mark @ conform to JIS C2805.
2) The part numbers indicated in the above table are for products with a brazed seam.
When ordering products with a nominal size of 0.5 to 5.5 with a butted seam, add the prefix "WS" to the part number (ex.5.5-4 —>WS$5.5-4).
3) Delivery lead times may vary depending on the product. Contact JST for details.



Solderless terminals

@D RING TONGUE ( R type) Non-insulated D@

Brazed seam
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Applicable Wire | Stud size Part No. Dimensions mm (in.)
Standard Tool No. | Qtylb
AWGH(mM) | American| Metric | JST s |y B L F E D | o | T | o0Ne- |Qtybox
YA-4
YPT-60N
8 | 4 |8NKa @@ | 43 (169) | 9.0 (354)|165 (650) | 53 (228) | 62 (244) FIER ) 500
EP-t
(Note 2)
YHT-8S
YA-4, YA-5
8 4 | 84NS @@ | 43(169) | 80 (315) [21.8 (.858) | 9.3 (366) | 85 (.335) YPT-60N | 1,000
YPT-150-1
BCT-0514L
BCT-860L
BCT-8150L
» YF-1|YET-60-1
8 4 |84 @@ | 43(169) | 12.0 (472) |23.8 (937) | 9.3 (366) | 8.5 (.335) FANeTa,
EP-1|YET-60-1
YA4 500
YPT-60N
YFA|YET-60-1
10 5 | 8.NK5 @@ | 53(209) | 90 (354) | 165 (650) | 58 (228) | 62 (244) | 74 | 45 | 12 |py
8 (:280) | (A77) | (.047) |EP-1
(66410 (Note 2)
1052) |10 5 | 8-5NS O@ 3 (209) | 9.0 (.354) | 22.3 (878) | 9.3 (.366) 1,000
10 5 |85 R8-5 gg@@ 3 (.209) 120( 72) | 23.8 (.937) 3 (.366) 500
10 5 | 8-L5NS 3 (209) | 9.0 (.354) | 26.8(1.055) 138(543) 1,000
10 5 |8L5 0@ 3 (.209) 150( 91) | 29.8(1.173) 38(543) YHT-8S 500
114 | 6 |86NS 64 (252) | 9.6 (.378) | 22.6 (890) | 9.3 (.366) YA4 | 1,000
14 | 6 |86 R8-6 D@ 64 (252 120( 72) | 238 (937) | 9.3 (.366) YA
YPT-60N | 500
14 | 6 [8L6 0@ 64(252) 15.0 (591) | 29.8(1.173) 138( 43) VPTAB
516 | 8 | 8-8NS - 4 (331) | 11.5 (453) | 28.1(1.106) | 13.8 (.543) BCT_'051;L 1,000
516 | 8 |88 R8-8 @@ 84 (331) | 15.0 (591) | 29.8(1.173) | 13.8 (543) | 8.5 (:335) BCT-860L
38 | 10 |80 RE10 | ®@M® 105( 13) | 15.0 (591) | 29.8(1.173) | 13.8 (543) BCT-8150L
38 | 10 |[8L10 105 (413) | 200 (.787) | 335(1.319) | 15.0 (591) YF-1‘YET-60—1 500
76 | 11 |81 115 (453) | 20.0 (.787) | 33.5(1.319) | 15.0 (.591) E-4|YET-150-1
12 | 12 |82 130 (512) | 200 (787) | 335(1.319) | 15.0 (591) EP-1| YET-60-1
12 | 14 [814 @@ |[15.0 (591) | 31.6(1.244) | 50.0(1.969) | 25.7(1.012)
58 | 16 | 8-16 17.0 (669) | 31.6(1.244) | 50.0(1.969) | 25.7(1.012)
11116 | 18 | 8-18 19.0 (:748) | 31.6(1.244) | 50.0(1.969) | 25.7(1.012) 200
34 | 20 [820 21.0 (827) | 31.6(1.244) | 50.0(1.969) | 25.7(1.012)

Note:1) Products with the JIS mark @ conform to JIS C2805.
2) Please use the die AD-901S for the pneumatic tool YA-4, and the die 8NK-6 for the hydraulic tools YPT-60N/YET-60-1.
3) Delivery lead times may vary depending on the product. Contact JST for details.



Solderless terminals

@D RING TONGUE (R type) Non-insulated D@

Brazed seam

I

od1

Applicable Wire | Stud size Part No.
AWGH(M) | American| Metric | JST gs | e B L F E D | odr | T | o0Ne |Gtybox
8 4 | 144 43 (169) | 12.0 (472) | 29.8(1.173) | 133 (524) | 105 (413) 200
8 4 | 14-NK4 @@ | 43 (169) 122 (480) | 23.0 (906) | 7.7 (303) 9.2 (362)
10 5 | 14-5NS 53 (209) | 90 (354) | 283(1.114) [ 133 (524) [ (413) 100
10 5 R145 |®@@@| 53 (209) 120 (472) | 29.8(1.173) [ 133 (524) ] O ¢
10 5 | 14-NK5 g | 5329 122 (480) | 23.0 (906) | 7.7 (303)| 9.2 (.362) 200
1/4 6 | 14-6NS = 64 (252) | 9.6 (.378) | 28.6(1.126) | 13.3 (524) 100
1/4 6 | 14-6 R14-6 | ®@G@®| 64 (252 120 (472) | 29.8(1.173) | 13.3 (524) ng 200
1/4 6 | 14-L6 6.4 (252) | 16.0 (630) | 32.8(1.291) | 145 (571) YET-60N
6 516 | 8 | 14-8NS @@ | 84 (331) | 115 (453) | 30.8(1.213) | 145 (571) YPT-150-1
tosat | 016 [ 8 [1488 8.4 (.331) | 12.0 (472) | 31.0(1.220) | 14.5 (.571) 90 | 58 | 15 |BCT-0514L
1678) 5/16 8 | 14-8 R148 |@@G)| 84 (331) | 16.0 (630) | 32.8(1.291) | 14.5 (571) (.354) | (228) | (.059) | BCT-860L
' 3/8 9 | 149 ®@ | 98 (386) | 16.0 (630) | 32.8(1.291) | 14.5 (571) BCT-8150L
38 | 10 [ 1410 | R1410 @ @B 105 (413) | 16.0 (:630) | 32.8(1.291) | 145 (571) (121'3) YEX\E?E&
38 | 10 | 14-L10 @@ |105(413) ] 220 (860 410(1614) | 195 (739) | eraerans | 100
76 | 11 | 1411 115 (453) | 22.0 (866) | 41.0(1.614) | 195 (.739)
12 | 12 | 1412 R14-12 0@ 20 (512) | 22.0 (.866) | 41.0(1.614) | 19.5 (.739)
12 | 14 | 1414 R14-14 | 15.0 (591) | 30.0(1.181) | 49.0(1.929) | 23.5 (925)
58 | 16 | 14-16 17.0 (669) | 31.6(1.244) | 515(2.028) | 25.2 (992)
116 | 18 | 14-18 @@ | 190 (748) | 31.6(1.244) | 515(2.028) | 252 (.992)
34 | 20 | 14-20 21.0 (.827) 31 6(1 244) | 515(2.028) | 25.2 (992)
10 5 | 22-5NS 53 (209) | 9.5 (:374) | 28.7(1.130) [ 12.0 (472)
10 5 | 2285 g 5.3 (.209) 120 (472) | 30.0(1.181) | 12.0 (472)
10 5 | 225 = 5.3 (.209) | 16.5 (.650) | 33.7(1.327) | 13.5 (.531)
1/4 6 | 2256 6.4 (252) | 12.0 (472) | 30.0(1.181) | 12.0 (472)
1 | 6 | 226 R22-6 | @G 64 (252) | 165 (.650) | 33.7(1.327) | 135 (.531) YAS
516 | 8 | 228 ®@ | 84 (331) | 120 (427) | 30.0(1.181) | 12.0 (472) YPT-60N
516 | 8 | 228 R22-8 |®@G| 84 (331) | 16.5 (:650) | 33.7(1.327) | 13.5 (531) YPT-150-1
4 38 9 | 229 9.8 (386) | 17.5 (689) | 36.7(1445) | 160 (630)| 20 WS 77 1 18 | pergeoL
(16.78t0 38 | 10 | 22810 ee 105 ('413) 165 (.650) | 33.7(1.327) 135 (531) (472) | (453) | (303) | (O71) | pCr.g1s0L 00
26.66) : : YF-1|YET-60-1
3 | 10 | 22410 R22-10 | ®© @G| 105 (413) | 17.5 (:689) | 36.7(1.445) | 16.0 (630) E-4‘YET-150-1
716 | 11 | 2211 ®@ | 115 (453) | 220 (866) | 42.5(1.673) | 195 (.768) ep-{VETaL
12 | 12 | 2212 R212_| g o | 130 (512) | 22.0 (.866) | 42.5(1.673) | 19.5 (.768)
12 | 14 R22-14 | 15.0 (591) | 30.0(1.181) | 515(2.038) | 24.5 (.965)
58 | 16 | 22-16 17.0 (669) | 30.0(1.181) | 515(2.028) | 24.5 (965)
116 | 18 | 22418 @@ [19.0 (748) | 30.0(1.181) | 51.5(2.028) | 24.5 (.965)
34 | 20 | 22-20 21.0 (:827) | 30.0(1.181) | 51.5(2.028) | 24.5 (.965)

Note:1) Products with the JIS mark 19 conform to JIS C2805.
2) Delivery lead times may vary depending on the product. Contact JST for details.



Solderless terminals

@D RING TONGUE ( R type) Non-insulated D@

Brazed seam

5I o
Applicable Wire Stud size PartNo. Dimensions mm (in.)
pA‘)I\I(;#(mmz) American| Metric JST JIS Sl od2 B F E oD od1 T ToolNo. |Qtylbox
10 5 | 38-S5 53 (.209) | 15.5 (610) 380(1496) 16.0 (.630)
10 5 |385 53 (209) | 22.0 (866) | 42.7(1681) | 17.7(697)
114 6 | 38-S6 @@ | 64 (252) | 155(610) | 380(1.49) | 16.0(630)
114 6 | 386 6.4 (252) | 22.0 (866) | 42.7(1681) | 17.7(697)
516 | 8 |38-S8 8.4 (331) | 155 (610) | 38.0(1.49%) | 16.0 (630) YA5
516 | 8 | 388 R38-8 |® @GB| 8.4 (331) | 22.0(866) | 427(1681) | 17.7 (697) YPT-60N
5/16 8 | 38-L8 8.4 (:331) | 30.0(1.181) | 525(2.067) | 23.5(.925) YPT-150-1
2 38 | 9 |[389 ®@ | 98(386) | 220(866) | 427(1681) | 17.7(697) | 140 133 | 94 | 18 | BCT86OL |\ 0
(2666 to | 38 | 10 | 38-810 105 (413) | 155 (610) | 380(149%) | 16.0(630) | \o°1) | (524) | (370) | (071) | BCT-8150L
242) 38 | 10 |3810 | R38-10 |® @ B 10.5(413) | 220 (866) | 427(1681) | 17.7(697) YFverso-
38 | 10 |38-L10 0@ 10.5(413) | 30.0(1.181) | 525(2067) | 23.5(925) £p.1|ET-150-
716 | 11 | 3811 bl 115 (453) | 22.0 (866) | 42.7(1681) | 17.7(697)
12 | 12 | 38412 R38-12 | 13.0 (512) | 22.0 (866) | 427(1681) | 17.7(697)
12 | 14 | 3814 Ris14 |2 E€D 15.0 (591) | 30.0(1.181) | 525(2.067) | 23.5(925)
58 | 16 | 38-16 17.0(669) | 30.0(1.181) | 525(2.067) | 23.5(925)
116 | 18 | 38-18 ®@ [19.0(748) | 30.001.181) | 525(2067) | 23.5(925)
34 | 20 3820 21.0(.827) | 30.001.181) | 525(2.067) | 23.5(.925)
114 6 | 60-S6 ® 6.4 (252) | 16.0 (.630) | 46.7(1.839) | 20.7 (815)
114 6 | 606 0@ 6.4 (252) | 22.0 (866) | 49.71.957) | 20.7 (815)
516 | 8 | 60-S8 8.4 (.331) | 16.0(.630) | 46.7(1.839) | 20.7 (.815) VA5
516 | 8 | 60-8 R60-8 |® @B 84 (331) | 22.0(866) | 49.7(1.957) | 20.7(815) YPT-60N
38 9 |60-9 0@ 9.8 (.386) | 22.0 (866) | 49.71.957) | 20.7(815) YPT-150-1
10 3/8 10 | 60-S10 o 10.5(413) | 16.0 (.630) | 46.7(1.839) | 20.7 (815) BB((:JTT-BSEO(%L
4242 to 38 | 10 |60-10 R60-10 |® @ G| 10.5(413) | 22.0 (866) | 49.7(1.957) | 20.7 (815) 18.0 155 | 114 | 20 o S 5
6057) | 716 | 11| 60-11 ®@ | 115(453) | 220(866) | 497(1.957) | 207(815) | (709) | (610) | (449) | (079) | T \VET60-
12 | 12 |60-12 RE0-12 | 6® 13.0 (512) | 22.0 (866) | 49.74.957) | 20.7 (815) £p.1 |VET-160-
12 | 14 |60-14 R60-14 | 15.0 (591) | 32.001.260) | 57.5(2.264) | 23.5(925) N —
58 | 16 | 60-16 17.0 (669) | 32.001.260) | 57.5(2.264) | 23.5(925) £4 | YET-300M
116 | 18 | 60-18 ® 19.0 (748) | 32.001.260) | 57.5(2.264) | 23.5(925)
X
34 | 20 [60-20 21.0(.827) | 32.01.260) | 575(2.264) | 235 (.925)
78 | 22 |60-22 230( 06) | 32.0(1.260) | 57.5(2.264) | 23.5(925)
114 6 | 706 4 (252) | 24.0(945)] 51.0(2.008) | 20.0(.787)
516 | 8 |70-8 4 (331) | 24.0(945)] 51.0(2.008) | 20.0(787)
3/8 9 |709 8 (.386) | 24.0 (945)] 51.0(2.008) | 20.0(787) YPT-150-1
38 | 10 [70-10 105( 13) | 24.0 (945)| 51.0(2008) | 20.0(787) BCT-8150L
2/0 716 | 11 | 70-11 115 (453) | 24.0 (945)| 51.0(2008) | 20.0(787) 19.0 175 | 133 | 20 |Vr
(60.57 to 12 | 12 | 7012 ee 13.0(512) | 24.0 (945)| 51.0(2008) | 20.0(787)| (748) | (689) | (524) | (.079) EP41 Y1) 25
76.28) | 12 | 14 |70-14 15.0 (591) | 32.00.260) | 61.0(2402) | 26.0(1.024)
58 | 16 | 70-16 17.0(:669) | 32.00.260) | 610(2402) | 26.0(1.024) YF'1‘YET‘3°°‘1
11116 | 18 | 70-18 19.0 (748) | 32.001.260) | 61.0(2402) | 26.0(1.024) B4 | YEFSUN
34 | 20 [70-20 21.0(.827) | 32.0(1.260) | 61.0(2.402) | 26.0(1.024)
78 | 22 [70-22 23.0(.906) | 32.0(1.260) | 61.0(2.402) | 26.0(1.024)

Note:1) Products with the JIS mark GB) conform to JIS C2805.
2) Part numbers containing "S0" do not have stud holes.
3) Delivery lead times may vary depending on the product. Contact JST for details.



Solderless terminals

@D RING TONGUE ( R type) Non-insulated D@

Brazed seam

Applicable Wire Stud size Part No. Dimensions mm (in.)
AWGH(mm’) | american | Metric | JST g |ounderd adz B L F E oD | odn | T | 0 No- |Qtybox
14 | 6 | 80-6 4(252) | 27.0(1.083) | 542(2134) | 207 (815)
516 | 8 | 80-8 4(331) | 270(1.063) | 542(2.134) | 207 (815)
5/16 8 80-L8 4 (331) | 320(1.260) | 68.0(2.677) | 32.0(1.260) YPT-150-1
38 | 10 | 80-10 105( 13) | 27.0(1.063) | 542(2.134) | 207 (815) BCT-8150L
38 | 10 | 80-L10 105 (413) | 320(1.260) | 68.0(2677) | 32.0(1.260) YF-1
(76;%;0‘0 M6 | 11| 8011 9@ |15 s | 7o) | seaei) | a7 (s (?7053) (.17962) (.1547?) (é;) E4|VEFID1| g5
%63) |12 | 12 | 8012 130 (512) | 27.0(1.063) | 54.2(2134) | 20.7 (815) YEA | VET300-4
12 | 12 | 80-L12 13.0 (512) | 320(1.260) | 68.0(2677) | 32.0(1.260) £.4 | YET3000
12 | 14 | 80-14 150 (591) | 320(1.260) | 68.0(2677) | 32.0(1.260)
58 | 16 | 80-16 17.0 (669) | 320(1.260) | 68.0(2677) | 32.0(1.260)
116 | 18 | 80-18 19.0 (748) | 320(1.260) | 68.0(2677) | 32.0(1.260)
34 | 20 | 80-20 210( 27) | 320(1.260) | 68.0(2677) | 32.0(1.260)
14 | 6 | 100-6 4(252) | 285(1.122) | 55.6(2.189) | 204 (803)
516 | 8 | 100-8 0@ 4 (331) | 285(1.122) | 55.6(2.189) | 204 (803)
516 | 8 | 100-L8 - 4(331) | 320(1.260) | 69.0(2717) | 32.0(1.260) YPT-150-1
3/8 9 100-9 8 (.386) | 285(1.122) | 55.6(2.189) | 20.4 (.803) BCT-8150L
400 38 | 10 | 100-10 | R100-10 |® @@ 105( 13) | 285(1.122) | 556(2189) | 204 (803) | 23 | 164 | 26 YEF41 N
(96.3 to 38 | 10 | 100-L10 ®@ | 105(413) | 320(1.260) | 69.0(2717) | 32.0(1.260) (827) | (878) | (646) | (102) [P 2
172) | 12 | 12 | 10042 | R100412 | ® @G| 130 (512) | 285(1122) | 556(2189) | 204 (803) | ' ' VEAIVET3004
12 | 12 | 100-L12 ®©@ | 130(512) | 320(1.260) | 69.0(2717) | 32.0(1.260) E -4‘YET-300N
12 | 14 [ 10014 | R100-14 |o e® 15.0 (591) | 32.0(1.260) | 69.0(2717) | 32.0(1.260)
58 | 16 | 100-16 | R100-16 |™ 17.0 (.669) | 320(1.260) | 69.0(2.717) | 32.0(1.260)
718 | 22 | 100-22 ®@ | 230(906) | 320(1.260) | 60.0(2717) | 32.0(1.260)

Note: 1) Products with the JIS mark @ conform to JIS C2805.
2) Part numbers containing "S0" or "L0O" do not have stud holes.



Solderless terminals

@D RING NGUE (R type) Non-insulated D@

@d2

Brazed seam

lq

@d1

Applicable Wire|  Stud size Dimensions mm (in.)
"EVG#("‘"'Z) American| Metric Part No. Standard od2 B L F E oD od1 T TG R B
- — | 150-L0 - 36.0(1417) | 81.0(3.189) | 36.0(1417)
4 | 6 150-6 0 6.4 (252) | 36.0(1417) | 66.02.600) | 23.0 (.906)
516 | 8 150-8 = 84 (331) | 36.0(1417) | 66.0(2600) | 23.0 (.906)
516 | 8 150-L8 84 (331) | 36.0(1417) | 81.0(3.189) | 36.0(1.417)
38 | 10 | R15010 | @ @@ | 105 (413) | 36.011.417) | 66.0(2.600) | 21.0 (827)
38 | 10 | 15010 105 (413) | 36.0(1417) | 66.0(2.600) | 23.0 (.906)
3 | 10 | 150410 | @@ 105 (413) | 36.0(1.417) | 81.0(3.189) | 36.0(1.417)
M6 | 1 150-11 11.5 (453) | 36.0(1417) | 66.0(2.600) | 23.0 (.906) YPT-150-1
ssyao0 |12 | 12 | RIS0-12 | @@® | 130 (512) | 36.0(141) | 660(2600) | 210 (827) YBF_?T'WOL
(720 |2 | 12 | stz | o ® 13.0 (512) | 36.0(1417) | 66.02.600) | 23.0 (.906) 270 25 | 195 | 32 |eihenmy| 0
15205) |12 12 150-L12 | = 130 (512) | 36.0(1.417) | 81.0(3.189) | 36.0(1.417) (1.063) | (1.043) | (.768) | (.126) |gp.g
112 14 R150-14 ®@a| 150 (591) 36.0(1.417) 68.0(2.677) | 23.0 (.906) YF-1|YET-300-1
58 | 16 | 15016 | ® @ 17.0 (669) | 36.0(1417) | 66.02.600) | 23.0 (.906) E-4‘YET—300N
58 | 16 | R150-16 | @ @@ | 17.0 (669) | 36.0(1.417) | 68.0(2.677) | 23.0 (.906)
58 | 16 | 150116 | @@ 17.0 (669) | 36.0(1417) | 81.0(3.189) | 36.0(1.417)
116 | 18 | RIS08 | oo o | 190 (748) | 360(1417) | 8100189) | 360(1417)
34 | 20 | R1s020 | ™ 210 (827) | 36.0(1417) | 81.0(3.189) | 36.0(1.417)
78 | 22 | 15022 230 (906) | 36.0(1417) | 81.0(3.189) | 36.0(1.417)
1516 | 24 | 15024 | @@ 250 (984) | 360(1417) | 81.03.189) | 36.0(1.417)
1 27 | 15027 28.0(1.102) | 36.0(1.417) | 81.0(3.189) | 36.0(1.417)
516 | 8 180-8 84 (331) | 385(1516) | 69.0(2.717) | 245 (965)
516 | 8 180-L8 84 (331) | 385(1516) | 86.8(3417) | 39.0(1.535)
38 | 10 | 18010 105 (413) | 385(1516) | 69.0(.717) | 245 (.965)
38 | 10 | 180-L10 105 (413) | 385(1516) | 86.8(3417) | 39.0(1.535)
M6 | 11| 180-11 15 (453) | 385(1516) | 69.0(2.717) | 245 (.965)
112 | 12 | 180412 13.0 (512) | 385(1516) | 69.0(.717) | 245 (.965)
350 112 | 12 | 180-L12 130 (512) | 385(1516) | 86.8(3417) | 39.0(1.535)
(15205t | 112 | 14 | 18044 | ®@ [150 (591) | 385(1516) | 69.02.717) | 245 (965) (12_?'252) (1??252) (_2;2'3) (?358) - Egggh] 20
19260) | 58 | 16 | 180-L16 17.0 (669) | 385(1516) | 86.8(3.417) | 39.0(1.535)
58 | 16 | 180-16 17.0 (669) | 385(1516) | 69.0(.717) | 245 (.965)
116 | 18 | 180-18 19.0 (748) | 385(1516) | 86.8(3417) | 39.0(1.535)
34 | 20 | 180-20 210 (827) | 385(1516) | 86.8(3.417) | 39.0(1.535)
78 | 22 | 180-22 230 (906) | 385(1516) | 86.8(3417) | 39.0(1.535)
1516 | 24 | 180-24 250 (984) | 385(1516) | 86.8(3417) | 39.0(1.535)
1 27 | 18027 28.0(1102) | 385(1516) | 86.8(3.417) | 39.0(1.535)

Note:1) Products with the JIS mark @ conform to JIS C2805.
2) Part numbers containing "S0" or "L0O" do not have stud holes.
3) Delivery lead times may vary depending on the product. Contact JST for details.



Solderless terminals

@D RING TONGUE ( R type) Non-insulated D@

Brazed seam

=

@d1

F E
L
- Jr
=
Applicable Wire Stud size Dimensions mm (in.)
pACVG#(mmZ) American| Wetric | o | Standard B L F E oD | oo | T | oo |Atvox
- - 200-L0 - 44.0(1.732) | 91.0(3.583) | 37.5(1.476)
1216 | 8 200-8 8.4 (331) | 44.0(1.732) | 72.0(2.835) | 24.5 (.965)
5/16 8 200-L8 84 (331) | 44.0(1.732) | 72.0(2.835) | 24.5 (.965)
3/8 10 200-10 ®@ 10.5 (413) | 44.0(1.732) | 72.0(2.835) | 24.5 (.965)
3/8 10 200-L10 105 (413) | 44.0(1.732) | 91.0(3.583) | 37.5(1.476
716 | 11 200-11 115 (453) | 44.011.732) | 72.0(2.835) | 24.5 (.965)
112 12 200-12 13.0 (512) | 44.0(1.732) | 72.02.835) | 24.5 (.965)
112 12 R200-12 | @@ | 130 (512) | 44.0(1.732) | 78.0(3.071) | 24.5 (.965)
400 112 12 200112 | g @ 130 (512) | 44.0(1.732) | 91.0(3.583) | 37.5(1.476) 2 27 | 240 | 40 |[Yeilverses
(19260 to | 112 14 200-14 150 (591) | 44.0(1.732 | 72.0(2.835) | 245 (.965) (1240) | (1287)| (045) | (157) | E4lveraon| 1©
24227) | 112 14 R200-14 | @@ G| 150 (591) | 44.0(1.732) | 78.0(3.071) | 24.5 (.965)
5/8 16 200-16 0@ 170 (669) | 44.0(1.732) | 72.0(2.835) | 24.5 (.965)
58 | 16 R20016 | @ @D | 17.0 (669) | 44.0(1732) | 78.0(3.071) | 24.5 (.965)
5/8 16 200116 | @ 17.0 (669) | 44.0(1.732) | 91.0(3.583) | 37.5(1.476)
116 | 18 R200-18 19.0 (748) | 44.0(1.732) | 91.0(3.583) | 37.5(1.476)
3/4 20 R200-20 210 (827) | 44.0(1.732) | 91.0(3.583) | 37.5(1.476)
718 22 R200-22 | @@ | 230 (906) | 44.0(1.732) | 91.0(3.583) | 37.5(1.476)
15116 | 24 R200-24 250 (984) | 44.0(1.732) | 91.0(3.583) | 37.5(1.476)
1 27 R200-27 28.0(1.102) | 44.0(1.732) | 91.0(3.583) | 37.5(1.476)
NA. 12 12 250-12 130 (512) 315 356 | 260 | 45 |YF
(250) 12 14 250-14 150 (591) | 44.0(1.732) | 78.0(3.071) | 24.5 (965) (1240) | (1402) | (1.024) | (177) | E4 YET-300-1
5/8 16 250-16 17.0 (.669) ' : ' :
- - 325-L0 - 50.5(1.988) | 105.7(4.161) | 45.0(1.772)
1216 | 8 3258 8.4 (331) | 50.5(1.988) | 88.0(3465) | 33.5(1.319)
5/16 8 3258 8.4 (331) | 50.5(1.988) | 105.7(4.161) | 45.0(1.772)
3/8 10 325-10 105 (413) | 50.5(1.988) | 88.0(3465) | 33.5(1.319)
3/8 10 2L | g @ 10.5 (413) | 50.5(1.988) | 105.7(4.161) | 45.0(1.772)
716 | 11 325-11 115 (453) | 50.5(1.988) | 88.0(3.465) | 33.5(1.319)
112 12 325-12 13.0 (512) | 50.5(1.988) | 88.0(3.465) | 33.5(1.319)
600650 |12 12 325-L12 13.0 (512) | 50.5(1.988) | 105.7(4.161) | 45.0(1.772)
(242.27 10 112 14 325-14 15.0 (591) | 50.5(1.988) | 88.0(3465) | 33.5(1.319) 355 376 | 280 | 45 |YFA|[YET-3004 5
305) |58 16 325-16 17.0 (669) | 50.5(1.988) | 88.0(3.465) | 33.5(1.319) | (1.398) |(1.480)|(1.102) | (.177) |E-4|YET-300N
5/8 16 R32516 | @@ @9 | 17.0 (669) | 50.5(1.988) | 94.2(3.709) | 33.5(1.319)
5/8 16 25116 | g @ 17.0 (669) | 50.5(1.988) | 105.7(4.161) | 45.0(1.772)
1116 | 18 325-mM18 | ™ 19.0 (748) | 50.5(1.988) | 94.2(3.709) | 33.5(1.319)
116 | 18 R325-18 19.0 (748) | 50.5(1.988) | 105.7(4.161) | 45.0(1.772)
3/4 20 R325-20 21.0 (827) | 50.5(1.988) | 105.7(4.161) | 45.0(1.772)
78 | 22 R325-22 | W@ @ | 230 (906) | 50.5(1.988) | 105.7(4.161) | 45.0(1.772)
1516 | 24 R325-24 250 (984) | 50.5(1.988) | 105.7(4.161) | 45.0(1.772)
1 27 R325-27 28.0(1.102) | 50.5(1.988) | 105.7(4.161) | 45.0(1.772)

Note:1) Products with the JIS mark 8 conform to JIS C2805.
2) Part numbers containing "S0" or "L0" do not have stud holes.
3) Delivery lead times may vary depending on the product. Contact JST for details.
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