
CONTACT TERMINAL

HOUSING LCP/NYLON 9T GRAY/BLACK1
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PARTSNO.

2
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MATERIAL FINISHINGQTY.

Au PLATEDPHOSPHOR BRONZE

SPECIFICATIONS

1. ELECTRICAL CHARACTERISTICS:
1-1.RATING: DC 12V 5A/Pin

1-2.CONTACT RESISTANCE: 30mΩ  MAX(INITAL)

1-3.DIELECTRIC WITHSTANDING VOLTAGE: 

1-4.INSULATION RESISTANCE: 500MΩ  MIN,

2. LIFE TEST:MECHANICAL LIFE TEST 5,000 CYCLES.

3. TEMPERATURE RISE : 30°C MAX

    500V AC FOR ONE MINUTE

MEASURED BY 500V DC 
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18.40 16.007Pin 12.00 15.00

20.40 18.008Pin 14.00 17.00

22.40 20.009Pin 16.00 19.00

24.40 22.0010Pin 18.00 21.00

26.40 24.0011Pin 20.00 23.00

28.40 26.0012Pin 22.00 25.00

30.40 28.0013Pin 24.00 27.00

32.40 30.0014Pin 26.00 29.00

34.40 32.0015Pin 28.00 31.00

36.40 34.0016Pin 30.00 33.00

Pins 
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RECOMMENDED PCB LAYOUT

TOP VIEW(.XX±0.05)
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2.0PH 刀式电池座90°DIP母座

HYC-BMXX2060DWD

HYC-2603090933
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