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i Description

EikleE Part No.

[E5% Drawing No.

2011-1XxxGxx(T)Sx-x 2011D01042
2011 Series 2011-1XxxGxx(T)RB 2011D01003
Pin Header 2.54mm 2011-1XxxGxx(T)LB 2011D01105
. ) 2011-1XxxGOORW-4-4-0.4B 2011D01077
Single/Double/Triple Row
2011-2XxxGxx(T)SB 2011D01004
Straight/Right Angle Solder 2011-2XxxGxx(T)RB 2011D01102
Type 2011-3XxxGxx(T)SB 2011D01005
2011-3XxxGxx(T)RB 2011D01103
PROQH?T&AME DOCUMENTNOJ Rev. OUPIIN
JEE rn 4 T A4 &N
2011 Series Pin Header 2.54mm Q2011-PSS-1001 F (1535) B
Single/DoubIe/TripIe Row Approved Checked Prepared
Straight/Right Angle Solder Type ot # il
(RoHS) Q.A. Section Chief Ruru Chen 2023.11.22
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1. SCOPE #iE

This product specification defines the product performance and the test methods to ascertain the
performance of the 2011 Series Pin Header 2.54mm Single/Double/Triple Row Straight/Right Angle Solder
Type, which is designed and manufactured by Oupiin Electronic Co.,Ltd. This product specification is
applicable but not only for those part numbers which be shown in the cover page.

A ERE T HELE TAIRA T4 ZEN 2011 Series Pin Header 2.54mm Single/Double/Triple Row.
Straight/Right Angle Solder RUHEES » FEALAVEFME RO 724 o AR SHAS 8 FME R BIR A B I AT#E R
HYZE ffel 5% -

2. REFERENCE DOCUMENTS &% {4

MIL-STD-1344A Test method for electrical connector B T A
MIL-STD-202 Test method for electrical components B EHAEATE
EIA364 Test method for electrical components BFZRAEATTE

3. FEATURE & DIMENSIONS %@ R ~T

3.1. PRODUCT DIMENSION & &R ~T

These connectors shall have the dimensions as shown in drawing.

ENEL G E N e = T

3.2. PCB/PANEL LAYOUT  E[ljpll & F& AR =3

The recommended PCB layout is shown in drawing.
AEEdHE MR PCB layout 2 &EH -

3.3. BILL OF MATERIAL #FkFEE

Harmful material control follow the requirement of RoHS. The bill of material and product number is
described in drawing.

AEVEZEHFEROHSIESER » AEmLERRIM 2 RIEmE -

3.4. MECHANICAL & ELECTRICAL CHARACTERISTIC  #&f# k7 &8 @51

The connector shall have the mechanical and electrical performance as described in drawing.

AN EE TR e B SRR I R A

3.5. PACKAGING H4&

Products shall be packaged according to requirements specified in purchase order for safe delivery,
connector container and the packaging method are shown in package specification.

A RE PR EEREE - BEMEEa RS R R -
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3.6. RATING CURRENT AND RATING VOLTAGE %H7E & it Bi4H € BB BR

Rating current is 3A, rating voltage is 110V AC
HUEEM3A » BIEERE110V AC -

3.7. STORAGE AND OPERATING TEMPERATURE {517 (i FH 5 &

Temperature range : -40°C~+105°C

Storage Temperature : 0°C ~+40°C, Humidity : 80%RH under. Time limit is 12 months the products are
stored.

VR EE ¢ -40C~+105C

FELERIE - 0°C~+40°C » JBE : 80%RH LN » ESIREEE A 12 #H -

4. ENVIRONMENTAL IREER

4.1. SOLDERABILITY &]{&EM:

Connectors meet solder-ability to EIA-364-52.and shall be free of contaminants.
EmA R G EIA-364-52. FEESUEAVHBIZOK » RENGFHIGHRY) -

4.2. RESISTANCE TO SOLDER HEAT  [iifff 22k

4.2.1. WAVE SOLDER 7l {55
Each cycle consists of three consecutive phases. as shown in Table II.

FHEF R B AR = (EE PR R - AR -

Note: &iBH
Device temperature measurements are referenced from the top-center of the package outer surface.
o i S5 B HIERy DATE TR AT o F o B 2 Rt

5. PERFORMANCE AND TEST DESCRIPTION ‘M:g& K HIE

5.1. REQUIREMENT 3k

Product is designed to meet electrical, mechanical, and environmental performance requirements
specified in Table .
REMSGTTT AR —ATYIAEER - R RIRIREK -

5.2. TEST CONDITION g fg&f4-

Unless otherwise specified, all tests shall be performed at ambient environmental conditions.

BRIEFFRIEER - TR AIEE 2R R T 581 -
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5.3. SAMPLE SELECTION 75/ 75

Test samples shall be selected at random from current production. No test samples shall be reused.
Samples are pre-conditioned with 10 cycles of durability. Each group shall be containing 5 test samples
at least.

SR L IR AR FE RV E dn P BB Y - PrAHIEURAVER NS EEEH - BEmT RS0 - SEME
/D H SRS -
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Table | : Test Requirements and Procedures
fiy—  ABREREDE
ltems Requirements Test Methods
HH 2K RHTA

1. Confirmation of
Product

Product shall be conforming to the
requirements of applicable product

Visually, dimensions and functionally inspected
per applicable product drawing.

JEE e D, drawing. WAERAE miE - AREEmAYIMER - RT R IhEE
E e R i i A BR R Y AR ZE
2. Contact 20 mQ Max. Subject mated contacts assembled in housing to
Resistance A 20 mQ open circuit of 100 mA max. 20 mV max.
PEHERH DT Per EIA-364-06
i 22 5] A4 MR N W5 s 1) — (1 e [ B
AR - BB 100 mAmax » EEFEE 20 mV max
A : EIA-364-06
3. Insulation 1000 MQ Min. Measure by applying test potential between the
Resistance 77N 1000 MQ adjacent contacts, and between the contacts and
s IHDL ground in the mated connector.
(500V DC)
Per EIA-364-21
5 e R D ] DA B i~ BB R st R 1 BB P
(500V DC)
WA : EIA-364-21
4. Dielectric After testing, there shall be no Connector must withstand test potential of
Withstanding breakdown. 1000V AC for 1 minute.
Voltage MR - i EREETE Per EIA-364-20
it 2B R JEE iR <2 Al FE R 1000V AC - BT 1 76

WA : EIA-364-20.

5. Retention Force

PREF S

0.8 Kg/pin. Min
X5/ 0.8 Kg

Apply axial pullout force the speed rate of
25.4 mm/minute.

Per EIA-364-29

DL 25.4 mim/ 7y e A 28 It 1 e £17
A : EIA-364-29

QR-QA-0700-03 1.0
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6. Solder ability
A

There shall have a solder coverage of
95% minimum.

A G SE AR - SRR RS $5 R
Kt 95%

Soldering time : 3 to 5 seconds.
Temperature : 245+5C

Per EIA-364-52

VPRI : 3~5 )

VAR 1 24515C

WA : EIA-364-52

QR-QA-0700-03 1.0
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Table II : Weld the curve graph in crest
fR— © IR EhER E
Temp.
A @—> }e

©)

Time

@ Preheat 80sec (1~2°C/s) ®Dip Time 3~6sec
@ AT<IS0C ©>200C
@235-245C (@Cooling-5Chs
@1~3sec
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