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Recommended P.C.B Layout(Top Side)
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Current Rating: 3.0AMP mw 022
Contact Resistance: 20m( Max S m\u ® A\u mwu O O Oro-2r =
Withstand Voltage: 1000V AC/DC ) & pguppryppagel |
Insulation Resistance: 1000MQ Min m B 7vammﬁ | Tmomw SN
Operation Temperature: —40C to +105C N N N N n j.la A—1fi 0 N IS
10 0 0 ) O 0 () 0 O 0 O -
Contact Material:Phosphor Bronze D] D= Do) [ [ @ @ I @ @ D HDE_
Contact plating:Au Or Sn over Ni U U U U U c.lc =4 U ! = L. L
Insulator Material:PA9T+30%G.F UL94V-0 ﬁ 9 5440.10 N 4 28568 |0
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2.54XNo.of Contacts/2-2.5440.25 | AR [197]
[.100XNo.of Contacts/2-0.10040,010] - Special CAP for 2#2P-2%4P
2.54XNo.of Positions+0.30
[.100XNa.of Positions+0.012]7
Ordering Information
2135-2XX M XX CUN X X SW
N800 S S
No.of Pins per  Contact Plating: Packing: mM_.ﬁw No. ‘f @ - 6.50 ELWJ, &
ROW:02~40PIN  G0-Gold Flash T—Tube 1=TYPE 1 7 ﬁmu& r/a M
G3=10u"Gold P=Tube+CAP  2=TYPE2 r R
G4=15p"Gold R=Tape&Reel+CAP j =
G5=30p"Gold o0 v
=Gol ash/Tin 3,“
ikt S r-w% L[ R = 1 2 S0
S4=1511"Gold/Tin [
T < 7.2040.25
S Nmm%o% - L =g ZAN 7 [.283£0.010]
SMEMate Tin 2.54XNo.of Positions—5.08+0.25 S8 31 & TYPE 2 WITH POST TYPE 1 W/0 POST
[.100XNo.of Positions—0.20040.010] o T
ltem | Pitch Mating SECTION B-B TITLE PART NO.
Standard| 2.54 5/1120/1 TYPE 1] 2135-2XXMXXCUNX1
Alternate TYPE 2| 2135-2XXMXXCUNX2
OPERATION [DRAW DATE SCALE| FIT |PART zo.mmm TABLE Encz
xx |xo040| Wang 2013/06/17 ynit | mm T »
. x.xx | +0.25 |CHECK DATE FH2. S4mm DUAL ROW 180° SMT Http: www.wcon.com
1| 13/06/17 Modify CAP 4.50 380 X.XXX | £0.15 SIZE | A4 " H=3. 50 WCON-Dongguan WCON-Kunshan
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REV | DATE MODIFICATION DESCRIPTION CHANGE| pim | ToL PROJ.| &= E-mail: sales@wcon.com | E-mail: salesks@wcon.com
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