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Terminating Aluminum Conductors (Not
for use in North America)

WAGO spring clamp terminal blocks are
suitable for solid aluminum conductors
up to 4 mm2/12 AWG if WAGO "Alu-Plus”
Contact Paste is used for ter-
mination.

"Alu-Plus” Contact Paste Advantages:

* Automatically destroys the oxide film
during clamping.

* Prevents fresh oxidation at the clam-
ping point.

* Prevents electrolytic corrosion bet-
ween aluminum and copper conductors
(in the same terminal block).

* Provides long-term protection against
corrosion.

Using terminal blocks with CAGE CLAMP®
Spring Pressure Connection Technology,
aluminum conductors must first be
cleaned with a blade and then immedia-
tely be inserted into the clamping units
filled with "Alu-Plus” Contact Paste.

Itis also possible to apply WAGO “Alu-
Plus" additionally on the whole surface
of the aluminum conductor before termi-
nation.

Please note that the nominal currents
must be adapted to the reduced conduc-
tivity of the aluminum conductors:

25mm2=16A
4mm2=22A
BREL 0.5 2.5mm?2/20 - 16 AWG
BLRSE 0.5+ 2.5mm2/20 - 16 AWG
RIERE 911 mm/0.35 - 0.43 inches
btz sl MiEEsE
YIEREIE
BE 8mm/0.315 inches
=E 15.5mm/0.61 inches
RE 42 mm/1.654 inches
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Environmental Product Compliance
RoHS Compliance Status
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4044918818407
85369010000

Compliant,No Exemption
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CSA C22.2
DEKRA Certification BV.

uL UL 486C
UL International Germany
GmbH

uL EN 60998
UL International Germany
GmbH

uL EN 60998
UL International Germany
GmbH

VDE EN 60998
VDE Prif- und Zertifizie-
rungsinstitut

DNV

s

HAANEER

ABS -
American Bureau of Ship-

ping

BV EN 60998
Bureau Veritas S.A.

DNV GL EN 60998
Det Norske Veritas, Ger-
manischer Lloyd

LR EN 60998
Lloyds Register

EU-Declaration of Confor-

i}\iEg *"ﬁ mity

1053495 WAGO GmbH & Co. KG

UK-Declaration of Confor-

E69654 mity

WAGO GmbH & Co. KG

CCA-2617-A1
D-05895-A1 (EN60998-1

EN60998-2-2)

40022792

INERTR

18-HG1755093-PDA
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Bid Text
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CAD/CAE-Data
CAD data CAE data
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1T 55: 249-130
5783, BE : 20ml "Alu-Plus" iR FEHE
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