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‘ i | ‘ SPECIFICATIONS:
N 13 24+0.05 MATERIALS:
CASE: LCP UL94V—0
ACTUATOR: PPA UL94HB
$0.95x0. 1 COVER: NICKEL SILVER. STEM: PPA UL94HB. TAPE: Pl TAPE
DUST COVER: PEEK FILM.
MOVING CONTACT: STAINLESS STEEL Ag Clad
D C FIXED CONTACT/TERMINAL: BRASS Ag PLATING
ELECTRICAL:
, — T CONTACT RATING: 50mA @12V DC MAX.
@ Q Q @ CONTACT RESISTANCE: 100mQ MAX.
INSUALTION RESISTANCE: 100MQ MIN. @100V DC.
DIAELECTRIC STRENGHT: 250V AC FOR 1 MINUTE.
Center @_@ O @ C/M LIFE EXPECTANCY: SEE P/N TABLE.
B MECHANICAL:
ACTUATOR FORCE: SEE P/N TABLE.
5 Q Q 6 ACTUATOR TRAVEL: 0.012+0.007in, —0.004in
7 45401 LIFE EXPECTANCY: SEE P/N TABLE.
ENVIRONMENTAL:
yAR B - B IR N OPERATING TEMPERATURE: —25'C TO 70°C.
STORAGE TEMPERATURE: —40°C TO 85°C.
L J L J 3.10 3.45 CIRCUIT DIAGRAM SOLDERABILITY: REFLOW: FOR PERHEAT 150-200°C. 120+20SEC., PEAK TEMP. 260°C + 5°¢C,
¢ TEMP. AREA 217°C 60-90 SEC.
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CHK 09NOV2022 - 'E TE Connectivity
DIMENSIONS: TOLERANCES UNLESS DA\/‘D MALDONADO
OTHERWISE SPECIFIED: APVD 09NOV2022 | NAME
mm DAVID _MALDONADO 5 position tactile, 12x12
0 PLC + _ PRODUCT SPEC
1 PLC + _
{gié}f{zzzzzzz} 2 PLC + - -
3 PLC + _ APPLICATION SPEC
4 PLC + _ SIZE CAGE CODE | DRAWING NO RESTRICTED TO
ANGLES + - -
MATERIAL FINISH WEIGHT AW 00779 @:.2425755 -
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P LTR DESCRIPTION DATE DWN APVD

- SEE SHEET 1 - - -

4 CARRIER TAFE
1.75 300 ~ 360mm

16 Cover tape

SIART DIRECTION |

PACKING SPECIFICATION

. 244 TRALIER 200mm MIN
NON—POCKET PORTION [25 POCKET M\N.]
PORTION
LEADER 26 POCKET MIN.
PORTION
S/W PACKING Q'TY 500 PCS.
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DETAIL "A” (1 = 1)
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ChK 09NOV2022 y— ,E TE Connectivity
DIMENSIONS: TOLERANCES UNLESS DA\/‘D MALDONADO
OTHERWISE SPECIFIED: APVD 09NOV2022 | NAME
mm DAVID _MALDONADO 5 position tactile, 12x12
0 PLC + _ PRODUCT SPEC
1 PLC + _
{gié}f{zzzzzzz} 2 PLC + - —
3 PLC + _ APPLICATION SPEC
4 PLC + _ SIZE CAGE CODE | DRAWING NO RESTRICTED TO
ANGLES + - —
MATERIAL FINISH WEIGHT AW 00779 ©52425755 o
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