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SPECIFICATIONS
CONTACT RATING: Dependent upon contact material -
MECHANICAL LIFE: 30,000 make-and-break cycles.
CONTACT RESISTANCE: 20 m(Q max. initial @ 2-4VDC
100mA for both silver and gold plated contacts.
INSULATION RESISTANCE: 1,000 MQ min.
DIELECTRIC STRENGTH: 1,000 Vrms min.@sea level.
OPERATING TEMPERATURE: -40°C to 85°C.

MATERIALS

CASE: Diallyl phthalate (DAP) (UL94v-0).

ACTUATOR: Brass, chrome plated.

BUSHING: Brass or zinc, nickel plated.

HOUSING: Stainless Steel.

SWITCH SUPPORT: Brass,tin plated.

TERMINAL/CONTACT: Brass or copper alloy,with Silver or gold

C\;u Us Rol%ls @ plated.
£ reree0 eoinphant lead-free
HOW TO ORDER
MODEL NO. ACTUATOR BUSHING TERMINATIONS TERMINAL SEAL RoHS
PLATING SOLDERING
Ho00——0 HO—00 (] (] (]
L L
Model NO.
2MS1 SP On-None-On Actuator
2MS2 SP On-None-Mom. 1 9.40 high Terminal plating Seal
2MS3 SP On- Off -On T2 5.33 high Q Silver E EPOXY (std)
2MS4 SP Mom.-Off-Mom. T3 7.37 high R Gold N NO EPOXY
2MS5 SP On- Off -Mom. T4 10.41 high C Gold over silver
2MS6 SP Off- None -On. T5 5.59 high Terminations
2MD1 DP On-None-On TL1 Locking lever M1 Solder Lug
2MD2 DP On-None-Mom. 16.00 high M2  PC thru-hole
2MD3 DP On- Off -On. TL2 Locking lever M51  15.24 high, wire wrap
2MD6 DP On- On -On. 16.26 high M52 6.00 high, wire wrap
M6  Right angle, PC thru-hole
M6N Right angle, snap-in, PC thru-hole
M7 Vertical right angle, PC thru-hole
M7N  Vertical right angle, snap-in, PC thru-hole
VS2 V-bracket
V2N  Snap-in V-bracket
Vs V—bragket RoHS soldering
Bushing V3N Snap-in V-bracket S RoHS & Lead Free
B1  5.59 high,flat (thd) * 2MS6 model type not applicable to

B2
B3
B4
B5
B6

5.59 high,flat (non-thd)

5.59 high,keyway (thd)

5.59 high,keyway (non-thd)

7.87 high,flat (thd)

7.87 high,flat (non-thd)

B7 6.60 high,keyway (thd)

B8 6.60 high,keyway (non-thd)

B25 8.00 high,keyway,locking lever (thd )

M6/M6N/M7/M7N terminations
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SWITCH FUNCTION CONNECTED TERMINALS / SCHEMATIC
NO. | UL/CSA| mopEL
MODEL POS.1 | POS.2 | POS.3 POS.1 POS.2 POS.3
POLES NO NO.
SP Q2211 | 2MSH1 ON NONE ON
2- N/A 21
Q2212 | 2MS2 ON NONE | MOM 3 /
Q2213 | 2MS3 ON OFF ON A%(COMM) JLZ(COMM)
Q2214 | 2MS4 | MOM | OFF | MOM 1o V3 OPEN 1 a3
Q2215 | 2MS5 ON OFF MOM
Q2216 | 2MS6 OFF NONE ON OPEN N/A 3-1
DP | Q2221 | 2MD1 | ON | NONE | ON 2-3,5-6 O 2154
Q2222 | 2MD2 ON NONE | MOM A%(COMM) 3‘ JLZ(COMM) ]SL
Q2223 | 2MD3 ON OFF ON 1 %3 4¢ 8 OPEN 14 o3 44 o5
A | Q2226 | 2MD6 | ON ON ON 2-3,5-6 2-3,5-4 2-1,5-4
MOM=MOMENTARY
A Please check the availability in advance before order
POLE OPTIONS
370 220
@® FLAT ) 3322
236 X
&35 s
320 el 500 3
8.13 os ﬂl:’?"f 5.?8 f
1
ey e j U[-z‘.‘y‘s o2
10-48 UNS-2A 160
4.06
—m_ i
5=

SPDT 2MS6 Models : Omit 2nd terminal
Part No. Shown : 2MS1T1B1M1QES
@ 370 220
3! FLAT ' é?:ég -
0.236 g 020
‘ AT rﬁ 26.00 r 0.51 ‘
.100
320 02.54 () ;200
8.13 [5.] 5.08
* 360 173 ) 110 *
9.14 4.39 ] 2.79
10-48 UNS-2A | 160
4.06

DPDT

Part No. Shown : 2MD1T1B1M1RES
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ACTUATOR OPTIONS

T T2 T3 T4 T5

2.100 0-21 gg
0254~ \ \ | 02. }% 0,100
2.100 2.100
02.54" SQ 410 02.54
370 02.54 /j—@ 10.41 220

- 290 :
%40 &3 7.37 | A [ 5.59

j * ? .310 310 j
N —; 5.59 5.59 559 I [
T?o NONE: T1,T2,T3 Actuator shown with B1 to B4 bushing, subtract 0.09 ( 2.29 ) for B5 bushing, subtract 0.04 ( 1.02 ) for B7 bushing.
o0 T4,T5 Actuator shown with B5,B6 bushing, add 0.09 ( 2.29 ) for B1 to B3 bushing, add 0.05 ( 1.27 ) for B7 bushing.
3 Std for M1,M2 Terminal sub .016(.040) for M6,M7,VSX
TL1B25 TL2B25
5?212 215 1. 2. 1. 2 Positions Lock

2. 3 Positions Lock

640 _
16.26
UNLOGKED | tivep
1/4-40 UNS-2A 1 1

.030 .337

J 0.76 8.56
| P

BUSHING OPTIONS

630
16.00 iS50

UNLOCKED | ogian

1/4-40 UNS-2A
.030

J 0.76
j

.337
8.56

s

[5.59

I — I
.'2of

310

[ 7.87
o020 b !

.260

i 6.60
o020 b | 1

L jS.SQ

.gof

B1 THD - B3THD . B5THD - B7THD
B2 NON-THD | B4 NON-THD | B6 NON-THD | B8 NON-THD
: : :
| 0 B
| . | | 7.
| e o %
0,236 ; } 0.236 - } }
26.00 ] gg ‘ 6.00 015 ‘ 205 ‘ 244
: ‘ 0.38 | 572 ‘ 6.20 028
| | | :
| | |
10-48 UNS-2A 220 | 10-48 UNS-2A 220 | 1/4-40 UNS-2A _— | 1/4-40 UNS-2A
| | |
| | |
! | |
| | |
| | |
| | |
| | |

TERMINATION OPTIONS

M1 Solder lug } M2 PC Thru-hole
3 |
.7
060 |
1.53 — | R . 1
EPOXY | 130 EPOXY 130
18] N SEAL \ ERAY 3.30 SEAL 3.30
EPOXY I 030 } 030__|[l._
SEAL ™ —off o030 G 0.76 200
.060__| [ 060 | 0.76 .
152 152 |
|
Double Pole } Double Pole
|
.020(0.51) THK. } .020(0.51) THK.
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M51 Wire Wrap

EPOXY i AT
SEAL .600
15.24

44i
-

EPOXY
SEAL

7

.600
15.24

[

H

2M Series
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M52 Wire Wrap

|

|

|

|

|

‘ .

‘ .

|

I EPOXY _

| SEAL .
|

‘ S |

|

|

|

|

|

|

|

.070
178

EPOXY

2
600 SEAL

030 030 030 1030
0.76 J 0-764 - 200 0.76 0.76 200
5.08 060 o071 5.08
1.50 1.80
Double Pole Double Pole
.020(0.51) THK. .020(0.51) THK.
M6 - — |
_P.C. MOUNTING \
220 |
559 EPOXY 320 |
SEAL |
194 D 8.13 I‘ \
FLAT 4.93 020 430 ! 100 200 ‘
0.51 'FS.SO | 2.54*‘ f 5.08
1 200 4[24 ‘ 3. |
158 . 5.08 020 ?ﬁ |
J L 030 4.01 |l .030 |
0.76 0.51 R \
0.76 016 | - ‘ !
200 0.41 200 100 200 N soas |
5.08 — 5.08 254 | 508 o109 |
| |
| |
\
SPDT | |
Part No. Shown : 2MS1T2B2M6RES < .~ -
M6
P.C. MOUNTING

.220

5.59

194

SEAL
4.93 w 020

| |
| |
| |
\ 100
FLAT 130 254 \
o051 [(330 0 | 2% f 200 |
914 | Lg 514, 20 |
3,21
26700
s - S G G
J 030 401~ .030 100 o00 b T D | |
.200J L 0.76 016 0 76 2.54 020 | 508 0043
5.08 041 0.51 ‘ . 200 o1.09 |
200 | 5.08
5.08 | |
|
DPDT | \
Part No. Shown : 2MD1T2B2M6QES -
M7 -
220 __ | \
5 59 P.C. MOUNTING |
FLAT e EPOXY SEAL | ‘
020 | 100 |
c ST ‘ [ |
| . 3 200
030 73 : t } 2§ 508 |
0.76 459 s 200 "o ‘
. ) b 508 \ ‘ |
016 \ f |
0.41 | 0.083 \
200 H } \
5.08 100 \ |
" T o254 | |
\
\

SPDT
Part No. Shown : 2MS1T2B2M7RES
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M7 020 \
20 T 0.51 | P.C.MOUNTING
55
FLAT 194 - EPOXY SEAL - 599 |
493 i \ 100
i ] 3 2% 2.54
i - M T 508 = L 200
] i r 3.30 | 3616 5.08
2 5
030 Jggj 6 | DEDG l7
0.76 . 5.08 | 6.043
158 _ | 5J | D1.09J4}'
4.01 . I
\ 100
200 ol . .100 f ‘ ~—554
5.08 200 2.54
5.08 - |
DPDT -
Part No. Shown : 2MD1T2B2M7RES e
VS2 - VS3 qoa | |
293 | P.C.MOUNTING \
R | |
| 200 |
ﬁ | T rs.os
‘ Joo J00 \
130 5228 r—a—-é j .54 17?$¢ 54
330 % \ a0 1 A0 570 \
SN oA i S e
0.41 | X®-043 Xg.ms \
020 | 1.09 01.09 |
100 0.51
25417, =~ \ |
— {016 ™~ | VS2 VS3 ‘
SPDT - |
Part No. Shown : 2MS1T2B2VS2QES
VS2 - VS3

.200 }
5.08 |$
.100
2.54

DPDT
Part No. Shown : 2MD1T2B2VS2QES

SNAP-IN TERMINATION OPTIONS

M6N M7N

W] 7

\
\
\
\
\ .
\ P
_ o
\ D - . D -
SEAL 1 soas /T ooss /0%
B 00 | o109 01.00— ] Lszgg
0.51 200
— | —'5.08
400
10.16 \
| VS2 VS3 |
V2N V3N
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10-48 BUSHING
Ii ]

Supplied standard with

1/4 IN. BUSHING
Ii ]

Supplied standard with

Supplied standard with

©.094
0.195 2.195 2.250 0.250
023 1 04.95 0 4.95 J 0238 o195 06.35 0635 Sea
: @ ’ | 5.094 J?@ {{
010 J 179 240 b.ggr " o2 ‘ 02.38 | 240 c%l
0.25 455 6.10 055 238 6.10
Without locking ring With std. locking ring Without locking ring With std. locking ring
HARDWARE
10-48 NUT } LOCKWASHER LOCKWASHER
315 047 |
8.00 r* 119 ‘
276 [P . \ 0310 [ Bk
7.00 | 07.87
| 10-48 UNS-2A \
018 THK 018 THK
| 0.46 0.46
|
MNU-2M01 | MNU-2M03 MNU-1M03
|
|
|

B1/ B3 bushing

1/4 NUT
362

9.19
..GZJ‘%:Cﬁ:I)
MNU-1MO1A

Supplied standard with
B5/ B7 bushing

\
|
\
\
\
\
1/4-40 UNS-2A ‘
\
\
\
\
\
|
|

CONTACT MATERIAL OPTIONS

B1 /B3 bushing

MNU-1M02

Supplied standard with B7 bushing

B5 / B7 bushing
LOCKING RING

0.468

W 211.89 - -09§2

o |

L 0es

1.65
MNU-1M11

Supplied standard with B5 bushing

CONTACT PLATING TERMINAL PLATING RATINGS
Q Silver Q = Silver 3 Amps with resistant load @ 120VAC or 28VDC
C | Gold over Silver C = Gold over silver 1 Amps with resistant load @ 250VAC
R Gold R = Gold 0.4 Volt - Amps ( VA) max. @ 20V max. (AC or DC)

SOLDERING PROCESSES

MANUAL SOLDERING: Use soldering iron of 30 watts, controlled at 350°C

approximately 5 seconds while applying solder.

WAVE SOLDERING: Recommended Soldering Temperature: 270 + 5°C

Duration of Solder Immersion: Max 5 sec. (PCB is 1.6mm in thickness)
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