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] R R B A (NI 1) MATERIAL:
1—1.MOLDED PORTION: LCP ( UL94 V—0)
S e 1—2.CONTACT AND POST: COPPER ALLOY
EHAESAE S 5 2) SURFACE TREATMENT:
B TERMINAL PORTION: BASE: NICKEL PLATING OVERALL; —
A o10+0.03 GOLD PLATING CONTACT AREA ;
9 .26 SOLDER AREA Au
S PLUG MATING 3) CHARACTERISTICS:
hy = CAP A 3—1. RATED VOLTAGE: 50V AC/DC
g Nl 0./7] 3—2. RATED CURRENT: POWER PIN 3A/CONTACTO;
. [N < PLUG MATING
3 o ‘ Gap B SIGNAL PIN 0.34/CONTACT (MAX. 5A AT TOTAL CONTACT)
ST = 3—3. INSULATION RESISTANCE: MIN. 1000M02 (INITIAL) B
BEFORE IR i 3—4. BREAKDOWN VOLTAGE: 250V AC FOR 1 MIN.
£7]0.06|S ! 3—5. SALTWATER SPRAY RESISTANCE (HEADER AND SOCKET MATED):
TR (CRMINAL COPLANARITY 5] 48 HOURS,INSULATION RESISTANCE MIN.1000MQ,
[~]0.05]3] POST AND CLIPS SECTION S—S CONTACT RESISTANCE A20mQ
: ALL SOLDERING TERMINAL SCALE 1:1 3—6. CONTACT RESISTANCE: POWER PIN 20mQ MAX;
SIGNAL PIN 50mQ MAX —
3—7. AMBIENT TEMPERATURE: —55C —+85T
3—8. STORAGE TEMPERATURE: —55C —+85C (PRODUCT ONLY);
DIM—C#0.05 —40T —+50C (EMBOSS PACKING)
0354005 3—9. WARRANTY PERIOD: 12 MONTH
) - 3—10. COMPOSITE INSERTION FORCE: 1.5N/PIN MAX (40N MAX TOTAL)
2—Power pin ) 3—11. COMPOSITE REMOVAL FORCE: 0.15N,/PIN MIN.
va © 3—12. DURABILITY: 30 TIMES
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DIM—C+0.03 i NUMBER OF | DIM=A | DIN=B | DIM=C | DIM=D | DIN~E | DIM~F | DIM-G
3 9 ‘ DIM—D%0.03 1 i 6 236 | 166 | 150 | 070 | 356 | 296 | 298 | D
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40 831 | 7.61 | 745 | 665 | 951 | 891 | 823
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INSULATION AREA INSULATION AREA OTHERWSE SPECIFIED APPD: TITLE: F
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RECOMMENDED PCB LAYOUT DIMENTION 1 ANGLES ey DWG NO:
) +0.20 YA ’ ’ 5128-GM***/2-35
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INPUT MATERIAL DIRECTION GATHER MATERIAL DIRECTION
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PACKING:
20000PCS /REEL
10REEL,/BOX D
200000PCS,/BOX
1l o095
NOTE:
7. MATERIAL: BLACK PS
2. PEELING SPEED: 300mm,/MINUTE
RIE Ty 30gFf~90gf, FFEHE: 155°~180°
3. CARTON:
COVER TAPE 755N7
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S SR=N=N=A=i=HaAsRaN=A=) D °l2 1) MATERIAL:
o Q 1—1.MOLDED PORTION: LCP ( UL94 V—0)
H | B N N ‘*E% > 1—2.CONTACT AND POST: COPPER ALLOY
N 1l 2) SURFACE TREATMENT:
< iligagagcgasiiigisinigitls ) TERMINAL PORTION: BASE: NICKEL PLATING OVERALL;
y —F T —4 1 21 GOLD PLATING CONTACT AREA ;
© - SOLDER AREA Au
PLUG MATING
N caP A 3) CHARACTERISTICS:
R 0.82 3—1. RATED VOLTAGE: 50V AC/DC
o PLUG MATING 3—2. RATED CURRENT: POWER PIN 3A/CONTACTO;
S CAP B SIGNAL PIN 0.3A/CONTACT (MAX. 5A AT TOTAL CONTACT)
} @ 3—3. INSULATION RESISTANCE: MIN. 1000Mn (INITIAL)
BEFORE IR ! 3—4. BREAKDOWN VOLTAGE: 250V AC FOR 1 MIN.
/~7]0.06]s 3—5. SALTWATER SPRAY RESISTANCE (HEADER AND SOCKET MATED):
BINAL COFaNARITY 4-0.2040.05 48 HOURS,INSULATION RESISTANCE MIN.1000MQ,
AFTER IR e TermNAL SECTION A-A CONTACT RESISTANCE A20mQ
[£]0.08]S] 4-0.5040.05 SCALE 1:1 3—6. CONTACT RESISTANCE: POWER PIN 20mQ MAX:
SIGNAL PIN 50mQ MAX
DIM—D#0.05 3—7. AMBIENT TEMPERATURE: —55C —+85T
i 3—8. STORAGE TEMPERATURE: —55T —+85C (PRODUCT ONLY);
. 0-35£0.05(pitch) —40C —+50T (EMBOSS PACKING)
i e 1 —=— 1.12 3—9. WARRANTY PERIOD: 12 MONTH
| Er e e e 1%‘ @ - atall 3—10. COMPOSITE INSERTION FORCE: 1.5N/PIN MAX (40N MAX TOTAL)
| | s | 3—11. COMPOSITE REMOVAL FORCE: 0.15N/PIN MIN.
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c No product parts Products part(20020PCS) No product parts Tape cover desiccant
INPUT MATERIAL DIRECTION GATHER MATERIAL DIRECTION
FOOL0T0 EACH REEL IN A K
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PACKING:
20000PCS /REEL
10REEL,/BOX
| 105 200000PCS,/BOX
NOTE:
1. MATERIAL: BLACK PS
2. PEELING SPEED: 300mm,/MINUTE
FEFy: 309F~90gf, FEFGLE: 155°~180°
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-— - 6 OTHERWSE SPECIFIED :
CARRIER TAPEJ FEEDING DIRECTION 10 0. 35\M BTB 0. 611 CONNECTORS SOCKET
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