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P2 | REVISED PER ECO—11-004587 11MART1 | RK HMR
ASTAMP 6S AMP 22-18%, APPROX AS SHOWN,
2e—-16 TERMINALS ARE STAMPED 22-18
IN ACCORDANCE WITH MILITARY SPEC
BODY MIL-T-7928, COMMERCIAL WIRE RANGE
IS 2e-16.
SLEEVE
A APPLIES FROM EDGE OF METAL WIRE
INSULATION BARREL TO CENTER 0OF STUD HOLE.
1 140+.005 DIA
) ' [ | . +,
FOR #6 STUD 3 ONGUE MATERIAL THK IS .031£.002
BODY - PHOS BRONZE PER ASTM B-103
SLEEVE - COPPER PER ASTM B-152
ﬁ —— L) * INSULATION — NYLON
| | / A BODY - TIN PLATE PER ASTM B545
| ‘ | | 112 .250 SLEEVE - TIN PLATE PER ASTM B345
H %\\ INSULATION - SEE TABLE
I /
/A= . LR7189
031 MIN —=] |=— A WIRE RANGE fgs?%gag @ 5
- - - 22-16 AWG 22-16 AWG 22-16 AWG
250 MIN . 140£.005 SOLID OR STRANDED SOLID OR STRANDED SOLID OR STRANDED
~ .654 MAX -—
—~ 799 MAX —
RED .080—-.125 100 LOOSE PIECE, BOX | 8-52929-—1
BLACK .080—-.125 5000 ON TAPE, REEL 1—-52929-0
RED .105—-.140 5000 ON TAPE, REEL 52929-3
RED .080—-.125 5000 ON TAPE, REEL 52929—1
RED .080—-.125 1000 LOOSE PIECE 52929
INSULATION WIRE
COLOR INSULATION OD QTY PACKAGE TYPE PART NO
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CUSTOMER SERVICE SYSTEMS TEUPERATURE: Lt =TE = coneciivity
105°C DIMENSIONS: TOLERANCES UNLESS APEDM‘CH‘ELUTT‘ TG
FOR ADDITIONAL OTHERWISE SPECIFIED: Q1MAYO7
PRODUCT INFORMATION OR | PRODUCT INFORMATION CENTER VOLTAGE RATING: INCHES L_MICHIELUTT] TERMINAL, SHORT SPRING SPADE,
COPIES OF DRAWINGS 300V MAX the il o PIDG, WIRE SIZE: 22—16 AWG
AND TECHNICAL DOCUMENTS | 1-800-522-6752 Jee o Go — ’ ST
FOR APPLICATION TOOLING ASSISTANCE CENTER CIRCULAR MIL AREA: @ga PLC +.008 APPLICATION SPEC ~
0,267W.65mm1[50973260] iNgLLECS + — L5 . SIZE CAGE CODE | DRAWING NO RESTRICTED TO
TOOLING INFORMATION 1-800-722-1111 SOLID OR STRANDED Yy LS e Aj) 00770 ©:52929 B
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