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BODY 4166 WIRE RANGE ILE E13288 Certified
— [.164] 16—14 AWG 16-14 AWG 16—14 AWG
INSULATION (FOR M4[#8] STUD) SOLID OR STRANDED SOLID OR STRANDED SOLID OR STRANDED

SERRATION
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et L [-375] 3 BODY MATL THK, 0.787+0.051 [.031+.002]
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7 N A MATERIAL: BODY — BRASS PER ASTM B-36
j INSULATION — PVC.
A APPLIES FROM CENTER OF STUD HOLE
A TO EDGE OF METAL WIRE BARREL
/7.157
~— [281]
"E” 22.149 17.704 | 3.000-4.826
~ e - 8727 | [667]| T1Te-104] | 100 | LOOSE PIECE,BOX 7-52956—1
25.3935 18.948 5.810—6.3550
5217 | [546]| [780-.250] | 2500 | ON TAPE, REEL 529563
o 25.395 18.948 5.810—-6.350
2{%;;? W{ég% P8 155 | 5000 | ON TAPE, REEL 52956
%};ﬁ %g% 5'9980%852}6 1000 LOOSE PIECE 52956
L E WIRE INSUL DIA QTY PACKAGE TYPE PART NO
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CUSTOMER SERVICE SYSTEMS 105°C [221° F] — — AP% ELLIS S —
FOR ADDITIONAL . mm [INGHES] OTHERWISE SPECIFIED: G NGO
PRODUCT INFORMATION OR | PRODUCT INFORMATION CENTER VOLTACE RANE: [ o oic L TR TERMINAL, SPRING SPADE,
ESS‘ETSEC%FN\CDARLAVQSJSSMENTS 1-800—522—6752 (1000V FIXTURE OR SIGN) ;Etg %: UL 486A—B SHORT, PLASTI-GRIP,
TOR APPLICATION SOLNG ASSISTANCE CENTER CIRCULAR MIL AREA: @85 PLC + 0.127[.005] APPLICATION SPEC WIRE SIZE: 16—14 AWG
COOLING INFORMATION B00_T99 1111 1.0472.62mm2[2,05075,1801 XN(;\:ECS + — L W w472W 6W SIZE CAGE CODE | DRAWING NO RESTRICTED TO
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