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7.25+0.20
[.285+0.008]

NOTES: 2.54XNo.of Positions+5.40+0.50 o m
Current Rating: 3.0AMP [.100XNo.of Positions+.212£0.012] -
Contact Resistance: 20m( Max | |
Withstand Voltage: 1000V AC/DC
Insulation Resistance: 1000M O Min
Operation Temperature: —40C to +105°C
3.70
Contact Material: Phosphor Bronze /Brass — [146]
Contact 935@..? Or Sn over Ni M% 1 97xNo.of Contacts—1.2740.20
Insulator Material: PBT+30%C.F UL94V-0 S M o [.050xNo.of Contacts—.050+0.008]
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_ 2.5410.15
5310- XX B XX B 01 254000 %Owwwo%wj - - 100£0.006]
_L _L 1_wl4 [100£0.004] 5 543No.of Contacts/2-2.54£0.20 =
No.of Pins  Contact Contact Plating  Color Insulato - a5
06 30  Material  g0_Gold Flash/Ni BBl [100XNo.of-Contacts/2—.100£0.008] —
08 34 wmﬂwmwrs S3=10u"Gold/Ni  G=Grey(427C) <=
10 36 B S4=15u"Gold/Ni  E=Grey(413C) . =
4 10 o 2.54XNo.of Positions+5.40+0.30 H ¥
16 50 SN=Tin [.100XNo.of Positions+.21240.012] S
20 60 SM=Matte Tin © L
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OPERATION|DRAW DATE SCALE| FIT |PART zom.ﬁ?ivc@ws En z
xx |zo40| JYHuang [2012/10/09 [GniT | e . >
XXX [+0.25 |CHECK DATE SIZE | A4 ._._._._.m.w.ﬁ DIP PLUG CONNECTOR Http: www.wcon.com
XXXX | £0.15 (TERMINATED HEIGHT 7.2) WCON-Dongguan WCON—Kunshan
A0 |2012/10/08 A s Angle | + 3" |APPROVE  |DATE SHEET) 1/7 Customer NO. mm,x ﬁm%@ w@%@ m%%%%%%w MM,X ﬁm%@ Mm m%%%%m
REV DATE MODIFICATION DESCRIPTION CHANGE pwm | 1oL PROJ.| &= E-mail: sales@weon.com | E=mai: salesks@wcon.com
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