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s RECOMMENDED PCB LAYOUT oo oz =
CANTACT_NO.! 0.6040.07 DIM_D+0.03 1~ o.60x0.07 g
99 (Lead plated 0.1MAX) Dirmension M must be 0.5mm minimum when the stiffener than 2.75mm E
7 7 22 RECOMMENDED FPC
45 N 9as Pin_No. P/N DIM_AJDIM_B[DIM _C[DIM D|DIM _E|DIM_F
‘ - 7 & 9 | 8.03A5.0092*0 [4.30 | 3.03 | 2.40 [ 1.80| 3.73| 3.00
° 4.0DRet | / ek 11| 8.03A5.0112*0 | 4.90 | 3.63 | 3.00 | 2.40 | 4.33 | 3.60
PR g 5.35£0.10 AU s 13| 8.03A5.0132*0 | 5.50 | 4.23 | 3.60 | 3.00 | 4.93 | 4.20
N [ 5 \ 15 | 8.03A5.0152*0 | 6.10 | 4.83 | 4.20 | 3.60 | 5.53 | 4.80
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e T 27 | 8.03A5.0272*0 [9.70 [8.43[7.80 [ 7.20] 9.13] 8.40
108 31| 8.03A5.0312*0_[10.90 | 9.63 | 9.00 | 6.40 | 10.33] 9.60
oo % 33| 8.03A5.0332*0_|11.50 | 10.23] 9.60 | 9.00 | 10.93] 10.20
ontact PG ,:I ” 35 | 8.03A5.0352*0_|12.10 | 10.83]10.20] 9.60 | 11.53| 10.80
DI ££0.10 1. FPC NOT MATING CONDITION BANNED CLOSURE g ] 57 | ———— [12.70[11.43[10.80] 10.20[ 12.13[ 11.40
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(D.CONTACT PIN NUMBER:#*#=CONTACT PIN NUMBER === 51 | 8.03A5.0512*0_|16.90 | 15.63|15.0014.40]16.33| 15.60
(D.CONTACT AREA PLATING SPEC:  GOLD PLATING: 2=1~3u":3=5u"4=10u"5=15u" gz ggggggzg:g 1:;8 1;;3 1:38 13%8 12;3 ggg
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¥ D010 ©-%N%F;icgg'§3ﬂ=c'g’"55"55 4 | TERMINAL Il | PHOSPHOR BRONZE POSITIONS
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3.1: CURRENT RATING: 0.24/PIN. 5 COVER BIACK |
3.2: VOLTAGE RATING: 30V (AC/DC). THERMOPLASTIC UL94V-0
3.3: CONTACT RESISTANCE: INITIAL VALUE 100mOHM Max, 1 HOUSING _ {THERMOPLASTIC UL94V-0 NATURAL 1
3.4 INSULATION RESISTANCE: SOMOHM Min. NO. | COMPONENTS MATERIALS FINISH/COLOR  SPECIFICATION | QUANTITY

3.5: DIELECTRIC WITHSTANDING VOLTAGE: 100V AC FOR 1MINUTE;
3.6: DURABILITY: 20 TIMES Min.
3.7: OPERATING TEMPERATURE: -40'C~+85C

OPERATING HUMIDITY RANGE: 20% TO 857%
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DRAWING TYPE PACKAGE DRAWING MARK]  DATE DESCRIPTION DESIGN

A [2024.01.23 PROPOSAL CHEN

PULL OUT DIRECTION mm

il 8.00£0.10 Ry NOTES:
K 200010 oA 1. MATERIAL:
b ‘  400:010% 1=0.30 : :
? PP = T 1.7 CARRY TAPE:HIPS,T=0.30£0.05mm,CLEAR

1.2 REEL:HIPS,
1.3 SHIM:PE,CLEAR.
2. PRIMARY PACKING:3000PCS/REEL.
5. SECONDARY PACKING:SEE PACKING LIST
R e e e it e 4. PEELING RESISTANCE: 0.1~1.3N(10~130gf); PEELING
9~45PIN REEL ANGLE: 165°~180°"; PEELING SPEED: 300mm/minutes.
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DONGGUAN DIANWEI
ELECTRONIC TECHNOLOGY CO., LTD

DOC. #: DIANWEI-3D-74

D I A N WE I 0.3mm FFC/FPC dual contact side connector(H=0.9mm)
SPEC

Rev:

I

Date: 2023.09.15

Draft Dept. (Fi]iT#5]):  Engineering Dept.

Applicable Dept. G& F#B17): QA Dept. (#1 &) Eng. Dept. (LF2#) MFG Dept. (i)

Rev. Iss\ue_d Date \ RCViSftd
(RATHID (T BT )
2014/07/29 |Released

B 2014/11/28 |Change company name as factory transfer to Dongguan city
N E YN

C 2015/09/21 |Change new part number
AR TR S

D 2016/04/16 |Change Operation Temperature
B ehfi iR 5

E 2017.06.12 |Change Plating Note
B SRR

F 2018.12.20 |update product specification
BB b A% S

G 2020.05.06 |update specification
EHHE

H 2021.09.26 |update specification
SRS

I 2023.09.15 |Change Email
(ERCIE

Approve: Check: Draft: CHEN

¢ Caution: as our product mechanic design is different with the traditional Drawer and flip type of
FPC, please must make sure that the lock cover shall be opened before SMT soldering or FPC inserted
into connector. Otherwise it maybe result below issue: 1, FPC cable is difficult to be inserted into
connector 2, connector will be distortion after SMT process 3, it maybe lead to contacting issue between

TML and cable.

AR REBHSAENREES GHRR) M1 (%) WEREETEHERARE, LWL SMT 5
RHLERAE SRR FPC HE 5 W T8 . HEeAM TABHABE T, FUELSER: 1.
ANGHEN FPC HEZR. 2. K T 830 SMT 5 &&= M. 3.6 T 831 SMT 52 A R R & .

RER QTR AGHE AL

Without agreement in advance, it was forbidden to copy the data in this specification

1/14 |




DONGGUAN DIANWEI
ELECTRONIC TECHNOLOGY CO., LTD

DOC. #: DIANWEI-3D-74

0.3mm FFC/FPC dual contact side connector(H=0.9mm) Rev: 1 | Date: 2023.09.15
SPEC
1. Scope:
Y -

The Spec is applicable to Product series 8.03A “0.3mm FFC/FPC dual contact side connector(H=0.9mm)

SPEC”

HAEMERTEAGE T “0.3mm 0.90H FFC/FPC SMT J& g8l 7 RIERERS” P &RV N: 8.03A

2. Reference Documents:

EEPELE

The following documents is part of the designated specifications, if the specification is conflicting with

drawing, it shall be subject to drawing. If specification and reference documents conflict, shall prevail

specification.

THISCAF AR E G — B0y, A RS A5 SR A5 7 oy BRI i, N2 DA s BIAROO T, S SR A% S

H5ZE AP E, N A ).
A. EIA-364 . HLTEEE A KA ARE T -
EIA-364 : Electrical Connector Performance Test Standards.
B. ULSTD-94 : SXRTUEARHE & F RO F R A b4 PSR A v
UL STD-94: The UL 94 Testing Process.
3. Spec.:
TR
3.1Material:
AR Rk
A. Housing: LCP Nature Color(- UL 94V-0)
F+ f&:  LCP At (UL94V-0)
B. Cover: PA/PPS Black( UL 94V-0)
Bt f1: © PA/PPS (UL 94V-0)
C. Terminal: Copper Alloy
i P WS E
D. Stator: Copper Alloy
AL G
3.2 Mechanism:
it KA
1) Series: 0.3mm FFC/FPC dual contact side connector(H=0.9mm) or 8.03A
F%14: 0.3mm 0.90H FFC/ FPC SMT J& g e 77 R 45 5k 8.03A
PIN Position: See drawing

2/14




DONGGUAN DIANWEI
ELECTRONIC TECHNOLOGY CO., LTD

DOC. #: DIANWEI-3D-74

D I A N w E I 0.3mm FFC/FPC dual contact side connector(H=0.9mm)
SPEC

Rev: 1 Date: 2023.09.15

PIN fiZ: I ik &1 4R
2) Contact: Double sides contact
PR U fi
3) TML Soldering: SMT
Ui JEAR: SMT 24
4) PCB Thickness: T=0.2+0.02mm
&4 FPC JE: T=0.2+0.02mm
5) Plating Spec. : Contact area and solder area gold platingSee drawing
HLIERIRG - 42 finh DXATE F2 DX A < T L7 i L4
6) Coplanarity : 0.10mm MAX(61-71P 0.15SMAX)
7) JEESILTHFE: 0.10mm MAX(61-71P 0.15MAX)
3.3 Parameter:
PERE:
1) Standard conditions:
PRAEIRTS :
A Operation Temperature: -40 ~+85°C Without ice or dew
FERIIREE: -40 ~+85°C WA 45 R4S UKII 2% AT T
B Operation Humidity: 20-85%RH
AR EE: 20-85%RH
C Storage Temperature: -10~+50°C Without ice or dew
TRAFIRE: -10~+50°C VA 45 B 45 VK4 A+ R
D Storage Humidity:  20~85%RH
TRAFBEE: | 20~85%RH
2) Rating Voltage: 30V (AC/DC)
BEHIE: 30V (AC/DC)
3) Rating Current : ambient temperature 20°C 0.2A / PIN
FEHL:  ambient temperature 20°C 0.2A / PIN
AFER BT A AR . WL R SEPEREEOR, W0 R BIER R

3/14 B1




DIANWEI

DONGGUAN DIANWEI

ELECTRONIC TECHNOLOGY CO., LTD

DOC. #: DIANWEI-3D-74

0.3mm FFC/FPC dual contact side connector(H=0.9mm)

SPEC

Rev: 1 Date: 2023.09.15

4. Testing item and procedure MR E R M FEAFE

& A

—. Visual Inspection /%

Item
I H

Content
P

Test Condition
RIS 2K

Clause

Judgment
FIE bR

Visual
Inspection

77 A

Comply with
drawing and Spec.
REE AR m] AR
S ER

Eye
EE

No Damage
T it

—. Electrical Characters & =< %¢

Item
I H

Content
i

Test Condition
MR A4

Contact
Resistance

P FHHT

Mate applicable FPC and measure by dry circuit,
20mV Max. DC, 1mA.

El—Him i, HIR: 1mA, HJE: DC 20mV
LR, A H4k: &R FEC brvEsk.

100m Q Max

Insulation
Resistance

Y IHBT

Apply 100V DC 1Minutes between adjacent terminal
FHAR 1[5 DC 100V, 1 434

50MQ MIN

Dielectric

[TEPRRVIIRZN

Apply 100V AC 1Minutes between adjacent terminal
FHAR G 18] AC 100V, 14350,

No Damage/Shorting
s, TR

—. Mechanic Parameter Hl # 14 §

=t
B

Retention
Force of
single Pin
i - EE. PIN
REFJ1

Apply axial pull out force at the rate of
25~100mm/Min

PL 25~100mm/ %3 A B, 203kl Bk H

0.2N/ PIN MIN

Retention
force of
GND Pin

fil 5y B
PIN fR$F 77

Apply axial out force at the rate of]

25~100mm/Min
PL 25~100mm/ 53 F13E F, 2 3 H ik H

pull

0.3N/PIN MIN

Retention
force of
FFC/FPC
FFC/FPC

REFST

Inserted FFC into connector, apply axial pull out force
at the rate of 20~100mm/Min.

FFC #fi NiZEHE28 5, LA 20~100mm/4) 2] 3 3 H.4k H

0.2N Min/Pin
PIN % X 0.2N Min
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DONGGUAN DIANWEI

ELECTRONIC TECHNOLOGY CO., LTD

DOC. #: DIANWEI-3D-74

DIANWEI

0.3mm FFC/FPC dual contact side connector(H=0.9mm)

Rev: I | Date: 2023.09.15
SPEC
Mate applicable FPC and subject to the following
shock conditions. With acceleration 490m/s: lasting
11ms, 3times of shocks shall be applied for each 6
3 S‘hOCk directions along 3 mutually perpendicular axes 1. lusec Max. of discontinuity is
PR R B 490mis2,  FFAERTIE] 1ImsX. Y. Z. 3| ok
A6 &% 3 I (318 O g s kAT 1ps BLE
FPC #k &R il FT BT HL
Mate connectors and subject to the following vibration|2. 100mQ MAX of Contact
conditions, for period of 2 hours in each of 3 resistance is ok, No Damage
o mutually perpendicular axes. Amplitude: 1.52mm R )5 FHPE 100mQ MAX,
4 Vlbr;:ltlon Frequency: 10~55~10Hz in 1 minutes BT
MFETE | ggiae 10-55-10Hz,  FE0R 1.52mm, SEHIHA 1 434
feio  X/Y/Z JiT%% 2 /N, 3Tt 6 /i
FPC R £ RS i
VY. Duration fif A 1 fE
100mQ MAX of Contact resistance
| Duration |lock/dis-lock 20 times with loading is ok, No Damage
A AR T 20 K. WG EBLPUE 100mQ MAX, ~M
T
.. Environment 3355l
1. lusec Max. of discontinuity is
ok
R A R AN Tus BLE
Mate applicable FPC and expose to 85+2°C for 96H, 1 7
Up01_r1 completion of the exposure perloq, the test L 100mQ  MAX  of Contact
Heat specimens shall 'be condltloned. at ambient room resistance is ok
! Resistance |conditions for 1H, —after which the specified RIS 100mQ MAX
it 3t measurements sh‘all be performed. o ‘ ’
AT 18502 CAR T M 96 N, ARJEEH IR H T3~ No damage
B 1M A PRERH:
EPC AR Tt 4. Retention force is above
0.2N/Pin
FPC & F 71 58 £ /£ PIN %[
X0.2N PA E;

5/14 B1




DONGGUAN DIANWEI

ELECTRONIC TECHNOLOGY CO., LTD

DOC. #: DIANWEI-3D-74

DIANWEI

0.3mm FFC/FPC dual contact side connector(H=0.9mm)

Rev: I | Date: 2023.09.15
SPEC
1. lpsec Max. of discontinuity is
ok
R A KA Tus BLE
Mate applicable FPC and expose to 40+ 3C, relative R BT EEL
humidity 90~95% for 96H, upon completion of the ~ |2. Contact Resistance : 100m Q
exposure period, the test specimens shall be Max
Humidity |conditioned at ambient room conditions for 1H, after FHPT: 100mQ Max
2 iit¥EfE  |which the specified measurements shall be performed. |3  [psulation Resistance: 50 M Q
IR 40+3°C; JJF 90~95% RH, Hf/E] 96H RJ57E|  Min
RN TBCE 1 /N R Y BHH: 50 MQ Min
FPC % &R Nl 4. Dielectric: No damage, Shorting
My RE: Joli %, Faig
5. Visual ok
LA i
Mate applicable FPC and proceed Scycles of high/low
temperature based on below table, after that, the test
specimens shall be conditioned at ambient room 1. Tpsec Max. of discontinuity is
conditions for 1H before the specified measurements ok
were performed WA KA Tus LB
¥ AR A R BEIESR & 0, SEbE SAFIHL 9 e
JRAEH i TR 1 /NN S e 2. Contact Resistance: 100 m Q
FPC % &5 R3S Nl Max
High'Low W 5 B Al B 8 E
3 | temperature . VAL R
i Temperature Time 100mQ LA F:
1 550°C 30min 3. Visual ok ‘
=JJ3 ST 7 s
+100 : 4. Retention force is above
2 25‘5 C Smin 0.2N/Pin
3 85;°C 30min FPC {& £f Jy 8 £ £ PIN %
- X02N BLk;
4 25°1°°C Smin
Salt Expose connector to 5% salt water density and
Spray(Gold |temperature 35°C =1°C, the specimens shall be lasted|1. No Corrosion
4 Plating) = |24H 6 i i R R R A S TR
KW % EHRKIREEN 5%, RJE 35°C £ 1 CHEE - RRSE 24
(B4 /it
75~ Solderability JEFEVERE

6/14 T1




DIANWEI

DONGGUAN DIANWEI

ELECTRONIC TECHNOLOGY CO., LTD

DOC. #: DIANWEI-3D-74

0.3mm FFC/FPC dual contact side connector(H=0.9mm)

Rev: 1 | Date: 2023.09.15
SPEC
Dip soldering tail into Tin oven, temperature of Tin Soldering taﬂ. shal.l be casy wetting
. o oo . by melted tin, Tin shall cover over
Solderability oven is 245°C+5°C. the test specimens shall be lasted 90% of dipping area of soldering
Sl AR 2SS leg
’ln‘ki%%ﬁﬁﬁ/i)\/m}gj\j 245°CE5°CH FEL 5 G 25 S5 s B AR T
kR BTN ¢ 5 AT 90%) |
Heating temperature profile: 150 ~ 180 “C|1. Contact resistance  100mQ
60~120Sec.,Peak temperature: 250+5 C, over 230 C Max., no damage
Resistance to|last 30+ 5Sec. R 5 ﬁé*ﬁ IEHT)JMEE 100mE2
6 soldering | Fi5E/m#: LR, HAMIIG R
heat 150~180°C 60~120 #» 2. Retention force is above
PRERMN FATE |peds, B R B 260°C 0.2N/Pin
230°CLLE 30+5 #b FPC f& %F J15% B /£ PIN %%
PA_E B0 — RS ] X02N BAE;
Heating temperature profile: 150 ~ 180 T
60~120Sec.,Peak temperature: 250+5 C, over 225C )
Recommend |last 30 == 5Sec. the profile is only for reference; lock 20 /\
Temperature |cover shall be opened when proceed IR reflow 230 /‘ Solderin
profile |5 hn#i: 180°C 30~60s
7 | HEFEAREEK [150-180°C 60~120 5 _— %Pemhea*ing
o JEEE WEEIREE 250+5C e0~1205
GIRJE/#4%(225°CLLE 3045 # Tompoesk o piotio
D | phiR R RN S %, TR, Sk
BEAT AR
P BT HE T SRR T HEAT
Note: The test specimens shall be complied to the visual requirement and clause 6.

ik PR IR, NATE

5.5

. Group Test

HASMIER, el HFEAraE

P2 IE A PR AR -
A. Sampling ¥ bk £
Sampling requested by below table shall be applicable to the principle of randomness
Tof o B A A% R S5 R A SR AT S R s U
B. Sequence P :

Below is test sequence

DA AR A A I A5 -

6 WP LRE FA) B N 225K

Test Group
Test Content/suquence MR
DR GIE R
TSAEIF Al | A2 | A3 | A4 | AS | A6 | AT | A8 | A9
1 Visual Inspection 7= i 45 56 , 61,511,511, 7]1,9|1,6/|1,3 1, 7
Contact Resistance
2 i 2, 5 2, 412,512,612, 4 2, 5
P ik BE 400 3K

7/14 BI




DIANWEI

DONGGUAN DIANWEI
ELECTRONIC TECHNOLOGY CO., LTD

DOC. #: DIANWEI-3D-74

SPEC

0.3mm FFC/FPC dual contact side connector(H=0.9mm)

Rev:

I

Date: 2023.09.15

Insulation Resistance

26 2 BT K

Dielectric withstand voltage

M FEL P 00X

TML Retention Force
Uity TR 4 70

GND Retention Force
[i] 52 A PR FF 70

FFC/FPC Retention Force
FEC/FPC 4% /1

Shock
s

Vibration

(g

10

Duration

[EFN

11

Heat Resistance

i FA Ak

12

Humidity
i ¥

13

High/Low Temperature
et

14

Salt Spray
KM %

15

Solderability
RN

16

Resistance To Soldering Heat

FERE TR FAE

17

Recommend Temperature
Profile

HERF IR FR AR AT CIRLE AR
[

Sample Size
BRI KA il B

Bl

B2

B3

B4

B5

B6

B7

B8

B9

Notes:

Sampling principle: Each test group shall include the representative sample, i.e: each group have one

complete cavity of sample. If there are no cavity number or marking on sample, sample shall be

applicable to the principle of randomness
MRAFELEAE s e 5 . FRRF— HARNNAREAE T, P B RA MmN, naE—H4ARE N A TR
R IR S B S, AT S B R

Test group selection principle: test groups conform to the principle of randomness, 9 groups are selected

randomly to test in the whole groups
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DAL SR I GUREAEL 7 AT S BENLIE,  $8 MAE TR TP BEHLIZEL 9 ZH2EAT It

3. Al, A2, A3...... A9 means test group number

KIEH AL, A2, A3......A9 R NIMRAEFLT 5
4. B1, B2, B3....... B9 means sample size, when sample has cavity mark or numbering, it means sample
size is one complete cavity of sample. Otherwise, it means 8pcs sample.
K%+ B1, B2, B3....... BO o IR P AR LR i B, AR S B S, RO e
B4, LSBT, Bl, B2......B9 f41%R A 8PCS FF .
6. Quality Warranty
J5t PR AE R E -

Unless otherwise specified, we comply with the quality of samples submitted for customer qualification,
we will follow up the released process, in order to ensure that products meet specifications when customer start to
purchase product from us. In case any material or design changed, we will provide changed sample to get
customer’s approval, before sample was qualified, we will not ship changed product to customer.

BRAERFRIAE , EELABCRET, FATRGE ST IR TR il R, A TR %I oz o f AR 1l
R, PADRAIER St AT 2 RS PR K o o A bR LD B P B AR BE I — e B AR B 2 R i e 5 2 P i v
HAT

6.1 Re-qualification

ORI A
If there are any changes that impact the structure, function and quality, product need proceed new
product developing process to verify product quality and reliability by Engineer
R SR 3 TR A RO A BRI 27 it R S RE ™ il TS5, R R I ik SR At

FRGEIR, 7 i oRe 2 T A7 il B B T SE 4 1 R e AR i AIE

6.2 Quality Requirement Jii 2K ;

If test device setting up mistake or improper operation lead into misjudgment, need re-qualify product
by new sample.

If Dianwei sample is NG, Dianwei shall improve sample before Dianwei send sample to customer for
verification purpose.

1T B B B B E A S BN RADE, ATRHEFAAIE. . 24977 dh AN RN, RIS

AE 5Tt b PSR, PRI A LI A A IR Tt

6.3 Test Data f 5040 ¥ :

Test data shall be recorded, evaluated and as evidence of above clause.
A B AL, PP, IR LSRR S .

6.4 Quality test verification Jii &M :

Product shall be tested according to Dianwei drawing and product specification.

& H] DIANWEI & e, R E SO AR B2 IR AR HE R RE b, RO RIDREESR, 141
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2 FH R 7 it P A S AR SR AT AL
6.5 Package & Shipment H 7%
Product should be adequately protected from damage by packaging material during product convey,
which affects appearance and function of product
P QR T 7e R4, DASis il R b i 32 400405, NS AL i AL K T RE -

7. Product Notes 7= fiyE = 2 1
7.1 Storage Instruction K i [ R A7 I3 &«
1) Storage place need control dust and moisture

PRAE I FIE = 7 AR B0 o
2) Do not Store product near the object which could generate ammonia, sulfide gas.

HEH B TR SRR P AR TR
7.2 Use Instruction i FHyF & F 00
7.2.1 Operation Instruction A} ff) 7+ = 2 10
1) Insert FPC in parallelly with connector, please note that contact point of connector is slightly prominent, if
conductor of FPC do not engage with contact point properly, device will not transmit signal and operate
smoothly.
FPC HEL P ATHRN, THVERL, ERA MMl AR R, WORANRE IE AR AL FPC HEZL T HBL AR 70 55 ik g,
Ui 15 5 ANUCHC P B & TR IR AR
2) Need make sure that FPCis fully inserted, otherwise it will result contacting issue.

BN FPC HEL et N, 5 A) R EHEMA R
3) Lock cover shall be opened before FPC cable is inserted

ARAFN FPC RN E AN E L T 84 .
4) Do not use excessive force when insert/withdraw FPC cable, it may damage connector or result contacting
issue.

A FPC HE I A E N 775d 0K, 75 W] B S BUE AR UA B A R .
5) once lock cover separated from HSG body or broken, please do not use this product
— BB S AR W, %GRS EAH.
6) when  press down lock cover, fixed moderate position on both sides of connector with finger and ensure
that use uniform force to press lock cover. If lock cover is not pressed down to right position, it may lead to
contact issue.
HEBIR, EHHFEREE E A E, SR e AR N, IRk e A T R, WTRE

SFEAEMAR .
7) When press down lock cover, applied horizontal force( in parallel with PCB) is acceptable

BN, AR R CPAT TR 513D 7.

8) When release lock cover, seized moderate position on both sides of connect with finger or entire of lock
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cover to flip up slowly. It may lead to damage or contacting issue, if only flip up lock cover unevenly
SRS, N RN S A B, s A S g e ke, AT —iud 2, XHe
SEHUA LA AR .
9) The following operation which may lead to connector damage, TML deforming and contacting issue should
be taken to avoid when flip up lock cover, insert/withdraw FPC cable.
JIAREAN . thAG FPC HRZRIS, Ny SRS DA AT BE R BCE RIS 1A S A A R A
-- Pull out cable before lock cover released
RIS R FPC R
-- Cable is tilted at the direction of up and down, left and right when insert/withdraw.cable
A FPC HERINAE B L A 7 ) R AR AR
7.3 Concerns on Designing i (7 2 215
1) Do not apply force to cable directly when assemble FPC cable with connector. Do not over-bend cable at the
joint area between cable and connector, Ensure that cable do not withstand loading.
B FPC HEAIN, AN E BN IERASIN ), ALAEIETE R T i FPC HEZL, BAHRZR
W LA AT
2) Please fix FPC cable firmly if connector contact with vibrating component, or is the equipped components of
mobile device, sites
EERA AT FR S SRS IO Bk, BRAVE RSB AS . TS PR B 15 [ E BF FPC R .
3) Please use our recommended cable dimension.
T FRAT A mHERE R FPC HE AR
If use other FFC cable, please contact with Dianwei customer service representative or write mail to_
sales@dianwei.cn
i B3R LA FRC HEZRIN, 13 10 25 1) A B IR AU AR B E-mali: sales@dianwei.cn
4) When Design PCB board, please ensure that there are enough room for connector mounting and cable
assembly Wit PCB AR I %, MR SIS, BLACR ey WOT AN B3 1E 23 0] .
5) Tin plating product may result tin whisker, need evaluate the risk when Engineer design
P Al BE S AR R, AR 3 PR Al KU o
7.4 Soldering instruction JE 422} )7 & S I

1) Do not proceed IR reflow process or manual soldering process when lock cover flip down or FPC cable

inserted into connector, it will lead to contacting issue.
ANEAEPAN T B FPC F A BEAT IR R . T LIERA L, v SBEEMA R .
2) Please use the recommended IR reflow temperature profile
REAL FH A 2 I HHEAE (AR 2% A A%
P.S: Reflow parameter will be changed depending on variance of Tin types, welding material, Tin thickness,

PCB base and other welding material, please check and use the suitable reflow parameter before soldering.

11/14 51




DONGGUAN DIANWEI
ELECTRONIC TECHNOLOGY CO., LTD

DOC. #: DIANWEI-3D-74

D I A N w E I 0.3mm FFC/FPC dual contact side connector(H=0.9mm)
SPEC

Rev: 1 Date: 2023.09.15

TR BRERHI T IR AR SRR, SRR IR/ HARAR AR AN R T R AR AR
A, ST (R0 2 BT B SEBR R R B2 AT
3) When using manual soldering process, please ensure that soldering parameter can make sure the soldering
areais reliable
KT LIREE, TR R R r B m] SE IR AR A
Do not excessive welding, avoid flux remaining on the TML
E SRR, DA BRI BR B B 1 b
Do not use iron press on soldering part, avoid soldering part deforming.
TH IR RIS R T A% S AR R b, DA S BT
Do not use iron heat outside of soldering area of TML, avoid soldering part deforming
T )R IS R B AR B LA o130, DL R AR AR T
8. Commitment A i FH 2K
Thank you for using Dianwei Technology products.
SRS B BB A 77 i o
Unless otherwise there are written assessment, agreement or illustration, the following clause and warrant will
apply to Dianwei technology products.
%#%ﬁ%ﬁﬁﬁ\%%ﬁ%% PR 2% A AN GRAE AR SR 1 T B R A 7 o
VT DRI R PR 77 it L 5 T 2R R S5 A
8.1 Warrant T%lﬁljﬂ%‘r
(1) Warranty Period f£:iF 1 R
Warranty period of solderability is 12months when product docked designated destination
PRUE CRIEAE) BIRR Jyikikfigme s 5 i 12 S H .
(2) Scope {RilFit
Within warranty period, Dianwei technology agree to offer free maintenance service or spare parts if
the quality issue belong to our responsibility, but the responsibility do not take charge of the following
situation:
TRUEMARR A, R AEARRT SRR, HBRHSOR S P 4B B g dh . (AR S BUT BRI S0 i)
a) Use product at circumstance other than those specified in this specification
FEAS KIS FRLE USRS S5 A A
b) Theissue do not result from Dianwei product
AR 22 =] 7 it R R i3 B 1] R
¢) The modification, repairmen do not carry out by Dianwei
AR A FHATHISOE . B
d) Beyond the design purpose use product

B R AR 2 7] 7
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e) The situation based on the current science and technology can not be predicted in advance when
Dianwei ship out product
M T AR 2 R i R B IR A B KP BTBR - ek S T T i SR A
f) Other situations such as natural disaster which situation Dianwei can not control
oAt o B AR IR R T A AN W) Jo VAR SR B L
8.2 Limitation of Liability 57/FFR &
For special, indirect damages which caused by Dianwei product, Dianwei do not take the responsibility
B R3OS PRI A 2 W) 77 il P I SRR 0 5 L TRV T T A0 B S AR HE BT
8.3 Conditions of appropriated use & 24 /Hi& [ %1
@ When Dianwei and other company product combine to use in customer side, customer need take the
responsibility to confirm that the product is suitable for customers system, mechanical devices and
equipment.
B BB 7 A A 2 7] = sl B I, P B SRR AT S ik IR PR HEAT R 25 B DA T
WA E M TR RS, P E R
@ When products are used in the following situations, please consult Dianwei customer service representative
to ensure that Dainwei product performance have sufficient margin compared with customer application
request, and have safety monitoring system such as safety circuits to minimize the risk in case breakdown take
place
FECL N TS, 16 M BRI 2 IRRER Gif), DA A - eV R S R A R R E, DL
WA RN, WA ml R T — W R A I G PR N
a) Used in outdoor, the place with potential chemical contamination or electrical interference, or the
environment which beyond specified specification
FUAMER, AR FEAL As R st T4, B8 ) H Sad B 20 S
b) Used in nuclear reaction systems, railway systems, aviation, transportation equipment, medical
equipment, entertainment equipment, safety devices, or standard equipment of government, industry
TR R G BRI RS WA SOER&. BEITam. BORE. L8, sEUF. T3t
PRAEBL o
c) Used in the systems, instruments and equipment which have dangerous effects on human life and
property
X KR MW P AF L GR M  RGE . Avbil. B .
d) Used in the gas, water, electricity supply system and the system require 24H continuous operation, the
system require high reliability
Aok B RG, DUKFRE 24 NIESLE I R G E, XA EMESRE N RS
e) Used in all above 4 situations, other application environment which require high security.

XNTELE 4 %, Hph ER R R 2 e VR L&
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@ When Dianwei product is used those occasions which have a significant risk for human lives and property,
customer must take full account that the system has been deigned to meet the needs of security, ensure that
the design contains the hazard warning and has safty redundancy, make sure that the connection and fix of
product is properly to meet the intended purpose.
B R 07 il T N2 a7 2 A BRI i i, AT B S RGBT DA & R A2 A
P,

BRI S fE R B R M 2 TR, W IRAS ™ i R4 K ] 58 3 24 DART & U 3
@ Particular case shown in this specification is for reference only, the functionality, safety of equipment shall
be confirmed before it is used.

H s R A BRI S . 2 B & SCPr i F AT IE I A L DhReVE v 22 4.
@ In order to avoid unexpected damage to the user or other parties when Dianwei product is used, please
make sure you understand and fully comply with all the relevant prohibitions and precautions.

NG Ay 7] P AR o R AR AN i P AR T B4 . TR DRI B AR 78 708 sy R I A
RAEHE BT,

@ The rating parameter specified in this document is determined in a separate experiment, it can not repeat
the same result under complex conditions. The specification may be changed as product improvement as other
reasons, please check the latest specification with Dianwei customer service representative before you
purchase.

H s i 8 77 alvBiUE PR REAE , BB AE SIS v 5 , AN B8 [F) I DRUEAE 528 5% A T ik 2[RI A SR ILAE
e 7 it H A PR AT REAZ O H S b AR RIS, D SN 55 6 B 4 2 IR A R AGL 7 SE B PR 7 it R
PR RS B RATANEE S 2, A2 KBRS FH A 15 FA B 2 I AR 5 1) A DA s R ) 7 it A

9. Recommended FPC cable #EF#1 FPC HEZL 4514

Part Name /i %4 Material #1 K}
Copper Foil Copper foil plate Gold(under plate Nickel) t=35um Gold plating 0.2um
Bk W e CFEHED Min.
Base adhensive .
s 2 Heat hardened adhesive #u /i fii¢ t=25um
A e :
Base Film 77 J& Ve [iES Polyimide k¥ fi% t=25pum
Reinforcement
material adhesive Heat hardened adhesive #\ifi /i t=40um
SRR R R AR
B ot — (R 7 fil
Stiffener polyethylene glycol terephtgbalate EX AR WG R
A g wm BN

Polyimide SEML %
Note: Recommended FPC thickness: 0.2+0.02mm
VE: &AM FPCJESE: 0.2+0.02mm
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