|—3—| |f.| - @ FREE #7s PUSH 4% F
|] o—© O o 66—
Ig| —
=
| — - c—© O o G6—
. o | ® |
o 1)
| I 22N
' 03 R Circuit Diagram
;# 2525
| B _
e sl ®
4 & o D
(e |
+ij
A
Tp |
8.5+0.] S D D
B 1] 28 B AR
PCB Layout Recommended
+|
r 7| # 1 POM B
6| % W |1 PC A,
1. Rating: DC 30V 0. 1A
— - P
2. Contact resistance: <100mQ S| i 1 WS
3. Insulation resistance: =100MQ DC500V 4 -
4, Withstand voltage: AC 300V (30Hz)/min 3| Gk | 2 | maun ik
5. Operating force: 250+50g o 165 Y=0. 35mm PPA
6. life test: 5000 cycles 8 s i3 8 - s
7. Operation type: no lock 1 B i 1 PA66 R
75|14 | BE] M B gt & E
NO. [DESCRIPTION|Q’ TY| MATERIAL COLOR REMARK
i
Angle +2° il DESIGN W 4 ITEM NO. F5% Self-lock Switch
30~ +0.3 %t CHECH #l %€ PART NO. 8.5-8.5 WS
10~30 +0.2 #i1% VERIFY - A
~10 +0.15 kv APPROVAL PRAWING NO- | wp s 75
Wil DESCRIPTION 7KIA APPRO | £t CHANGE | ARyEAZ  GENERAL TOLERANCE FI 3] DATE 2023.9.19 B mm A4 | —




GpE# EMTERHEARL

SHOUHAN

SHENZHEN SHOUHAN TECHNOLOGY CO.,LTD
Tel: 0755-27597601 Fax: 0755-27597491

- SN
SPECIFICATION FOR APPROVAL

\.

Material code:

=) ot
e Project X
Iy = .
*Jb%?'t{_'ﬁ‘ Part No: 8.5-8.5 WS

=AF]AEINED Approval signatures

£l 5 /Part No. % E/Signatures

Uil /Drawn N

B 1% /Check

it/ Approved B4




Pttt EMTERBEARL D

1. — 4% ¥ General Characteristics

1.1 %UE(H (Rating Value) :  DC30V/0. 1A
1.2 TAEIEE (Work Temperature Range): -10°C = 70°C
1.3 W5 (Store Temperature Range): -20°C ~ 80°C
1.4 TEE MRS A CORA R U0 & IE DR 264 T)
General test condition (Tests and measurements shall be made under the following standard
conditions unless otherwise specified):
IEHESE: 5C735C AN . 45% 85% RH
Temperature: 5°C 35C Relative humidity: 45% 85%

A E: 8,600710, 600 1H
Air pressure: 8,600710, 600 pa

2. = B9 R BRRIJEK Appearance & Dimension Requirement

2.1 PERAINBEHIR R, TR EAR.

The structure of product is compact, and assembly of parts has no badness.

2.2 FPEAMIBESERAE O E AR K. BB, RIE. PR, BEIEA I 4.
The plastic parts of product have no serious defects such as very serious shrink, scarcity,
fleck, disrepair, transmutation, etc.

2.3 e gl AN e E A RS ARTE . BRIECREA R
Lead feet and shell have no serious defects such as oxidation, smudge, disrepair, burr, defects
on plating

2.4 JERERAENN, 7255808, TR REIR.

Operating switch is unhindered, rhythmed , and there is not palpable clag.

2.5 RGBS L fh R AR

Construction and dimensions: Refer to individual product drawing.

3. & 5 4% Electronic Characteristics

. e e TR 5 VLR
’ Item Test Method Equipment Requirements
- e fh B PH EARHL (100mA) 2% T sk, i FR BRI 4%
' Contact Measured at low current (100mA or | Low Resistance 100mQ  max
Resistance less). Meter
WX AH LR 5] 2 18], 5] 5 4 5E 2 itz SRRV IN
3.2 7 2% P 5T [B] ) 465 2% FH AT (DC 500V) .
Insglation Measurement shall be made between Insulation 100MQ min
Resistance adjacent terminals, between Resistance
terminal and shell (DC 500V). Tester
N 2R (30Hz, UK i < AL BA 4 % DR
AC 30 0V) 1 43F, IR HLIR N 2mA, Il LA S
3.3 i E | PR .
Dielectric Apply certain voltage (30Hz, No arcing , break
Withstand AC 300V) for 1 minute between Puncture Tester | joun and damaging
Voltage adjacent contacts of the connector insulation.
with 2mA leakage sensitivity
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4. fIMESE Mechanical Characteristics

Yo i H W7 TR 5% FE M ER
’ Item Test Method Equipment Requirements
BT BRI St M E T akan
3 KB IR 4B TARATRER BT 75 1
L BRI e,
Operation Operate the keystoke of the Force Gauge 250£50gf

Force . .
switch and then increase press
strength gradually, Measured
maximum operation force while
the travel of the switch is full.

TR s, EMIFRTI 27 SN
Uiy fe K% B PR 5.
A =
4.2 (I Operate the keystoke of the Vernier
Full travel switch vertically, the travel Caliper 2.44+0. 15mm
distance of keystoke moving from
its free position to maximum
moving distance shall be
measurement.
5. o/ ® K& Reliability trial
. W H 77 W PR
’ Ttem Test Method Equipment Requirements
IR NG, | RS Sl 95% 4.
nn | B 230£5C, BT 518D
5.1 E”:Friﬁ,tg%‘ The top of the terminals
Solder ability . . . .

Test shall be dlppedoln the solder Solder Stove Ninety—five percent of
bath at 230£5C for5*1 terminals shall be dipped.
seconds.

. \ . \ FEfr: 5000 K
FERTEA ks B B | AArkien | 8
00 YK / 45 HI T REE S 1, j’iﬂ’ﬁ ; .
PR LA B - MR 10MQ Min
BET): AAAE £ 50%H
Switch shall be operated | Life Tester | JFIAMNIIZERITEAIN.
5.9 FE4rts continuously at about 90 Life test:5000cycles
Operation Life | cycles /min without load. After test:
Insulation resistance:
10MQ Min
Operating force: Change
should be within #+50% of
specified value.
No abnormalities shall be
recognized 1in appearance
and construction.
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5. AJfEfE M X Reliability trial

No moH VI RERES WA & PSR
) Item Test Method Equipment Requirements
Ui PR IR ANSRY, SRR 230 BIRS | AR, R
, +5°C, JRHEH A 511 b, CJREZRIARTT FHU . AR
5.3 fﬁ]‘f}fﬂ%#h TEETFHIAND . Appearance should
Resistance be not damaged,
to ' Terminals shall be dipped in the solder | Solder Stove | electrical and
Soldering bath at 230+5C for 5+ 1 seconds mechanical
heat without additional force for characteristics
terminals. shall be satisfied.
BRI 802 CHEIh 96 /N E, KR AR, IR S S
o | IETIERAMT LR, WRIHL | BRBEAER.
5.4 R \,'ﬁjt/mu\ ut The switch shall be stored at a High & Low | Appearance,
esistance 10 1 temperature of 80+2°C for 96 hours, Temperature | €lectrical and
Heat Test . p .
Measurements shall be made after it be mechanical
subjected to the standard conditions for Tester characteristics
1 hour. shall be satisfied.
B AEIRE-25+2° CHEEh 96 /N JE, e iR &m, WU S H =
HETIEFEFMET 1/ EE. PRI RERIFF & 2K,
L ATE LS
5.9 ﬁﬂﬂ&{m{mhﬁ The switch shall be stored at a High & Low Appearance,
Resistance to | temperature of -25+2°C for 96 hours, electrical and
Cold Test Measurements shall be made after it be | lemperature | pochanical
subjected to the standard conditions for Tester characteristics
1 hour. shall be satisfied.
B TARE 40+2°C, MXHEEEA 90796 | THERTERAH | s, WU& HL
Wi 96 /hEFE, HETIEWAET 1 ReIfF G2
sy | EIE GERBEIA -
N AT T Y ]‘
5.6 ffﬁ.ﬂzf A The switch shall be stored at a Temperature | Appearance,
Resistance to p :
Humidity Test | temperature of 40£2°C, relative & Humidity | electrical and
YOSt humidity 90796% for 96 hours, Tester mechanical
Measurements shall be made after it be Chamber characteristics
subjected to the standard conditions for shall be satisfied.
1 hour (Wipe out water drip).
TR T i S5 5 I HE 14 R F I T
1. iRE.  35+5°C AL JEE B A
2. ERVAVRIREE: 5+1% (FiEEHD
3. BERIFIA]: 24 /N,
ST EESE L R, MUK
Salt Mist The switch shall be checked after Salt Spray | No remarkable
Test following test: Tester corrosion shall be
1. Temperature: 35+5°C recognized in metal
parts.
2.Salt solution: 5+1%(Solids by mass)
3. Duration: 24 hours,
4. After immersing, salt deposit shall
be removed by running water.



http://www.tcpdf.org

