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1.0 Scope: This specification covers the requirements for product performance and test methods of ECT’s
Board To Board RF Double Row Connectors of the part numbers specified as bellow. Product shall be of

the design, construction and physical dimensions specified in the applicable product drawing.
AR TEE T ECT HOM RF MHRERES (BHEE&ABE)IIERERR K
WART77%. P2 Emfviit, 45, TIRFIRST ROZAE & S [ A TR 2.

“lug See Appendix.]
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2.0 Rating:
2.1 Voltage Rating: 10V AC/DC
AEHRMEM10V AC/DC
2.2 Frequency Range(#*%5iiFE) DC 50MHz-12GHz
2.3 Temperature Range: -5°C to +40°C storage; -40°C to +85°C operating
JEFESEE ¢ -5C to +40°C storage; -40°C to +85°C operating
2.4 Withstand Voltage (fiif#i/%) 100V AC 1 Min.
2.5 Nominal Characteristic Impedance (4#fEfH$T) 50+/-5 Ohm.
2.6 Power Rating (ZEIH ) 2W max.(@2GHz).
2.7V .S W.R* (HEJEIERLEE) 1.3Max.( DC 0.5~3GHz);1.4Max.( DC 3~6GHz)
1.5Max.( DC 6~12GHz);
2.8 i AHi#E/ insertion loss 0.5-3GHz <-0.15dB;3-6GHz < -0.30dB;
6-12GHz <-0.5dB;
2.9 [FE [ lisolation >-35dB@3GHz >-30dB@3~6GHz
>-21dB@6-12GHz
3.0 Test Condition: (il Z&(4)
All tests shall be performed as bellow conditions unless otherwise specified.
FITA MR LR B SR AR AT A 0 U RS B Ak
3.1 Temperature range : +15°C to +35C
MARIEBEVEH . +15°C to +357C
3.2 Humidity range: 25% to 80%
MAAIREIEHE . 25% to 80%
3.3 Atmospheric Pressure: 86kPa to 106 kPa (860 to 1060 m bar)
M KA E /7. 86kPa to 106 kPa (860 to 1060 m bar)
.0 Test Methods and Requirements (it /5 2 A1 E 3R ):

NS

.1 Examination of product(j*= i #h LK 36 ):

Iltem | Test Description Test Methods Requirement
i H Mk Mok LN

4.1.1  |[Examination of EIA 364-18 1). Shall meet visual requirement, show
product (Outward [Shall be confirmed with eyes in no physical damage.
Appearance accordance with each drawing. SN A AT (R ) BRI

Structure) Shall be confirmed by using proper 2). Structure shall be meet the design and

OIS FM-QE-E-02-003-01A
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77 A UL S KR B

measuring instruments.
A P TSRO0 7 e H A & AR T
42 P T R B R

dimensional requirements of drawing.#h

R G5 AL N85 1 P 2R Bt A RS R

Dimension and
plating thickness
measure

2T, CPK &,
PR E L.

JHIN B T L 4 Pl i SR B4 R &CPK
FHRBE RIS, o 2 JE )5

JUST i A2 AR RS
CPK >1.33.
WIREIE, e EAIE,

plating thickness

R

PRS- IRA, Il 2 5

(RERET s

FEfRIX: Ni 2~7.6pm. Au 0.10pm Min
JE4X . Ni 2~7.6um. 0.076~0.20 ym Au
2: AR

PEF%X . Ni 2~7.6um. 0.076~0.20 ym Au

4.2 Electrical Performance

(FHRARTERE):

Item | Test Description Test Methods Requirement
A Mtk M oA VSN
4.2.1 [Contact JIS C 5402 NS FORREE AH D S,

Resistance Make the BTB plugs and receptacles on

FEfh BE T board be fully F:nasied ,then appply 20mV, B pin EIETHE pin SHUERIE<S0mO
100mA current to the mated specimens PSR F B SR B FEfH<50mQ
KRR BTBRE ARE S B AR, |7 bty ot 525 (L fEt5< 20mQ
LI A FLE AR . 20mV, 100mA. Il
B SEREfS LLCR

4.2.2 |Insulation EIA 364-21 (or MIL-STD-202F, Method  [1).Initial: 500 MQ Minimum.

Resistance 302, Test Condition B) 2).After test: 100 MQ Minimum.

#a 25 [HHT Apply a voltage of 200 VDC between YIHEHE: 500 MQ Minimum.
adjacent terminals. of the plugs and MK 100 MQ Minimum.
receptacles. Electrification Time: 2 min
Jiti i1 200VDC £ 22 b & Bk i AH 418 9 A i~
Z [6], iEHELEE: 2 min

4.2.3 |Dielectric EIA 364-20 (or MIL-STD-202F, Method  |1). samples no breakdown.

Withstanding 301, Test Condition B) FERTICTH T, BESANR.

Voltage Apply a voltage of 100 VAC between 2). Cut off current: 2mA Maximum

OIS FM-QE-E-02-003-01A
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[[EEENES

adjacent terminals. of the plugs and
receptacles. Electrification Time: 1 min.
Jit i 100VAC 212 B &R AH 415 19 i iy 5~
Z 1), JEEEE: 1 min

FHIFHE: 2 mA Maximum

4.2.4

V.S.W.R
CHLEBEBELD

Measure the V.S.W.R as shown in figure
2 by the network analyzer

Frequency: DC0.5~12GHz

T P2 A BTG V.S W.R, AR

DCO0.5~12GHz.un ~ Kl o

NA

|| PporTI

TEST CABLE

0~3G 1.3Max
3~6G 1.4Max
6~12G1.5Max

4.2.5

insertion loss

GEAFFE)

Measure the insertion loss as shown in
figure 2 by the network analyzer
Frequency: DC0.5~12GHz

A LT ACIHR insertion loss, A%

J6 N DCO0.5~12GHz. 1 F B i

b NA

|| porT1

TEST CABLE

0~3G<-0.15dB;
3~6G< -0.30dB;
6-12GHz <-0.5dB;

OIS FM-QE-E-02-003-01A
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4.2.6 | |solation Measure the Isolation as shown in figure
PR 2 by the network analyzer >-35dB @3GHz
Frequency: DC0.5~12GHz >-30dB @3~6G
i P 2% 3 BTG Isolation >-21dB@6-12GHz
» ARJE Y DCO.5~12GHz. i R
TEST .-\.F'-l.li
4.3 Mechanical Performance (HLHTERE) :
ltem Test Test Methods Requirement
TiH | Description A% A HR
bR B
4.3.1 [Vibration MIL-STD-202, Method-201 1).Shall meet visual requirement, show no
E B half-sine wave, apply 0.1 ADC current - physical damage.
Acceleration:6G(490m/s2) 6g L ; 5
frequency:10-100 Hz: AN AT ) B AR
amplitude: 1.50mm 2).No discontinuities of 1 2 sec or longer
sweep time:20 minute .
the connectors condition is PCB mounting and |  duration.
the plugs mated with receptacles , they must 1t S T B b S T et 1.0 2R
be tested 1hours in each of the 3
axis(X,Y,Z),total 3 hours. 3)SL56 S5 » VSWR i R AFS 0K 5 F A%
FIETZE, 1@LL 0.1ADC Hijit. ,
- _ it IA%EE N 0.1dB ma JER
‘{mﬂlﬁiﬁ%’] 0_1 00 HZ, %}l}%mf}jﬂ 150mm %ﬂﬁé%}h*‘g EIjJD X EE@%)L*%W
I 6G
B 5E AT ()1 minutes KA RELAC & U7 2
JEAE X,Y,Z 3 Al &I 1 /NS, 3k 3 /N
4.3.2 |Physical EIA 364-27 Test Condition A 1).Shall meet visual requirement, show no
Physical Shock EIA 364-27 Test Condition A .
Shock physical damage.

(orMIL-STD-202F, Method 213)
half-sine wave, apply 0.1ADC current

OIS FM-QE-E-02-003-01A
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WUbg Acceleration:75G(490m/s2) AN ATAT A B AR

duration : 11ms.

the connectors condition is PCB mounting
and the plugs mated with receptacles ,
shocking apply to 3 times in each of the 6
direction of 3 axis.18 total shock.

FeIEGZ i, JELL 0. 1ADC HLit.

TR A 2 7 s < 756G (490m/s2)

WBRETE]): 1lms. KR8 PCB ABRELELE, 18
X, Y, Z =8l 3N RS 3k, Bdk 18 Ik

2).No discontinuities of 1 1 sec or longer

duration.

FHEIC, S 3 W AN T
3)5L5EfE - VSWR i e MR K © Flfii (£

1.0 Wk

BRIERUAEE T 0.1dB max JEHTAE

4.3.3

Durability
7 i Uk

EIA 364-09

Make the specimens that are on board
mated, then fix the receptacles to the machine
on horizontal or perpendicular direction. Use
the machine catch the plugs and separate the
specimens, then make the plugs be fully
mated with receptacles at a rate of
12.5millimeters/minute on horizontal or

perpendicular direction.duration:30 cycles
KRB ) BTB 2 i 5 B BC &4 Rt B 3 7K1
Bl T B[ E AR s B, GRS A A v 7
5, SRIEE AL, 12.5 millimeters/minute [
JEE 7K B LA N AR B B S & B AL, 7E3A
30 &K

1).Shall meet visual requirement, show no

physical damage.

HIMIREA AEAT B ) PRLATR
2). Contact Resistance value
e EEE 20mQ

4.3.4

Connector
Mating &
Unmating

Force

LN G

EIA 364-13

Make the specimens that are on board
mated, then fix the receptacles to the machine
on horizontal or perpendicular direction. Use
the machine catch the plugs and separate the
specimens, then make the plugs be fully
mated with receptacles at a rate of
12.5millimeters/minute on horizontal or

perpendicular direction.

FHHBREG BTB A5 BHRRL &1 FE A R ACT:

Mating force({@ A\ 17) :
%1% (15T Max=35N
# 30 % (30°T ) Max=35N

Unmating force : (#k i /1)
%1% (15T Min= 8N

# 30 ¥ (30°T) Min= 7N

OIS FM-QE-E-02-003-01A
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o3 B [E e R RS b, FACES SR A i oy
B, RIgE AL, 12.5 millimeters/minute E
JEE 7K - B8 A LA N AR Bk BB BC A B AL

BTB AREKEC & /G, W XIY BV, B
ERIR, 0k HSG HUBIA Hh 28 St K i s

4.3.5 |Contact EIA 364-35 0.2N/Pin Minimum.
Retention The pull speed shall 12.5 mm per minute on
Force the terminal assembled in the housing(Only for
i FfR¥5 /1 |female group vertical PIN terminal signal and
power PIN)
PL 12.5 mm per minute (135 5 , H5 20 5 78 it
PN PR DA B T i At R £ e 2H 37 g
T155 PIN B PIND
4.3.6 [SMT R P2 AR84E PCB T L, LA 125 mmper  |/K°F 50 3277 30N Min
R minute IR, AIKFF7 el B 57 (a4 i, [ BT A 85 /7 30N Min
7= 5 R PCB 3155
1  fAEHED
ESCILE ¥
4.3.7 ... |BTB on PCB and mating status, make plug |1)X/Y direction HSG strength need =35N
X/Y direction . L ;
HSGstrength and Rec. shear slip by X/Y direction until HSG
broken, record curves and get the Max value HSG X/Y 77 [ 5o ) B A< /N T 35N
. ... |dates of shear strength.
XIYHE 79

OIS FM-QE-E-02-003-01A
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12.5mm/min; F0E L HE BTB, L
Wi, CRATRE-TES) DLk . FEGR= (F2-F1)
IF2

(F2) v
Push farce

Force —=

Fl¢
Return force

Stroke —==

4.3.8 Guidi Make mating test by BTB Plug&Rec. offset No broken and scrap on Plug&Rec. side
uiding test 0.2mm in X/Y direction, set upper limit mating
ok N
TR force =60N O RETCATI & B
ANEES XY J7 AL 0.2mm 1A (i n]
#8), & 71 BRI E =60N;
438 | RF BTB ML EREL 1 F A FEARLE BON FE ) T CHUBMIRAREF 0 T HE
TE) ¥882 100 £, uii A REH AR
pressure
s
4.3.10 — WEA EASH, EFEEE-ERE, #EREE | TEE=60%

4.4 Environmental performance GREM:RE)

oy

(or MIL-202F, Method 107G Condition A.)
specimens shall be separated and
exposed 5 cycles as the following

conditions.

Item | Test Description Test Methods Requirement
B §E| N pa Mok AF R
4.4.1 [Thermal Shock |EIA 364-32, Test Condition | 1). Appearance shall not be distinct

damage.

N R RAE ] SYE BN
2). Contact Resistance value:
M52 E ) <20mQ

OIS FM-QE-E-02-003-01A




Page:
| 72 i ARA S DOC. No.651-11731-02 |Rev:xt|
ELECTRIC
. ALIEE AR 1
CONNECTOR P/N: e H A % H il H A
See Appendix. 1 Sean.zhang Sean.zhang zC
TECHNOLOGY
| 09/26/2019 09/26/2019 09/26/2019
W MPRREA A Bty 7 25 B f2 56 F . -55

'C (30 44k, +85°C (30 4r4h); HE 5 IK;
LB

3) A&,

W5 2 FAFHNUABEAT 145, X565 F
FEAHHCE 2h J i H BH S 244 25 i PH M
P& R DA R R Fash, Bz
8 TG A B 1 2R A R

3)sLBE - VSWR i e AR 0K ¢ FiET%

BRIERAEHE T 0.1dB max S TAUE A

temperature of 260 degrees Celsius,
reference temperature curve, and the
requirements of the SMT2 time;

2. electric soldering iron, requires

4.4.2 (Humidity EIA 364-31, Test Condition A Method Ill, [1). Appearance shall not be distinct
i P (or MIL-202F, Method 103B Test Condition| damage.
B.) ANEE I IR B AL IR
The specimens shall be separated 2). Contact Resistance value
and left in the chamber of 25°C ~65C |yt 5 44 18 2 <20Mw
temperature and 90~95% humidity for - . o
° ~OO 7 NUMIAYION oy VSWR ARSI ; ETER:
96hrs. After test drying in ambient ) ¥
. iEw)aaAiiasg i 0.1dB max fEHYMARIN
condition for 1 hours
RRMAREA A BRI 7 B — MEDR B TR
HYZEZ (RN R EE 96 /NI > [RZEMRIETE
25C~65C » MY * 90~95% - 58
R SE R AT I B A PR T 1 /N
4.4.3 [Solder ability EIA 364-52 The surface of the portion to be soldered
PR Make the specimens’ tail tested by the ~ |shall at least 95% covered area must
last testing step immersion into molten show no voids, pin holes
RGN £ 1 ARk BN T AR ) 95% LA
solder at 245+/-5°C for 3+/-0.5 seconds. - - °
DA A BRI AR L N 245+/-5°C ()&
A BT 2+/-0.58. SRS REAR SR .
4.4.4 |Resistance to According to the following conditions to  |Appearance:
soldering heat test connector. No abnormality.
TR 1. Infrared reflow soldering, the peak |4} G B 4547 +

Coplanarity of the solder tail should be
not beyond 0.10mm

OIS FM-QE-E-02-003-01A
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275 degrees 30 seconds,
R BN S AFREAT I
1ALAMR AR 3%, IR 2602 LT,
2R 2K (5.0), HEZESRSMT2iX;
2 RS BRS4E, K 270 JiE 30 A,

FEBATTH EEANER 0.10mm

4.4.5

Resistance to
high storage
temperature
e Al X

Make the samples be separated and
Leave them in the chamber of
temperature +85°C +/-2°C for 250hr, then
it shall be subjected to standard
atmospheric condition for 1~2h

A REA ) BT EAE— N +85C+-2C Y
7 [A] L& 250 /N, SRS FEARHEIA ST T T
#H 1-2h.

1). Appearance shall not be distinct
damage.
AN I S () A AR

2). Contact Resistance value

MR E A <20mQ

3)sLBe e VSWR i e AR ZK © FfbifET%
i wlgaAitEsE 1 0.1dB max JEHYMARIN

4.4.6

resistance to low
storage

temperature

(IR A7 A 0 1

Make the samples be separated and
Leave them in the chamber of
temperature -40°C+/-2°C for 96hr, then it

shall be subjected to standard

atmospheric condition for 1~2h

M AREA ) B TEAE—1-40°C+/-3TCHY
2 [A) Lk 96 /N, SRS TEFR M T I
# 1-2h

1). Appearance shall not be distinct
damage.
Afie IR B SRR

2). Contact Resistance value

MR E A <20mQ

4.4.7

Salt water spray
£ %5 M

EIA 364-16A (MIL-STD-202 METHOD
101)

Temperature: 35°C+2°C

R 35°C+2°C

Density of salt water : 519§
HAKIKEZ: 5119%

Duration: 4812 hours.

R4t [A]: 48 +2 hours.

1). Appearance shall not be distinct
damage.
ANfe I B B AR
2). Contact Resistance value i 5481t
fH#)<20mQ

3)sLBjE - VSWR i e IS K ¢ FiiiET%
BRIERAEHE T 0.1dB max JEHYALRS A

OIS FM-QE-E-02-003-01A
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4.4.8 |Times of Rework
Soldering
i JEE K

TCEsFRE AR AR R /0 3 K CHEM
I top A Bottom T & —2 > II—XAL
EXEIED)

1). Appearance shall not be distinct

damage.
A I S ) A AR AR

5.0 INFRARED REFLOW CONDITION ([a]37 48 i £ 4 4)

1 4P [E] 57 R 25 B 5K

S TG
Yo X LR

(150°C % 200°C) 100~120's
A I R ZE(TL~Tp) Max: 3°C /s
WAL (217°C) LU L] 100~150s
AR B Vi s R L 255°C
250°C b, L Hf ] Min: 30s
BHI B RIEER (Tp~TL) Max: -6°C/s
25°C 3| Tp B 1A Max: 8min

OIS FM-QE-E-02-003-01A
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//— SupplierT, 2T _H\*.
| P . User Tp 2T,

—_—

Supplier tp

I j
Max. Ramp Up Rate = 3°Cls
Max. Ramp Down Rate = 6°C/s
e T ¢ '
3 b
- Tamax
© !
| .
[}
e
= !
Q ts
[
25
|-—Time 25°C to F’e;k

Time —>

Fig1.Reflow Temperature profile

6.0 INSTRUCTION OF APPLICATION TO USAGE = 4H 35 s F 35 0/

This specification is written based on the supposition that the receptacle is mounted on PCB (Hard PCB) and
the plug is mounted on FPC. In the case of the receptacle is mounted on FPC and the plug is mounted on PCB
(Hard-PCB) is also covered. Receptacle contains formable terminal. Please pay attention to un-mating process
of connectors if you mount Receptacle on FPC

UYL TR B e A PCBIEAR. (it MISEhrzedke. AJEsnfEFPC (D M, SEPrZe B mfEm, [F
I A BRI AEFPC (BB A BEEPCBEMR (BN LS. BREE RS T3 52, SCEEIFPC (K
O I, R R I A

6.1 MATING (i N AEAHK)
6.1.1 HOW TO MATE(INSERTION) A&7k G
After positioning correctly for mating ,then the distance between PCB and FPC is about 1.10mm, insert the

OIS FM-QE-E-02-003-01A
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Plug to the receptacle in parallel with each other.

HAERS GENBD EXT AL E AT A EXTEFE, PCBIARAFPCHAR 8] (1) R~ KA EAE1.10mm 2 )5,
K 22 RN 55 B A DR FFF 14 i RN

Please find correct position at inside wall of receptacle and inside wall of plug

IR E R A WA B, TR Py B AT 23 JBE P BE R EAT 1A

STEP 1

Positioning the plug correctly in parallel with the receptacle

VS 23 N5 B A 0 PR BRSO (o B

Correct position

STEP2 R E

Correct position for mating

IR IR R R ALE

Position the plug correct by adjusting back or forth
BB RN R B 5 2 7 IR

O HI S FM-QE-E-02-003-01A
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STEP3

Insert the plug in parallel wich the receptacle until fully seated

TR 2 BN P AT TN 21 B

STEP4

6.2 MATING POSITIONING WITH SLIGHTLY INCLINED 2H-& -G 07 B 173 O B P47 16 % TR M
6.2.1 When operated in “a” Direction(lengthways) K75 A4 H H EE

Please keep it within 0.10mm

THORFFLE 0.10mm LA

Please find right Position

regarding to procedure
below(i§ 1% LL T AR I B A7
#)

“b” Direction % Jj [ “a” Direction (lengthways) K J5A]

O HI S FM-QE-E-02-003-01A
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STEP1]| "

¥ 10" Max

“b” Direction Position for mating by inclining the plug to the

a0

a” Direction
receptacle approximately less than 10°

HEA MR MBR (10 LU FRE TRATHS
fir B B AR

STEP2

STEP3 Once the plug is positioned over the receptacle

Move it to the parallel position

P EWEGIE, TR PRAUAN R EE R AT

v

L

Position the plug correct by adjusting back or forth
Please go to the STEP3 in 6.1.1 LA B A PE N R AL VA 2 75 X
HZM 6.1.1 P53 BT N —HRAE

O HI S FM-QE-E-02-003-01A
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6.2.2 When operated in “b” Direction %577 [f] 45 [ H & I

ﬁ

I | Please find right Position

Please keep it within
| 0.10mm
THRFFAE 0.10mm BAWY

regarding to procedure

below (i #% LA T L FE K %)

“b” Direction

“b” Direction %5 5[] “a” Direction (lengthways) K5

Position for mating by inclining the plug to the
receptacle approximately less than 10°

TEAE A PR AL (10 BELLR) WPIRES T RHMTH A
o B ERAE

“b” Direction

STEP2

Notes)Pay attention NOT to have the wrong position in
“b” Direction i¥: 1EVERN ERARWZEASTEAKR

STEP3

Once the plug is positioned over the receptacle
Move it to the parallel position
REE R E T, TR PR AT R R ORAF P AT

go to the STEP3in 6.1.1
HZM 6.1.1 DR 34T R — PRl

Position the plug correct by adjusting back or forth
BB A RN B & B AL
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6.3 CONNECTOR HANDLING WHEN MATING(ZH & i #4355 1)

Please DO NOT apply force while mating the receptacle or plug at an angle in the “a” direction(lengthways)
It may cause damage to the connector

TR LI PAT RS AT A A B o W RAEERES M ATAT . ARAEMTRI RS TSI, A
B2 RESA T, oA BURERS 6.

Mating with angle(Wrong Handling) Mating with Parallel(Correct Handling)

ERAR R A i T B P

This product is downsized comparing with the current products and needs to be handled more carefully.
When mating(inserting), do NOT push the only center of connector but the whole connector in parallel with

The receptacle . When pushed only the center of connector , it may cause damage to the connector

AT i EEIA 77 SR EL ), RS R R, A EAD I, ARe R eSS g, BT R
. FPC INsEAR 3R A TSI, AR R S eSS R 101, JERE t 2A Srib i mT ae

Pushing only Center(Wrong Handling) Pushing Whole Paralleled(Correct Handling)
W d R T B A v A5 AT R AR R

OIS FM-QE-E-02-003-01A
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6.4 UN-MATING
6.4.1 HOW TO WITHDRAW #k tH 777%

The plug shall be released from the receptacle paralleled to the mated axis or by moving the plug slowly
WE A E AT RS, SR — RIS Ak .

Releasing the plug paralleled to the mated axis Releasing the plug by moving slowly in “a” direction

WS TATRE

Releasing the plug by moving slowly in “b” direction

OIS FM-QE-E-02-003-01A
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6.4.2 CONNECTOR HANDLING WHEN WITHDRAWING (4% H! B 5 /E i B 00D

This product is downsized comparing with the current products and needs to be handled more carefully
When un-mating(withdrawing), do NOT twist the plug to release . It may cause damage to connector.

A7 EE A 72 IR BN, SRR R BRI CRRARSR D o I RAE T EEMURPIRAS TR 1E, ERds e
A RS AT RE

Releasing the plug paralleled to the mated axis

WEAG AT E

nn "
“% ”

Slant releasing in “a” Direction (lengthways)

KI5 T R

g

Slant releasing in “b” Direction

Merit and demerit for slant releasing are below AL IR
K7 ) iR Ak 2 77 S5 A 7 18] O BURHA 25 77 AFAE BL R AR RUR k55
Slant releasing in “a” Direction (lengthways) Slant releasing in “b” Direction
K7 T AR A K7 TR AR A

Merit 1.Not easily cause the damage to the terminals | None
PR AN 5 51 i 1A T TeRFHIE AL

2.Hard to be withdrawn # H! 1 7 /& /)N
Demerit 1. Multiple connector can be damaged plug The continuity defect can be caused by
R 20N T SR I A IR T RE SRR 24 e damage to the terminals

Ui T AT A, (R A7 AR AN S R 7T
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7.0 Test Group

Sample Groups

Test

ltem

Test Description

I J | K

4.1.1

Examination of

product

1311313

1,3

1,6

1,5 1,5

1,5

1,6 1,5

Dimension and

plating thickness
measure

2R, CPK S, 8%
JEIERE.

BRITEE.

4.2.1

Low Level Contact

Resistance

3,10

2,8

2,7

2,7

2,7

2,7

4.2.2

Insulation Resistance

4.1

3,9

3,8

3,8

3,8

3,8

4.2.3

Dielectric

Withstanding Voltage

5,12

4,10

4,9

4,9

4,9

4,9

4.2.4

V.SW.R
CRUEBEBHD

47

3,8

3,7 3,7

3,7

3,7

4.2.5

insertion loss

(IATFE)

3,6

2,7

2,6 2,6

2,6

2,6

4.2.6

isolation
(G125

4.3.1

Vibration

4.3.2

Physical shock

4.3.3

Durability

4.3.4

Mating & Unmating

force

6,9

4.3.5

Contact Retention

Force

4.3.6

SMT (REIRFF ]

4.3.7

X/Y direction
HSGstrength

XIY AEFTIR

4.3.8

Guiding test
T ) RE ST I

4.3.9

resist pressure

UL

4.3.10

FRUEH
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4.4.1 [Thermal Shock

4.4.2 |Humidity

4.4.3 |Solderability

4 4.4 |Resistance to
soldering heat

4.4.5 [Heat resistance

4.4.6 |Cold resistance

Salt water spray ({1

&)

4.4.7

Times of Rework
4.4.8 |Soldering
MR E

Number of Test Samples

(Minimum) S

R 1. PR &t A IR
The applicable product descriptions and part numbers are as shown in Appendix. 1.

s e
ProductPartNo. Description
818011731 BTB RF Plug Double Row Pitch 0.35 mm H0.60mm 16pos
818011732 BTB RF Rec Double Row Pitch 0.35 mm H0.60mm 16pos
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