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Screw/plug-in terminal strip
820(-DS)
Screw/screwless connection

& CWEE:BHNHEET)@ B General Information

Fitch 10mm
ﬂﬂ!-llnﬁ Mo. o pdes 1-12
H-_| Areas of application Ter minal for the quick connection of solid wies.

[ Technical Data
Clamping Range
075 -1.5mm? /[ 18- 16 AWGS [1]
without wire profeclon 075 -6 mmeJ 0,75 - 25 mf 18- 12 AWG [2]

with wire profector 075 -6 mmeJ 0,75 - 2.5 me [ 18- 12 AWG [
Rated Cross Section [1] 1.5 mm/[2] 25 mm?
Wire Stripping Length 7mm +0,5mm
Overvatage Category 3 ? 7
Pallution Severity Level Il Ml I
Rated Voltage 2o 20w 630V
i Rated Impulse Voltage 4V 4KV 4KV

Fated Insulation Volage 450% acc. loEN 60998-1

The terminal strip 820 with pitch 10 mm has a dual wie lerminal conneclar on ane Rated Current [M17.5A7[2] 24 A

side. Here, the leads are inserted and clamped all the way 1o the stop. These Torque 08 Nm

terminal strips are designed for solid ¢ ondue tors,

The: opposie side is equipped with saew connections with rectanguiar clamping

spaces. The screws are ready 1o bewired, secured against sell-loosening and . M aterial

captive. Mo king PA, natural V-2 (PA. natural, V-0)

The wie poledor of the "D5"wversion reliably prevenls damage © mulliwie Details in braguets for “no flame” products

flexible conductors by the turning screw, Comparative Tracking Index — CTI =600
These termirals stips can be serememourted on a substrate, Insulating Group I
: , : , : Temperature Range A0°C up o W00°C
Mote: For the version without wire protector, flexible wires can only be commected P "d P
with a ferrule, Terminal Body Tin plated brass
Screw M35; zinc plated sted, blue passivated
Wire protector Slainless steel strip
. Part Numbers ) , :
] i Spring Hairless sted stip
Mo, of 520 820-05 Length P
poles
] 11.8156.202 11,815,202 8,50 4000 B Approvals
2 12.815202 32.815.202 1850 2000 Curent Valtaoe Grop BN Mm
3 13.815.202 33.815.202 28,50 1000 10 200 B 16-10(3] 051
4 14.815.:202 34.815.202 38,50 800 o\ Y 10 150 C 16-10 (3] 051
5 15815202 A5 815.202 48,50 500 : 10 00 B0 20-10[3] 051
[ 16.815.202 36.815.202 58,50 200 . 10 150 I 20-101[3] 0517
7 17.815.202 a7.815.202 68,50 200
[ 18,815,202 38.815.202 78,50 100 Current  Valtage mm?
9 1.'-3..']1:.2_02. 39.815.?0? 88,50 100 ‘& 24 450 3 615
10 20815202 400815.202 8850 50 —
11 21.815.202 41.815.202 108,50 50
12 22.815.202 42,815,202 117,50 A0

. Options | Accessories
« Consecutive numbering

B Part Numbers: "no flame" acc. to glow-wire test « Special marking according Io dtawing

N of 820 820.05 Legth PU ) S
poles Y « Selfadheshe merking strip BST-10,00
o 12 815202 ENG 18,50 2000 « Mersion with doveall base |:[_'f|.'|E 821]

3 33815202.ENE 2850 1000

4 BIE202ENE 3850 BOD 1l ;”9 m””m“['

6 IBI5202ENE 5850 200 [E]] e s
7 37.815202EN6  BB.AD 200 i

8 IBEIE202ENE  TRE0 100

12 42815202 EN6 117,50 50

further mumber of poles on request

WECO Contact GmbH - i, weood rod pacom .13
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