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Specifications:

PR -

1.Voltage rating:250VAC/DC
HiEHE: 250V AC/DC

2.Current rating:3A AC/DC
AUE . 3A AC/DC

3.Withstanding voltage:1000V AC/minute
i 52 HL = 1000V AC/4 %k

4. Temperature range: -25°C-+85C
IJEYEH: -25°C-+85C

5.Insulation resistance:1000MQ MIN
#ZHfH: 1000MQ MIN

6.Contact resistance:10mQ Max
Fef s B 10mQ Max

8821H-XXDP | Nylon UL94V-0(2) 8821W-D

8821T

Series No. Material Mate with Wafer

Mate with Terminal

- | Circuits Dimensions
A B C
M m 3 2 250 | 7.30 5.00
D OOoOODOODQ,||- 3 5.00 | 9.80 | 4.00
A AA A A A 4 7.50 (12.30 [ 5.00
5 10.00 | 14.80 | 7.50
4 6 12.50 ( 17.30 | 10.00
A\ 7 15.00 | 19.80 | 12.50
8 17.50 | 22.30 | 15.00
9 20.00 | 24.80 | 17.50
10 22.50 | 27.30 | 20.00
11 25.00 | 29.80 | 22.50
12 27.50 | 32.30 | 25.00
13 30.00 | 34.80 | 27.50
14 32.50 | 37.30 | 30.00
15 35.00 | 39.80 | 32.50
16 37.50 | 42.30 | 35.00
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