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SPECIFICATIONS

MECHANICAL LIFE: 50,000 make-and-break cycles.

CONTACT RESISTANCE: 20m () max. initial @ 2-4VDC
100maA for both silver and gold plated contacts.

INSULATION RESISTANCE: 1,000M ) min.
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MATERIALS

CASE & BUSHING - Glass filled nylon 66, flame retardand,
heat stabilized ( UL94V-0 ).

PLUNGER - Thenoplastic Polyester (UL 94V-0), with intenal O-ring seal.

SWITCH SUPPORT - Brass or steel electrotin plated.

POS.1 POS.2
Model
No. h h
8AS9 OFF MOM
Term.
Comm. 13
OPEN
SCHEMATIC — .
or

SWITCH FUNCTION

IA/

DAILYWELL copyright, may not be used
without permission from DAILYWELL

T _E WS‘W%W &/m_,ﬂf Pq ﬁwWMu

RATING :
R.G : 0.4 Volt-Amps(VA) max. @20V max.(AC or
Q.C.S.K: 3Amps @120VAC or 28VDC.

1Amp @250VAC.

DC)

DIELETRIC STRENGTH: 1,000 V RMS@sea level. CONTACT - Silver or gold plated Copper alloy. =12 W N\
OPERATING TEMPERATURE: -30°C to 85°C. ROHS - 2002/95/EC >1V/ %; MMMA» Ex\%d ﬁl _wm / \H
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