%?@J% %%%% A1002 SERIES 1.00mm pitch wire to board connector

Specifications

Current rating:1A AC,DC

Voltage rating:50V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:20m(JMax.
Insulation resistance:100M(Min.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
L\ A\
E326732 E326732
( Assembly layout |
6.25 REF —
) "
P 2
N 1
{ 2 v ?
7.05 REF. ﬂ ﬂ
N —
. ] m ]
J s P
7 77 ) ) 2
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1.00mm pitch wire to board connector

[ A1002-T )—1.00mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A1002H-XP(-2),A1002H-2xXP series Housing

0.12+0.02 o
| N
A} [ \ e
g : g 1.40+0.20 ]
/ # / -
[ / =
: : ki |
\ \ =)
SEC:A-A
A A o
N [+2]
r S @ | 0.30+0.05
B 8 o
< 17 %
1.10+0.20 g_
= o
= SEC:B-B
3
0.40+0.10 P
+l
o
0.75+0.10 a
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1002-TP AWG#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1002-GP AWGH#28-#32 0.80mm(max) Phosphor Bronze Gold over flash 20,000 PCS
Optional Gold plating available but MOQ requested
[ AlOOZA_T Fl.OOmm pitch Crimp Terminal
o
Reference Informations: S
. . . 2
*Used in CJT A1002HA,HB,HE-XP series Housing = 1.3040.20
—
0.12
0 SEC:A-A
o) SECA-A
=
1l
o
n =
S N
o
+|
S 1.10£0.20
o
A 8 0.30:0.10
] 5
£ I B < SEC:B-B
i (. :
2 9 2
[ {| 0.45MIN 2 = 0.55+0.10 -2
0.76+0.15 ) g
- —
0.40+0.10 |
SEC:.C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1002A-TP AWG#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1002A-GP AWGH#28-#32 0.80mm(max) Phosphor Bronze Gold over flash 20,000 PCS

Optional Gold plating available but MOQ requested

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES

1.00mm pitch wire to board connector

[ AL002C-T J—xoomptcncrmpremmia

Reference Informations:
*Used in CJT A1002HC,HD-XP series Housing

| 0.15 0 9
] \ ( il =) i’l
{J H 1.2540.25 &l 1052025 Y
\ \ =]
: : 18
/ ' / S I )
| SEC:A-A SEC:B-B
! ‘_ S — _‘ ]
| A A
' ; : =] |, 0.30+0.05
| [ ] o S
SEFf C by ° S 5 5
I iy 2 — | . g 2
| c c © & 0.75+0.10 Q 0.75+0.10 ©
i 0.65+0.10 ‘ f 8 z ° °
.65+0. o o
D D +1 ©
i ,9 (3] Ll @__
N
L_i_ 189 SEC: C-C SEC: D-D
0.45:+0.10 0.70£0.10 0.25+0.05
0.35+0.05
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1002C-TP AWG#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1002C-GP AWG#28-#32 0.80mm(max) Phosphor Bronze Gold over flash 20,000 PCS
Optional Gold plating available but MOQ requested
[ A1002 D_T Fl.OOmm pitch Crimp Terminal
Reference Informations:
*Used in CJT A1002HG,HI-XP series Housing
0.12 o
M N
AY o
: | | 1.3040.20 g
: o
[ / =
~ ' ] +
\ | | 5 -
1 ] o
| | SEC:A-A
i r _,l,_ 8 ﬂ-—’l_
D 1 A W.id A ol o .
| e N 3 . 0.28+0.10
= Eh s
= B B o b 1.02+0.20 &
= L
-
| | 0.55+0.10 0.80+0.10 IS4 3
g ?| 0.95+0.10 SEC:B-B
0.10£0.08 ]
@ H
0.38+0.05
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1002D-TP AWG#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1002D-GP AWG#28-#32 0.80mm(max) Phosphor Bronze Gold over flash 20,000 PCS

Optional Gold plating available but MOQ requested

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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- A1002 SERIES 1.00mm pitch wire to board connector

) PR B

[ A1002 H -X P ]—l.OOmm pitch Single Row Housing

Reference Informations:

*Ma_teriaI:PBT,UL94V—O . . Ordering Information:
*Suitable CJT A1002-T series Terminal A1002H-XP - **
*Mates with CIJT A1002WV-S,WR-S-XP series Single Row Wafer 1 2
*Color:White 1.Part No.

2.Material:

Blank):PBT,UL94V-0
GWT:PBT,UL94V-0,GWT 750°C

/—Circuit 1

Ordering Information & Dimensions:

Dimensions
PART NO. ry 5

1.00+0.10 2P 1.00 5.00
3P 2.00 6.00

4P 3.00 7.00

A+0.20 5P 4.00 8.00
6P 5.00 9.00

7P 6.00 10.00

B+0.25

) 2.80+0.25 8P 7.00 11.00
9P 8.00 12.00
10P 9.00 13.00

11P 10.00 14.00

12P 11.00 15.00

J g 13P 12.00 16.00

S 14P 13.00 17.00

8 15P 14.00 18.00

J l ‘ 15 16P 15.00 19.00

17P 16.00 20.00

18P 17.00 21.00

19P 18.00 22.00

2.08+0.20 20P 19.00 23.00
Unit: mm

(Alooz H -XP-Z)—l.OOmm pitch Single Row Housing

Reference Informations:
*Material:PBT,UL94V-0

Ordering Information:

*Suitable CJT A1002-T series Terminal AL002H-XP-2 - *#*

*Mates with CJT A1002WV-S,WR-S-XP series Single Row Wafer 1 2

*Color:White 1.Part No.
2.Material:

Blank):PBT,UL94V-0

GWT:PBT,UL94V-0,GWT 750°C
Circuit 1

i

Ordering Information & Dimensions:

Dimensions
! PART NO. - =
2P 1.00 3.00
3P 2.00 4.00
1.00+0.10 ap 3.00 5.00
o 5P 4.00 6.00
6P 5.00 7.00
2.80:0.25 7P 6.00 8.00
8P 7.00 9.00
5 oP 8.00 10.00
10P 9.00 11.00
11P 10.00 12.00
— 9 12P 11.00 13.00
=] 13P 12.00 14.00
8 14P 13.00 15.00
0 15p 14.00 16.00
16P 15.00 17.00
17P 16.00 18.00
18P 17.00 19.00
B+0.25 2.08+0.20 19P 18.00 20.00
20P 19.00 21.00
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES 1.00mm pitch wire to board connector

[ A1002 HA-X P ]—l.OOmm pitch Single Row Housing

Reference Informations:

*Material:PBT,UL94V-0

*Suitable CJT A1002A-T series Terminal

*Mates with CJT AL002WRA-S,WRE-S-XP series Single Row Wafer
*Color:White

€+0.20 Ordering Information:
A£0.20 A1002H1A—XP ;
1.0040.10 1.Part No. Ordering Information & Dimensions:
\—Circuit 1 2.Material: - -
(Blank):PBT,UL94V-0 PART NO. Dimensions
8 B £ B S B B I I B B GWT :PBT,UL94V-0,GWT 750°C — 120 35(3)0 230
|ll| |ll| |ﬂ| |ll| 3P 2.00 4.00 3.40
4P 3.00 5.00 4.40
T T[T T[T TT TT T TT T 5P 4.00 6.00 5.40
6P 5.00 7.00 6.40
1.70+0.20 7P 6.00 8.00 7.40
8P 7.00 9.00 8.40
9P 8.00 10.00 9.40
10P 9.00 11.00 10.40
Q 11P 10.00 12.00 11.40
g & 12P 11.00 13.00 12.40
& E’. 13P 12.00 14.00 13.40
2 14P 13.00 15.00 14.40
15P 14.00 16.00 15.40
16P 15.00 17.00 16.40
17P 16.00 18.00 17.40
18P 17.00 19.00 18.40
B0.25 2.30£0.25 19P 18.00 20.00 19.40
20P 19.00 21.00 20.40
Unit:mm

( A1002 H B-XP )—1.00mm pitch Single Row Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A1002A-T series Terminal

*Mates with CJT A1002WVB-S,WRB-S-XP series Wafer

*Color:White
Circuit 1
Ordering Information:
! ! o A1002HB-XP - ***
I < e L g Ifortion & Dimensi
a § é_pan Noi Ordering Information & Dimensions:
i .Material: - -
L TT TT T =~ (Blank):Nylon 66,UL94V-0 PART NO. ry Dlmegsmns C

1.000.10 GWT:Nylon 66,UL94V-0,GWT 750°C > 100 3.00 2.40
A£0.20 3P 2.00 4.00 3.40
€020 4pP 3.00 5.00 4.40
5P 4.00 6.00 5.40
3.79+0.25 6P 5.00 7.00 6.40
BIg2S 7P 6.00 8.00 7.40
1.70+0.20 8P 7.00 9.00 8.40
9P 8.00 10.00 9.40
10P 9.00 11.00 10.40
11P 10.00 12.00 11.40
12P 11.00 13.00 12.40
] 13P 12.00 14.00 13.40
9 3 14P 13.00 15.00 14.40
S <3 15P 14.00 16.00 15.40
§ ~ 16P 15.00 17.00 16.40
o g 17P 16.00 18.00 17.40
‘3 18P 17.00 19.00 18.40
8 19P 18.00 20.00 19.40
A N ] 20P 19.00 21.00 20.40

Unit:mm
CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES

1.00mm pitch wire to board connector

[ A1002 H C-XP ]—l.OOmm pitch Single Row Housing

Reference Informations:
*Material:Nylon 46,UL94V-0
*Suitable CJT A1002C-T series Terminal

*Color:lvory

Circuit 1—\

A+0.20

1.00+0.10

1.45+0.25

L@g@@q@r

B+0.25

C+0.25

[ Alooz H D-XP)—l.OOmm pitch Single Row Housing

Reference Informations:
*Material:Nylon 46,UL94V-0

*Suitable CJT A100.

2C-T series Terminal

*Color:lvory
N
o
+|
<
—
|
e e
VA
Circuit 1—/ 1.00+0.10
A+0.20
B+0.25
an I
o O
T T T T i ‘
A
C+0.25

Ordering Information:

A1002HC-XP - ***
1 2

1.Part No.

2.Material:

(Blank):Nylon 46,UL94V-0
GWT:Nylon 46,UL94V-0,GWT 750°C

1.20+0.10

0.30+0.05

2.80£0.20

3.15+0.20

7.00+0.25

Ordering Information & Dimensions:

Dimensions
PART NO. ry 5 C
4P 3.00 4.60 6.60
6P 5.00 6.60 8.60
Unit:mm

Ordering Information:
A1002HD-XP - ***

1 2
1.Part No.
2.Material:

(Blank):Nylon 46,UL94V-0

GWT :Nylon 46,UL94V-0 GWT 750°C

1.20+0.10

0.30+0.05

7.00+0.25

3.15+0.20
2.80+0.20

3.10+0.25

SOSSOSSASSASSASSAN

e

Ordering Information & Dimensions:

Dimensions
PART NO.
© A B ©
4P 3.00 4.60 6.60
6P 5.00 6.60 8.60
Unit:mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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a A1002 SERIES

1.00mm pitch wire to board connector

[ A1002 H E-XP ]—l.OOmm pitch Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT A1002A-T series Terminal
*Mates with CJT A1002WRC-S-XP series Wafer

Ordering Information:
A1002HE-XP - ***

*Color:White 1part 1\110. 2
2.Material:
A#0.10 = (Blank):Nylon 66,UL94V-0
1.00+0.10 o 2 GWT:Nylon 66,UL94V-0,GWT 750°C
/_CII’CUItl E
N N O I T -
HMMMMMMﬁ Ordering Information & Dimensions:
Dimensions
I PARZ-LNO' 1'20 3%0 230
3P 2.00 4.00 3.40
C+0.20 2.30+0.20 4P 3.00 5.00 4.40
5P 4.00 6.00 5.40
6P 5.00 7.00 6.40
: : 7P 6.00 8.00 7.40
8P 7.00 9.00 8.40
9P 8.00 10.00 9.40
& 10P 9.00 11.00 10.40
g 9 11P 10.00 12.00 11.40
o 2 ] 12P 11.00 13.00 12.40
8 8 13P 12.00 14.00 13.40
& © 14P 13.00 15.00 14.40
2 15P 14.00 16.00 15.40
16P 15.00 17.00 16.40
17P 16.00 18.00 17.40
18P 17.00 19.00 18.40
19P 18.00 20.00 19.40
2 20+0.20 B+0.25 20P 19.00 21.00 20.40
Unit:mm

[Alooz H G -XP)—l.OOmm pitch 180° Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT A1002D-T series Terminal
*Mates with CJT A1002WRD-S-XP series Wafer

*Color:White

/—Circuit 1
/

N1

i

|

Ordering Information:
A1002HG-XP - ***

1 2
-I 1.Part No.
T O T T I & 2.Material:
I (Blank):Nylon 66,UL94V-0
1.00+0.10 S GWT:Nylon 66,UL94V-0,GWT 750°C
o
~
A+0.20 5
B+0.20 1.85+0.20
X 3 =
] «
@ 2 u
N g =
© ©
—
2 1340.20 0.75 2.50+0.20

Ordering Information & Dimensions:

Dimensions
PART NO. ry B
2P 1.00 2.30
3P 2.00 3.30
4P 3.00 4.30
5P 4.00 5.30
6P 5.00 6.30
7P 6.00 7.30
8P 7.00 8.30
9P 8.00 9.30
10P 9.00 10.30
11P 10.00 11.30
12P 11.00 12.30
13P 12.00 13.30
14P 13.00 14.30
15P 14.00 15.30
16P 15.00 16.30
17P 16.00 17.30
18P 17.00 18.30
19P 18.00 19.30
20P 19.00 20.30
Unit:mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES

1.00mm pitch wire to board connector

[ A1002 H I-XP )—1.00mm pitch 90° Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT A1002D-T series Terminal
*Mates with CJT A1002WRD-S-XP series Wafer

*Color:White
/—Circuitl
‘ ‘ ‘ VARIN= = Ordering Information:
A THT TR AL002HI-XP - #=*
I\l L2
! ' ' I 1.Part No. ) ) ) )
TULTTTUITIIT TTIT TTTU TTTUIT —=5 2.Mater|§|: Ordering Information & Dimensions:
8 (Blank):Nylon 66,UL94V-0 eSS
1.00+0.05 = GWT :Nylon 66,UL94V-0 GWT 750°C | PART NO. A B
o
A£0.10 5 2P 1.00 2.30
3P 2.00 3.30
4P 3.00 4.30
€025 5P 4.00 5.30
B+0.15 — 2752010 1.85£0.10 6P 5.00 6.30
7P 6.00 7.30
8P 7.00 8.30
= —
9P 8.00 9.30
10P 9.00 10.30
11P 10.00 11.30
S o o 12P 11.00 12.30
= P - 13P 12.00 13.30
+ +
8 \_J ) 14p 13.00 14.30
© o < 15P 14.00 15.30
R 16P 15.00 16.30
17P 16.00 17.30
[ ] ] 18P 17.00 18.30
19P 18.00 19.30
2.13+0.20 0.75 2.50+0.20 20P 19.00 20.30
Unit:mm

( Alooz HJ—XP )—1.00mm pitch Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0
*Mates with CJT A1002WRJ-F
*Color:Black

-XP series Wafer

A+0.20

|

B+0.25

1.85

v

n =

Ordering Information:

A1002HI-XP - ***
1 2

1.Part No.

2.Material:

(Blank):Nylon 66,UL94V-0
GWT :Nylon 66,UL94V-0,GWT 750°C

I

The FPC cable into the
schematic diagram

3.40+0.20

5.15+0.25

10.40+0.25

|

2.10

11.00+0.25

Ordering Information & Dimensions:

Dimensions
PART NO. ry B
4P 3.00 7.35
5P 4.00 8.35
6P 5.00 9.35
7P 6.00 10.35
8P 7.00 11.35
9P 8.00 12.35
10P 9.00 13.35
11P 10.00 14.35
12P 11.00 15.35
13P 12.00 16.35
14P 13.00 17.35
15P 14.00 18.35
16P 15.00 19.35
17P 16.00 20.35
18P 17.00 21.35
19P 18.00 22.35
20P 19.00 23.35
30P 29.00 33.35
Unit:mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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T/ A1002 SERIES 1.00mm pitch wire to board connector

[A]_OOZ H -2XX PJ—l.OOmm pitch Dual Row Housing

Reference Informations:
*Material:PBT,UL94V-0

*Suitable CJT A1002-T series Terminal
*Mates with CJT A1002WV-S,WR-S-2xXP,
A1002WV-S-F-2xXP series Dual Row Wafer

*Color:White
Circuit 2
S N N N O O Y A A Ordering Information:
AL002HI-2xXP - ***
O . 1 2
At 1.Part No.
_**** 2.Material:
g (Blank):PBT,UL94V-0
/ GWT:PBT,UL94V-0,GWT 750°C
OO TT TT TT TT T TT TR
1.00+0.10 Circuit 1—/_
A+0.20
4.20+0.20
yA AN
_ _ _ Ordering Information & Dimensions:
= = 2 st
3 PART NO. Imensions
S A B
1 Ll L] w0 2x6P 5.00 9.00
A [ 2x8P 7.00 11.00
2x10P 9.00 13.00
2x15P 14.00 18.00
B+0.25 4.90+0.25 2x20P 19.00 23.00
2x25P 24.00 28.00
Unit: mm

66\1002WV-S-X Fj—l.OOmm pitch 180° Single Row Wafer - SMT TYPE

Ordering Information:

Reference Informations: AL1002WV-S-XP - **% . %
*Material:Pin:Phosphor Bronze/Tin over Nickel 1 2 3
Solder Tabs: Phosphor Bronze/Tin over Nickel ;?Aégtte,:‘igi-
Insulator:Nylon 6T,UL94V-0 : N
*Mates with CIJT A1002H-XP(-2) series Single Row Housing %ag:\ogﬁafglf\i\ggm 750°C
*Color:lvory 3 Finish:
(Blank):Tin over Nickel
A£0.10 G:Gold over Nickel
1.00+0.05
0.700.10 1. 0.60£0.05 Ordering Information & Dimensions:
o |_’_| 9 AT NG Dimensions
\ 9 % =] A B
N 9 - J 8 2P 1.00 4.00
1.00£0.10 \—Circuitl % -‘__/_ - = 2o >0
SV, 8 Circuit 1 4P 3.00 6.00
A%0.20 < 7 5P 4.00 7.00
6P 5.00 8.00
1.20+0.10 7P 6.00 9.00
P.C.B LAYOUT 8p 7.00 10.00
- CAP 9P 8.00 11.00
. FOR PICK AND 10P 9.00 12.00
B20.25 2.90+0.25 FoRE SYSTEMS) 1P 10.00 13.00
12P 11.00 14.00
13P 12.00 15.00
]1 14P 13.00 16.00
& 15P 14.00 17.00
7 16P 15.00 18.00
: 17P 16.00 19.00
18P 17.00 20.00
i M 19P 18.00 21.00
20P 19.00 22.00
0.70
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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1.00mm pitch wire to board connector

[AlOOZWR-S_X Fy—l.OOmm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1002H-XP(-2) series Single Row Housing
*Color:lvory

Ordering Information:
A1002WR-S-XP - *** - **
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

A£0.10
0.70£0.10 1.00:0.05
. 0.60£0.05 Ordering Information & Dimensions:
M U PART NO. Dimensions

° A B
o ed K b 2P 1.00 4.00
N == \—Circuitl 2 30 2.00 209
1.00:0.10 Circuit 1 § g. - 4P 3.00 6.00
w| 5P 4.00 7.00
A*0.20 7— 6P 5.00 8.00
7P 6.00 9.00
8P 7.00 10.00
1.20+0.10 5 0 0
510,25 P.CBLAYOUT 10P 9.00 12.00
2.90+0.25 11P 10.00 13.00
12P 11.00 14.00
\V/ I 13P 12.00 15.00
o 14p 13.00 16.00
S 15P 14.00 17.00
o ° 16P 15.00 18.00
i vi R = 17P 16.00 19.00
T o 18P 17.00 20.00
r 19P 18.00 21.00
r 20P 19.00 22.00
|| 020 —

Unit: mm

@1002WRA-S-X Fj—l.OOmm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Solder Tabs: Brass/Tin over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1002HA-XP series Single Row Housing
*Color:lvory

Ordering Information:
AL002WRA-S-XP - *** - +*
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750°C
3.Finish:

A+0.10 (Blank):Tin over Nickel
1.00+0.05 G:Gold over Nickel
B+0.25 1.10£0.05 | | _.I__I.M
27 7 0 _ Ordering Information & Dimensions:
PART NO Dimensions
3 299 % o : A B €
g ol © 2p 1.00 3.50 2.50
—
S = E 3P 2.00 4.50 3.50
7 g_ 4p 3.00 5.50 4.50
é o 5P 4.00 6.50 5.50
a2 6P 5.00 7.50 6.50
0.60+0.10 7P 6.00 8.50 7.50
P C.B LAYOUT 8P 7.00 9.50 8.50
- 9p 8.00 10.50 9.50
10P 9.00 11.50 10.50
+0.2
€020 5.00+0.25 11P 10.00 12.50 11.50
4.25+0.20 12P 11.00 13.50 12.50
13P 12.00 14.50 13.50
S 14P 13.00 15.50 14.50
e g 3 15P 14.00 16.50 15.50
08 | o 16P 15.00 17.50 16.50
o N 17P 16.00 18.50 17.50
1004010 0.60 fH 18P 17.00 19.50 18.50
.00+0.
1.3040.10 19P 18.00 20.50 19.50
A+0.20 20P 19.00 21.50 20.50
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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» A1002 SERIES

1.00mm pitch wire to board connector

66\1002WVB-S-X Fy—l.OOmm pitch 180° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 9T,UL94V-0
*Mates with CJT A1002HB-XP series Single Row Housing
*Color:lvory

Ordering Information:
AL002WVB-S-2XXP - *** - **
1 2

1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0

GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

A+0.10 | 1.05
1.00
0.75 ) i . I
I~ Ordering Information & Dimensions:
3l o PART NO. Dimensions
0 - : o A B
Lo 3 ol § 2P 1.00 3.70
B B B A >

o © 3P 2.00 4.70
S T 4P 3.00 5.70
& 1.00£0.10 I 5P 4.00 6.70

N

- A+0.20 0.60 0.55 6P 5.00 7.70
Circuit 1 7P 6.00 8.70

P.C.B LAYOUT 8P 7.00 9.70
9P 8.00 10.70
3.4040.20 CAP 10P 9.00 11.70
B0.25 /_ 11P 10.00 12.70
N N\ 12P 11.00 13.70
M - ° 13P 12.00 14.70
9 0 g 14P 13.00 15.70
i 3 3 15P 14.00 16.70
3 ('{,’ 16P 15.00 17.70
1 < < 17P 16.00 18.70
1Nl -] — 18P 17.00 19.70
o 1.20+0.10 19P 18.00 20.70
Circuit 1 0.20 20P 19.00 21.70

3.50+0.20 Unit: mm

@1002WRB-S-X Fj—l.OOmm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 9T,UL94V-0
*Mates with CJT A1002HB-XP series Single Row Housing
*Color:lvory

Ordering Information:
A1002WRB-S-2XXP - *** - +*
3 2 3

1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0

GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

A0.10
Ordering Information & Dimensions:
1.1040.05 . 1.00£0.05 0.60+0.10 _
| | PART NO. Dimensions
7? T A B
] HiH 5 % 2P 1.00 3.70
o , , i 77 o 3P 2.00 4.70
S = & o o 4P 3.00 5.70
o o . .
0.60+0.10 < 5
8 L. 000 e I —— ol € 5P 4.00 6.70
i A£0.20 g < 6P 5.00 7.70
‘ @ 7P 6.00 8.70
8p 7.00 9.70
P.C.B LAYOUT op 8.00 10.70
81025 3.400.20 10P 9.00 11.70
11P 10.00 12.70
12P 11.00 13.70
- 13P 12.00 14.70
9 - 9 14P 13.00 15.70
g 8 g 15P 14.00 16.70
] & 3 ] 16P 15.00 17.70
~ a8 L ~ 17P 16.00 18.70
ill 51 - 18P 17.00 19.70
[/ 19P 18.00 20.70
1.20+0.10 20P 19.00 21.70
o 0.20
Circuit 1 Unlt mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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» A1002 SERIES

1.00mm pitch wire to board connector

@1002WRC-S-XF9—1.00mm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Solder Tabs: Brass/Tin over Nickel
Insulator:Nylon 9T,UL94V-0
*Mates with CJT A1002HE-XP series Single Row Housing
*Color:lvory

Ordering Information:

AL002WRC-S-2xXP - *** _ **
1 2 3

1.Part No.

2.Material:

(Blank):Nylon 9T,UL94V-0

GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

A%0.10 o
B+0.25 0.70+0.05 , 1.00+0.05 u‘f)} Ordering Information & Dimensions:
e Dimensions
0.60 = PART NO.|—— S =
o 2P 1.00 3.90 2.50
5 3P 2.00 4.90 3.50
C S 0.6050.10 4P 3.00 5.90 4.50
~ 9 = — 5P 4.00 6.90 5.50
& - 6P 5.00 7.90 6.50
¥ S 7P 6.00 8.90 7.50
i\ 727 8P 7.00 9.90 8.50
08040 10 ut 9P 8.00 10.90 9.50
1.00+0.10 | | P C.B LAYOUT 10P 9.00 11.90 10.50
A0.15 o - 11P 10.00 12.90 11.50
: ] 4.93+0.25 12P 11.00 13.90 12.50
C+0.20 & 068 13P 12.00 14.90 13.50
[~ Circuit 1 = 14P 13.00 15.90 14.50
15P 14.00 16.90 15.50
W & & 16P 15.00 17.90 16.50
] F [1] e 7P 1600 | 18.90 | 17.50
® ‘E o @ 18P 17.00 19.90 18.50
19P 18.00 20.90 19.50
|_I 0.20 20P 19.00 21.90 20.50
Unit:mm

@1002WR D-S-XFy—l.OOmm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Solder Tabs: Brass/Tin over Nickel
Insulator:Nylon 9T,UL94V-0
*Mates with CIJT A1002HG,HI-XP series Single Row Housing
*Color:lvory

Ordering Information:
A1002WRD-S-2xXP - *** - **
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0

GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:

A+0.10 (Blank):Tin over Nickel

o
— G:Gold over Nickel
0.70£0.05 . 1.00£0.05 ] =
B0.25 0 . . . .
© Ordering Information & Dimensions:
77 Dimensions
, o PART NO. - 5 S
A Y s i 2P 1.00 3.90 250
+| o o
g ¥ L 0.6040.10 3p 2.00 4.90 3.50
ol @ o 4p 3.00 5.90 4.50
o 5p 4.00 6.90 5.50
L p= 6P 5.00 7.90 6.50
I I (A § 7P 6.00 8.90 7.50
0.80£0.10 o 8P 7.00 9.90 8.50
4|1'°01'0'10 ] 9P 8.00 10.90 950
A£0.20 P.CBLAYOUT 10P 9.00 1190 | 1050
11P 10.00 12.90 11.50
C+0.20 5.00£0.25 12P 11.00 13.90 12.50
[-Circuit 1 13P 12.00 14.90 13.50
14p 13.00 15.90 14.50
W S 9 15P 14.00 16.90 15.50
Qg = 16P 15.00 17.90 16.50
n o oo @§n & 5 17P 16.00 18.90 17.50
- — 1 i ™ 18P 17.00 19.90 18.50
|-| 0.20 19P 18.00 20.90 19.50
. 0.70
—= 20P 19.00 21.90 20.50
Unit:mm

CHANGJIANG CONNECTORS
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oy A1002 SERIES

1.00mm pitch wire to board connector

[ AlOOZWV-S-ZXXPJ—l.OOmm pitch 180° Dual Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel

*Mates with CJT A1002H-2xXP series Dual Row Housing

Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 6T,UL94V-0

*Color:lvory
Circuit 2
- 1.00+0.10
Circuit 1
A+0.20
B+0.25

Ordering Information:
A1002WV-S-2XXP - *** - **
1 2 3
1.Part No.
2.Material:
(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750°C

3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

1.00+0.10 0.60 0.900.10
1+ .
— i—i i_i 0.85+0.10
I LI —
— —
9 4 9 =
............................. A 2
] Circuit 1 Sl |
3l o S~
o| v
@©
—
P.C.B LAYOUT
5.90+0.25
5.40+0.20

o
o
-
o
-
-
L
-
o
-
o
-
-
o
-
o

4.25+0.20

@ZI_OOZWR-S-Z)(XFj—LOOmm pitch 90° Dual Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel

*Mates with CIJT A1002H-2xXP series Dual Row Housing

Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 6T,UL94V-0

*Color:lvory

Circuit 1:

1.00+0.10

Circuit 2

A+0.20

B+0.25

4.67+0.25

ﬁL—n—{-_.._k S
0.71

5.00+0.25

Ordering Information:

AL002WR-S-2xXP - ¥ - **
1 2 3

1.Part No.

2.Material:

(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

Circuit 1—\

Ordering Information & Dimensions:

Dimensions
PART NO. ry B
2x6P 5.00 8.30
2x8P 7.00 10.30
2x10P 9.00 12.30
2x15P 14.00 17.30
2x20P 19.00 22.30
2x25P 24.00 27.30
Unit: mm

1.25+0.10

1.00£010 _ ,_ 0.60 _

0.90+0.10

s BEeEE
ﬁ

5.40+0.25

P.C.B LAYOUT

5.10+0.25

0.70

RN
=3
=
=
=
=
=3
S
=3
=+
=

%ﬁom 10

7.30+0.10

Ordering Information & Dimensions:

Dimensions
PART NO. r B
2x6P 5.00 8.30
2x8P 7.00 10.30
2x10P 9.00 12.30
2x15P 14.00 17.30
2x20P 19.00 22.30
2x25P 24.00 27.30
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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, A1002 SERIES

1.00mm pitch wire to board connector

[ AlOOZWV-S-F-ZXXFj—l.OOmm pitch 180° Dual Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1002H-2xXP series Dual Row Housing
*Color:lvory

Ordering Information:

AL002WV-S-F-2XXP - *** . **
1 2 3

1.Part No.

2.Material:

(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

Circuit 2 0.60 0.90:0.10
+
i 1 1.0040.10 i—i 0.85+0.10
e o L]
T o T b -l O
o| ©
EER 111111
o of ©
- 8 ol o
. i i i - ——— éf,' g
Circuit 1 20.55+0.10 8| |
N _*_*_l ' ' L*_*_ r v <]'_ ,\
1.00+0.10
Circuit 1 I—
A+0.20 0.85+0.10
P.C.B LAYOUT
5.90+0.25
B+0.25
5.40+0.20 Ordering Information & Dimensions:
 — T 1 LI LI Di i
8 " ﬁ E a PART NO. Imensions
(_/ \.) ol o S A E
a3 5 2x6P 5.00 8.30
g @ < 2x8P 7.00 10.30
y '8 ) D . < A N
Ly uouzo uuuuuuuuuuuuuuu —$-|-L4: 2x10P 9.00 12.30
—+ - 0.50 |1 90 2x15P 14.00 17.30
0.85 071 | | == 2x20P 19.00 22.30
- 5.00+0.25 2x25P 24.00 27.30
Unit: mm
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