%@%? %ﬁgggg Al1201 SERIES 1.20mm pitch wire to board connector
e

Specifications

Current rating:2A AC,DC

Voltage rating:50V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:10mQMax.

Insulation resistance:100MQMin.

Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
®
. N RN
E326732 E326732
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Assembly layout

4.30 REF.
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Al 201 SERIES 1.20mm pitch wire to board connector
[ A1 20 1 T )—1 20mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1201 series Housing
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Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201-GP AWG#28-#30 0.63mm(max) Phosphor Bronze Gold over Nickel 30,000 PCS
[ A1 20 1 _T_A F 1.20mm pitch Crimp Terminal
Reference Informations:
*Used in CJT A1201HA series Housing 012
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Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201-GP-A AWG#28-#32 0.63mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS
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g A1201 SERIES

1.20mm pitch wire to board connector
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[ A1 201 T B )—1 20mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1201HB,HC-XP series Housing
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Ordering information & Specifications: ) Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201-TP-B AWG#28-#32 0.63mm(max) Phosphor Bronze Tin over Nickel 30,000 PCS
A1201-GP-B AWG#28-#32 0.63mm(max) Phosphor Bronze Gold over Nickel 30,000 PCS
[ A1 20 1 _T_ D ]—1 .20mm pitch Crimp Terminal
Reference Informations:
*Used in CJT A1201HD-XP series Housing
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Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201-GP-D AWG#28-#30 0.63mm(max) Phosphor Bronze Gold over Nickel 40,000 PCS
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1.20mm pitch wire to board connector

[ A1 201 M'G P )—1 .20mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1201 series HOUSing 1.15+0.20
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Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201M-GP AWG#28-#32 0.50mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

[ A1 201 H'XP )—1.20mm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A1201-T series Terminal
*Mates with CJT A1201WR-S-XP series Wafer
*Color:Black

Ordering Information:

. 2.Material:
Circuit 1 (Blank):Nylon 66,UL94V-0
D1 GWT:Nylon 66,UL94V-0,GWT 750°C
Ordering Information & Dimensions:
€£0.15 1.2040.15 —
PART Dimensions
NO. A B C D
2P 120 | 3.10 | 260 | 3.60
3P 240 | 430 | 380 | 4.80
© 4P 360 | 550 | 5.00 | 6.00
o 5P 480 | 670 | 6.20 | 7.20
§ 6P 6.00 [ 790 | 740 | 8.40
ped 7P 720 [ 910 | 860 | 9.60
8P 8.40 [ 10.30 | 9.80 | 10.80
9P 9.60 | 11.50 | 11.00 | 12.00
10P | 10.80 | 12.70 | 12.20 | 13.20
11P | 12.00 | 13.90 | 13.40 [ 14.40
1.20£0.05 12P | 1320 | 15.10 | 14.60 | 15.60
A%0.10 13P | 14.40 | 16.30 | 15.80 [ 16.80
14P | 15.60 | 17.50 | 17.00 [ 18.00
B0.15 15P | 16.80 | 18.70 | 18.20 [ 19.20
Unit: mm
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1.20mm pitch wire to board connector

Ordering Information:
A1201HA-XP - ** - ***

Reference Informations:

*Material:Nylon 66,UL94V-0 — 1 3 3
*Suitable CJT A1201-T-A series Terminal 1.Part No.
*Mates with CJT A1201WRA-S-XP series Wafer 2.Color:
*Color:White (blank):White
BK:Black
3.Material:

(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
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C+0.20 1.2040.20 Ordering Information & Dimensions:
B+0.30 Dimensions
PART NO. A B C
o 2P 1.20 3.35 2.60
Circuit 1'\ 0.25 3P 2.40 455 3.80
| | | 4P 3.60 5.75 5.00
)
-l- 5P 4.80 6.95 6.20
il i) | oo | s | 740
7P 7.20 9.35 8.60
1.20£0.10 8P 8.40 10.55 9.80
9P 9.60 11.75 11.00
A£0.20 10P 10.80 12.95 12.20
Unit: mm
[ A1201HB-XP }—— zommpicn Housin
Reference Informations:
*Material:PBT,UL94V-0
*Suitable CJT A1201-T-B series Terminal
*Color:Natural
| B£0.25 .
C+0.25 1.2040.20 Ordering Information:
A1201HB-XP - ***
1 2
1.Part No.
2.Material:
(Blank):PBT,UL94V-0

GWT:PBT,UL94V-0,GWT 750°C

i
J— |
4.60+0.20

&

Circuit 1
M T Ordering Information & Dimensions:
PART Dimensions
1.20£0.10 NO. A B C D E
A+0.20 2P 1.20 2.98 2.60 3.20 3.50
3P 2.40 4.18 3.80 4.40 4.70
D£0.25 4P | 360 | 538 | 500 | 560 | 5.90
£+0.25 5P | 480 | 658 | 620 | 680 | 7.10
6P 6.00 7.78 7.40 8.00 8.30
Unit: mm
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s A1201 SERIES

= 5 d (4]

1.20mm pitch wire to board connector

[ A1201HC-XP }—zommen s

Reference Informations:
*Material:PBT,UL94V-0

*Suitable CJT A1201-T-B series Terminal
*Color:Natural
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Circuit 1

Ordering Information:

A1201HC-XP - ***

1
1.Part No.
2.Material:

2

(Blank):PBT,UL94V-0
GWT:PBT,UL94V-0,GWT 750°C

Ordering Information & Dimensions:

PART Dimensions

NO. A B C D

2P 1.20 2.98 2.60 3.20
3P 2.40 4.18 3.80 4.40
4P 3.60 5.38 5.00 5.60
5P 4.80 6.58 6.20 6.80
6P 6.00 7.78 7.40 8.00

Unit: mm

[ A1 20 1 H D'XP )—1 .20mm pitch Housing

Reference Informations:
*Material:PBT,UL94V-0

*Suitable CJT A1201-T-D series Terminal Ordering Information:
*Mates with CJT A1201WRD-S-XP series Wafer A1201HD-XP - ***
*Color:Gray 1 2
- 1.Part No.
Circuit 1 2.Material:
(Blank):PBT,UL94V-0
[~|]:1|" [[:ﬂ_l]:ﬂ_[l:ﬂ_w "“:ﬂ—5 GWT:PBT,UL94V-0,GWT 750°C
1.20+0.10
A+0.15
C+0.25
o
0
o
&
@ Ordering Information & Dimensions:
[Te]
‘ \ ‘ \ ‘ \ ‘ \ ‘ \ ‘ \ m. Dimensions
[ep]
PART NO. A B C
2P 1.20 2.60 3.40
3P 2.40 3.80 4.60
4P 3.60 5.00 5.80
B+0.20 1.20 5P 4.80 6.20 7.00
6P 6.00 7.40 8.20
Unit: mm
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I/

., A1201 SERIES

1.20mm pitch wire to board connector

[A1 201 WR-S-XF?—1 .20mm pitch 90° Wafer - SMT TYPE

Reference Informations:

Ordering Information:
A1201WR-S-XP - ** - =**

*Material:Pin:Phosphor Bronze/Gold over Nickel 1 2 3 A+0.05 3
Insulator:Nylon 6T,UL94V-0 1.Part No. 9
Solder Tab: Phosphor Bronze/Tin over Nickel 2.Color: 1.20£0.05 3

*Mates with CJT A1201H-XP series Housing WiBlaCk B ©

*Color:Black Moy o - B T B o SR

3.Material: r |_J |_J 1
(Blank):Nylon 6T,UL94V-0 ! !
B+0.25 GWT:Nylon 6T,UL94V-0,GWT 750°C ! 0.60 !
- i . i
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V4 3 | o | I g
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3 5 | g
8 S i IS
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K a / \. a
3  Ep— G- SR ——
~ 3 0.70+0.05
=] 0.80+0.05 - A
D P.C.B LAYOUT
Ordering Information & Dimensions:
C+0.20 1.40 - -
Dimensions
PART NO. A B C
2P 1.20 4.20 2.60
A10.2
0.20 3P 2.40 5.40 3.80
Gircut 1 1.20+0.10 4P 3.60 6.60 5.00
trou! '\ 5P 4.80 7.80 6.20
Y 6P 6.00 9.00 7.40
7P 7.20 10.20 8.60
m m 8P 8.40 11.40 9.80
1 1 9P 9.60 12.60 11.00
| 0.20 |_| 0.20 10P 10.80 13.80 12.20
H - Unit: mm

[A1201WRA-S-XP)——1 20m en 0 s - s vee

Reference Informations: V= ™ 7|
*Material:Pin:Phosphor Bronze/Gold over Nickel

Insulator:Nylon 6T,UL94V-0

Solder Tab: Phosphor Bronze/Tin over Nickel
*Mates with CJT A1201HA-XP series Housing

*Color:lvory
2Pin 4Pin
1.20+0.10 A+0.10
. 1.20
o | ) 0.60 Ordering Information:
® [ A1201WRA-S-XP - *** - **
[T} ] 1 2 3
8 3 p % Z 1.Part No.
- -l g 1 2.Material:
=] (Blank):Nylon 6T,UL94V-0
§ GWT:Nylon 6T,UL94V-0,GWT 750°C
< o = 3.Color:
AN s 8 (blank):Ivory
% o BK:Black
2 0o -
1] & N
C020 Ordering Information & Dimensions:
/ PART NO. Dimensions
(2P,3P)0.70 A B C
B+0.30 (4P)0.75 080 2P 1.20 4.20 2.60
— P.C.B LAYOUT 3P 2.40 5.40 3.80
A20.20 4P 3.60 6.60 5.00
| 2 5P 4.80 7.80 6.20
= i i i T e 6P 6.00 9.00 7.40
S m 7P 7.20 10.20 8.60
T ® 8P 8.40 11.40 9.80
I S S B s = 9P 9.60 12.60 | 11.00
Gircuit 1 M.u._ 0.200.05 3.95:0.20 , 10P 10.80 13.80 12.20
Unit: mm
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g A1201 SERIES

1.20mm pitch wire to board connector

[A1 201 WRD-S- XF?—1 .20mm pitch 90° Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Insulator:Nylon9T,UL94V-0
Solder Tab:Phosphor Bronze/Tin over Nickel
*Mates with CJT A1201HD-XP series Housing
*Color:Natural

/—Circuit 1
=

1.20+0.10

A+0.15

C+0.20

B+0.25

1.20

0.20+0.05

A1201WRD-S-XP - *** - **

Ordering Information:

1 2 3

1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0

GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel
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3.75+0.10
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RECOMMENDED PCB LAYOUT

Ordering Information & Dimensions:

GENERAL TOLERANCE +0.05 Diransions
PART NO. " B s
2P 1.20 4.20 2.70
° 3P 2.40 5.40 3.90
A C 4P 3.60 6.60 5.10
5P 4.80 7.80 6.30
6P 6.00 9.00 7.50
4.30+0.20 7P 7.20 10.20 8.70
8P 8.40 11.40 9.90
Unit: mm
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