§§§ ggggg% A2007 SERIES 2.00mm pitch wire to board connector

Specifications

Current rating:4A AC,DC

Voltage rating:125V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:10m(Max.
Insulation resistance:1000M()Min.
Withstanding voltage:1000V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*
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A2007 SERIES 2.00mm pitch wire to board connector

( A2007 T )—2 00mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A2007H-XP series Housing
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Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A2007-TP AWGH#22-#26 1.50mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A2007-GP AWGH#22-#26 1.50mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS

Optional Gold plating available but MOQ requested

[ A2007 H'XP FZ.OOmm pitch Housing -

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A2007-T series Terminal

*Mates with CJT A2007WV,WR,WR-S,WR-S-F-XP,

A2007WVD,WRD-XP series Wafer Qragina Fiormatan:
*Color:White S 5 3

1 2 3 Q l
1.Part No. q
—_ 1 L= 2.Material: @) /
: : (Blank):Nylon 66,UL94V-0 Q) 2
@ @ GWT :Nylon 66,UL94V-0 GWT 750°C O /
m m 3.Color:
/ BL:Blue

=i

(Blank):White
BK:Black
E:Yellow
2.00£0.10
Circuit 1 Ordering Information & Dimensions:
£A20.20 Dimensions
4.000.20 PART Q) ry B
2P 2.00 5.60
3P 4.00 7.60
4p 6.00 9.60
v o 5P 8.00 11.60
S 6P 10.00 13.60
L 8 17 7P 12.00 15.60
|:J_l Jﬂ J_D s 8P 14.00 17.60
| L 9P 16.00 19.60
i 10P 18.00 21.60
I 11P 20.00 23.60
12P 22.00 25.60
B+0.25 4.60+0.25 13P 24.00 27.60
14P 26.00 29.60
15P 28.00 31.60
Unit: mm
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A2007 SERIES

2.00mm pitch wire to board connector

[ A2007 H D-XP FZ.OOmm pitch IDC Housing

Reference Informations:
*Material:

Terminal:Phosphor Bronze/Tin over Nickel

Housing:Nylon 66,UL94V-0

*Mates with CJT A2007WV,WR,WR-S,WR-S-F-XP,
A2007WVD,WRD-XP series Wafer

*Color:White
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[ A2007WV-X P)—Z.OOmm pitch 180° Wafer ——

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:Nylon 66,UL94V-0

*Mates with CJT A2007H,HD-XP series Housing
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Ordering Information:
A2007HD-XP - *** - **
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-0

GWT :Nylon 66,UL94V-0 GWT 750°C
3.Color:

(Blank):White

BK:Black

BL:Blue

YL:Yellow

Ordering Information & Dimensions:

Dimensions
PART NO. ry B C
2P 2.00 6.00 4.80
3P 4.00 8.00 6.80
4P 6.00 10.00 8.80
5P 8.00 12.00 10.80
6P 10.00 14.00 12.80
7P 12.00 16.00 14.80
8P 14.00 18.00 16.80
9P 16.00 20.00 18.80
10P 18.00 22.00 20.80
11P 20.00 24.00 22.80
12P 22.00 26.00 24.80
13P 24.00 28.00 26.80
14P 26.00 30.00 28.80
15P 28.00 32.00 30.80
Unit: mm

Ordering Information:
A2007WV-XP - *** - **

GWT :Nylon 66,UL94V-0 GWT 750C

Ordering Information & Dimensions:

1 2
1.Part No.
2.Material:

20040 10 (Blank):Nylon 66,UL94V-0

3.Color:

h <> Pany (Blank):White

N N BK:Black
20.8070 ) BL:Blue
- YL:Yellow
P.C.B LAYOUT
2.60+0.20
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Dimensions
PART NO. ry B
2P 2.00 5.96
3P 4.00 7.96
4P 6.00 9.96
5P 8.00 11.96
6P 10.00 13.96
7P 12.00 15.96
8P 14.00 17.96
9P 16.00 19.96
10P 18.00 21.96
11P 20.00 23.96
12P 22.00 25.96
13P 24.00 27.96
14P 26.00 29.96
15P 28.00 31.96
Unit: mm
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T/ 1 A2007 SERIES 2.00mm pitch wire to board connector

[AZOO?WR-X P]—z.OOmm pitch 90° Wafer

Reference Informations: Ordering Information:
*Material:Pin:Brass/Tin over Nickel A2007WR-XP - *#* - **
Insulator:Nylon 66,UL94V-0 1 2 3
*Mates with CIT A2007H,HD-XP series Housing 1.part No.
*Color:White 2.Material:

(Blank):Nylon 66,UL94V-0
GWT :Nylon 66,UL94V-0 GWT 750°C

PIN ©0.60
3.Color:
(Blank):White
2.00+0.10 BK:Black
BL:Blue
N AN A YL:Yellow
— A\ L——] WYY
0. () D +0.10
ﬂ] A% Ay \,\ 20.80_5 99
P.C.B LAYOUT
2.00+0.10 \—Circuit 1 Ordering Information & Dimensions:
A+0.20 PART NO. Dimensions
A B
4.000.25
B+0.25 2P 2.00 5.96
3.00+£0.20 3P 4.00 7.96
4P 6.00 9.96
\ LA 5P 8.00 11.96
9 6P 10.00 13.96
gl 8 7P 12.00 15.96
9 =] I 8P 14.00 17.96
S vl R ° oP 16.00 19.96
S - S 10P 18.00 21.96
w i S 11P 20.00 23.96
i - 12P 22.00 25.96
~
= > 13P 24.00 27.96
14P 26.00 29.96
15P 28.00 31.96
3.20+0.20 —
Unit: mm
[A2007WV/D-XP——200mm pich 150" water —
‘ ‘ A£0.10
Reference Informations:
e : . .00+0.
*Material:Pin:Brass/Tin over Nickel 2.00£0.05 |
Insulator:Nylon 66,UL94V-0 \
*Mates with CIJT A2007H,HD-XP series Housing 4 q} 'q} 'q}
*Color:White . +0.10
“0-80.5 50
N \ P.C.B LAYOUT Ordering Information:
/—CIrCult 1 /—C|rcun 1 A2007WVD-XP - *** - %%
T ! 1 2 3
f 10 I 9 1.Part No.
o S 2.Material:
¥l H
o o (Blank):Nylon 66,UL94V-0
7P v b S b [r 2 7P ¢ ° [r & GWT :Nylon 66,UL94V-0 GWT 750°C
ZEN -:d VN hld 3.Color:
Blank):White
2.00+0.10 2.00+0.10 KBK:—Blalck
A£0.20 A*0.20 BL:Blue . . ) )
YL:Yellow Ordering Information & Dimensions:
Dimensions
PART NO. A 5
2P 2.00 5.80
B+0.25 B+0.25
3.00£0.20 3P 4.00 7.80
4P 6.00 9.80
5P 8.00 11.80
0 0 § 6P 10.00 13.80
= =] IS & 7P 12.00 15.80
: ~
8 2 = 5 8P 14.00 17.80
© © Q 9P 16.00 19.80
® 10P 18.00 21.80
11P 20.00 23.80
12P 22.00 25.80
13P 24.00 27.80
14P 26.00 29.80
4P~15P 2P~3P 15P 28.00 31.80
Unit: mm
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A2007 SERIES

2.00mm pitch wire to board connector

[ A2007WRD-X P]—z.OOmm pitch 90° Wafer

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CJT A2007H,HD-XP series Housing

2.00+0.05 ‘_‘I
oo

A+0.10

]

. S
Color:White @0_80_+(§)..01(§)
P.C.B LAYOUT
A20.20 £20.20 Ordering Information
1 on:
2.00£0.10 2.000.10 AZOOTWRDXP - 4 - =
1 2 3
o ° L.Part No.
[ N 2.Material:
L 9 % (Blank):Nylon 66,UL94V-0
P S o & & [|( § ’I] & & & [r § GWT :Nylon 66,UL94V-0 GWT 750°C
3.Color:
T AN — A N— LT (Blank):White
H H H H H BK:Black Ordering Information & Dimensions:
BL:Blue - -
&; ﬂ:YelIow PART NO. Dimensions
A B
Circuit 1 Circuit 1 2P 2.00 5.80
+0. ‘0. 3P 4.00 7.80
Aol B20.25 3.0040.20 2P 6.00 9.80
5P 8.00 11.80
° 6P 10.00 13.80
9 Q g 7P 12.00 15.80
E E ===
ol f o F — 2 2
¢ 8 o & 10P 18.00 21.80
© ® 11P 20.00 23.80
] M| 13P 24.00 27.80
3.20+0.20 14P 26.00 29.80
4P~15P 2P~3P 15P 28.00 31.80
Unit: mm

[A2007WV- F-3 P)—ZOOmm pitch 180° Wafer With Foot

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CJT A2007H,HD-3P series Housing

*Color:White
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Ordering Information:
A2007WV-F-3P - *** . **
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-0

GWT :Nylon 66,UL94V-0 GWT 750C
3.Color:

(Blank):White

BK:Black

BL:Blue

YL:Yellow

Unit: mm
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2.00mm pitch wire to board connector

[A2007WR—S-X P]—z.OOmm pitch 90° Wafer - SMT TYPE

Ordering Information:
A2007WR-S-XP - = - =

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A2007H,HD-XP series Housing

*Color:Beige

A+0.20

2.00+0.10

o
o
o

4P~15P

B+0.25

4.70+0.20

@\2007WR-S- F-X Fy—z.OOmm pitch 90° Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A2007H,HD-XP series Housing

*Color:Beige

C+0.20

Circuit 1
ﬁ/

B0.25 )

A+0.20
2.00+0.10

4.70+0.20

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129

1 2 3
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0 2 %%
GWT :Nylon 66,UL94V-0 GWT 750°C o 2%
3.Color: A &
(Blank):Beige 2.40 —'-Llc—ﬂ B
BK:Black 7
YL:Yellow é @
150 | | |__| 210
P.C.B LAYOUT
Dimensions
PART NO.
A B
5.80+0.25 2P 2.00 8.00
3.00+0.20 3P 4.00 10.00
4P 6.00 12.00
5P 8.00 14.00
& - 6P 10.00 16.00
g L 7P 12.00 18.00
< 8P 14.00 20.00
9P 16.00 22.00
10P 18.00 24.00
11P 20.00 26.00
12P 22.00 28.00
2060 || 3P 24.00 30.00
14P 26.00 32.00
15P 28.00 34.00
Unit: mm
0.50 c 2.40
Ordering Information: 21.10
A2007WR-S-F-XP - ¥+ -+ o i 2110 L Py =) %%
L 25 3 i Y4 o %%
1.Part No. A g I
2.Material: 2.40 1. 1120 o 1.20
(Blank):Nylon 66,UL94V-0 7
GWT :Nylon 66,UL94V-0 GWT 750°C / 2 2
3.Color: % é o o
KBBE‘—Q@(;Ee'ge |__1.50 || 210 150 | | A | |210
o etz
P.C.B LAYOUT
4+ o
2p~3pP Dimensions
L PART NO. A B c
2P 2.00 8.00
5.80+0.25 3P 4.00 10.00
3.00£0.20 4p 6.00 12.00 5.60
5P 8.00 14.00 7.60
1.00 6P 10.00 16.00 9.60
7P 12.00 18.00 11.60
9 8p 14.00 20.00 13.60
S L O - 9P 16.00 22.00 15.60
Q | o & 10P 18.00 24.00 17.60
© = 11P 2000 | 2600 | 19.60
© 12P 22.00 28.00 21.60
13P 24.00 30.00 23.60
14P 26.00 32.00 25.60
9060 || 15P 28.00 34.00 27.60
Unit: mm
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