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%{7 if% N eonn A2008 SER| ES 2.00mm pitch wire to board connector

Specifications

Current rating:3A AC,DC

Voltage rating:250V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:30mQMax.
Insulation resistance:1000MQMin.
Withstanding voltage: 1000V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
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. A2008 SERIES 2.00mm pitch wire to board connector

[ ] |

[ A2008'T )—2.00mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A2008H-XP,A2009H-2xXP series Housing 2.60+0.25
0.20 i
S
- +1
3
o Rl
[3Y
b SEC:A-A
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| s i
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| . g
ByrE o |
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| 1.4540.15 © = g 1 SEC:B-B
| Sl S RN
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YN °
C C &
1.80£0.10 ©
0.2520.10 ) |
SEC:C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A2008-TP AWG#22-#30 1.45mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A2008-GP AWG#22-#30 1.45mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS
Optional Gold plating available but MOQ requested
[ A2008_T_A ]—2.00mm pitch Crimp Terminal
Reference Informations:
*Used in CJT A2008HB-XP,A2008H-2xXP series Housing
5.00+0.20 1.50+0.20 0.20 2
S
1.80+0.20 5
M ] ®
3
o
SEC:A-A
o
- &
& i 0.50 S
S 1.50+0.20 &
Y 0
Q8 o
e N
8 Z |
~ N
@ SEC:B-B
1.30£0.20
|l 0252005 1.2540.20
1.40+0.20 1.55+0.20
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A2008-TP-A AWG#22-#30 1.45mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A2008-GP-A AWGH#22-#30 1.45mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS

Optional Gold plating available but MOQ requested
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e A2008 SERIES 2.00mm pitch wire to board connector

nn

( A2008M—T )—Z.OOmm pitch Crimp Terminal

Reference Informations:

*Used in CJT A2008HM,HMB-XP series Single Row Housing §
0.20 2.1040.25 &
21.40 @
N
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Q
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- SEC:A-A
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A 1 S
1 ; 1.60+0.25 S
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-~ o y —
N
Yol o
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c § P SEC:B-B
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g —'— E
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¥ H 0.70
0.54 0.50 :
- SEC:.C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A2008M-TP AWGH#22-#28 1.50mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS
A2008M-GP AWGH#22-#28 1.50mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS
Optional Gold plating available but MOQ requested
[ A2008H-XP ) 20omm picn Housing
Reference Informations: Ordering Information:
*Material:Nylon 66,UL94V-0 A2008H-XP - =
*Suitable CJT A2008-T series Terminal . Pan1No 2
*Mates with CJT A2008HM,HMB-XP series Single Row Housing 2 Material:
or AZOOBWV,WR,WV-S,WR-S-XP series Single Row Wafer (Blank):Nylon 66,UL94V-0
*Color:White GWT:Nylon 66,UL94V-0,GWT 750°C
A£0.20
2.00+0.20
A20.20 2.00£0.10
Circuit 1 jamm
| o E— ===
(ool (|[m oo |
L L
3 H
ICI Ordering Information & Dimensions:
T 1 I I
Dimensions
A2008HC-2P NS P B c
2P 2.00 4.70 2.30
B+0.25 B0.25 2.90+0.25 3P 4.00 6.70 2.30
4P 6.00 8.70 4.30
N 5P 8.00 10.70 6.30
1 1 6P 10.00 12.70 6.30
© 7P 12.00 14.70 6.30
3 8P 14.00 16.70 6.30
§ 9P 16.00 18.70 6.30
— — ~ 10P 18.00 20.70 14.30
11P 20.00 22.70 14.30
[a D d D ali 12P 22.00 24.70 14.30
C£0.20 C£0.20 0.50 6.20+0.25 13P 24.00 26.70 14.30
14P 26.00 28.70 14.30
op-3p 4P-16P 15P 28.00 30.70 14.30
16P 30.00 32.70 14.30
Unit: mm
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Pr— A2008 SERIES 2.00mm pitch wire to board connector

Hillll]

[ A2008 HA-XP )—2.00mm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A2010-T series Terminal

*Mates with CJT A2008WVA,WRA-XP series Wafer
*Color:lvory

T Ordering Information:

- [C‘“’““ !
Hl.
=

aul| |
[EEEIFHFHFHFHFHFHFHE A2008HA-XP - =** - =
H-E-EERR R 123
1.Part No.
T I o o 2.Material:
g g (Blank):Nylon 66,UL94V-0 Ordering Information & Dimensions:
2.00+0.10 B 3 GWT:Nylon 66,UL94V-0,GWT 750°C ST
A%0.20 g o 3.Color: PART NO. A B
= (Blank):White
BK:Black 4P 6.00 9.10
RD:Red 5P 8.00 11.10
YL:Yellow 6P 10.00 13.10
%\;Béue 7P 12.00 15.10
:Green
sen X W A
0.60 10P 18.00 21.10
| | — 11P 20.00 23.10
1 © 12P 22.00 25.10
8 a 13P 24.00 27.10
, ” w w w w w w w w “ 2 & 14P 26.00 29.10
o [ee]
[ a 15P 28.00 31.10
i . h © _ 16P 30.00 33.10
17P 32.00 35.10
2 6.30+0.20 18P 34.00 37.10
S 19P 36.00 39.10
20P 38.00 41.10
Unit: mm

( A2008 H B—XPF 2.00mm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A2008-T-A series Terminal

*Mates with CJT A2008WV,WR,WV-S,WR-S-XP series
Single Row Wafer or A2008HM,HMB-XP series Single
Row Housing or A2008S-XP series Seal

*Color:White
A£0.20
2.000.10
oo Ooooao Oooan
A2008HD-2P
I I I I T
Ordering Information & Dimensions:
5P~16P 48 2pP=3P Dimensions
PART NO. i B B
Ordering Information: 2P 2.00 4.60 7.00
6.00+0.25 A2008_:‘|B-XP ?3_ 3P 4.00 6.60 9.00
B+0.20 2905020 1 part No 4p 6.00 8.60 11.00
2 Material: 5P 8.00 10.60 13.00
— (Blank):Nylon 66,UL94V-0 6P 10.00 12.60 15.00
— H GWT:Nylon 66,UL94V-0,GWT 750°C 7P 12.00 14.60 17.00
9 J: 3.Color: 8P 14.00 16.60 19.00
< d (Blank):White 9P 16.00 | 18.60 | 21.00
= i E{_I’;{‘;'agk 10P 1800 | 2060 | 23.00
— © L W.Yeﬁlow 11P 20.00 22.60 25.00
BL-Blue 12P 22.00 24.60 27.00
o 4.35:020 GN:Green 13P 24.00 26.60 29.00
C+0.25 ¥ GY:Gray 14P 26.00 28.60 31.00
6.75¢0.25 15P 28.00 | 30.60 | 33.00
Unit: mm
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ey A2008 SERIES 2.00mm pitch wire to board connector

1]

[ A2008HM-XP }—— 200mmpicn Housin

Reference Informations: Ordering Information:
*Material:Nylon 66,UL94V-0 A2008HM-XP - =** - **
*Suitable CJT A2008M-T series Terminal 1 2 3
*Mates with CJT A2008H,HB-XP series Single Row Housing ;.Tnaartte';ligi-
*Color:White (Blank):Nylon 66,UL94V-0
| | GWT:Nylon 66,UL94V-0,GWT 750°C
3.Color:
|J__j |J__j ﬁ ﬁ Q (Blank):White
BK:Black
I I RD:Red
L] YL:Yellow
BL:Blue
2.000.10 Circuit 1 GN:Green
A+0.20 GY:Gray
B£025 5.10£0.25 Ordering Information & Dimensions:
Dimensions
PART NO. A B
2P 2.00 6.00
3P 4.00 8.00
4P 6.00 10.00
5P 8.00 12.00
Q2 6P 10.00 14.00
2 7P 12.00 16.00
B 3P 14.00 18.00
e 9P 16.00 20.00
10P 18.00 22.00
11P 20.00 24.00
12P 22.00 26.00
13P 24.00 28.00
14P 26.00 30.00
3.60+0.25 15P 28.00 32.00
Unit: mm
[A2008HMB-XP}—— 200mm picn Housing
Reference Informations: Ordering Information:
*Material:Nylon 66,UL94V-0 A2008HMB-XP - *** - **
*Suitable CJT A2008M-T series Terminal 1 23
*“Mates with CJT A2008H,HB-XP series Single Row Housing  Part No.
. 2.Material:
or A2008_S-XP series Seal (Blank):Nylon 66,UL94V-0
*Color:White GWT:Nylon 66,UL94V-0,GWT 750°C
)] 3.Color:
B El Q (Blank):White
BK:Black
RD:Red
I ] YL:Yellow
— BLBlue
A GN:Green
2.00+0.10 Circuit 1 GY-Gray
A+0.20
Ordering Information & Dimensions:
Dimensions
\V4 PART NO. A B
° 2P 2.00 5.98
S 3P 4.00 7.98
u&; 4P 6.00 9.98
~ 5P 8.00 11.98
< 0
S & 6P 10.00 13.98
& 3 7P 12.00 15.98
S Q 8P 14.00 17.98
- - 9P 16.00 19.98
10P 18.00 21.98
:| |: :D 11P 20.00 23.98
12P 22.00 25.98
13P 24.00 27.98
N | N I N I _|_|_| 14P 26.00 29.98
4.40+0.20 15P 28.00 31.98
Unit: mm
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2.00mm pitch wire to board connector

[ A2008H-2XXP )——200mm ch usi o Housig

Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitable CJT A2008-T-A series Terminal

*Mates with CJT A2008WV,WR,WV-S-2xXP series Dual Row Wafer

*Color:White
e
= —T Circuit 1
N
dooooooooodf

goOoooooooon
MM O NN NN M

2.00+0.10

Last Circuit—/ \—Circuit 2

A+0.20

B+0.25

C+0.25

1.10

i o

( A20 O8WV-X P)— 2.00mm pitch 180° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0
*Mates with CJT A2008H,HB-XP series Single Row Housing
*Color:White

Circuit 1 I
_\ g
+l
o
(2]
N
2.00+0.10
A+0.20
B+0.25
Yo}
o
=
bal
o
«Q
N~

PIN 0.50 SQ

Ordering Information:
A2008H-2xXP - ***

1 2
12..|;/|E:tte’:‘igi: Ordering Information & Dimensions:

(Blank):Nylon 66,UL94V-0 Dimensions

GWT:Nylon 66,UL94V-0,GWT 750°C PART NO.|— B C
2x2P 2.00 5.70 4.70
2x3P 4.00 7.70 6.70
2x4P 6.00 9.70 8.70
2x5P 8.00 11.70 10.70

2x6P 10.00 13.70 12.70

2x7P 12.00 15.70 14.70

5.50+0.20 2x8P 14.00 17.70 16.70

2x9P 16.00 19.70 18.70
2x10P 18.00 21.70 20.70

9 2x11P 20.00 23.70 22.70

2 2x12P 22.00 25.70 24.70

2 2x13P 24.00 27.70 26.70

o 2x14P 26.00 29.70 28.70
2x15P 28.00 31.70 30.70

£.0040.25 2x16P 30.00 33.70 32.70
e 2x20P 38.00 41.70 40.70

Unit: mm

Ordering Information:
A2008WV-XP - *** - ** - **
1 2 3 4
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Color:
(Blank):White
BK:Black
RD:Red
YL:Yellow
BL:Blue
GN:Green
GY:Gray
4.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

2.00+0.05

" s
T

20.80+0.05
P.C.B LAYOUT

Ordering Information & Dimensions:

Dimensions
PART NO. A =
2P 2.00 6.00
5.20+0.20 3P 4.00 8.00
4P 6.00 10.00
5P 8.00 12.00
9 6P 10.00 14.00
S 7P 12.00 16.00
< S 8P 14.00 18.00
© 2 9P 16.00 20.00
g 10P 18.00 22.00
@ 11P 20.00 24.00
12P 22.00 26.00
13P 24.00 28.00
14P 26.00 30.00
4304020 15P 28.00 32.00
16P 30.00 34.00
Unit: mm
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2.00mm pitch wire to board connector

[ A2008WR-XP ) 200mmpcnso- e

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0
*Mates with CJT A2008H,HB-XP series Single Row Housing
*Color:White

Ordering Information:
A2008WR-XP - *** - ** .
1

*x

2 3 4

1.Part No.

2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

Circuit 1 3.Color:
(Blank):White
BK:Black
L e
| | | | | 2.00+£0.05 ﬂ:Ye”OW
I I I BL:Blue
! ! ! ! | GN:Green
- — - —¢——¢——¢——¢— GY:Gray
4.Finish:
il II_ Iy ©0.80+0.05 (Blank):Tin over Nickel
—— G:Gold over Nickel rdering Information & Dimensions:
2.00+0.10 P.C.B LAYOUT Ordering Informatio &, elSO s
PART NO. Dimensions
A+0.20 i B
2P 2.00 6.00
3P 4.00 8.00
B+0.25 5.10+0.20 4P 6.00 10.00
5P 8.00 12.00
6P 10.00 14.00
o 7P 12.00 16.00
o EH % 8 8P 14.00 18.00
g 3 Ry =] 9P 16.00 20.00
3 B o 3 10P 18.00 22.00
o ) 1P 20.00 24.00
12P 22.00 26.00
\':\__'_' 13P 24.00 28.00
4.30+0.20 14P 26.00 30.00
PIN 0.50 SQ 15P 28.00 32.00
3.40+0.20 16P 30.00 34.00
Unit: mm

(A2008WVA-X F?—Z.OOmm pitch 180° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0
*Mates with CJT A2008HA-XP series Single Row Housing

*Color:lvory Ordering Information: 2.00+0.05
A2008WVA-XP - *** - * .+
1 2 3 4 [ I I = )
1:Part No. ©0.8020.05/
= 2.Material:
(Blank):Nylon 66,UL94V-0 P.C.B LAYOUT
2P 3P GWT:Nylon 66,UL94V-0,GWT 750°C
Gircui 3.Color: ) ) ) )
ircuit 1_\ (Blank):White Ordering Information & Dimensions:
: ' BK:Black Dimensions
| | | O | RD:Red PART NO. A B
Bl Bl el | Bl | | YL:Yellow
= wa) BL'Blue 2P 2.00 7.70
2.000.10 & GN:Green 3P 4.00 9.70
= GY:Gray 4P 6.00 10.30
A+0.20 R 4.Finish: 5P 8.00 12.30
4~20P < MZT"‘I over Nickel 6P 10.00 14.30
_— G:Gold over Nickel 7P 12.00 16.30
8P 14.00 18.30
B10.25 5.5040.25 9P 16.00 20.30
.00 10P 18.00 22.30
- 11P 20.00 24.30
12P 22.00 26.30
0 13P 24.00 28.30
ol £ l
g g 3 14P 26.00 30.30
al & = 15P 28.00 32.30
ol & © 16P 30.00 34.30
17P 32.00 36.30
18P 34.00 38.30
19P 36.00 40.30
PIN 0.50 SQ 20P 38.00 42.30
Unit: mm
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2.00mm pitch wire to board connector

(A2008W RA-X PFZ.OOmm pitch 90° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CJT A2008HA-XP series Single Row Housing

*Color:lvory

PIN 0.50 SQ

4.75+0.20

LAA0NEA]

2.00+0.10

A+0.20

4~20P

B+0.25

¥

Circuit 1

(AZOOSWV'ZXX P]—2-00mm pitch 180° Dual Row Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

b

Ordering Information:
A2008WRA-XP - *** - ** . **
1 2 3 4

1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C
3.Color:

(Blank):White

BK:Black

RD:Red

YL:Yellow

BL:Blue

GN:Green

GY:Gray
4.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

3P

5.50+0.25

8.50+0.25

6.85+0.20

8.55+0.25

U

3.20+0.20

*Mates with CJT A2008H-2xXP series Dual Row Housing

*Color:lvory
Last Circuit—\ /—Circuit 2
b h et ad
[ 11 1
- _/* |
o
1T I" %
2.00+0.10 ©  Circuit 1J §
A+0.20
C+0.25
B+0.25
— —
[ | S
[ I S
I | g
N
[ep]

PIN 0.50 SQ

ANERD

2.00+0.05

-2 24
20.80+0.05

P.C.B LAYOUT

Ordering Information & Dimensions:

Dimensions
PART NO. y 5
2P 2.00 7.70
3P 4.00 9.70
4P 6.00 10.30
5P 8.00 12.30
6P 10.00 14.30
7P 12.00 16.30
8P 14.00 18.30
9P 16.00 20.30
10P 18.00 22.30
11P 20.00 24.30
12P 22.00 26.30
13P 24.00 28.30
14P 26.00 30.30
15P 28.00 32.30
16P 30.00 34.30
17P 32.00 36.30
18P 34.00 38.30
19P 36.00 40.30
20P 38.00 42.30
Unit: mm

Ordering Information:

A2008WV-2xXP - *** - **
1 2 3

1.Part No.

2.Material:

(Blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C

3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

=
o
2.00£0.10 20.80+0.05 &
o
[N
S DD DD D D DD
DD DDD D DD
P.C.B LAYOUT
7.30£0.25
UN’- U
o
2 4
N~
i

Il

Ordering Information & Dimensions:

Dimensions
PART NO. y B C
2x2P 2.00 6.00 4.80
2x3P 4.00 8.00 6.80
2x4P 6.00 10.00 8.80
2x5P 8.00 12.00 10.80
2x6P 10.00 14.00 12.80
2x7P 12.00 16.00 14.80
2x8P 14.00 18.00 16.80
2x9P 16.00 20.00 18.80
2x10P 18.00 22.00 20.80
2x11P 20.00 24.00 22.80
2x12P 22.00 26.00 24.80
2x13P 24.00 28.00 26.80
2x14P 26.00 30.00 28.80
2x15P 28.00 32.00 30.80
2x16P 30.00 34.00 32.80
2x20P 38.00 42.00 40.80
Unit: mm
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2.00mm pitch wire to board connector

65\2008WR-2)(X P)—Z.OOmm pitch 90° Dual Row Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0
*Mates with CJT A2008H-2xXP series Dual Row Housing
*Color:lvory

PIN 0.50 SQ

ﬂ L0 ﬂ"ﬂ/-oircung
S80S

O

Last Circuit

T
r
-
i

Circuit 1

2.00+0.10

2.00+0.10

A+0.20

C+0.25

B+0.25

=

W0 O

2x6P~2x20P

2.50+0.20

Last Circuit 1 ﬂ ﬂ ﬂ/—Circuitz

1] 1]
i
-
= il 5 il
9" Circuit 1
=}
S
o 2.00+0.10
A+0.20
C+0.25
0
Y
S
B+0.25 ,Q
N

S

0000

PIN 0.50 SQ

2x2P~2x5P

2.00£0.10

OO0 DO OO
© 00000
20.80+0.05

P.C.B LAYOUT

|___ 2.00£0.10

e o

8.00+0.25

7.30+0.25

[Te) o
S U 8 5
g8 5 g
< N o N
2 L
| —
3.00+0.20
Ordering Information:
A2008WR-2xXP - *** - **
1 2 3
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel
Ordering Information & Dimensions:
Dimensions
PART NO. A B C
2x2P 2.00 6.00 4.80
. 8.00£0.25 _ 2x3P 4.00 8.00 6.80
2x4P 6.00 10.00 8.80
7.30£0.25 2x5P 8.00 12.00 10.80
2x6P 10.00 14.00 12.80
=) 2x7P 12.00 16.00 14.80
= 2x8P 14.00 18.00 16.80
S 2x9P 16.00 20.00 18.80
o 2x10P 18.00 22.00 20.80
J_u 2x11P 20.00 24.00 22.80
L—r 2x12P 22.00 26.00 24.80
2x13P 24.00 28.00 26.80
3.40+0.20 2x14P 26.00 30.00 28.80
2x15P 28.00 32.00 30.80
2x16P 30.00 34.00 32.80
2x20P 38.00 42.00 40.80
Unit: mm
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7 A2008 SERIES

2.00mm pitch wire to board connector

(A2008WV'S'XP)—2.00mm pitch 180° Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A2008H,HB-XP series Single Row Housing

*Color:lvory
B+0.20
Circuit 1 A+0.20
= \\ = 1.00£0.20 1.300.20
B B O ? 7
AIII IIL 4
o P
v U U sll7
2.0020.10 K / o
3 %, S
[aV]
A£0.20 ]l &
1.55+0.20 % 2
P.C.B LAYOUT 8
[aV]
C+0.25 1.25+0.20 5.10+0.20
] L
o
N
o
+1
Yo}
S
[ee]
LT —l |;| |_ 1
PIN 0.50 SQ

(AZOOSWR'S'XPJ—Z.OOmm pitch 90° Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A2008H,HB-XP series Single Row Housing

*Color:Beige

Ordering Information:

A2008WV-S-XP - *** - ** . +*
1 2 312

1.Part No.
2.Material:

(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750°C

3.Color:
(Blank):White
BK:Black
RD:Red
YL:Yellow
BL:Blue
GN:Green
GY:Gray

4.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

Ordering Information & Dimensions:

Dimensions
PART NO. A B C
2P 2.00 4.75 8.00
3P 4.00 6.75 10.00
4P 6.00 8.75 12.00
5P 8.00 10.75 14.00
6P 10.00 12.75 16.00
7P 12.00 14.75 18.00
8P 14.00 16.75 20.00
9P 16.00 18.75 22.00
10P 18.00 20.75 24.00
11P 20.00 22.75 26.00
12P 22.00 24.75 28.00
13P 24.00 26.75 30.00
14P 26.00 28.75 32.00
15P 28.00 30.75 34.00
16P 30.00 32.75 36.00
Unit: mm

Ordering Information:
A2008WR-S-XP - *¥** - ** . **
1 2 3 4
1.Part No.
2.Material:
Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750°C

3.Color:
Blank):White
BK:Black
Circuit 1 Circuit 1 RD:Red
o YL:Yellow
_\ \ _\ 2.00£0.05 o BLBlue
29 9 U < Py GN:Green
é 7%7 20 S| S GY:Gray
. ATNIU Y 4 Finish:
- 1.00 Blank):Tin over Nickel
- G:Gold over Nickel
o
(] L
2.00+0.10 o Z Z S Ordering Information & Dimensions:
A+0.20 7/ 177) PART NO. Dimensions
| | 150 105 || A B
5 P.C.B LAYOUT EE i-gg 180-%%
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.20+0.2
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J |_ J |_ 13P 24.00 30.00
B 14P 26.00 32.00
PIN 0.50 SQ 15P 28.00 34.00
3~16P 2P 16P 30.00 36.00
Unit: mm
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2.00mm pitch wire to board connector

@\ZOOSWV-S-ZXXFy—Z.OOmm pitch 180° Dual Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A2008H-2xXP series Dual Row Housing

*Color:Ivory
Last Circuit Circuit 2
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PIN 0.50 SQ

( A2008S—XP )—2.00mm pitch Seal

Reference Informations:
*Material:Nylon 66,UL94V-2

*Use in CJT A2008HB,HMB-XP series Housing

*Color:Brick red

11.00+0.20

Ordering Information:
A2008WV-S-2xXP - *** - **
1 2 3
1.Part No.
2.Material:
(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750 C

3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel
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Ordering Information & Dimensions:
Dimensions
PART NO. A B C
2x2P 2.00 6.00 4.80
2x3P 4.00 8.00 6.80
2x4P 6.00 10.00 8.80
2x5P 8.00 12.00 10.80
2x6P 10.00 14.00 12.80
2x7P 12.00 16.00 14.80
2x8P 14.00 18.00 16.80
2x9P 16.00 20.00 18.80
2x10P 18.00 22.00 20.80
2x11P 20.00 24.00 22.80
2x12P 22.00 26.00 24.80
2x13P 24.00 28.00 26.80
2x14P 26.00 30.00 28.80
2x15P 28.00 32.00 30.80
2x16P 30.00 34.00 32.80
2x20P 38.00 42.00 40.80
Unit: mm
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1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-2
GWT:Nylon 66,UL94V-0,GWT 750°C

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 3.40 5.90
3P 5.40 7.90
4P 7.40 9.90
5P 9.40 11.90
6P 11.40 13.90
7P 13.40 15.90
8P 15.40 17.90
9P 17.40 19.90
10P 19.40 21.90
11P 21.40 23.90
12P 23.40 25.90
13P 25.40 27.90
14P 27.40 29.90
15P 29.40 31.90
Unit: mm
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