%@éﬁg %@55% A2543 SERIES 2.54mm pitch wire to board connector
e

Specifications

Current rating:4A AC,DC

Voltage rating:250V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:10mQMax.
Insulation resistance:1000MQMin.
Withstanding voltage: 1000V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*
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2.54mm pitch wire to board connector

[ A2 543'T )—2.54mm Pitch Crimp Terminal

Reference Informations:
*Used in CJT A2543H-XP,A2543HA,HB-XP-WH,A2543HC-4P,C2504AH-XP series Housing
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Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A2543-TB AWG#22-#28 1.90mm(max) Brass Tin over Nickel 10,000 PCS
A2543-TP AWG#22-#28 1.90mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A2543-GB AWG#22-#28 1.90mm(max) Brass Gold over Nickel 10,000 PCS
A2543-GP AWGH#22-#28 1.90mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS

Optional Gold plating available but MOQ requested

( A2543 H-XP )— 2.54mm Pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A2543-T series Terminal

*Mates with CJT A2543WV,WR-XP,A2543WR-XP-L,
A2543WR-S-XP series Wafer

*Color:Beige or White

Ordering Information & Dimensions:

PART NO. Dimensions

Ordering Information: % A B

/—Clrcwt1 AD543H-XP - * - ** 2P 2.54 5.68
— 1 373 3P 5.08 8.22
B e e 1.Part No. S 4P 7.62 10.76
=Sy =S = = g = g = 2.Style: _ 5P 10.16 13.30
(blank) :Type 1/Beige 6P 12.70 15.84
5 2 T¥0e 2White 7P 15.24 18.38

.Material:
2.5430.10 (Blank):Nylon 66,UL94V-0 i 17.78 20.92
GWT Nylon 66,UL94V-0,GWT 750°C 9P 20.32 23.46
A£0.20 10P 22.86 26.00
11P 25.40 28.54
B+0.25 6.15+0.25 12P 27.94 31.08
13P 30.48 33.62
14P 33.02 36.16
o 15P 35.56 38.70
8 16P 38.10 41.24
0 B 17P 40.64 43.78
3 =]
> S < 18P 43.18 46.32
zZ Q3 19P 45.72 48.86
8 o 20P 48.26 51.40
5 21P 50.80 53.94
1] o 22P 53.34 56.48
23P 55.88 59.02
4.90:0.25 4.90:0.25 24p 58.42 61.56
25P 60.96 64.10
TYPE 1 TYPE?2 Unit: mm
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A2543 SERIES 2.54mm pitch wire to board connector

[A2543 HA-XP-WH)—2.54mm Pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A2543-T series Terminal

*Mates with CJT A2543WVA,WRA-XP-WH,
A2543WRD-XP,A2543WVB-S-XP,
D2541WVA(-F)-XP,WRA-XP(-2) series Wafer

Ordering Information & Dimensions:

*Color: White O :
) ' PART NO. imensions

Ordering Information: d]D A B
A2543HA-XP-WH - ** P 2P 254 5.68
Circuit 1 < Pat NO‘ 2 d]D 3P 5.08 8.22
- - 4p 7.62 10.76
= Bl . 2.Material: 5p 1016 13.30

e el [ (Blank):Nylon 66,UL94V-0 : :
GWT:Nylon 66,UL94V-0,GWT 750°C 3E 1222 1:-23
.’ 8P 17.78 20.92
2:540.10 \ 9P 20.32 23.46
A%0.20 I’ 10P 22.86 6.00
6.70+0.25 11P 25.40 28.54
12P 27.94 31.08

.

B2025 4.900.25 13P 30.48 33.62
14P 33.02 36.16
15P 35.56 38.70
16P 38.10 41.24
° 17P 40.64 4378
i 18P 4318 46.32
& & 19P 4572 48.86
z 2 o 20P 48.06 51.40

zZ 0 N . .
g @ 21P 50.80 53.94
= - 22P 53.34 56.48
3] 23P 55.88 59.02
1] 24P 58.42 61.56
25P 60.96 64.10

Unit: mm

(A2543H B-XP-WH)—2.54mm Pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A2543-T series Terminal
*Mates with CJT A2543WVA,WRA-XP-WH,
A2543WRD-XP,A2543WVB-S-XP ,

<&p
D2541WVA(-F)-XP,WRA-XP(-2) series Wafer %
' P
<P

Ordering Information & Dimensions:

*Color:White . .
PART NO. - Dimensions =
I ] Ordering Information*:** 2:3 zgg ggg
OO OO | w ey 4P 7.62 10.76
SUNNSSUISSUENSS NSS! 1 Part No. ‘ 5P 10.16 13.30
2.Material: 6P 12.70 15.84
Circuit 1 (Blank):Nylon 66,UL94V-0 7P 15.24 18.38
2.54+0.10 MZNYDH 66,UL94V-O,GWT 750°C 8P 17.78 20.92
A+0.20 9P 20.32 23.46
10P 22.86 26.00
5.40+0 25 11P 25.40 28.54
B+0.25 12P 27.94 31.08
4.90+0.25 13P 30.48 33.62
14P 33.02 36.16
15P 35.56 38.70
16P 38.10 41.24
o 17P 40.64 43.78
g 18P 43.18 46.32
] & 19P 45.72 48.86
Z 3 o 20P 48.26 51.40
(@) 2 21P 50.80 53.94
© - 22P 53.34 56.48
a 23P 55.88 59.02
24P 58.42 61.56
25P 60.96 64.10
Unit: mm
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2.54mm pitch wire to board connector

[ A2543HC-4P )—2.54mm Pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A2543-T series Terminal
*Mates with CJT A2543WVC-4P series Wafer
*Color:Beige

Circuit 1

2.5420.10
7.62+0.20
10.76+0.25
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[A2543WV-X P)—2.54mm pitch 180° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0
*Mates with CJT A2543H-XP series Housing
*Color:Beige
Circuit 1—\

| [ |

X

o —a ﬁ—-—@—%-

2.5440.10
A+0.20

B£0.25
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Ordering Information:
A2543H-4P - ***
1 2
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

6.15+0.25

v

7.3840.20

5.38+0.20

8.00+0.20

4.90+0.25

Unit: mm

Ordering Information:
A2543WV-XP - *** - **
1 2 .3

1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:

(blank):Tin over Nickel

G:Gold over Nickel

2.54+0.10

¢1.20+0.05
P.C.B LAYOUT 5.80+0.25
3.20+0.20
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Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 2.54 5.08
3P 5.08 7.62
4P 7.62 10.16
5P 10.16 12.70
6P 12.70 15.24
7P 15.24 17.78
8P 17.78 20.32
9P 20.32 22.86
10P 22.86 25.40
11P 25.40 27.94
12P 27.94 30.48
13P 30.48 33.02
14P 33.02 35.56
15P 35.56 38.10
16P 38.10 40.64
17P 40.64 43.18
18P 43.18 45.72
19P 45.72 48.26
20P 48.26 50.80
21P 50.80 53.34
22P 53.34 55.88
23P 55.88 58.42
24P 58.42 60.96
25P 60.96 63.50
26P 63.50 66.04
27P 66.04 68.58
28P 68.58 7112
Unit: mm
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2.54mm pitch wire to board connector

[A2543W R'X P);254mm pitch 90° Wafer

Reference Informations:

Ordering Information:
A2543WR-XP - * - *** -

EN

*Material:Pin:Brass/Tin over Nickel 1 2 3
Insulator:Nylon 66,UL94V-0 1.Part No. Orderi : ; N
’ . rdering Information & Dimensions:
*Mates with CJT A2543H-XP series Housing Z'Sk;}:ik Type 1 9 E———
Color:Beige _é—l:Type P PART NO. A 5
3.Material:
2P 2.54 )
(Blank):Nylon 66,UL94V-0 3P 5 28 g gg
GWT:Nylon 66,UL94V-0,GWT 750°C : .
! nm m 4 Finish: 4P 7.62 10.16
I 1 (blank):Tin over Nickel 5P 10.16 12.70
H G:Gold over Nickel 6P 12.70 15.24
. & 2544010 7P 15.24 17.78
—h— 8P 17.78 20.32
{B -Q} -Q} -Q} 9P 20.32 22.86
" ' 10P . .
P.C.B LAYOUT : :
A+0.20 — 12P 27.94 30.48
5.80£0.25 5.80+0.25 Ll S S
14P 33.02 35.56
B+0.25 3.20+0.20 3.20+0.20 15P 35.56 38.10
16P 38.10 40.64
Ck d! d! d! d! 74! 17P 40.64 4318
i i i i i i 18P 4318 45.72
T o | & = 19P 45.72 48.26
[ I ] ] [ I ] ] 8 e} o N
T i & 9 ° o ° 20P 48.26 50.80
1 R ] ] 2
==l || == | & 3| 2 S S 8 21P 50.80 53.34
O A 3 g o 22P 53.34 5588
1 1 1 1 1 ] i C\! (\!
| | | | | | - o ) 23P 55.88 58.42
J.L. i i i i 24P 58.42 60.96
TN TN TITY LITITI LTI 25P 60.96 63.50
' -I- -I- -I- -I- -I- \ )} 26P 63.50 66.04
3,400 20 —“| |“— 27P 66.04 68.58
22020l | |-3:40+0.20 28P 68.58 71.12
PIN 0.64 SQ TYPE 1 TYPE2 —
Unit: mm
[A2543WR_XP_ L)—2.54mm pitch 90° Wafer
Ordering Information:
Reference Informations: A2543WR-XP-L - * - ¥ **
*Material:Pin:Brass/Tin over Nickel 1 2 3 4
Insulator:Nylon 66,UL94V-0 12'2‘?“" No. Ordering Information & Dimensions:
*Mates with CJT A2543H-XP series Housing : bly ek i ¥ T —
* ‘Rai (blank) :Type
Color:Beige 2Type 2 PART NO. A 5
3'M(B Ttertla) l;\l lon 66,UL94V-0 2P 2.54 5.08
ank):Nylon 66, -
GWT:Nylon 66,UL94V-0,GWT 750°C Sl 200 i
I I I 4 Finish: 4P 7.62 10.16
! N ! ! (blank):Tin over Nickel 5P 10.16 12.70
M ! G:Gold over Nickel 6P 12.70 15.24
7P 15.24 17.78
o $ ) $'_ 2.54+0.10 8P 17.78 20.32
9P 20.32 22.86
m L {B -EB— -Q} -Q} 10P 2286 25.40
2.5420.10 Circuit 1 21.20+0.05 11P 25.40 27.94
P.C.B LAYOUT 12P 27.94 30.48
A£0.20 - 13P 30.48 33.02
14P 33.02 35.56
B10.25 5.8040.25 5.80+0.25 15P 35.56 38.10
3.20+0.20 3.2040.20 16P 38.10 40.64
17P 40.64 4318
18P 4318 45.72
° o 19P 45.72 48.26
S o S © R § 20P 48.26 50.80
g ol g S g & 21P 50.80 53.34
g g S Sl 2 22P 53.34 55.88
b b h 23P 55.88 58.42
24P 58.42 60.96
25P 60.96 63.50
T MMM — = > 26P 63.50 66.04
3.40+0.20 3.40+0.20 27P 66.04 68.58
PIN0.64SQ 28P 68.58 71.12
TYPE1 TYPE 2 -
Unit: mm
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2.54mm pitch wire to board connector

[ A2543WVA-XP—WH)—2.54mm pitch 180° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CJT A2543HA,HB-XP-WH series Housing

Ordering Information & Dimensions:

*Color:White PART NO. - Dimensions .
Ordering Information: 2P 254 5.08
Circuit 1 w - ?3 3P 5.08 7.62
—— 1 Part No. - re2 | 1016
2.Material: . :
ﬁ'—@—'ﬁ/ (Blank):Nylon 66,UL94V-0 6P 12.70 15.24
GWT:Nylon 66,UL94V-0,GWT 750°C 7P 15.24 17.78
3.Finish: 2.54+0.10 8P 17.78 20.32
—/ (blank):Tin over Nickel 9P 20.32 22 86
2.54+0.10 G:Gold over Nickel 10P 25 86 25 40
A+0.20 E%B E%B E%B 11P 25.40 27.94
6.35%0.25 21.02+0.05 12P 27.94 30.48
B+0.20 3.25+0.20 13P 30.48 33.02
P.C.B LAYOUT
P.CBLAYOUT 14P 33.02 35.56
N h 15P 35.56 38.10
16P 38.10 40.64
17P 40.64 43.18
S 18P 43.18 45.72
[ S 19P 45,72 48.26
© 9 & 20P 48.26 50.80
o 2l g 3 21P 50.80 53.34
o d
g % i 22P 53.34 55.88
- < 23P 55.88 58.42
J ] \ {"'\ @ 24P 58.42 60.96
25P 60.96 63.50
26P 63.50 66.04
W n 27P 66.04 68.58
\_ 28P 68.58 71.12
PIN 0.64 SQ .
Unit: mm
[ A2543WRA-X P-WH)—2.54mm Pitch 90° Wafer
Reference Informations:
*Material:Pin:Brass/Tin over Nickel
_Insulator:Nonn 66,UL94V-0 _ . Ordering Information & Dimensions:
*Mates with CJT A2543HA,HB-XP-WH series Housing Di -
*Color:White PART NO. X mensions 5
Ordering Information:
A2543WRAXP-WH - * - *** = 2P 2.54 5.08
1 2 3 4 3P 5.08 7.62
1.Part No. 4P 7.62 10.16
2.Style: 5P 10.16 12.70
(blank) :Type 1 6P 12.70 15.24
F . 2:Type 2 __, 2.5440.10 7P 15.24 17.78
) 3.Material: | ap 1778 20.32
(Blank):Nylon 66,UL94V-0 . .
— GWT:Nylon 66,UL94V-0,GWT 750°C < {%} {%} 9P 20.32 22idle
Circuit 1 4 Finish: 21.02+0.05 10P 22.86 25.40
254+0.10 (blank):Tin over Nickel 11P 25.40 27.94
G:Gold over Nickel P.C.B LAYOUT 12P 27.94 30.48
A$0.20 13P 30.48 33.02
6.35+0.25 6.3520.25 14P 33.02 35.56
B+0.25 15P 35.56 38.10
3.25+0.20
3.2540.20 16P 38.10 40.64
i S WY 17P 40.64 43.18
I 0 o 18P 43.18 45.72
i & S i 19P 45.72 48.26
—i—i— 9 & o o © 20P 48.26 50.80
@ - 3V (2 Y]
L i - N S © S 21P 50.80 53.34
™ +| +|
® @ 22P 53.34 55.88
o Q S oo 23P 55.88 58.42
LTTITTUTTL T, - - 24P 58.42 60.96
k J 25P 60.96 63.50
H 1 I H I H \ E——D =——r 2 26P 63.50 66.04
\_ 3.40+0.20 3.40+0.20 27P 66.04 68.58
PIN 0.64 SQ 28P 68.58 71.12
TYPE 1 TYPE 2 .
Unit: mm
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2.54mm pitch wire to board connector

Ordering Information:

Reference Informations: A2543WVC-4P - *** - **

*Material:Pin:Brass/Tin over Nickel - 1 323
Insulator:Nylon 66,UL94V-0 1.Part No.
*Mates with CJT A2543HC-4P series Housing 2 Material:
*Color:Beige (Blank):Nylon 66,UL94V-0
Gircuit 1 GWT:Nylon 66,UL94V-0,GWT 750°C
\ 2.54£0.10 3 Finish:

(blank):Tin over Nickel
21.02+0.05 G:Gold over Nickel

IRERITE S £

2.54+0.10 P.C.B LAYOUT
7.62+0.20
5.80+0.25
10.1610.25
2.54+0.20
oAb
1 1 1 1 1 o
I I q | 5
1 1 1 1 3 1 8! g
19 Ll 1]§ =
T Y © | 3
| | | | L — \ L
T T 1T 1 |
] ] ] ] 8 ]
T 1 1 > |
| | | | g |
Y ¥ ¥a i
[aV]
PIN 0.64 SQ
Unit: mm
[A2543WR D-X F?—zmmm Pitch 90° Wafer
Ordering Information:
Reference Informations: A2543WRD-XP - *** - **
*Material:Pin:Brass/Tin over Nickel 1 2 3
Insulator:Nylon 66,UL94V-0 1.Part No.
*Mates with CJT A2543HA,HB-XP-WH series Housing 2-“&?:}‘;13_"1\lylon 66.UL94V.0
Color:White GWT:Nylon 66,U’L94V-0,GWT 750°C
3.Finish:
2.54+0.10 (blank):Tin over Nickel

|:| G:Gold over Nickel

\ Circui Ordering Information & Dimensions:
—Circuit 1 'E} 'd} 'd}
— I Dimensions
21.02+0.05 8 PR, A B
Z 2P 2.54 5.08
@ 3P 5.08 7.62
2.54+0.10 P.C.B LAYOUT 4P 7.62 10.16
5P 10.16 12.70
020 6.350.25 6P 12.70 15.24
7P 15.24 17.78
3.25+0.20
B0.25 8P 17.78 20.32
9P 20.32 22.86
10P 22.86 25.40
© 11P 25.40 27.94
N 12P 27.94 30.48
o o o
S S b 13P 30.48 33.02
& & 2 2 14P 33.02 35.56
e s 2 15P 35.56 38.10
£ 16P 38.10 40.64
@© 17P 40.64 43.18
18P 4318 45.72
%H L HUE\ F———— - 19P 4572 48.26
20P 48.26 50.80
.56+0.2
PIN 0.64 SQ 3.5620.20 Unit: mm
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2.54mm pitch wire to board connector

[A2543WR-S-XP 2 i picn so- e st v

Reference Informations: Ordering Information:
*Material:Pin:Brass/Tin over Nickel A2543WR-S-XP - *** . **
Insulator:Nylon 9T,UL94V-0 1 2 3
*Mates with CJT A2543H-XP series Housing 1.Part No.
*Color:Natural 2 Material:
2.54+0.10 ) ) L 1.20 BIank!:Nonn 9T,UL94V'O
GWT:Nylon 9T,UL94V-0,GWT 750 °C
J— | | | | - 3.Finish:
(blank):Tin over Nickel
o > G:Gold over Nickel
S T BArA KA i
o [sp} |
S 1
& -]
) 1.10 1 ]l i
. o i
2.54+0.10 173 | Il
]
A0.20 |
Mo
220t P.C.B LAYOUT
o
N
— — — S
T o
/S m— Y — [ m— 8 P 0
~ 9 a
o o
bk I . . ) .
H s 0 Ordering Information & Dimensions:
[Te) (5]
[§V) — " q
g PART NO. Dimensions
L s | A B
2P 2.54 7.62
4P 7.62 12.70

PIN 0.64 SQ 5.51+0.20 5P 10.16 135;1 —
[A2543WVB_S_XP)—2.54mm pitch 180° Wafer - SMT TYPE

Odering Information:

Reference Informations: A2543WVB-S-XP - =** - ** - ¥
*Material:Pin:Brass/Tin over Nickel o 1 2 3 4
Insulator:LCP,UL94V-0 s 12.|':\>Aartt N'oi
. Rk . . .Material:
*lé;/lglt;s:l\\j\gtrr; CJT A2543HA,HB-XP-WH series Housing _ Blank):LCP,UL94V-0 n
GWT:LCP,UL94V-0,GWT 750°C
TYPICAL END VIEW 3.Color:
0020 o & FOR 2P THRU 7P BicBiack
D+0.20 sl o 4.Finish:
& & 1.78+0.20 (blank):Tin over Nickel
2 g G:Gold over Nickel
O A i A A i A | Circuit 1
e i 30 o o } O O A _ Ordering Information & Dimensions:
v v v v v PART Dimensions
NO. A B C D
2:5420.10 g 0 2P | 254 | 508 | — | —
PYTi. § % 3P 5.08 7.62
— = 5 4P 7.62 | 10.16
P.C.B LAYOUT 0 5P 10.16 | 12.70 --e- --e-
- 6P 12.70 | 15.24
B£0.25 7P | 1524 [17.78 | —
8P 17.78 | 20.32 2.54
6.4010.20 Gircuit 1 5.00£0.20 9P | 2032 | 2286 | 508 | —
10P 22.86 | 25.40 | 7.62
g ) 11P 25.40 | 27.94 | 10.16 =
g'l F 9 12P 27.94 | 30.48 | 12.70 7.62
® a S 13P 30.48 | 33.02 | 15.24 7.62
“5 g e 14P | 33.02 | 3556 | 17.78 | 12.70
o o 2 15P_[ 35.56 | 38.10 | 20.32 | 12.70
g 16P 38.10 | 40.64 | 22.86 | 12.70
1.9740.20 I_ c,%' 4.04+0.20 17P 40.64 | 43.18 | 25.40 | 12.70
- ~ 18P 43.18 | 45.72 | 27.94 | 12.70

Unit: mm
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