%ﬁ% %@%@E A3961 SERIES 3.96~7.92mm pitch wire to board connector
e

Specifications

Current rating:7A AC,DC

Voltage rating:250V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:10m(Max.
Insulation resistance:1000MQMin.
Withstanding voltage:1500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free, GWT/Glow wire
Test (IEC60335-1) request,need to
customize*

*Contact CJT for details*
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g A396

1 SERIES

3.96mm pitch wire to board connector

[ A396 1 T )—3 96mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A3961H-XP,A3961H-XP-2,A3961H-XP-3,

A5081H-XP series Housing
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Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A3961-TB AWG#18-#24 2.80mm(max) Brass Tin over Nickel 6,000 PCS
A3961-TP AWG#18-#24 2.80mm(max) Phosphor Bronze Tin over Nickel 6,000 PCS
A3961-GB AWG#18-#24 2.80mm(max) Brass Gold over Nickel 6,000 PCS
A3961-GP AWG#18-#24 2.80mm(max) Phosphor Bronze Gold over Nickel 6,000 PCS

Optional Gold plating available but MOQ requested

[ A396 1 'T' 1 F3-96mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A3961H-XP,A3961H-XP-2,A3961H-XP-3,

A5081H-XP series Housing
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Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A3961-TB-1 AWG#18-#24 2.80mm(max) Brass Tin over Nickel 6,000 PCS
A3961-TP-1 AWGH#18-#24 2.80mm(max) Phosphor Bronze Tin over Nickel 6,000 PCS
A3961-GB-1 AWG#18-#24 2.80mm(max) Brass Gold over Nickel 6,000 PCS
A3961-GP-1 AWG#18-#24 2.80mm(max) Phosphor Bronze Gold over Nickel 6,000 PCS

Optional Gold plating available but MOQ requested
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nn A3961 SERIES 3.96mm pitch wire to board connector

[ A3961 H‘XP )—3.96mm pitch Housing

Reference Informations: Ordering Information:
*Material:Nylon 66,UL94V-2 A3961H-XP - 7
*Suitable CJT A3961-T(-1) series Terminal PariNe.
*Mates with CJT A3961WV,WR,WVA WRA-XP(-A), 2 Material
A3961WV,WVA-XP-R(-A),A3961WVB-F,WRB-F-XP, (blank):Nylon 66,UL94V-2
A3961WVB,WRB,WVC,WRC-XP series Wafer V0:Nylon 66,UL94V-0
*Color:Natural GWT:Nylon 66,UL94V-0,GWT 750°C . . . .
Ordering Information & Dimensions:
/—Circuit1 PART NO. - Dimensions -
/ 2P 3.96 8.43
4
e 0 v o v o O - 122 o
e e e I e = o 051
JU M M M N 6P 19.80 24.27
3.96£0.10 7P 23.76 28.23
8P 27.72 32.19
A+0.20 9P 31.68 36.15
10P 35.64 40.11
B+0.25 11P 39.60 44.07
7.70+0.25 12P 43.56 48.03
13P 47.52 51.99
14P 51.48 55.95
15P 55.44 59.91
o 16P 59.40 63.87
P 17P 63.36 67.83
S 18P 67.32 71.79
© 19P 71.28 75.75
T 20P 75.24 79.71
21P 79.20 83.67
22P 83.16 87.63
23P 87.12 91.59
6.30£0.25 24P 91.08 95.55
Unit: mm
[ A3961H-XP-2 | 396mmpich Housing
Reference Informations: Ordering Information:
*Material:Nylon 66,UL94V-2 A3961H-XP-2 - =~
*Suitable CJT A3961-T(-1) series Terminal 1 Part :\‘o .
*Mates with CJT A3961WV,WR,WVA WRA-XP(-A), oo
A3961WV,WVA-XP-R(-A),A3961WVB-F,WRB-F-XP, (blank):Nylon 66,UL94V-2
A3961WVB,WRB,WVC,WRC-XP series Wafer VO0:Nylon 66,UL94V-0
*Color:Natural GWT:Nylon 66,UL94V-0,GWT 750°C _ _ _ _
Ordering Information & Dimensions:
P Dimensions
/—C|rCUIt 1 PART NO. A B
2P 3.96 8.43
BEEEEE I
i i i 4P 11.88 16.35
m oM Jn o e m 5P 15.84 20.31
' ' ' 6P 19.80 24.27
3.96+0.10 7P 23.76 28.23
8P 27.72 32.19
A+0.20 9P 31.68 36.15
10P 35.64 40.11
11P 39.60 44.07
B+0.25 6.30+0.25 12P 43.56 48.03
13P 47.52 51.99
14P 51.48 55.95
15P 55.44 59.91
16P 59.40 63.87
17P 63.36 67.83
0 18P 67.32 71.79
9} 19P 71.28 75.75
S 20P 75.24 79.71
© 21P 79.20 83.67
22P 83.16 87.63
23P 87.12 91.59
24P 91.08 95.55
Unit: mm
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5 o A3961 SERIES

[A3961 H -XP-S-VO)—S.%mm pitch Housing

Reference Informations: Ordering Information:
*Material:Nylon 66,UL94V-0 A3961H-XP-3 - ***
*Suitable CJT A3961-T(-1) series Terminal 1 2
*Mates with CJT A3961WVA WRA-XP(-A), 1.Part No.
A3961WVA-XP-R(-A),A3961WVB-F,WRB-F-XP, 2.Material:

) VO0:Nylon 66,UL94V-0
A3961WVB,WRB-XP,D3961WV,WR-XP series Wafer GWT:Nylon 66,UL94V-0,GWT 750°C
*Color:Natural —

3.96mm pitch wire to board connector

Ordering Information & Dimensions:

Circuit 1 i i

/_ PART NO. - Dimensions =
H A H 2P 3.96 8.43
4P 11.88 16.35
MM M M M m 5P s 20.31
6P 19.80 24.27
3.96+0.10 7P 23.76 28.23
8P 27.72 32.19
A+0.20 9P 31.68 36.15
10P 35.64 40.11
11P 39.60 44.07
B+0.25 8.3040.25 12P 4356 48.03
13P 4752 51.99
14P 51.48 55.95
15P 55.44 59.91
— 16P, 59.40 63.87
o 17P 63.36 67.83
8 18P 67.32 71.79
§ 19P 71.28 75.75
° 20P 75.24 79.71
21P 79.20 83.67
22P 83.16 87.63
23P 87.12 91.59

24P 1. .
6.30+0.25 91.08 %5.95

Unit: mm
[ A 3961 WV_XP )—3.96mm pitch 180° Wafer
3.96+0.10

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-2

AR

21.8040.05
P.C.B LAYOUT

*Mates with CJT A3961H-XP(-2) or A3964H-XP,
A3964H-XP-A,A3964H-XP-C series Housing
*Color:Natural

. Cireu 1_\ Ordering Information & Dimensions:
] f Y Ordering Information: ; :
| | | ” | | \ | A3961V\%V—XP Ceee PART NO. - Dimensions =
'—E—'—g'— : —‘$"_‘$_' 1.Part :\lo. 23 2P 3.96 8.43
2 Material: 3P 7.92 12.39
blank):Nylon 66,UL94V-2 4P 11.88 16.35
VO0:Nylon 66,UL94V-0 5P 15.84 20.31
v GWT:Nylon 66,UL94V-0,GWT 750°C
% S G T
A+0.20 (blank):Tin over Nickel P 27'72 32'19
! G:Gold over Nickel - :
9P 31.68 36.15
B+0.25 5.60:0.20 10P 35.64 40.11
11P 39.60 44.07
A M 12P 43.56 48.03
13P 47.52 51.99
o 14P 51.48 55.95
1 8 9 % 15P 55.44 59.91
H 9 Py a 16P 59.40 63.87
] g @ 17P 63.36 67.83
- N 18P 67.32 71.79
” T ) 19P 71.28 75.75
o 20P 75.24 79.71
T
\y 22P 83.16 87.63
23P 87.12 91.59
PIN 1.14 5Q 10.20+0.20 24P 91.08 95.55
Unit: mm
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: n A3961 SERIES 3.96mm pitch wire to board connector

[A396 1 W R-X P)—S.%mm pitch 90° Wafer

Reference Informations: I——-'M
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-2 {%} {%} {%} {%} 'q}

*Mates with CJT A3961H-XP(-2) or A3964H-XP,
A3964H-XP-A,A3964H-XP-C series Housing

21.8040.05

*Color:Natural P.C.B LAYOUT
11 —Circuit 1 -
T F Ordering Information & Dimensions:
] 1 1 , , 1 1 |/ Ordering Information: Dimensions
g_ _@_ _é A3961WR-XP - *** . ** PART NO.
T % TR 1 23 A B
— | | i 1.Part No. 2P 3.96 7.92
gl | | | 2 Material: 3P 7.92 11.88
L i i (blank):Nylon 66,UL94V-2 4P 11.88 15.84
L J L J T 70 UL VO:Nylon 66,UL94V-0 - - etk
1 1 1 o (]
. %Nylon 66,UL94V-0,GWT 750°C 6P 19.80 2376
3.96:0.10 (blank):Tin over Nickel P 2240 T2
A+0.20 G:Gold over Nickel 8P 27.72 31.68
— 9P 31.68 35.64
5.60£0.20 10P 35.64 39.60
B+0.2
025 11P 39.60 43.56
AoA A A A A 7 127 = 47.52
L | —] L — | 13P 47.52 51.48
° | 14P 51.48 55.44
] 1 < g | 15P 55.44 59.40
| — | — 1 — g} g IS § | 16P 59.40 63.36
@ QA P i 17P 63.36 67.32
’ ha g < ; 18P 67.32 71.28
®| © ' 19P 71.28 75.24
'!'\—/ 20P 75.24 79.20
! 21P 79.20 83.16
) 22P 83.16 87.12
PREFERS = s
PIN 1.14 SQ 3.60+0.20 10.20+0.20 - Uhit' o
[A3961 WV A-XP)——asemmpicn 160 Waser
. 3.96+0.10
Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-2
*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP, 21.8040.05
A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing P.C.B LAYOUT
*Color:Natural —
Ordering Information & Dimensions:
|t = Ordering Information: PART NO. Dimensions
N A3961WVA-XP - *** - ** A B
dgh _é___é__ g 1 > 3 2P 3.96 7.92
A 1.Part No. 3P 7.92 11.88
| | © 2.Material: 4P 11.88 15.84
3.96+0.10 VO:Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C 6P 19.80 23.76
A+0.20 3.Finish: 7P 23.76 27.72
(blank):Tin over Nickel 8P 27.72 31.68
G:Gold over Nickel 9P 31.68 35.64
B+0.25 10P 35.64 39.60
11P 39.60 43.56
h 12P 43.56 47.52
13P 47.52 51.48
o 14P 51.48 55.44
g 15P 55.44 59.40
] o & 16P 59.40 63.36
g S o 17P 63.36 67.32
|, @ § 18P 67.32 71.28
’ ’ e J 19P 71.28 75.24
] r 20P 75.24 79.20
21P 79.20 83.16
\ 20P 83.16 87.12
23P 87.12 91.08
PIN 1.14 SQ 24P 91.08 95.04
Unit: mm
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3.96mm pitch wire to board connector

56\396 1 W RA-X H—S.QGmm pitch 90° Wafer

3.9640.10

Reference Informations: I———'i
*Material:Pin:Brass/Tin over Nickel

Insulator:Nylon 66,UL94V-2 {%} -q} {%} {%} {%}
*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP, 1.8040.25
A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing - _P..C.B LAYOUT

*Color:Natural

Ordering Information & Dimensions:

g PART NO. Dimensions
a Ordering Information: i £
S A3961WRAXP - *** - ** 2P 3.96 7.92
1 2 3 3P 7.92 11.88
1.Part No. 4P 11.88 15.84
2.Material: 5P 15.84 19.80
blank):Nylon 66,UL94V-2 6P 19.80 23.76
V0:Nylon 66,UL94V-0
VoW aVT):/Nonn 66,UL94V-0,GWT 750°C s 23.76 27.72
3 Finish: 8P 27.72 31.68
-IM (blank):Tin over Nickel 9P 31.68 35.64
G:Gold over Nickel 10P 35.64 39.60
A+0.20 [ 11P 39.60 43.56
12P 43.56 47.52
B+0.25 8.50+0.20 13P 47.52 51.48
14P 51.48 55.44
& 15P 55.44 59.40
SRR E g 16P 59.40 63.36
| |l | |l 8 « 17P 63.36 67.32
| | il i | | g 18P 67.32 71.28
! ! ! ! ! ! o V 19P 71.28 75.24
BRI : il L
i Ly Ly' ' Ly Ly Ly 3 ' 21P 79.20 83.16
o 7 22P 83.16 87.12
23P 87.12 91.08
PIN 1.14 SQ 24P 91.08 95.04
Unit: mm
[A3961 WV-XP- R)—B.%mm pitch 180° Wafer, Round PIN
Reference Informations: I‘—jw
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-2 ‘(%')‘ ‘(%')‘ ‘(%'}‘ ‘(%)‘ ‘(%)‘

*Mates with CJT A3961H-XP(-2) or A3964H-XP, 21.57+0.05
A3964H-XP-A,A3964H-XP-C series Housing P.C.B LAYOUT
*Color:Natural -

Circuit 1‘\ Ordering Information & Dimensions:
11 Ordering Information: ; :
i " ‘\ A3961WV-XP-R - *** - ** PART NO. B Dimensions -~
1 1 1 1 2 3
[an] m T [ ™ N 1.Part No. 2P 3.96 7.92
iR R I o 2.Material: 3P 7.92 11.88
(blank):Nylon 66,UL94V-2 4P 11.88 15.84
VO0:Nylon 66,UL94V-0 5P 15.84 19.80
I | , SV\_/Th:Nylon 66,UL94V-0,GWT 750°C oP 19.80 23.76
+ .Finish:
3.9690.10 (blank):Tin over Nickel U el il
A+0.20 G:Gold over Nickel 8P 27.72 31.68
9P 31.68 35.64
B+0.95 5.60+0.20 10P 35.64 39.60
— 11P 39.60 43.56
AN AN AN AN AN A 12P 43.56 47.52
i | | | | | | 13P 4752 51.48
. : . . . . ° ' 14P 51.48 55.44
| | [ S S 8 | 15P 55.44 59.40
[l 1 1 1 1 1 ol w Fl
a 8 o & 16P 59.40 63.36
—I—=lleAEIEe € s & &
| ' ' ' ' ' S gl gl 17P 63.36 67.32
| | | | | | = Q& 18P 67.32 71.28
i | | ” | | | | = 9P 71.28 75.24
- 20P 75.24 79.20
| | | | | | 21P 79.20 83.16
| | | | | | 22P 83.16 87.12
N Y ¥ Y VY
23P 87.12 91.08
PIN 1.14 ROUND 10.200.20 24p 91.08 95.04
Unit: mm
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3.96+0.10

T
R Ry

21.5740.05
P.C.B LAYOUT

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:Nylon 66,UL94V-2
*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP,
A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing
*Color:Natural

Ordering Information & Dimensions:

1y Dimensions

. | | = PART NO. A 5
Y y (=1 Ordering Information: 2P 3.96 7.92
B — | _{?" by & M-: 3P 7.92 11.88
/| <  Part N01 2 4P 11.88 15.84
3964010 > Materiol: 5p 15.84 19.80
(blank):Nylon 66,UL94V-2 6P 19.80 23.76
A+0.20 V0:Nylon 66,UL94V-0 7P 23.76 27.72
GWT:Nylon 66,UL94V-0,GWT 750°C 8P 27.72 31.68
3.Finish: 9P 31.68 35.64
(blank):Tin over Nickel 10P 35.64 39.60
B+0.25 G:Gold over Nickel 1P 39.60 43.56
12P 43.56 47.52
CERAER AR A AREA h 13 1752 5148
| | | | | | | 14P 51.48 55.44
i | | | | | § | 15P 55.44 59.40
| | | | | | EQ g | 16P 59.40 63.36
I 1 e A ol § & | 17P 63.36 67.32
1 il ] 1 3 & | 18P 67.32 71.28
: : : : : : Noe i 19P 71.28 75.24
| ’I | | J 20P 75.24 79.20
| | T | | | 21P 79.20 83.16
. gy oy oy oy L) 22P 83.16 87.12
‘V\_ . 23P 87.12 91.08
PIN 1.14 ROUND 24P 91.08 95.04

Unit: mm

[A3961 WV-X P-A]—7.92mm pitch 180° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Ordering Information:
A3961WV-XP-A - *** - **

1 2 3
Insulator:Nylon 66,UL94V-2 1.Part No.
*Mates with CJT A3961H-XP(-2) or A3964H-XP, 2.Material:

A3964H-XP-A,A3964H-XP-C series Housing

*Color:Natural

(blank):Nylon 66,UL94V-2

V0:Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:

Circuit 1_\ (blank):Tin over Nickel
Y G:Gold over Nickel
_@ EP— -$ \ﬁ— 7.92+0.10

&

21.80+0.05
|y
7.9240.10 P.C.B LAYOUT
A£0.20
5.6020.20
B+0.25
A M m Ordering Information & Dimensions:
PART NO. Dimensions
° A B
1 8 0 P 3P 7.92 11.88
— 9 s g & 5P 15.84 19.80
3 g 9 - 7P 23.76 27.72
= ~ 8 9P 31.68 35.64
« 11P 39.60 43.56
13P 4752 51.48
L U U 15P 55.44 59.40
17P 63.36 67.32
PIN 1.14 SQ 10.2040.20 19P 71.28 75.24
Unit: mm
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7.92mm pitch wire to board connector

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-2

*Mates with CJT A3961H-XP(-2) or A3964H-XP,

A3964H-XP-A,A3964H-XP-C series Housing

*Color:Natural

—Circuit 1
7

+t
- — -

7.92+0.10 |
A+0.20

B+0.25
M

11.30+0.20

@ %—PIN 1.143;

[A3961 WVA-XP-A]—TQme pitch 180° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Ordering Information:
A3961WR-XP-A - *** - **
1 2 3
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-2
VO0:Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:
(blank):Tin over Nickel
G:Gold over Nickel

7.9240.10

.
& @

21.80+0.05
P.C.B LAYOUT
5.6020.20
}
Lr Ordering Information & Dimensions:
| Dimensions
§ | PART NO. A B
i 3 § | 3P 7.92 11.88
= o o ! 5P 15.84 19.80
g < | 7P 23.76 27.72
© o 1 9P 31.68 35.64
y 11P 39.60 43.56
! 13P 4752 51.48
J 15P 55.44 59.40
F—f———/ 17P 63.36 67.32
3.600.20 10.20+0.20 19P 71.28 75'2_;‘
nit: mm

Ordering Information:
A3961WVA-XP-A - =~ -

1 2 3
Insulator:Nylon 66,UL94V-2 1.Part No.
*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP, 2.Material:
A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing (blank):Nylon 66,UL94V-2

*Color:Natural

-

6.35+0.25

7.9240.10

A+0.20

B+0.25

o
\onrisa

VO0:Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:
blank):Tin over Nickel
G:Gold over Nickel

7.92+0.10

1

< &

21.8040.05

P.C.B LAYOUT
M Ordering Information & Dimensions:
Dimensions
S PART NO. A 5
= . 2 3P 7.92 11.88
g S o 5P 15.84 19.80
@ § 7P 23.76 27.72
= o 9P 31.68 35.64
J 11P 39.60 43.56
13P 47.52 51.48
W17 15P 55.44 59.40
17P 63.36 67.32
19P 71.28 75.24
Unit: mm
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A396 1 SERIES 7.92mm pitch wire to board connector

[ A3961WRA-XP- A]—7 s2mm pich 80 Water

Ordering Information:
A3961WRA-XP-A - *** - **

Reference Informations:

*Material:Pin:Brass/Tin over Nickel - 1 23
Insulator:Nylon 66,UL94V-2 1.Part No.
*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP, 2.Material:
A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing (blank):Nylon 66,UL94V-2
*Color:Natural VO0:Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

3.Finish:
(blank):Tin over Nickel
G:Gold over Nickel

|
© &

7.92+0.10

&
=3
&
=
6.35+0.20

21.80+0.05

- 7.92£0.10 | ‘ P.C.B LAYOUT
A+0.20
B+0.25 8.50+0.20 Ordering Information & Dimensions:
. § PART NO. - Dimensions -
Ef—-—-—]
| | | o S ) S 3P 7.92 11.88
1 1 1 g o ® 5P 15.84 19.80
| | | gl s 7P 23.76 27.72
i | | o w op 31.68 35.64
T T T 11P 39.60 43.56
| | | 13P 47.52 51.48
\Y/ 15P 55.44 59.40
17P 63.36 67.32
PIN 1.14 SQ 19P 71.28 75.24
Unit: mm
[ A3961WV-XP-R- A]—7.92mm pitch 180° Wafer
Reference Informations: Ordering Information:
*Material:Pin:Brass/Tin over Nickel w'7'3
Insulator:Nylon 66,UL94V-2 1.Part No.
*Mates with CJT A3961H-XP(-2) or A3964H-XP, 2.Material:
A3964H-XP-A,A3964H-XP-C series Housing (blank):Nylon 66,UL94V-2
*Color:Natural VO:Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
Circuit 1—\ 3.Finish:
(blank):Tin over Nickel

\

G:Gold over Nickel
7.92+0.10

f— i —B— B

7.92+0.10
A+0.20 P.C.B LAYOUT
B+0.25 5.60%0.20
0 M 0 1 Ordering Information & Dimensions:
] | | | | Dimensions
. . . ' PART NO.
— | | 1= K | A B
| ' ' Q 9 S . 3P 7.92 11.88
| | IH < gl o & | 5P 15.84 19.80
] ] ] o +1 N N H
| | | ] g ol » | 7P 23.76 27.72
i i i - ~ g i 9P 31.68 35.64
| | | = 1P 39.60 43.56
| | | | 13P 4752 51.48
! ! ! ! 15P 55.44 59.40
+\_ Y N g ; 17P 63.36 67.32
PIN 1.14 ROUND 10204020 | 19P 71.28 75.24
Unit: mm
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, A3961 SERIES

7.92mm pitch wire to board connector

(A3961 WVA- XP-R-Aj—mzmm pitch 180° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-2

*Mates with CJT A3961H-XP-2 or A3964H-XP,
A3964H-XP-A,A3964H-XP-C series Housing

*Color:Natural

o
[sV)
bbb bob] s
(s}
[(e}
7.92+0.10
A+0.20
B+0.25

0

o
|
|
|
|
|
|
LN
PIN 1.14 ROUND

[A3961 W\ B-XP)——3s6mm pen 1e0- e

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

==

*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP,

A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing

*Color:White
[ ]
! ! o
ol o
B H W B 8 S
g S
o o
& R
N~
3.96+0.10 \_
Circuit 1
A+0.20
B+0.25

3.20+0.20

PIN 1.14 SQ

Ordering Information:
A3961WVA-XP-R-A - *** - **
1 2 3
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-2
VO0:Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C

3.Finish:
blank):Tin over Nickel
G:Gold over Nickel

11.43702s

7.92+0.10
21.8040.05
P.C.B LAYOUT
— K . . . .
| Ordering Information & Dimensions:
! PART NO. Dimensions
S | A B
g = | 3P 7.92 11.88
gl | € . 5P 15.84 19.80
o @ ¢ | 7P 23.76 27.72
] ' J 9P 31.68 35.64
® | 11P 39.60 43.56
| 13P 47.52 51.48
) 15P 55.44 59.40
\ 17P 63.36 67.32
19P 71.28 75.24
Unit: mm
Ordering Information:
A3961WVB-XP - *** - **
1 2 3
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:
(blank):Tin over Nickel
3.9640.10 G:Gold over Nickel
®1 80+0.05
_q;_ _d} % _d} Ordering Information & Dimensions:
PART NO. - Dimensions -
P.C.BLAYOUT 2P 3.96 7.92
3P 7.92 11.88
4P 11.88 15.84
5.60+0.20 5P 15.84 19.80
— 6P 19.80 23.76
1.60£0.20 7P 23.76 27.72
8P 27.72 31.68
Llj 9P 31.68 35.64
10P 35.64 39.60
| 11P 39.60 43.56
! 12P 43.56 47.52
| 13P 47.52 51.48
| 8 14P 51.48 55.44
| = 15P 55.44 59.40
! b 16P 59.40 63.36
T © 17P 63.36 67.32
. 18P 67.32 71.28
v | 19P 71.28 75.24
20P 75.24 79.20
Unit: mm
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23 i
as J;s% |

Uiy

()

- A3961 SERIES

3.96mm pitch wire to board connector

(A396 1WVB-F-X Fy—s.gemm pitch 180° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP,
A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing

Ordering Information:
A3961WVB-F-XP - *** - **

1 2 3
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0

*Color:White GWT:Nylon 66,UL94V-0,GWT 750°C
= 3.Finish:
f ] o 3.96+0.10 (blank):Tin over Nickel
! ! S g '—'7@1 .80+0.05 G:Gold over Nickel
ol o< <
S O R A
gl S Ordering Information & Dimensions:
™~ A Dimensions
9 $ PART NO.
3.96+0.10 \_ 1.98+0.05 ©1.63:0.05 ° A B
2. . 2O 2P 3.96 7.92
Circuit 1
A+0.20 P.C.B LAYOUT 3P 7.92 11.88
4P 11.88 15.84
B40.25 5.6040.20 5P 15.84 19.80
__1.60£0.20 6P 19.80 23.76
7P 23.76 27.72
i 8P 27.72 31.68
' ' ' ' ' 9P 31.68 35.64
| | | | | 9 | 10P 35.64 39.60
I I I I I . 5 I 11P 39.60 43.56
N <
| | | | | S = | 12P 43.56 4752
. . . . . S S . S 13P 4752 51.48
| | | | | o S | S 14P 51.48 55.44
! ! ! ! ! 3 ! 8 15P 55.44 59.40
I I I I N K7 16P 59.40 63.36
[ | | | U| J] T 17P 63.36 67.32
! w w w 7 18P 67.32 71.28
19P 71.28 75.24
PIN 1.14 SQ 4.20+0.20 20P 75.24 79.20
Unit: mm
(A396 1WRB-X Fy—s.gemm pitch 90° Wafer
3.96+0.10
Reference Informations: Ordering Information: —t
*Material:Pin:Brass/Tin over Nickel A3961WRB-XP - *** - ** - = 'q} _@_ _$_ 'q}
Insulator:Nylon 66,UL94V-0 1 2 3 4
*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP, 1.Part No. @1.8020.05
A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing . 2:Material: PGB LAYOUT

*Color:White

8" &

| |
T
]

10.20+0.20

7.20+0.20

iy U

A+0.20

_E_ .

B+0.25

\—Circuit 1

A A A A

3.20+0.20

H H X X

PIN 1.14 SQ

3.96+0.20

5.41+0.20

(blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C

3.Color:
(blank):White
BK:Black

4 Finish:
(blank):Tin over Nickel
G:Gold over Nickel

5.60+0.20

1.60+0.20

11.4302s

G:J

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 3.96 7.92
3P 7.92 11.88
4P 11.88 15.84
5P 15.84 19.80
6P 19.80 23.76
7P 23.76 27.72
8P 27.72 31.68
9P 31.68 35.64
10P 35.64 39.60
11P 39.60 43.56
12P 43.56 47.52
13P 47.52 51.48
14P 51.48 55.44
15P 55.44 59.40
16P 59.40 63.36
17P 63.36 67.32
18P 67.32 71.28
19P 71.28 75.24
20P 75.24 79.20
21P 79.20 83.16
22P 83.16 87.12
23P 87.12 91.08
24P 91.08 95.04
Unit: mm
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3.96mm pitch wire to board connector

(A3961 WRB-F-X Fy—s.gemm pitch 90° Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Ordering Information:
A3961WRB-F-XP - *** - **

1 2 3
Insulator:Nylon 66,UL94V-0 1.Part No.
*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP, 2.Material:

A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing
*Color:White

(blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:

i i (blank):Tin over Nickel Ordering Information & Dimensions:
G:Gold over Nickel ; :
[ 1 = § PART NO. - Dimensions -
? ? & & S g 3 %010 01.80:0.05 2P 3.96 7.92
+| -
! ! ! ] 2 A 3P 7.92 11.88
| | ~ S AN 4P 11.88 15.84
| [UUJ I [UJJJ \_ = 5P 15.84 19.80
~
Circuit 1 5 6P 19.80 23.76
<. f) 7P 23.76 27.72
3.96+0.10 ‘ 1.9840.05 O1.63£0.05 8P 27.72 31.68
A+0.20 . P.C.B LAYOUT 9P 31.68 35.64
10P 35.64 39.60
B40.25 5.60+0.20 . 1.60+0.20 T 3960 356
12P 43.56 47.52
A A A A M 13P 47.52 51.48
I N ) N I 2 ! 14p 51.48 55.44
I N ) N I o 33 | 15P 55.44 59.40
i A [ 16P 59.40 63.36
— — 1 — g ol | 17P 63.36 67.32
— — — P P . 18P 67.32 71.08
5 i 19P 71.28 75.24
(u)] (‘:} 0 E i 20P 75.24 79.20
& 21P 79.20 83.16
PIN 144 5Q ,% J 22P 83.16 87.12
: S )/ / 23P 87.12 91.08
H BEH X X =— - 24P 91.08 95.04
3.96+0.20 Unit: mm
( A3961 WRB_F_L_X@;S.%mm pitch 90° Wafer
; . Ordering Information:
*Refere_nce_lnformathns. . A396TWRB-F-LXP - - **
Material:Pin:Brass/Tin over Nickel - 1 33
Insulator:Nylon 66,UL94V-0 1.Part No.
*Mates with CJT A3961H-XP(-2/-3) or A3964H-XP, 2.Material:
A3964H-XP-A,A3964H-XP-B,A3964H-XP-C series Housing (blank):Nylon 66,UL94V-0
*Color:White GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:
i I (blank):Tin over Nickel Ordering Information & Dimensions:
G:Gold over Nickel ; :
I § o put PART NO. - Dimensions =
I =
? ? B B g g 3 — 3:9640.10 ©1.8020.05 2P 3.96 7.92
= B 3P 7.92 11.88
~ & 'd} —d} —d} 4P 11.88 15.84
L UL‘J U U[UJ 5P 15.84 19.80
6P 19.80 23.76
; Fan
Cirouit 1 % $ 7P 23.76 27.72
3.9620.10 1.98+0.05 @1.63+0.05 8p 57 79 31.68
A£0.20 P.C.B LAYOUT 9P 31.68 35.64
10P 35.64 39.60
B10.25 5.6020.20 . 1.60+0.20 P 5960 TS
12P 43.56 47.52
13P 47.52 51.48
g 14P 51.48 55.44
o 22 15P 55.44 59.40
S A 16P 59.40 63.36
S Rl o ~ 17P 63.36 67.32
P g S 18P 67.32 71.28
3 9P 71.28 75.04
Y s 20P 75.24 79.20
21P 79.20 83.16
Q \g‘ \g‘ 22P 83.16 87.12
g—- 23P 87.12 91.08
PIN 1.14 SQ 3.96+0.20 24P 91.08 95.04
Unit: mm
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[A3961 WV C-XP)——sommpren 10 wter

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CJT A3961H-XP(-2) or A3964H-XP,

A3964H-XP-A,A3964H-XP-C series Housing

*Color:Black

Optional Voided CKT

3.96+0.10

A+0.20

3.25

PIN 1.14 SQ
B+0.25

Note: @

PART NO. M{mm)
P44M114 4.37 11.43
P32M114 3.18 11.43
P2sM133_| 251 | 1328
Paami22_| 437 | 12.19

PART NO. M(mm)
P115M114 | 1153 | 11.43
P32M133 318 | 1328
P74M114. 742 | 11.43
Pi2amiz2 | 1234 | 12.19

[AB961WRC-XP)——semmpien o e

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0
*Mates with CJT A3961H-XP(-2) or A3964H-XP,
A3964H-XP-A,A3964H-XP-C series Housing
*Color:Black
Optional Voided CKT

v U
3.9640.10

A+0.20

3.25

I
H & @

PIN 1.14 SQ

B+0.25

Ordering Information:
A3961WVC-XP - *** - x* . xx*
1 2 3 4
1.Part No.
2.Material:
blank):Nylon 66,UL94V-0

V2:Nylon 66,UL94V-2

GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish

Ordering Information & Dimensions:

(blank):Tin over Nickel Dimensions
G:Gold over Nickel (1u") PART NO. A B
G15:Gold over Nickel(15u")
G20:Gold over Nickel(20u") 2P 3.96 7.16
G30:Gold over Nickel(30u") 3P 7.92 11.12
4.Size(P,M):See D 4p 11.88 15.08
5P 15.84 19.04
6P 19.80 23.00
9.07+0.25 7P 23.76 26.96
= 8P 27.72 30.92
gl 2 9P 31.68 34.88
sl B % © 10P 35.64 38.84
Y I N
R I S 11P 39.60 42.80
R R 3 12P 43.56 146.76
ol =1 & ~
< o o 13P 47.52 50.72
= ) \—l_f/ 14P 51.48 54.68
15P 55.44 58.64
16P 59.40 62.60
3.8040.20 17P 63.36 66.56
— 18P 67.32 70.52
A 19P 71.28 74.48
3.9620.10 20P 75.24 78.44
21.70 21P 79.20 82.40
% 22P 83.16 86.36
© EF $ EF 23P 87.12 90.32
P.C.B LAYOUT 24P 91.08 94.28
Unit: mm
Ordering Information: A
AB961WRE-XP - ¥+ - *++ _ wrr 3.9620.10
1 2 3 4 21.70
1.Part No.
2.Material: '69' 'q} 'q} 'q}
(blank):Nylon 66,UL94V-0
V2:Nylon 66,UL94V-2 P.C.BLAYOUT
GWT:Nylon 66,UL94V-0,GWT 750°C _ _ _ _
3.Finish Ordering Information & Dimensions:
(blank):Tin over Nickel Di n
G:Gold over Nickel (1u”) PART NO. - (IISTSIONS =
G15:Gold over Nickel(15u")
G20:Gold over Nickel(20u") 2P 3.96 7.16
G30:Gold over Nickel(30u") 3R 7.92 11.12
4.Size(P,M,Y):See © 4P 11.88 15.08
5P 15.84 19.04
6P 19.80 23.00
7P 23.76 26.96
9.0740.25 8P 27.72 30.92
_ 9P 31.68 34.88
S 10P 35.64 38.84
3 =z 11P 39.60 42.80
&l 2| ¢ Q 12P 43.56 46.76
2 = = 2 13P 47.52 50.72
5| 5| 8 R 14P 51.48 54.68
e = 15P 55.44 58.64
A 16P 59.40 62.60
17P 63.36 66.56
) 18P 67.32 70.52
P(5.38:0.25) 19P 71.28 74.48
— 20P 75.24 78.44
Note: © 21P 79.20 82.40
AT N I NI (ST N I B 22pP 83.16 86.36
P35M133Y54 | 3.45 13.28 5.41 P35M114Y54| 3.45 11.43 5.41 23P 87.12 90.32
2] T A A 24P 91.08 94.28
Unit: mm
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