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MODEL

AA04A02010000018A§

SPECIFICATION

IN

FLAEHIT GENERAL SPECIFICATION

1.1 RATING (FiEfE): DC 4V 0.1A

1.2 ARV : E-10°C +60°CIEEN{EH. PRACTICAL TEMPERATURE RANEG:
1.3 MARARARIRAS : R AR EME N TR, B, JEWT:

(1) HENET35C;  (2) MEEE N45% 85%;  (3) KL N86Kpa  106Kpa.
STANDARD ATMOSPHEIC CONDITIONS :

UNLESS OTHERWISE SPECIFIED. THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS AND TESTS ARE AS FOLLOWS:
(1) AMBIENT TEMPERATURE : 5°C TO 35°C;

(2) RELATIVE HUMIDITY : 45% TO 85%;

(3) AIR PRESSURE : 86Kpa TO 106Kpa.

- 10°C™+60°C.

AP RE AL
ELECTRICAL CHARACTERISTICS

i H G2

NO. ITEM CONDITIONS

TEST

R

REQUIREMENTS

Fefd B EH

2.1 Contact TE IKHZ /N I (L00mA BAF) Ui

Resistance MEASURED- AT 1KHz SMALL CURRENT (100 mAOR LESS)

<500mQ

£l

2.2 Insulation

. APPLY A VOLTAGE OF 100V DC FOR 1 MIN.
Resistance

e B N100V DCHELIE1708T, 4% DL T 45 75 20k -
- (1) $efhiy 52 18], (2) JEO M A4 R HE A 2 T].

FOLLOWING CONTACE TEST METHOD:

THE

=100MQ




2.3

voltage proof

AC 250V (50-60Hz) FOR 1 MIN TRIP
CURRENT: 0. 5mA
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SPECIFICATION
HINAC250V (50-60Hz) HLJE, 1434 /ERE F it
0.5mA, Al 7T
, (1) Hefh ¥ ). \ .
AR i e - VA U R S e
Dielectric (2) SR FIHER 2 7.

WITHOUT DAMAGE TO PARTS
ARCING OR BREAKDOWN

THE FOLLOWING CONTACE TEST METHOD: ETC
(1) BETWEEN TERMINALS.
(2)BETWEEN INDIVIDUAL TERMINALS AND FRAME.
3. Wb RE RS
MECHANICAL CHARACTERISTICS
\O i A5 2 FR
’ ITEM TEST CONDITIONS REQUIREMENTS
%77
3.1 Operating Force M) 4fEzh LATERAL PUSH S K
# TEFF AR AT K ), PA— NS T2 54 0T
TRATF KM= MEALIZ BB N —RAL, W EHER 3R .
3 9 TRAVEL TO IN THE HORIZONTAL DIRECTION SWITCH HANDLE 52 &
’ CLOSURE OPRATION, WITH AN EQUAL TO 2TIMES THE THRUST OF =

THE SWITSH FORM ONE POSITION TO THE NEXT
GEAR, MOVING DISTANCE MEASURING HANDLE.
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SPECIFICATION
4. WIRHEAMERE
ENVIRONMENTAL SPECIFICATION
NO TiH RI6 21 Bk
: ITEM TEST CONDITIONS REQUIREMENTS
. . . , v e | 1) BEfL RPN T IMQ.
WA D MBS0 OB, B T 71 fihty 2;2@5%@}*
PIPRETA HE 3155000 7K 6 67 faf 3. 5 éONTACT
4.1 L;%Er%ég} AN ACTUATOR SHALL BE WITH A THRUST OF NO restsTanciafh i
GREAT THAN 1 TIMES SWITH POWER TO 5000 0 VAX
CYCLES AT A SPEED OF 30 CYCLES FOR 1 MIN. 2) LIEEETHE 000 imes
B AT 85 £ 2°C 96/ e, T E IR S R
RN S RE
49 i #R S 6 THE SWITCH SHALL BE STORED AT A TEMPERATURE
: HEAT TEST OF 854+2°C FOR 96 HOURS.AND THEN IT SHALL
BE SUBJECTED TO THE CONTROLLED RECOVERY
CONDITIONS FOR 1 HOUR AFTER WHICH
B A -20E2°C 96/ N G, FECE IEH S5
VN IE. SALTESEHR, R THL
4 521 THE SWITCH SHALL BE STORED AT A TEMPERATURE |k, /SR
4.3 COLS:?EQ} 0F-254+3°C FOR 96 HOURS.AND THEN IT SHALL THERE SHALL BE NO
BE SUBJECTED TO THE CONTROLLED RECOVERY DAMAGE ONAPPEARANCE.
CONDITIONS FOR 1 HOUR AFTER WHICH MECHANICAL AND
MEASUREMENT SHALL BE MADE. ELECTRICAL
CHARACTERISTICS SHALL
BE SATISFIED.
TR FE40 & 2 °C ARV BE N80~ 85%FA 5% H196 /Nt
S5, FRRRERRCE IE 5 =R /N I E.
RS THE SWITCH SHALL BE STORED AT A TEMPERATURE
4.4 HUMID?}Y’;%ST OF 40+2°C AND A HUMIDITY OF 80% TO 85% FOR
96 Hr. THEN THE JACK SHALL BE MAINTAINED
AT STANDARD ATMOSPHERIC CONDITION FOR 1
Hr FOR OTHER PROCEDURES.
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SPECIFICATION
TELL T 508 24 T AT I &
The switch shall be checked after following
test:
(1) HEBEE: 35 C+2C
s temperature: 3573j:%?3 SR BB S BE
o ; (2) ERVEMRE: 5+1% (FiEH 4 No remarkable corrosion
4.5 Salt Mist salt solution : 5+1%(solids b shall be recognized in
. _ o 1%
(Bt R A Al Y 8
e s mass) metal part
ZHR) N
(3) Wf[E]: 8h
Time: 8h
SEBJE I R I K
After test, salt deposit shall be removed by
running water.
1) HAND SOLDERING F-J&:
DIVCE T.H.: SOLDER IRON H; . v e
Ve T ks TR, T
270°CMAX. , 3 sec Max i
W TR <250° , .
2) REFII:O SOLDERING [RIfiff: <250°C b B
) S THERE SHALL BE NO
JE A2 i 2507
PR % N ! DAMAGE ONAPPEARANCE.
4.6 SOLDERING 20T — . | MECHANICAL AND
CONDITIONS

180°C — -

1507

ELECTRICAL
CHARACTERISTICS SHALL
BE SATISFIED.




