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REV. | ECR/N NO.DESCRIPTION DATE DRAWN CHECKED APPROVE
%, . 9 [SN11037 03/15'11 Woden Vito.Li Bamey
® 2 o 2 10 [SN11296 12/29'11 SKY Vito.Li Barney
- 11 [SN12221 10/11'12 SKY Vito.Li Barney
- — - NOTES:
i A A 1.MATERIAL:
& ) 1.1 CONTACT: PHOSPHOR BRANZE.
- 1.2 HOUSING: SEE TABLE.
o ol o 8.00 2 FINISH:
= S| 8| #0.85+0.05 2.1 CONTACT AREA: GOLD FLASH 1u” MIN. NICKEL 50 u” MIN.
O'\ £/10.10 ol th—0:9440.05 2.2 SOLDER AREA: MATTE TIN 80~150u”. NICKEL 50 u” MIN.
h 3.RoHS COMPLIANT.
SENI=== — | (- HF COMPLIANT.
= K/ o ( 4 MECHANICAL PERFORMANCE ~ DURABILITY: 25 CYCLES.
g S ELECTRICAL PERFORMANCE
LLCR:30 mOHMS MAX\WITHSTANDING VOLTAGE:1000 AC FOR 1 MINUTE\
INSULATION RESISTANCE:1000 MOHMS MIN
15.50 e 5.R REFLOW TEMPERATURE:250°C+10°C FOR 10 SECONDS MAX.
o, 758 0.45 o 6.PRODUCT NUMBER NOTE
< 0.47+0.20 AAA—BAT—##*—%xx_ x
So | H 2 T PACKAGE TYPE
o TYPE SERIAL NUMBER
o _ﬂn K:LEAD FREE/P:HALOGEN FREE
H ™ N Y PRODUCT SERIAL NUMBER
-2 | PRODUCT TYPE
l.__7.95 795 | FINISHED PRODUCT
SECTION A—A WAFER CONTACTOR
- CONTACTOR
TABLE
EXTRACTION
%0 i g 20020 T 4. | AAA-BAT-046-P03 | PA9TUL94-HBBLACK
075 L0 2 PRESS @@@\G RISE UP 3. AAA-BAT-046-P02 PAIT,UL94-HB WHITE
0 S
\ S 2 AAA-BAT-046-K03 PA9T,UL94-HB,BLACK
2 — MATED 1. AAA-BAT-046-K01 LCP,UL94V-0 WHITE
g © ‘ ) N [T 1 NO. PART NO. DESCRIPTION
0 a ‘ a — X = .z GENERAL TOLERANCES | pART NO.
@ \1.! UNLESS SPECIFIED
L LEVER EJECT / ' (4PUSH  [X7 035 [x= 3° SEETABLE LOTES
PIN2 5 PIN1 ®rock (6) PULL xxz 0.25 |x°+ 2° | APPROVED BY TITLE
9 D Gear 12/26'07 BATTERY HOLDER FOR CR1220
ox0 Xxx£0.15 | xxe£ 1 ear
0.1 HOW TO MATE AND UNMATE
/ 16.80 CHECKED BY DWG NO.
CUSTOMER DRAWING )
RECOMMENDED PCB LAYOUT MATE: @ ® Kaka 12/26'07 AP-AAA-BAT-046
UNSPECIFIED TOLERANCE:+0.05mm UNMATE: ® ® SIZE | UNTS | DRAWNBY SHEET | SCALE | REV
TOP VIEW e |uMNew]|  SUN 1212607 @'EL 1/25:2]| 11
1 | 2 I 3 | 4 | 5 | 6 | 7 | 8




1 I 2 3 I 4 | 5 | 6 7 8
n
ROUND SPROCKET HOLES & 4.00 ~
\ 16.90 B— \% 2.00 -
NN N TN | & i
4 || o] ol s all 18
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: ; SLIE | : —
GATHER MATERIAL DIRECTION INPUT MATERIAL DIRECTION 0.35
10.40 (THE DIRECTION  FOR CUSTOMER USING) .26
SECTION B-B
~ GATHER MATERIAL
DIRECTION
\COVER TAPE
ol © INPUT MATERIAL
S R DIRECTION CARRIER TAPE
- - —
(THE DIRECTION  FOR
CUSTOMER USING)
| | EMPTY _100mm MIN
gg.gg L ! EMPTY _ 160mm_MIN CONNECTOR EMPTY _400mm_MIN
GENERAL TOLERANCES PART NO.
UNLESS SPECIFIED
03 e T SEE TABLE LOTES
XX+ 0.25 x>+ 2° | APPROVED BY TITLE
PACKAGE SPEC: 02015 [t 1° Gear 12/26'07 BATTERY HOLDER FOR CR1220
;g(?TRY-T%OEQ%EEPAT_O%_KM/KO3/P02/P03 CUSTOMER DRAWING CHECKED BY PWENe.
10 REEL/CARTON Kaka 12/26'07 AP-AAA-BAT-046
7000PCS /CARTON SIZE | UNITS | DRAWNBY SHEET | SCALE | REV
A |wMIner]|  SUN 1212607 @EL 2/2|5:2] 1
1 2 3 | 4 5 | 6 | 7 | 8
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