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TYPICAL SPECIFICATIONS
1.0.ELECTRICAL
1.1.FREQUENCY RANGE: DC-6GHZ %200.0£2.0
1.2.NOMINAL IMPEDANCE: 50 Ohm T
1.3.DIELECTRIC WITHSTANDING VOLTAGE:200V AC FOR TMINUTE.
1.4VSWR:1.5 MAX.
2.0.MECHANICAL
2.1.DURABILITY:30TIMES Min.

3.0.ENVIRONMENTAL —@H@% —_— A @
3.1.OPERATING TEMPERATURE RANGE: -55°C TO +125°C 5
3.2.SALT SPRAY:48HOURS 3
3.3.RoHS COMPLIANT 1.37 137

3.4.REACH COMPLIANT

EIHEB SR AR

Construction Specification / £5#R <

Item/IRE Material/##IR TZ Diameter/E{2(mm)
T.Inner conductor/lIS4k | Tinned copper/ &858 | ©0.29+0.01
2Dielectric/ N E FEP #0.87+0.02

3.0uter Conductor/sh&k | Silver-Plated Copper Wire| $1.05+0.05
Braiding/4ERIAZIRA

4 Jacket/tFE PVC/2 $1.37+0.05
Electrical Properties (at 20°C) /EBSAFMHE(20°C)

TiE/Item BBi7/Unit FRBTE} Details
S4ikeBpE/Conductor Q/km 302 OHM
Resistance

ifit 3@ 8 (AC)/Dielectric V/1 Min 1000

Strength(AC)

[ | %5MBEH/Impedance ohm 50+2(at Ins@TDR )
T 050 DIMENSIONS ARE IN MILLIMETERS | CUS P/N: M an“
ratio UNLESS OTHERWISE SPECIFIED ACA-IPEX37 TO IPEX37 001 )
SRR Frequency R Sfandard vaalue TOLERANCES . .
B UniedB/m ANGLES = £3° PART NO- TITLE: Adapter cable
1GHz <17 UPTO 6 = +0.1 MO00-0103250R0A
. ) 2GHz <24
R Attenuation 6-40 = +0.2 . .
3GHz <30 ] 40-120 = 0.6 APPD: DWG NO.:
— — ©) 137 5210 Gold plating 1u" | 1 120-315 = +1.0 CHKD: @ | SCALE | SHEET | REV.
|z <4.
oGz s Number | Component Name | Material Dosage ABOVE 315 = £1.6 DR: — 1:1 1/1 V01

1 2 | 3 4 5 6 7 | 8
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