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[ | TYPICAL SPECIFICATIONS b
1.0.ELECTRICAL
1.1.FREQUENCY RANGE: DC-6GHZ NIUAN N
1.2.NOMINAL IMPEDANCE: 50 Ohm SMABESL 21 ERGEEE  FRHRGLTS EMGEEE SMAZY Sk BT
1.3.WORKING VOLTAGE:335V MAX.
C 1.4.PROOF VOLTAGE:750V
1.5.VSWR:1.4 MAX.
2.0.MECHANICAL
2.1. TORSIONAL:15IN-1BS MIN.
2.2 PLUGGABLE:500
| 3.0.ENVIRONMENTAL
3.1.OPERATING TEMPERATURE RANGE: -55°C
TO +125°C
3.2.SALT SPRAY:48HOURS
3.3.RoHS COMPLIANT
D
EHAEBEERARRIG
Construction Specification / £HaR <
Item/IRE Material/#EIR TZ Diameter/EfZ(mm)
[ | 1.Inner conductor/®Sk | Tinned copper/ 5548 $0.306+0.02
2.Dielectric/4% &R FEP $0.865+0.03
3.0uter Conductor/5+54k | Silver-Plated Copper Wire| $1.32+0.05
Braiding/4ERIAZIRA
4.Jacket/IFE FEP/Brown 138 ©1.78+0.1
Electrical Properties (at 20°C) /EBS451:(20°C)
E |mastem /U VE4BEEY Details
EB37/Capacitance pF/m 98
il 3R E (AC)/Dielectric V/1 Min 1000
Strength(AC)
[ | %5MBEH/Impedance ohm 50+3(at Tns@TDR ) —
TR Standing wave |/ £14@0-66Hz DIMENSIONS ARE IN MILLIMETERS | CUS P/N: M an\\
ratio UNLESS OTHERWISE SPECIFIED | ACA-RFSMA-J TO RFSMA-K 001 )
P Frequency ggﬁnﬁﬁ;ﬁd vealee ‘ TOLER'_ANCES PART NO.: TITLE:
\ ANGLES = #3 bl bi
o a7 , , M04-0100230R0A Cable assembly
ZGHZ s Recommended mounting hole sizes UPTO 6 = £0.1
F |Z5R Attenuation z <2 6-40 = +0.2 i i
3GHz <3.08 40_120 - i06 APPD: DWG NO
4GHz 363 120-315 = 1.0 CHKD: _—1 | SCALE | SHEET | REV.
5GHz <4.15 OVE 315 = £16 @ . :
6GHz <48 AB ==zl DR: 1:1 1/1 V01
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