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REV. DESCRIPTION APPD.| DATE
A INITIAL RELEASED Chen 05/23/2025
585 *11.0£0.2 2 100.0+£2.0
RP-SMA FEMALE
< IPEX1
W GaNNE: S S —
TYPICAL SPECIFICATIONS 9 ﬁ\ & -
1.0.ELECTRICAL 4 5 =
1.1.FREQUENCY RANGE: DC-6GHZ = o
1.2.NOMINAL IMPEDANCE: 50 Ohm
1.3.WORKING VOLTAGE:335V MAX.
1.4.PROOF VOLTAGE: 750V
1.5.VSWR:1.4 MAX.
2.0.MECHANICAL
2.1.TORSIONAL:15IN-1BS MIN. 175
2.2.PLUGGABLE:500 : f
3.0.ENVIRONMENTAL %_
3.1.0PERATING TEMPERATURE RANGE: -55°C TO +125°C 2
3.2.SALT SPRAY:48HOURS 2 o 44—i—
3.3.RoHS COMPLIANT @
3.4.REACH COMPLIANT X
AR M
Construction Specification / Z5HR <
Item/TiE Material/ IR TE Diameter/ES{Z(mm) Accessory 1 Accessory 2
1.Inner conductor/WS4k | Tinned copper/ {&i%iW | $0.24£0.01
2.Dielectric/#8BN R FEP $0.68+0.02
3.0uter Conductor/5hS44 | Silver-Plated Copper Wire| $0.92+0.05 ®7.2 6.1
Braiding/ARHR{ALLRA . 902
4Jacket/tFE PVC/EE $1.13£0.05 H
Electrical Properties (at 20°C) /EBS/4(20°C) _
TRE/Item B{7/Unit PEUBER) Details < m
SpfeaIA/Conductor Q/km 588.85 OHM ﬁ 2 :
Resistance _
it B3R (AC)/ Dielectric V/1 Min 1000 _
Strength(AC) 7 1 7 _
BRI/ Impedance ohm 20+2(at Ins@TOR) Accessory 3 Accessory 4 Recommended mounting hole sizes
BERLY Standing wave ! <1.3@0-6GHz
ratio
5 Frequency B Standrd vaalve | © Elastic gasket C3604 Gold plating 1u" | 1 DIMENSIONS ARE IN MILLIMETERS | CUS P/N: §§9
R4 unitas/m ® Nut C3604 Gold plating 1u" | 1 UNLESS OTHERWISE SPECIFIED Cable Jygembly
0.5GHz 0.2288+0.10 ; ; K K B TOLERANCES . .
o Attenuation 08GH 028622010 @ Shichi Huasi C3604 Gold plating 1u" | 1 ANGLES = +3° PARTNO., -\ rp.sMAakTO | TTLE: Cable assembly
1GHz 03160£0.10 ©) CcM1 C5210 Gold plating 1u" | 1 UPTO 6 = +0.1 IPEX1 002
2GHz 0.4792+0.15 N N " 6-40 = +0.2
3GHz 0667220.15 @) Spiral tooth body C3604 Gold plating 1u" | 1 40-120 = 206 APPD: DWG NO::
4GHz 08569£0.20 @) PIN C3604 Gold plating 2u" | 1 120-315 = +1.0 CHKD: @ 1 | SCALE | SHEET | REV.
5GHz 0.9360+0.20
6GHz 112182030 Number | Component Name | Material Dosage ABOVE 315 = +1.6 DR: — 111 1/1 | vo1
1 2 _ 3 4 5 6 7 _ 8




