1/4"-36UNS-2B

?7.80

REV. DESCRIPTION APPD. DATE
A INITIAL RELEASED Chen 2023/03/20
A
4 1500.0+30.0 .
B SMA MALE
__*10.0£0.20
SMA FEMALE i o
[ | TYPICAL SPECIFICATIONS
1.0.ELECTRICAL |
1.1.FREQUENCY RANGE: DC-6GHZ s ) ) _
1.2.NOMINAL IMPEDANCE: 50 Ohm \ I € /
1.3.WORKING VOLTAGE:335V MAX. “
C 1.4.PROOF VOLTAGE: 750V
1.5.VSWR:1.4 MAX. 0
2.0.MECHANICAL PN
2.1.TORSIONAL:15IN-1BS MIN.
2.2.PLUGGABLE:500
N > N
| 3.0.ENVIRONMENTAL SMARE L BEET EHGEEE  B{OR6316 LG SMAZy Sk N BRAUHT
3.1.OPERATING TEMPERATURE RANGE: -55°C
TO +125°C
3.2.SALT SPRAY:48HOURS
3.3.RoHS COMPLIANT
D
ARSI ANUE
Construction Specification / £5#R <
Iltem/IRE Material/##HRTE Diameter/Ef&(mm)
T.Inner conductor/lIS4k | Tinned copper/ $&#3% | #0.51+0.05
| |2Dielectric/ss R FEP 21.5:0.02
3.0uter Conductor/sh&k | Silver-Plated Copper Wire| ¢1.98+0.05
Braiding/4ERIAZIRA
4Jacket/fFE FEP/Brown #3268 $2.5+0.05
Electrical Properties (at 20°C) /EBSAFMHE(20°C)
IHE/Item B{7/Unit PEREFL/ Details
E | sgemm/conductor Q/km 302 OHM
Resistance
i 388 (AC)/ Dielectric V/1 Min 1000
Strength(AC)
[ | %5MBEH/Impedance ohm 50+3(at Tns@TDR) — S

T 00 DIMENSIONS ARE IN MILLIMETERS | CUS P/N: M an“
rato UNLESS OTHERWISE SPECIFIED | ACA-SMA-JTO SMA-K 001 )
75 Frequency gg{%jtaé\:/ar;d vaalue ‘ TOLER:_ANCES PART NO.: TITLE:
ANGLES =23 M00-0101840R0A Cable assembly
i‘;g:::z Sg'z;‘; Recommended mounting hole sizes UPTO 6 = £0.1
- . : <0. 6-40 = £0.2 ;
F |Z5R Attenuation VT pry 40-120 = £0.6 APPD: DWG NO.:
900MHz <0.8008 120-315 = +1.0 CHKD: —1 | SCALE | SHEET | REV.
1GHz <0.8715 OVE 315 = +1.6 @ [—
3GHz <1.4725 AB =zl DR: 1:1 11 V01
1 2 3 4 5 7 | 8
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