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TYPICAL SPECIFICATIONS = Ipex 1
1.0.ELECTRICAL
1.1.FREQUENCY RANGE: DC-6GHZ RP-SMA FEMEA
1.2.NOMINAL IMPEDANCE: 50 Ohm
1.3.WORKING VOLTAGE:335V MAX.
1.4.PROOF VOLTAGE:750V e, JREF
o
1.5.VSWR:1.4 MAX. 110 )
2.0.MECHANICAL T 15—
2.1.TORSIONAL:15IN-1BS MIN. I g
2.2.PLUGGABLE:500 | %
3.0.ENVIRONMENTAL | 2 i ® N
3.1.0PERATING TEMPERATURE RANGE: -55°C TO +125°C / N
3.2.SALT SPRAY:48HOURS | R
3.3.RoHS COMPLIANT *
3.4.REACH COMPLIANT 05 || ‘1 \
Accessory 1 Accessory 2 Accessory 3
AT
Construction Specification / £5#R <
Iltem/IRE Material/##HRTE Diameter/Ef&(mm)
T.Inner conductor/lIS4k | Tinned copper/ &3 | ©0.24+0.01
[ |2Dielectric/BEN R FEP $0.68+0.02 7.2 4
3.0uter Conductor/4rSxk | Silver-Plated Copper Wire| 0.92+0.05 ®6A
Braiding/4ERIAZIRA
4.Jacket/tFE PVC/2 $1.13+0.05 <! o
Electrical Properties (at 20°C) /EBSAFMHE(20°C) \9
IHE/Item B{7/Unit PEREFL/ Details
S4keapE/Conductor Q/km 588.85 OHM
Resistance ‘
ifit 3@ 8 (AC)/Dielectric V/1 Min 1000
Strength(AC) Accessory 4 Recommended mounting hole sizes
[ | 4FIEREA/ d h 50+2(at Tns@TDR )
st standing e |1 S e060n ® Nut C3604 Gold plating 1u" | 1 DIMENSIONS ARE IN MILLIMETERS | CUS P/N: M an\\
rato ® Elastic gasket C3604 Gold plating 1u" | 1 UNLESS OTHERWISE SPECIFIED ACA-SMA-K'TO IPEXT 001 )
$i F f7EfE Standard vaall
e B Unicam | @ Shichi Huasi C3604 Gold plating 1u” | 1 ANGL LS ANCES PART NO.: e
- = apter cable
foHe s232 ©) IPEX 1 C5210 Gold plating 1u” | 1 UPTO 6 = 0.1 M00-0101680R0A
. ) 2GHz <327 A0 =
SR Attenuation oz a0 @ Spiral tooth body | C3604 Gold plating 1u" | 1 40?138 - fg'é APPD: DWG NO.:
ot — @ PIN C3604 Gold plating 2u" | 1 120-315 = +1.0 CHKD: @ | | SCALE | SHEET | REV.
6GHz <569 Number | Component Name | Material Dosage ABOVE 315 = £16 DR: —JI 1 1/1 | Vo1

1 2 | 3 4 5 6 7 | 8
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