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H#RY: Specifications:
R Electrical:
1. B-%A : Current Rating

1.5A /contact terminal
2. 8% E : Voltage Rating

% B EAE
ﬁ 6.90£0.20

Mapx Modification
=\ A {

~
o

AI

—
Xz
AN

30V DC

3. #REH: Contact Resistance

1 1.2 30 milliohms MAX

L 4. ®WEE: Dielectnic Withstanding Voitage:
500 V AC AT Sea Levol

5. %%M4: Lnsulation Resistance:

1000MEGA ohms MIN
YRR Mechanical:

=

[

ﬁfﬂ
|

r
>
b
2.4

Mate force: 3.57kgf(MAX)
Unmate force:1.02kgf(MIN)

2.5 F#H A : Terminal Retenion
WADkgf(M\N)
FAH: Matorial:
1. 8 Housing:

Hing Temperature

7.0 PBT X

50 2.%¥: Cantact: Copper Alloy C2680
| 3.8M%: Shell: Copper Alloy C2680/SPCC
ol 4—90.910.1 ®=#&Finish:

O O

e

\
oL 2. 54%: Shell:

R WAER0U" (MIN) %

Tnermaplastics,

 E—

+O

Tin On Solder Talls

2.4

Nickel Plating

1.%%% : Cnnector Mate and Unmate Force

1.3 % Contact; Piated Gold in Mating Areq;

$TIEES0U”(MIN) 4, 84 B %81 00— 2000 #4107
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RATING (HiEME):

DC 30V 1.5A

PRACTICAL
TEMPERATURE -25~85°C
RANGE 1E-25° C~+85° C ¥ FF 4
A FHRE Y
UNLESS OTHERWISE SPECIFIED
THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS
,SATI'/:\/II\é)DSﬁEEI c AND TESTS ARE AS FOLLOWS:
CONDITIONS (1) BETWEEN BODY AND CONDUCTOR: 5°C TO 35T

DA FREIR 2

(2) BETWEEN CONDUCTORS NOT TO BE CONTACT: 45% TO 85%

(3) PRESSURE: 86Kpa TO 106Kpa
AERATRE S FIERELE . WA, ST
(1) SN 5°C~35C
(2) MBS N 45%~85%

(3) ALK 86 Kpa~106Kpa

MECHANICAL (HLIETERE)

ITEM JiH TEST CONDITIONS i 4 4 PERFORMANCE  #i#%
CONNECTION | MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. 3.57Kgf MAX
AL RPRFTRUER PLUG GAUGE 28 3 Y4k 1 5 Il 58
1
D'SC%NNNECT' MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. 1.02Kgf MIN
. PEFFAE PLUG GAUGE MU 3 Wk 5 i
. MR BRIE MR 3 YRR fa e
THERE SHALL BENO DAMAGE
TO THE TERMINAL SUCH AS
TERMINAL | A STATIC LOAD OF 0.1N/m(1kgf/cm)SHALL BE APPLIED TO THE | CRACKS, LOOSENESS OR PLAY
) stRencTH | TP OF THE TERMINAL FOR 1 MIN ELECTRICAL ,AND MECHANICAL
T IN ANY DIRECTION CHARACTERISTICS SHALL BE
WREC L F B  AT R A7 T 1 4 0.IN/m(Lkgflem) ) J J. SATISFIED
EH T BRI fash s, e
THLbE. B ERE

ELECTRICAL (HLSMEEE)

ITEM J5i H TEST CONDITIONS izt 4% 1}: PERFORMANCE #i#%
CONTACT MEASURED AT SMALL CURRENT  (100m A OR LESS)
3.1 | RESISTANCE | 1000Hz 30mQ MAX
e i BH EMUINEAL (100 mA) BLR IR
APPLY A VOLTAGE OF 100V DC FOR 1 MIN
TO  FOLLOWING  PORTIONS  AFTER  WHICH
MEASUREMENT
SHALL BE MADE:
INSULATION | (1) BETWEEN BODY AND CONDUCTOR
32 | RESISTANGE | (@) BETWEEN CONDUCTORS NOT TO BE CONTACT L000MO NN
i 254 (3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG IS
INSERTED DC100V 1 MIN
I\ 100V DC HJE 1 4340, 4% LR ey 003 .
(L REERSHE )
(2> A HEK . )
(3)  HESKIE AR A B AL HE 2 )




N5

AC 500V ims(50~60Hz)FOR 1 MIN TRIP CURRENT:0.5mA
(1) BETWEEN BODY AND CONDUCTOR
(2) BETWEEN CONDUCTORS NOT TO BE CONTACL
(3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG
DIELECTRIC
33 | rrene IS INSERTED DC 500V 1 MIN WITHOUT DAMAGE TO
' TRENGTH
e KA AC 500V (50H2) /min HJE 1 48l o1 7 0.5mA, PARTS ARCING OR BREAKDOWN ETC
i HLS ‘ R, y YRR
e DR BTV BB
(1) A SR 2 1)
(2) ANEAb it HE M 5]
(3) i S Ali AN I AN ik T
URABILITY (i At
ITEM Ti H TEST CONDITIONS it 41 PERFORMANCE #i%
(1) SOLDER WETTING TIME SHALL
THE TOP OF THE TERMINALS SHALL BE
SOLDERA- BE 3 SEC OR LESS
DIPPED 1mm IN THE SOLDER BATH OF VA
BILITY SR (R N2> T 3 b
4. 1 230+5°C FOR 5+0.5 SECONDS
TEST e : I, o (2) THE AREA OF SOLDERING
. Ui T IR N BB P Imm SRR 230£5°C I EI N 5
AR 405 B SHOULD BE OVER 75%
T B BB AT 75%L -
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SOLDERING IRON METHOD:

CONNECTION AND DISCONNECTION SHALL

BE MADE 5000 CYCLES AT A SPEED

10 TO 20 CYCLES / MIN

Bt

PUEREIRE (A3 06 7EL 4 8H P4 BL10-200K
(R HEAT 5000 WA Bt

RESISTANCE |BIT TEMPERATURE 330+5°C APPLICATION WITHOUT DEFORMATION OF CASE OR
TO TIME OF SOLDERING IRON3+0.5 SEC EXCESSIVE LOOSENESS OF TEMINALS
4. 2 | SOLDERING |HOWEVER EXCESSIVE PRESSURE SHALL ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST  |NOT BE APPLIED TO THE TERMINAL BE SATISFIED
M ARG | TR R B B T4 IR 330£5°C , WITh KAETALTE, e THU. AR
3+05 %, {AAREEHEM Ftihn 5 K 7.
THE JACK SHALL BE STORED AT A TEMPERATURE
OF 40+2°C AND A HUMIDITY OF 90%TO 96% FOR
HUMIDITY |96 Hr,THEN THE JACK SHALL BE MAINTAINED
4. 3 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1 Hr
WA FOR OTHER PROCEDURES THERE SHALL BE NO DAMAGE ON
JBCE 4022°C AR A 90~96% Hr FREET 96 /M, APPEARANCE.
P PR HCZE T 3 R b 1 /N AT Dt MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
THE JACK SHALL BE STORED AT A TEMPERATURE SATISFIED
OF70+2°C FOR 96 HOURS, AND THEN IT SHALL SRLTESE R ST A A A
HEAT TEST | BE SUBJECTED TO THE CONTROLLED RECOVERY
4 i #ik% | MBASURBM
TECE AU 70£2°C H IR 96 /NI, FECE I R 1
ZINES SR 52
THE JACK SHALL BE STORED AT A TEMPERATURE THERE SHALL BE NO DAMAGE ON
OF-25+3C FOR 96 HOURS AND THEN IT SHALL APPEARANCE
COLD TEST |BE SUBJECTED TO THE CONTROLLED RECOVERY MECHANICAL AND ELECTRICAL
0 fit7Eik% | CONDITIONS FOR 1 HOUR AFTER WHICH CHARACTERISTICS SHALL BE
JCEAE R E-254£3°C i 96 /NS, TRECEFIERFER T 1 /N | SATISFIED
I S 2 SOTCRH, W T AR
WITHOUT LOAD
CONNECTION AND DISCONNECTION SHALL
BE MADE WITH THE MATING PLUGS AND
JACKS FOR 5000 CYCLES AT A SPEED (1)  CONTACT RESISTANCE SHALL BE <
OF 10 TO 25 CYCLES/MIN 01¢
T (2)  DISCONNECTION FORCE SHALL BE
B G T A EPlug S EZIE T H O ) £y 0.8TO 20N
By LL10-2501 3 B, aEAT50004%4E AN, A H (3)  MECHANICAL AND ELECTRICAL
4.0 LIFE TEST LOAD: CHARACTERISTICS  SHALL  BE
A AT RATING CONDITION  (NON-INDUCTIVE LOAD) SATISFIED

(1) Eefubdifl<0.1Q
(2) fkJi# 0.8~2.0N
() HeEwha THM, . HArERE




N A

THE JACK SHALL BE SUB JECTED TO 5 CYCLES OF
THE FOLLOWING CONDITIONS SHOWED IN THE
FIGURE,AND THEN SHALL RETURNED ALLOWED

TO REMAIN IN ROOM AMBIENT CONDITION FOR

30 MINUTES

AR DL R AUSAE 5 AMIRER,  SRJE TR % R 30 434
Temp(C)

THERE SHALL BE NO DEFORMATION OR
CRACKS IN MOLDED PART.

INSERTION & EXTRACTION FORCE:3 TO 20N
CONTACT RESISTANCE:MAX.30M Q
INSULATION RESISTANCE: MIN.100 M Q
DIELECTRIC WITHSTANDING VOLTAGE:
100VAC/MIN(BETWEEN TERMINALS)

TEMPARATURE
a7 | CYCLINGTEST 7 A R A T
L FEE A7 B AR \ T
) 1 cycle 8 hours ik J): 3N % 20N
BB A 30mQ
80 . 70°C Az . f%/> 100 M Q
40 : Ykt H/N 100VAC (12218
0
40
L. . 5 N (Hours)
THE JACK SHALL BE SUBJECTED TO5 CYCLES OF THERE SHALL BE NO DEFORMATION OR
THE FOLLOWING CONDITIONS SHOWED  IN THE CRACKS IN MOLDED PART.
FIGUREAND THEN SHALL RETURNED AND INSERTION & EXTRACTION FORCE:3 TO 25N
l CONTACT RESISTANCE:MAX.30M Q
ALLOWED
INSULATION RESISTANCE: MIN.100 M Q
TO REMAIN IN ROOM AMBIENT CONDITION FOR DIELECTRIC WITHSTANDING VOLTAGE:
4.8 30 MINUTESHH B DL R 51l 4 HAE 5 AMIESE, AT IR I FREE 30 43 TEMP

COLD&HEAT
SHOCK TEST
A A

(€)

1 cyecle 1 hour
§))
70
=20
L 0.5 0.5 0.5 0.5 | (Hours)

500VAC/MIN(BETWEEN TERMINALS)

e ANREAR T

S 3N %= 25N

B BBk 30m @

A HBH: 5/ 100 M Q

A : B/ S00VAC (i T2 8]
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