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Gpt# EMNTERBEFRLE

SHENZHEN SHOUHAN TECHNOLOGYCO.,LTD
Tel: 0755-27597601 Fax: 0755-27597491

SHOUHAN

RATING (iEfH): DC 30V 1.5A
PRACTICAL -25~85°C
TEMPERATURE 1-25° C~+85° C i & P4
RANGE
A FHRE Y
UNLESS OTHERWISE SPECIFIED
THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS
i_Tr':‘A'\é)ZﬁEEI c AND TESTS ARE AS FOLLOWS:
CONDITIONS (1) BETWEEN BODY AND CONDUCTOR: 5°C TO 35T

DA FR IR 2

(2) BETWEEN CONDUCTORS NOT TO BE CONTACT: 45% TO 85%

(3) PRESSURE: 86Kpa TO 106Kpa
AEBRAT R E RSO M IRRELE . WA, ST
(1) SN 5°C~35C
(2) MBS 45%~85%
(3) AJEK 86 Kpa~106Kpa

MECHANICAL (HUBETERE)

ITEM JiH TEST CONDITIONS i 4 4 PERFORMANCE  #{#%
CONNECTION | MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. 35N
AL K HEFFHER PLUG GAUGE i3 3 YRk i il e
1
D'SC%NNNECT' MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. 10N
. R bRER PLUG GAUGE M5 3 Wik s
St Ay K HEHRAER MR 3 YRR fa e
THERE SHALL BENO DAMAGE
TO THE TERMINAL SUCH AS
TERMINAL A STATIC LOAD OF 0.1N/m(1kgf/cm)SHALL BE APPLIED TO THE | CRACKS, LOOSENESS OR PLAY
) STRENGTH TIP OF THE TERMINAL FOR 1 MIN ELECTRICAL ,AND MECHANICAL
o IN ANY DIRECTION CHARACTERISTICS SHALL BE
Uity {9 JE

RIS s (AR AN 7 a0 1 434 0.1N/m(Tkgffem) (1) 7 .

SATISFIED
TEHRI B 2T FRBhAERH, WAL
THU. B UrkRE

ELECTRICAL (HLS MRS

ITEM 3 H TEST CONDITIONS ik 4 PERFORMANCE ik
CONTACT MEASURED AT SMALL CURRENT  (100m A OR LESS)
3.1 | RESISTANCE | 1000Hz 30mQ
Befinh ey BHL EMUINEER (100 mA) BUF Bt
APPLY A VOLTAGE OF 100V DC FOR 1 MIN
TO  FOLLOWING  PORTIONS  AFTER  WHICH
MEASUREMENT
SHALL BE MADE:
INSULATION (1) BETWEEN BODY AND CONDUCTOR
32 | RESISTANCE (2) BETWEEN CONDUCTORS NOT TO BE CONTACT 1000M ©
' i 25 (3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG IS

INSERTED DC100V 1 MIN
fii\ 100V DC HiJk 1 9340, 4% BL T Ay 74 I
(L HFEEESHEZ R
(2> ANEZREEHEEZ )
(3> HFSRARA AR 2 8]
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SHENZHEN SHOUHAN TECHNOLOGYCO.,LTD

SHOUHAN

AC 500V ims(50~60Hz)FOR 1 MIN TRIP CURRENT:0.5mA
(1) BETWEEN BODY AND CONDUCTOR

(2) BETWEEN CONDUCTORS NOT TO BE CONTACL

(3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG

DIELECTRIC WITHOUT DAMAGE TO
IS INSERTED DC 500V 1 MIN
3.3 STRENGTH KA AC 500V (50Hz) Jmin HFE 1 45 6HEREE 7% 0.5mA PARTS ARCING OR BREAKDOWN ETC
i z) /min s IR R L 0.9mA,
firf HEL TN W YRR S
2 LR $efi 5 v A -
(1) AR HE B2 TR
(2) ANuefil s HE B2 TR
(3) i A NI AN B fir e 2 )
URABILITY (fif A4
ITEM 3 TEST CONDITIONS 3441t PERFORMANCE ik
(1) SOLDER WETTING TIME SHALL
THE TOP OF THE TERMINALS SHALL BE
SOLDERA- BE 3 SEC OR LESS
DIPPED 1mm IN THE SOLDER BATH OF y A
BILITY JRFLIN ) R /DT 3 Fp
4. 1 250+5°C FOR 5+0.5 SECONDS
TEST N N : I, RV o (2) THE AREA OF SOLDERING
. Ui T IR N BB Imm SRR 250 5°C I [E N 5
AT AEPEIR S 405 B SHOULD BE OVER 75%
T JEBETRNAT T5%LA L
REFLOW SOLDERING CONDITIONS:
PREHEAT:TEMPERATURE ON THE COPPER FOIL
SURFACE SHOULD REACH 180 .120S AFTER THE P.C.B
ENTERED INTO THE SOLDERING EQUIPMENT.
TALLEST TEMPERATURE:TEMPERATURE ON THE
COPPER FOIL SURFACE SHOULD REACH THE PEAK
TEMPERATURE OF 26045 WITH IN 20 SECONDS.
SUNEIM WS L
RESISTANCE | fifi: i3t f2 € (3L 715 ) 180°C, 1208 gt A | WITHOUT DEFOR MATION OF CASE OR
TO G & EXCESSIVE LOOSENESS OF TEMINALS
42 SOLDERING | j o sz - iy 2 4 6L FoF it iy 2604 5°C FLEE B AR 20 ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST | 45, BE SATISFIED
T S5 P TR 6 AARTAIE, e TI. Bttt

260 —

——Ma¥%
0 - S\
% - -\
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SHENZHEN SHOUHAN TECHNOLOGYCO.,LTD

SOLDERING IRON METHOD:

AT RATING CONDITION  (NON-INDUCTIVE LOAD)
CONNECTION AND DISCONNECTION SHALL

BE MADE 5,000 CYCLES AT A SPEED

10 TO 20 CYCLES/ MIN

Bty

LIEHCIRAS (B 3 9UT) 76 1 708l g LA 10~20 YR 3 EAT

RESISTANCE | BIT TEMPERATURE 330+5°C APPLICATION WITHOUT DEFORMATION OF CASE OR
TO TIME OF SOLDERING IRON3+0.5 SEC EXCESSIVE LOOSENESS OF TEMINALS
4. 2 | SOLDERING | HOWEVER EXCESSIVE PRESSURE SHALL ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST | NOT BE APPLIED TO THE TERMINAL BE SATISFIED
i A5k R TP I A L5 FE 4 IFE 330+5°C , (] KAETATE, e THM. AR
3 3+£0.5 %, (HANREAEHEM bt R 7.
THE JACK SHALL BE STORED AT A TEMPERATURE
OF 40+2°C AND A HUMIDITY OF 90%TO 96% FOR
HUMIDITY | 96 Hr, THEN THE JACK SHALL BE MAINTAINED
4. 3 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1 Hr
b MTAT W FOR OTHER PROCEDURES THERE SHALL BE NO DAMAGE ON
JRCE 40+£2°C (¥R Yy 90~96% Hr ¥Rk 96 /N, APPEARANCE.
TRIGRERSURTE IEF PREE T 1 /N 5 HEAT IR MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
THE JACK SHALL BE STORED AT A TEMPERATURE SATISFIED
OF70+2°C FOR 96 HOURS, AND THEN IT SHALL ANRTE SR, SR TR A RS,
4 HEAT TEST | BE SUBJECTED TO THE CONTROLLED RECOVERY
i FAAA e MBASURBM
B AU 70£2°C i 96 /NN R, TR R ST 1
N SR
THE JACK SHALL BE STORED AT A TEMPERATURE THERE SHALL BE NO DAMAGE ON
OF-25+3"C FOR 96 HOURS AND THEN IT SHALL APPEARANCE
COLD TEST | BE SUBJECTED TO THE CONTROLLED RECOVERY MECHANICAL AND ELECTRICAL
o i FE R CONDITIONS FOR 1 HOUR AFTER WHICH CHARACTERISTICS SHALL BE
JCEARIRE-25£3°CHpr 96 /N5, FBCE IR E Y 1 /) | SATISFIED
ISt 52 AMTE 5, WA THUR. A tERe
WITHOUT LOAD
CONNECTION AND DISCONNECTION SHALL
BE MADE WITH THE MATING PLUGS AND
JACKS FOR 5, 000 CYCLES AT A SPEED
(1)  CONTACT RESISTANCE SHALL BE <
OF 10 TO 25 CYCLES/MIN 010
T g
o (2)  DISCONNECTION FORCE SHALL BE
BEES T HFRE Plug(R 8 BT T A ) 48 0870 20N
140N LA 10~25 IR, 34T 5000 X
LIFE TEST \ (3)  MECHANICAL AND ELECTRICAL
4. 6 N A, ki
F iR LOAD. CHARACTERISTICS  SHALL  BE

SATISFIED
(1) #bfl<o0.1Q

(2) KRN

() HE e THM, . AR
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THE JACK SHALL BE SUB JECTED TO 5 CYCLES OF
THE FOLLOWING CONDITIONS SHOWED IN THE
FIGURE,AND THEN SHALL RETURNED ALLOWED

TO REMAIN IN ROOM AMBIENT CONDITION FOR

30 MINUTES

Kt LRSS B MR, SR 5 PRI 30 43
Temp(C)

THERE SHALL BE NO DEFORMATION OR
CRACKS IN MOLDED PART.

INSERTION & EXTRACTION FORCE:3 TO 20N

CONTACT RESISTANCE:MAX.30M Q
INSULATION RESISTANCE: MIN.100 M Q
DIELECTRIC WITHSTANDING VOLTAGE:
100VAC/MIN(BETWEEN TERMINALS)

TEMPARATURE
47 C{ZCL/ING‘TES\T \ 7 AN BEAR T S
T qeh) 1 cycle 8 hours ik J): 3N % 20N
P r B Jk 30m Q@
80, 70° Az mifH: B/ 100 MQ
401 HuskiitE: i/ L00VAC T2 1)
0
] —20C
401
L 5 L o o o (Hours)
THE JACK SHALL BE SUBJECTED TO5 CYCLES OF THERE SHALL BE NO DEFORMATION OR
THE FOLLOWING CONDITIONS SHOWED  IN THE CRACKS IN MOLDED PART.
FIGURE,AAND THEN SHALL RETURNED AND | INSERTION & EXTRACTION FORCE:3 TO 25N

ALLOWED CONTACT RESISTANCE:MAX.30M Q

TO REMAIN IN ROOM AMBIENT CONDITION FOR INSULATION RESISTANCE: MIN.100 M Q

30 MINUTES DIELECTRIC WITHSTANDING VOLTAGE:

48 FAGRE L B SAEE 5 AMIEER, AR5 M= P AT 30 438 | 500VAC/MIN(BETWEEN TERMINALS)

COLD&HEAT TEMP (C)
SHOCK TEST RN AT E S
7 A i J1: 3N & 25N

1 cycle 1 hour

QP!
70

=20

~—0.5 (Hours)

0.5 0.5 0.5—

Befh i BH: EOK 30mQ
#ag il : e/ 100 M Q
2 R f/)N S00VAC (i 72 Ja))
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