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Recommended PCB Layout
— General Tolerance: £0.05
g . . Solder Area
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Specifications
B+0.20
A+0.50 Material
Insulator: Polymer, LCP 30% glass filled,
Natural, UL94V-0
Plastic Pick and Contact: Copper Alloy
‘ C Place Cap ‘ C ‘ - D+0.20 Plating
Underplating: 30u”-50u" Nickel all over
| Contact Area: See ordering grid
w| ’—’—‘ Electrical
[7]0.15
| - Current Rating: 3A per pin
6 Way 2 Way 1.50 Contagt Resist_ance: 20 mQ max. .
o) -— — Insulating Resistance: 1000 MQ min.
N <9 = 1.50 Dielectric Withstand Voltage: 500V AC
. - .
o o ) )
+l +l Mechanical & Environmental
._(03_ 8 Operating Temperature: -40°C to +105°C
AN AN
Soldering Process:
Ordering Grid IR Reflow: 260°C for 10 secs
DIMENSIONS I:I s — Manual Solder: 350°C for 3-5 secs
CONTACTS| A B c BG301 = - = XXXX = = E Rand C;uitatioL
No. of Contacts Packing Options Mates with:
02 5.08 2.54 5.50 02to 06 B = Tape and Reel with Cap BG300 - Horizontal mating - Choose 5.4mm header pin length
(MOQ 1,000 pcs on 5.4mm post length) - i i - i -
03 7.62 5.08 7.50 Contact Plating (check with GCT for MOQ on 4.0mm post length) B,GSO6 Perpendicular mating - Choose 4.0mm header pin length
7.62 A = Gold Flash All Over Insulator Material Higher MOQ may apply
04 10.16 i 7.50 B = Selective Gold Flash Contact Area/ L = LCP (Natural)
05 12.70 10.16 7.50 EIZ?;EI"OVH Dimension D - Post Length gtOT(IjESd black ion BG301 is BGO8O
y . 0400 = 4.00mm (Standard when mating with BG306) andaar ack version IS
06 15.24 12.70 7.50 ;(\)/gwi;rblpela;l:?e(;;ﬁg:)s 0540 = 5.40mm (Standard when mating with BG300)
or Specify Custom Post Length
eg 0250 = 2.50mm
(Maximum 3000=30.00mm) Part Number Product Description
(Minimum 0100=1.00mm) [E);G?mo ( 2.54mm Pitch Pin Header, Single Row, Surface Mount,
rawing Date . . .
—th Docember 2071 Horizontal, without Locating Peg, Natural LCP
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[ FoR 5.40mm PIN LENGTH ONLY |
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Part Number Product Description
PINS UNITS/REEL REEAII;SFSEIR CARTON T.?;ﬁé I(_:EAI\'TE':ER BG301 - - -
4 2.54mm Pitch Pin Header, Single Row, Surface Mount,
283 1000 PCS I 16,000 T65m Drawing Date Horizontal, without Locating Peg, Natural LCP
J . 7th December 2011
4 1000 PCS 10 10,000 20.7m By cC Tolerances Exceptas Notea) [ its: This drawing is confidential and
eng ngle copyright of Global Connector
5&6 1000,7€9 10 10,000 165m Detail BG30L Metric (mm) Technology, Ltd (GCT). WwWw.gCt.co
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