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SPECIFICATIONS

| 4.0 | 1. Current rating: 2A
2. Temperature range: -40°C ~ +105°C
] 7 3. Insulation resistance: 1000MQ Min.
4. Withstanding voltage: 500V AC/ minute.
= 2 & B.8B B B O © 5. Contact resistance: 20mQ Max.
T}
= = =( = = = =( = = Material:
Insulator Material:PAGT (UL 94V-0) Black
Contact Material:Copper Alloy
Plating:Matte Tin or gold plated over Nickel
L Mate with PM200 /1200 series
*
05705 2.0£0.05 | | Ordering Code:
BH200R-xxP
2.0*No.of Contacts-2.0=A+0.25 -1 2
1755
2.Pinfi3: 2x06=12P
2.0*No.of Positions+7.5=B+0.4
3.0+£0.25
No.of Dimension
PINROW| A B
© 9 2x03 |4.00 |13.50
0 S 2x04 _[6.00 [15.50
38 H 2x05 |8.00 |17.50
o %) 2x06 [10.00]19.50
& 2x08_[14.0023.50
~ ﬂ:j‘ 2x10_[18.0027.50
-— 2x12 22.00/31.50
2x14 [26.00(35.50
> — 2x16 [30.00]39.50
2x18 [34.00]43.50
2x20 [38.00]47.50
o 2x24 [46.00]55.50
S 2x26_[50.00[59.50
2.0+£0.05 2x30 [58.00(67.50
2x34 [66.0075.50
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