Insulator Material:
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HSF R&S SPECIFICATION
Current Rating: 3.0Amp
Insulation Resistance: 1000MQ min
Contact Resistance: 20MQ max
Withstand Voltage: 500V AC/DC
Operating Temperature: -40°C to +105°C
Recommended P. C.B Layout (Top Side) Contact Material: Brass
A n o o o a Aa o o a oA (PCB BOARD TOLERANCE0. 05) Contact Plating: Au or Sn Over Ni

PAGT UL 94V-0

2Iﬂ|4|ﬂ||ﬂ| -] I’j;ﬂﬂﬂﬂﬂﬂﬂ
m  m m -] - . - | - I - N - I - N - B - B - | P P v v u
1) 3 2090 817 B7/B7R7/B7/R/R% ,
s n== éégéé é?ééééé _| Ordering Code:
770777, AU 9udn b =
Logg | 289 Wunnunduannnzil o 5006060 0
2 g A9 A0 200999 7
2.54*No.of Contacts/2—2.54+0.20 8‘ . _
B 2 51 Lo UE (1) Series No: (@ Color Insulator
2.54*No.of Positions+5.321+0.25 - B:Black
2.54*No.of Positions+0.20 .
2.54*No.of Positions+7.6240.30 @ Ngéo(‘;g?gt?gtj 41613 g.zlue
:Gray
2022 24 26 28 30 32 () Insulator Material
34 36 40 44 48 50 60 B:PABT
10,00 64 C:LCP
_ 9.00 9. 00 E:PAST
Pin 1 mark: AP
| ,](I "N W (P (g [ - (® Contact Plating: (6) Packing
@ K A ( A o 0 qe  GO0:Gold flash S0:Selective A:Tray
% 5 - 9 - $5] G1:3U"Gold S1:Selective 3u"  B:Bag
I s i 81 = = i - =| G2:5u"Gold S2:Selective 5u"  T:Tube
- - - G3:10u "Gold S3:Selective 10u"  U:Tube+CAP
I L L
HWHWEEE e H[D R JU G4:15u" Gold S4:Selective 15u"  R:Tape&Reel
= . 2.50:818 5q 0.64 G5:30u" Gold S5:Selective 30u"  W:Tape&Reel+CAP
o . ) 9.50t3:28 9. 501928 SN:Tin (@ With locating pegs option
2.54*No.of Positions+0.20 A:Type A without pegs
A=TYPE A B=TYPE B B:Type B with pegs
Unles; (ihgr;ise Specixfi;;ilg!;‘g" ® ANTENK ELECTRONICS CO, . LTD
X£0.25 XXX £0. 15 Antenk Http://www. antenk. com
SCAE TNTT E-mail:sales@antenk. com
As Shown mm
DRAW DATE TITLE:
¥IN CHAO 2026/4/3 2.54mm Box Header SMT H=9.0
CHE%]({)})Yang DA2T§2 6/4/3 (with or without Post)
@_5 DRAWING NO: BHDM01-10-GOBBWA
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO: BHDMO01-10-GOBBWA
1 2 | 4 5 | 6 7 8



http://www.tcpdf.org

