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HSF Rﬁs SPECIFICATION
Current Rating: 3.0Amp
Insulation Resistance: 1000MQ min
Contact Resistance: 20MQ max
Withstand Voltage: 500V AC/DC
Recommended P. C.B Layout (Top Side) gpetratitnaTten.wplerature: 'B4OOC fo +105°C
ontact Material: rass
)8 4E E 8 @ @ G B ® B (PCB BOARD TOLERANCE 0. 05) Contact Plating: Au or Sn Over Ni
B & B B8 @ @ - B 8 @ Insulator Material: PBT/PA6T+30%GF UL 94V-0
L2 @@@@@{9@{9§5@$@$@@%
9 54" - @@@@@@@@@@@% | Ordering Code:
Sy 251 oY 3 BHDSO2 - X - X <X - XX -AC
2.54%No.of Contoacts/2-2.54£0.20 2 i z N ™ @ G ® 6 6 O
2.94*No.of Positions+95.32£0.25
S axNoof PositioiEa e (1) Series No: (5) Insulator Material
B N (2) No.of Contacts A:PBT
06081012 14 16 18 B:PAGT
8.95 71 20 22 24 26 28 30 32 C:LCP
. 4.5 34 36 40 44 48 50 60 D:PA46
Pin 1 mark 64 E:PAST
(3) Contact Plating: (6) Packing
GO0:Gold flash SO0:Selective ATray
s G1:3U" Gold S1:Selective 3" B:Bag
o5 G2:5u" Gold  S2:Selective 5u"  |-Tube
G3:10u "Gold S3:Selective 10u"  U:Tube+CAP
G4:15u" Gold S4:Selective 15u"  R:Tape&Reel
G5:30u" Gold S5:Selective 30u"  V-Tape&Reel+CAP
L J = < SN:Tin (7) Dimension option:
(4) Color Insulator A:0300=3.00mm
oY | B:Black C:1300=13.0mm
2.54 || U:Blue
G:Gray
Dimension option
TTEM A Cc Standard IE P/N :
Standard| 3.0 | 13.0 BHDS02-08GOBAAA
Alternate Untess 0;“ specified t+1 @ ANTENK ELECTRONICS (€0, . LTD
i: EQL(S).B% xxxéi(g(()) 123 ntenk Http://ww. antenk. con
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