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REV ECN NO DESRIPTION DESIGN | APPROVAL| DATE
SAMZO | REAC/ROHS
A1 NEW Replace frame 2019.06.12
Technical Requirements
21,1
1. Frequency: 0~3 GHz
2. Impedance: 50 Q
6,9 11 3. VSWR: £1.35
4. Operating Voltage: 500 V
5. Withstand Voltage: 1500 V
I 6. Insulation Resistance: 25000 MQ
— 7. Contact Resistance: Inner conductor < 1.5 mQ
— Outer conductor <1 mQ
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f*‘=\ N 8. Insertion Loss: <0.3dB
ﬁ 7)) — 9. Unspecified tolerances shall be +0.2
Q| D (o)) ~
Cf)“ 8 S ———
I 4 NI e
S~ =
~ 7 ——
N e—
BNC—KK-211-1.0-0-S
Transfer mode’%#2:SMA
Surface treatment% )= : 4% 4
Pin positionf{Ifi7:180° ¥k
Lengthff££:21.1mm
Product numberZi 5 : KK K4l &
Product series £ %1:BNC[&] fhi 5 4 K £k iz
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DESIGN | WANGGUIFA |2018.06.12| >>9 5 <~ +0. 25 MODEL NO:BNC-KK-211-L0-0-S
SAMZO COMPONENTS
CHECKED [ ZHENGUILAN [2018.06.12 [ =>()~2 <C +0. 15 NAME:
: : BNC
arprovED] LLmurn |ze0ete| =5 10,35 Electronic switch and connector manufacturer COAXIAL RF CONNECTOR
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