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Specifications

Current rating:5A AC,DC

Voltage rating:250V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:10mQ Max.

Insulation resistance:1000MQ Min.

Withstanding voltage: 1500V AC/minute
*Compliant with RoHS and REACH*

*Meet the HF/Halogen Free,GWT/Glow wire Test
(IEC60335-1) request,need to customize*
*Contact CJT for details*

Standards
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PART NO. Dimensions
2.00£0.20 SINGLE ROW | DUAL ROW A B
N C3030HM-2X1P(-A) 4.20 7.90
| C3030HM2P | C3030HM-2X2P(-A) | 7.20 | 10.90
I | J | C3030HM-3P | C3030HM-2X3P(-A) | 10.20 13.90
_ _ | _ _ ;,I g C3030HM-4P | C3030HM-2X4P(-A) | 13.20 16.90
: ] C3030HM-5P | C3030HM-2X5P(-A) | 16.20 19.90
z | T ~ C3030HM-6P | C3030HM-2X6P(-A) | 19.20 22.90
s T C3030HM-7P [ C3030HM-2X7P(-A) | 22.20 25.90
g e C3030HM-8P | C3030HM-2X8P(-A) | 25.20 28.90
< 0. C3030HM-9P | C3030HM-2X9P(-A) | 28.20 31.90
B0.10 C3030HM-10P | C3030HM-2X10P(-A)| 31.20 34.90
C3030HM-11P [ C3030HM-2X11P(-A)| 34.20 37.90
C3030HM-12P | C3030HM-2X12P(-A)| 37.20 40.90

Unit:mm
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector
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P T ] C3030 SERIES 3.00mm pitch wire to wire and wire to board connector
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5 C3030 SERIES 3.00mm pitch wire to wire and wire to board connector
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c3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[ C3030F T A )—3 00mm pitch Crimp Terminal

Reference Informations:

*Used in CJT C3030HF-2P~12P , C3030HF-2x1P~2x6P series Housing

D/

\

0.80+0.20

0.20

T

Ordering Information:
C3030F-GP-A (-L) - ***
1 2
1.Part No.
2.Finish
(blank): Gold-flash
100pin (2.54um) MIN.Select Tin
G15:15pin (0.38um) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold

100pin (2.54um) MIN.Select Tin
- 1E
S
[ o~
\ |/ \ o _‘;] C20.20 E£020, g
N -
HH Wizsil 2.18+0.20 = F
H H o
S (=]
N\ N\ | 8 o
{ < ¥
ifhi - g ol _
I <
i i r SEC:A-A SEC:B-B
e i
Ll H N—Minmum Area Of
0.560.05 1.35£0.10 Select Gold Plating
Gold-flash 1.1240.10 2 Places
(Inside Only)
(Plating G15 and G30 Only)
Ordering information & Specifications: Unit:mm
Part NO Wire Range | Insulation O.D. Material Finish C D E F Qty/reel
C3030F-TP-A AWGH#20-#24 | 1.85mm(max) [ Phosphor Bronze [ Tin over Nickel 2.54 2.30 2.08 1.90 10,000 PCS
C3030F-GP-A AWGH#20-#24 | 1.85mm(max) | Phosphor Bronze Gold-flash 2.54 2.30 2.08 1.90 10,000 PCS
C3030F-TP-A-L AWGH#26-#30 | 1.27mm(max) |Phosphor Bronze [ Tin over Nickel 2.10 1.90 1.65 1.46 10,000 PCS
C3030F-GP-A-L AWGH#26-#30 | 1.27mm(max) |Phosphor Bronze Gold-flash 2.10 1.90 1.65 1.46 10,000 PCS
Optional Gold plating available but MOQ requested
[ C3030 F_T_C J—S.OOmm pitch Crimp Terminal
Reference Informations: Ordering Information:
*Used in CJT C3030HF-2x7P~2x12P series Housing w-;ﬁ
1.Part No.
__p. 015 2.Finish
(blank): Gold-flash
100pin (2.54pm) MIN.Select Tin
G15:15yin (0.38um) MIN.Select Gold
S 100pin (2.54um) MIN.Select Tin
= G30:30pin (0.76pm) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin
_U_,_ 5| §
7§ <
- EEE
" gl 3 .
g —=| § % p 3
o <| 2 + o
, 2.20+0.25 B o| 3 2.50+0.25 = 1.90+0.25 i
) Q gl = N R
4 i -
- | H 5| S
(=} [0} B
¥l <
! 1 Gold-flash 8 $ °
I old-flas| N A L
\7a
i 5 i SEC:A-A SEC:B-B
| I} ,_"____‘I_, =
0.30+0.10 | | 1.12+0.10 1.35+0.10
Ordering information & Specifications: Unit:mm
Part NO Wire Range Insulation O.D. Material Finish Qty/reel
C3030F-TP-C AWGH#20-#24 1.85mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
C3030F-GP-C AWGH#20-#24 1.85mm(max) Phosphor Bronze Gold-flash 10,000 PCS

Optional Gold plating available but MOQ requested
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

Reference Informations:
*Used in CJT C3030HM series Housing

M_T )—3.00mm pitch Crimp Terminal

Ordering Information:

C3030mM-GP (-L) - **

0.20 1 2
= 1.Part No.
\) \) 2.Finish
I (blank): Gold-flash
/ AN N / % 100pin (2.54pm) MIN.Select Tin
( N o/ ( g G15:15pin (0.38um) MIN .Select Gold
\ ! o 100pin (2.54pm) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold
R (R []: 100pin (2.54pm) MIN.Select Tin
A
B - —_
ol o g
8 ¥ 2= C£0.20 2020 g
& < O o
2.48+0.25 3 S 8 &
o N 5 2 ]
f 23 S
= [T T
< 2 [a]
= .
G0|d-f|ash—\i SEC:A-A SEC:B-B
i
i v
0.67+0.05 0.67+0.05
Ordering information & Specifications: Unit:mm
Part NO Wire Range | Insulation O.D. Material Finish © D E F Qty/reel
C3030M-TP AWGH#20-#24 | 1.85mm(max) [ Phosphor Bronze [ Tin over Nickel 2.54 2.30 2.08 1.90 10,000 PCS
C3030M-GP AWGH#20-#24 | 1.85mm(max) | Phosphor Bronze Gold-flash 2.54 2.30 2.08 1.90 10,000 PCS
C3030M-TP-L AWGH#26-#30 | 1.27mm(max) | Phosphor Bronze | Tin over Nickel 2.10 1.90 1.65 1.46 15,000 PCS
C3030M-GP-L AWGH#26-#30 | 1.27mm(max) | Phosphor Bronze Gold-flash 2.10 1.90 1.65 1.46 15,000 PCS

Optional Gold plating available but MOQ requested
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- C3030 SERIES 3.00mm pitch wire to wire and wire to board connector
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[ C3030HF-XP )—3.00mm Pitch Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

Ordering Information:

*Suitable CJT C3030F series Terminal C3030HF-XP - ***
*Mates with CJT C3030HM,C3030HMA series iparine 2
Single row Housing or C3030 series single row Wafer 2.Material:
* . (blank):Nylon 66,UL94V-0
Color:Black GWT:Nylon 66,UL94V-0,GWT 750°C
rCircuit 1
Circuit 1
I I 0 1T 1]
[ } } N AN
{"h [Cpllcrl| < il [t
P | KL
Yo}
3.0040.10 3.00£0.10
A+0.20 8.20+0.25
B+0.25 6.80+0.25 Ordering Information & Dimensions:
Dimensions
I I I PART NO. A 5
H H H 2P 3.00 6.80
M M M 3P 6.00 9.80
& 9 4P 9.00 12.80
S S 5P 12.00 15.80
= 8 6P 15.00 18.80
i s 7P 18.00 21.80
8P 21.00 24.80
9P 24.00 27.80
| 10P 27.00 30.80
1P 30.00 33.80
3p~12P 2P 12P 33.00 36.80
Unit: mm

[ CB030HM-XP ) 200mm pich i o Housig

Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitable CJT C3030M series Terminal

*Mates with CJT C3030HF series single row Housing Ordering Information:
. ] C3030HM-XP - ***
Color:Black 1 2
1.Part No.
Circuit 1 2.Material:
(blank):Nylon 66,UL94V-0
IFI I GWT:Nylon 66,UL94V-0,GWT 750°C
| I
| M-
3.00+0.10
A0.20
3.90+0.25
B+0.25 2.54
Ordering Information & Dimensions:
Dimensions
< PART NO. ~ B
2P 3.00 6.85
° 3P 6.00 9.85
a 4P 9.00 12.85
& — - 5P 12.00 15.85
2 6P 15.00 18.85
- 7P 18.00 21.85
8P 21.00 24.85
I 9P 24.00 27.85
10P 27.00 30.85
11P 30.00 33.85
5.2550.25 12P 33.00 36.8‘5
Unit: mm
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Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT C3030M series Terminal

*Mates with CJT C3030HF series single row Housing
*Color:Black

O H MA_X P)—S.OOmm pitch Single Row Housing

Circuit 1 Ordering Information:
r/ T C3030HMA-XP - ***
1 2
fﬁ‘j[ EE EE 1.Part No.
2.Material:
I . (blank):Nylon 66,UL94V-0
L1 J GWT:Nylon 66,UL94V-0,GWT 750°C
3.00+0.10
A+0.20
Ordering Information & Dimensions:
Dimensions
( PART NO. A B
2P 3.00 6.85
Q 3P 6.00 9.85
9; | 4P 9.00 12.85
4 5P 12.00 15.85
© 6P 15.00 18.85
7P 18.00 21.85
8P 21.00 24.85
9P 24.00 27.85
10P 27.00 30.85
11P 30.00 33.85
5.25£0.25 12P 33.00 36.85
Unit: mm

(C3030HF-2XXP)——200mm ich usiRow Housig

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT C3030F series Terminal

*Mates with CJT C3030HM,C3030HMA series
dual row Housing or C3030 series dual row Wafer
*Color:Black

3.00+0.10

6.96+0.25
6.96+0.25
3.00£0.10

Ordering Information:
C3030HF-2xXP - ***
1 2
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

Last Circuit ircui
Last Circuit /—Clrcwt 2
= =
T Tl fertl
i G Lo
0 [ ] [l fe Il
Lergiee oz L=y
Circuit 17 3.000.10 Circuit 17" —— o v
Circuit 2/ Circuit 2—/ Circuit 1 g 8
A£0.20 3 % . _ _ .
3.00+0.10 3| & Ordering Information & Dimensions:
& ©
Dimensions
6.8540.95 PART NO. A 5
B£0.25 £.90£0.25 3.850.20 2x1P 3.85
Q 2x2P 3.00 6.85
?; 2x3P 6.00 9.85
@ 0 o 2x4P 9.00 12.85
A S 3 2x5P 12.00 15.85
S H 2x6P 15.00 18.85
¥ = 2x7P 18.00 21.85
- 2x8P 21.00 24.85
u| 1 2x9P 24.00 27.85
2x3P~2x12P 2x2P 2% 1P 2x10P 27.00 30.85
- - 2x11P 30.00 33.85
2x12P 33.00 36.85
Unit: mm
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

) L

B &o5c

=

[CSOSO HM -2XXP)—3.00mm pitch Dual Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT C3030M series Terminal <]]>$<]>I
*Mates with CJT C3030HF series dual row Housing ®<]:[> <H>I
*Color:Black Last Circuit <>
[ |_| Ordering Information:
[/ L1 | C3030HM-2xXP - ***
W ﬁ 1 2
4 1.Part No.
% 2.Material:
(blank):Nylon 66,UL94V-0
H R & GWT:Nylon 66,UL94V-0,GWT 750°C
M~ =
I\ -
3.00£0.10 \-Circuit 1 3
Circuit 2 (?)
A+0.20
6.90+0.25
B0.25 . ’ ' .
3.56 Ordering Information & Dimensions:
Dimensions
5 PART NO. A 5
2x1P 3.85
2x2P 3.00 6.85
© 2x3P 6.00 9.85
S 2x4P 9.00 12.85
3 n 2x5P 12.00 15.85
N 2x6P 15.00 18.85
2x7P 18.00 21.85
2x8P 21.00 24.85
2x9P 24.00 27.85
2x10P 27.00 30.85
2x11P 30.00 33.85
8.05+0.25 2x12P 33.00 36.85
Unit: mm

[C3030H M-2XXP-A)—3.00mm pitch Dual Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT C3030M series Terminal <]]>$<]>I
*Mates with CJT C3030HF series dual row Housing ﬂ:<]:[><]]>
* . < > < >
Color:Black Last Circuit 4>
Ordering Information:
11— C3030HM-2xXP-A - ***
4 e e | 1 2
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0
H H ] GWT:Nylon 66,UL94V-0,GWT 750°C
— h— | =
3.00+0.10 \—Circuit 1 E
Circuit2 3
A+0.20
6.90+0.25
B+0.25
3.56 Ordering Information & Dimensions:
5 PART NO. < Dimensions .
2x1P - 3.85
2x2P 3.00 6.85
o 2x3P 6.00 9.85
S 2x4P 9.00 12.85
3 r = 2x5P 12.00 15.85
N 2x6P 15.00 18.85
2x7P 18.00 21.85
2x8P 21.00 24.85
2x9P 24.00 27.85
2x10P 27.00 30.85
2x11P 30.00 33.85
8.25+0.25 2x12P 33.00 36.85
Unit: mm
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

) L

— B &o5c =

[C303O HM A-2Xx|:y—3.00mm pitch Dual Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT C3030M series Terminal <]:>®<]>
*Mates with CJT C3030HF series dual row Housing ®<U§]><U>
*Color:Black /'Last Circuit <H%]§]>
Ordering Information:
[ [l B C3030HMA-2xXP - ***
g 1 2
1.Part No.
% ’% 2.Material:
(blank):Nylon 66,UL94V-0
] e Rt GWT:Nylon 66,UL94V-0,GWT 750°C
[ © =
| N -
3.00£0.10 \Circuit 1 3
Circuit 2 8
A$0.20
B£0.25 6.90+0.25 _ _ _ _
Ordering Information & Dimensions:
Dimensions
5 PART NO. A 5
2x1P 3.85
2x2P 3.00 6.85
- 2x3P 6.00 9.85
S 2x4P 9.00 12.85
& ~ - 2x5P 12.00 15.85
~ 2x6P 15.00 18.85
2x7P 18.00 21.85
2x8P 21.00 24.85
2x9P 24.00 27.85
2x10P 27.00 30.85
2x11P 30.00 33.85
8.25£0.25 2x12P 33.00 33.85
nit: mm

[C3030 H M C-ZXXPJ—&OOmm pitch Dual Row Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT C3030M series Terminal

*Mates with CJT C3030HF series dual row Housing

*Color:Black
A+0.20 Ordering Information:
C|rcunt2—\ 3.00£0.10 CSOSOHM10-2><XP - -
Ciroi'q 1.Part No.
2.Material:
%::ﬁl 'ﬁiﬁl ! (blank):Nylon 66,UL94V-0
%‘ % GWT:Nylon 66,UL94V-0,GWT 750°C
of | TEgud[fear]
=) | [ \
+
8 LJ \—Last Circuit
[sp]
S B20.25 Be0.25 6.85+0.25 Ordering Information & Dimensions:
Dimensions
PART NO. A 5
2x1P 3.85
2x2P 3.00 6.85
2x3P 6.00 9.85
& 2x4P 9.00 12.85
] 2x5P 12.00 15.85
S 2x6P 15.00 18.85
S 2x7P 18.00 21.85
2x8P 21.00 24.85
2x9P 24.00 27.85
2x10P 27.00 30.85
C 1 | [ ] | [ C ] 2x11P 30.00 33.85
2x12P 33.00 36.85
2x1P 2x2P 2x3P~2x12P 8.30£0.25 Unit: mm
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'l C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[C3030 H FB-2XXI3)—3.OOmm pitch Dual Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT C3030F-T-B(-L) series Terminal

*Mates with CJT C3030HMB-2xXP series Housing
C3030WVB-2xXP,C3030WRB-2xXP Series Wafer

*Color:Black

A+0.25
B+0.20
3.00+0.10
I—Last Circuit o
o
+l
E
S\
vtz D)
DD Y
Circuit 1J \—Circuit 2
N
o
+l
[s2]
S
©

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT C3030M-T(-L) series Terminal

Ordering Information:
C3030HFB-2xXP - ***

1
1.Part No.
2.Material:

2

(blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C

16.30+0.25

R0.38 4.52 3.76
PANEL L
[ FAcE ]
o 2.65
N
2 C+0.20
[<e]
~ D0.25

PANEL OPENING

RECOMMENDED PANEL THICKNESS

*Mates with CJT C3030HFB-2xXP series Housing
C3030HFWV-2xXP,C3030HFWR-2xXP Receptacle Header

*Color:Black A£0.25
B+0.20
3.00+0.10
Last Circuit
=)
_|(\ N 3
S
g I3}
o
S g
S R
Circuit 2J \—Circuit 1
19.86+0.25
—

1.5711.27

15.20+0.25

6.86+0.20

]

[C303O H M B-2XXPJ—3.00mm pitch Dual Row Housing

Ordering Information:

Ordering Information & Dimensions:

PART Dimensions

NO. A B C D
2x2P | 2470 3.00 1346 | 22.10
2x3P | 27.70 6.00 16.46 | 25.10
2x4P | 30.70 9.00 19.46 | 28.10
2x5P | 33.70 | 12.00 | 22.46 | 31.10
2x6P | 36.70 | 15.00 | 25.46 | 34.10
2x7P | 39.70 | 18.00 | 28.46 | 37.10
2x8P | 42.70 | 21.00 | 31.46 | 40.10
2x9P | 45.70 | 24.00 | 34.46 | 43.10
2x10P | 48.70 | 27.00 | 37.46 | 46.10
2x11P | 51.70 | 30.00 | 40.46 | 49.10
2x12P | 54.70 | 33.00 | 43.46 | 52.10

Unit: mm

C3030HMB-2xXP - ***

1

1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0

D+0.25
C+0.20
2.39 445 |
_ . PANEL ! ]
(=] w0
N I
o o
+ +
< (2]
™ ~
) N
_ FACE |
3.05 —  Ro.38 R0.25

PANEL OPENING

RECOMMENDED PANEL THICKNESS

1.57/1.27

19.10+0.25

2

GWT:Nylon 66,UL94V-0,GWT 750°C

Ordering Information & Dimensions:

PART Dimensions
NO. A B C D
2x2P | 22.84 3.00 14.85 | 20.85
2x3P | 25.84 6.00 17.85 | 23.85
2x4P | 28.84 9.00 20.85 | 26.85
2x5P | 31.84 | 12.00 | 23.85 | 29.85
2x6P | 34.84 | 15.00 | 26.85 | 32.85
2x7P | 37.84 | 18.00 | 29.85 | 35.85
2x8P | 40.84 | 21.00 | 32.85 | 38.85
2x9P | 43.84 | 24.00 | 3585 | 41.85
2x10P | 46.84 | 27.00 | 38.85 | 44.85
2x11P | 49.84 | 30.00 | 41.85 | 47.85
2x12P | 52.84 | 33.00 | 44.85 | 50.85
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn

C-76



Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Ordering Information:
C3030WV-XP - * - **x _ x

Insulator:Nylon 66,UL94V-0 P ,\1‘ 2 3 4
. . . .Part No.
*Mates with CJT C3030HF-XP series Housing 2.Style:
*Color:Black (blank) :Type 1
2 :Type 2
Optional Voided CKT 3:Type 3
See Chart For Location & A+0.05 3.Material:
=] (blank):Nylon66, UL94V-0
§ 3.00+0.05 A+0.05 LCP:LCP,UL94V-0
1 < GWT:LCP,UL94V-0,GWT 750C
tg_ || _é_"_g_ || & o & M'—— 4 Finish
blank):Ti Nickel
= 1.0240.05 S o b b Sl e
T T G: :
\_ L 21.27+0.05 3.00+0.05 G15:15pin (0.38um) MIN.Select Gold
3.00+0.10 Circuit 1 o e Bm 21.02+0.05 100pin (2.54um) MIN.Select Tin
FAUDLATUUL G30:30pin (0.76um) MIN.Select Gold
A%0.20 Type 1~Type 2 W 100pin (2.54um) MIN.Select Tin
)
Ordering Information & Dimensions:
B20.25 S 4.37+0.25 4.3740.25 4.37+0.25 9 5 i
o PART NO. Imensions
=1 A B
8 | I| \] 2P 3.00 9.65
A | ° » 3P 6.00 12.65
i1 gl ] 4P 9.00 15.65
L] sl & g S S 5P 12.00 18.65
BRI o S = ] 6P 15.00 21.65
Oiiid| § = & S 7P 18.00 24.65
«° « ] 8P 21.00 27.65
=L Yl | 9P 24.00 30.65
i i 10P 27.00 33.65
' - ' ' 11P 30.00 36.65
Type 1 Type 2 Type 3 12P 33.00 39.65
Unit: mm
[( 303OWR_XP)—3.00mm pitch 90° Single Row Wafer
Reference Informations:
. e . .
Material:Pin:Brass/Tin over Nickel Ordering Information:
Insulator:Nylon 66,UL94V-0 C3030WR-XP - *** - **
*Mates with CJT C3030HF-XP series Housing Part N 23
*Color:Black © 2.Material:
[o) .
Optional Voided CKT % f—ll_%?ﬁté'gyl'j’[‘gf\’/%"g“v'o
’74 See Chart For Location 3.00£0.05 ) 3.00£0.05 GWT:LCP,UL94V-0,GWT 750°C
R I e e — ~ 3.Finish
A & ¥ _$_ (blank):Tin over Nickel
hd < 1.0240.05 G:Gold-flash
TR T | 21.02£0.05 0220. G15:15pin (0.38um) MIN.Select Gold
N @ \_Circuit'] _ ) 100uin (2.54pm) MIN.Select Tin
¥ N N\ G30:30yin (0.76um) MIN.Select Gold
3.00£0.10 23.00£0.05 100pin (2.54um) MIN.Select Tin
1.50+0.05 23.00+0.05
A£0.20
2P 3P
P.C.B LAYOUT
§ Ordering Information & Dimensions:
o . .
ﬁr A$0.05 PART NO. Dimensions
B0.20 4.37+0.25 o 3.00+0.05 A B
1.60 3 T 2P 3.00 9.65
= FanY
8 & B D B L 100 3P 6.00 1265
N 4P 9.00 15.65
D ”d\\p o 500 | 28
o © . .
} { i 3 = 23.00£0.06 7P 18.00 24.65
- . +|
B q 2 < 412P 9P 24.00 30.65
~ — 10P 27.00 33.65
PIN 0.64 SQ P.C.B LAYOUT 11P 30.00 36.65
12P 33.00 39.65
Unit: mm
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§§ g,;?; ;Ef;g —emes C3030 SERIES 3.00mm pitch wire to wire and wire to board connector
SO &5 ECONR

(C3030WWV/-S-XP}——2c0mm o 120 gl R it 1o

Ordering Information:

Reference Informations: C3030WV-S-XP - ** - **
*Material:Pin:Brass/Tin over Nickel . nN1 23
.Pal 0.
Insulator:LCP,UL94V-0 2 Material:
*Mates with CJT C3030HF-XP series Housing ﬁcgﬂa_nk):IC-CP, UL94V-% .
WT:LCP, UL94V-0,GWT 750"
*Color:Black A£0.10 3.Finish
(blank):Tin over Nickel
Ml——— G:Gold-flash
G15:15pin (0.38um) MIN.Select Gold
A+0.20 0 < % % 77 100pin (2.54um) MIN.Select Tin
- 3 o]
3.00+0.10 o~ & G30:30pin (0.76um) MIN.Select Gold
Aé . .
§ Gircuit 1 100pin (2.54pm) MIN.Select Tin
G \ /
e . — — 7] 1.27
¥ A1 343 | 1
f nh .
E * -4 J#{Eﬁ 5.600.05 €
— - — C+0.10
1 N
|:| H%H |:| i P.C.B LAYOUT
Optional Voided CKT . . ; . .
See Chart For Location Ordering Information & Dimensions:
Dimensions
4.3740.25 5 PART NO. A B c
B+0.25 120 9 2P 3.00 9.65 14.20
5 3P 6.00 12.65 17.20
5 4p 9.00 15.65 20.20
L A 8 5P 1200 | 1865 | 23.20
o i A 6P 1500 | 2165 | 2620
b I F 7P 1800 | 2465 | 29.20
& L 8P 21.00 | 2765 | 3220
2.00 i | m 9P 24.00 30.65 35.20
L Lr = 10P 27.00 33.65 38.20
| B A H B L e 1P 3000 | 3665 | 41.20
12P 33.00 39.65 44.20
Unit: mm

[CBOBOWR-S-XP)—S.OOmm pitch 90° Single Row Wafer-SMT TYPE

Ordering Information:

Reference Informations: C3030WR-S-XP - *** - **
*Material:Pin:Brass/Tin over Nickel 1+ Part N1 23
.Fa 0.
Insulator:LCP,UL94V-0 2 Material:
*Mates with CJT C3030HF-XP series Housing (blank):LCP, UL94V-0
. - A£0.10 GWT:LCP, UL94V-0,GWT 750°C
Color:Black 3.Finish
4'——»3'0%0'10 (blank):Tin over Nickel
G:Gold-flash
A+0.20 Iy Y]  G15:15pin (0.38um) MIN.Select Gold
3.00£0.10 =} a3 100pin (2.54pm) MIN.Select Tin
gra; t44  G30:30uin (0.76um) MIN.Select Gold
52} 100pin (2.54pm) MIN.Select Tin
> [ . — . g 127
] A dh 4 ] 2 '
'_? I *‘Eﬁq‘ 7|
J" — ' 5.60£0.05 343 | 8
Circuit 1 ‘tl C+0.10 -
Optional Voided CKT
See Chart For Location P.C.B LAYOUT
Ordering Information & Dimensions:
=) Dimensions
B40.25 2,00 1.20 437:025 O PARTNO. | —— B c
+0. . e
5 2P 3.00 9.65 14.20
5 3P 6.00 12.65 17.20
& [ ] | 8 4P 9.00 15.65 20.20
- o I A 5P 12.00 18.65 23.20
] 8 IR I 6P 15.00 21.65 26.20
& L 7P 18.00 | 2465 | 29.20
i ! ¥ 8P 21.00 27.65 32.20
LAl 9P 24.00 30.65 35.20
10P 27.00 33.65 38.20
U 11P 30.00 36.65 41.20
12P 33.00 39.65 44.20
Unit: mm
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[ C3030WV-F-XP )—3.00mm pitch 180° Single Row Wafer

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CJT C3030HF-XP series Housing

*Color:Black

A+0.20
Circuit 1 3.00+0.10
N\ o _
X ﬁ :
LA A0-g-f0-g-
ELPL‘LJ$LJ¥}
{ + }

:Optional Voided CKT

See Chart For Location

B+0.25

s

]
]

T
jul

PIN 0.64 SQ

[ C3030WR-F-XP )—3.00mm pitch 90° Single Row Wafer

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CJT C3030HF-XP series Housing

*Color:Black

A+0.20

4.32+0.08

2.15

—I 21.02

A

3.00

> #F 9 4
22.41
P.C.B LAYOUT
)
™
4.37+0.25 g
1.20 o
k]
o
1] &
A
%e] —~ | 11
N [N
% Lo
ol o [
ol « [N
o % [
S Laa] Ll
5] L]
« M

©

2.00

A+0.05

Ordering Information:

C3030WV-F-XP - ** - **

1 2 3
1.Part No.
2.Material:
(blank):Nylon 66, UL94V-0
LCP:LCP,UL94V-0
GWT:LCP, UL94V-0,GWT 750°C
3.Finish
(blank):Tin over Nickel
G:Gold-flash
G15:15pin (0.38um) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin
G30:30uin (0.76pm) MIN.Select Gold
100pin (2.54um) MIN.Select Tin

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 3.00 9.65
3P 6.00 12.65
4P, 9.00 15.65
5P 12.00 18.65
6P 15.00 21.65
7P 18.00 24.65
8P 21.00 27.65
9P 24.00 30.65
10P 27.00 33.65
11P 30.00 36.65
12P 33.00 39.65
Unit: mm

3.00+0.05

3.00+0.10

—

il
freiia)
:Optional Voided CKT

See Chart For Location

M

i
I~
e
4
|3

Circuit 1J

B+0.25

|

MR A A A

&

FanY

s b

-\ 21.0240.05

Ordering Information:
C3030WR-F-XP - *** - **
1 2 3
1.Part No.
2.Material:
(blank):Nylon 66, UL94V-0
LCP:LCP,UL94V-0
GWT:LCP, UL94V-0,GWT 750°C
3.Finish
(blank):Tin over Nickel
G:Gold-flash
G15:15pin (0.38um) MIN.Select Gold
100pin (2.54um) MIN.Select Tin
G30:30uin (0.76pm) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin

9.90+0.25

2.15+0.05 22.41+0.05
P.C.B LAYOUT
§ Ordering Information & Dimensions:
Q - -
> Dimensions
o 4.37+0.25 PART NO. A B
z 1.20 2.00£0.20 2P 3.00 9.65
O &P 6.00 12.65
8_ 4P 9.00 15.65
: 1 ] 5P 12.00 18.65
H =}
— I o E g 6P 15.00 21.65
I
111 7P 18.00 24.65
P jz 8P 21.00 27.65
[N
1] 9P 24.00 30.65
10P 27.00 33.65
= 11P 30.00 36.65
3.20+0.20 12P 33.00 39.65
Unit: mm
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§§ g,;?; ;Ef;g —emes C3030 SERIES 3.00mm pitch wire to wire and wire to board connector
SO &5 ECONR

[C3030WV-S-F-XF9—3.00mm pitch 180° Single Row Wafer-SMT TYPE

Reference Informations:

*Material:Pin:Brass/Tin over Nickel 1 2 3
Insulator:LCP,UL94V-0 N

*Mates with CJT C3030HF-XP series H

ousing

Ordering Information:
C3030WV-S-F-XP - % - %

(blank):LCP, UL94V-0
GWT:LCP, UL94V-0,GWT 750C

* .
Color:Black A£0.10 3.Finish
(blank):Tin over Nickel
A£0.20 MI——» G:Gold-flash
3.0040.10 G15:15pin (0.38um) MIN.Select Gold
Circuit 1—\ — © 3 % % ) 100pin (2.54pm) MIN.Select Tin
o : G30:30pin (0.76um) MIN.Select Gold
X '_'ﬁ —— =« 44 100pin (2.54pm) MIN.Select Tin
Feifedradrai] L |l
1 1 1
T 2.13£0.05 22.410.05
]
L C+0.10
Optional Voided CKT
See Chart For Location P.C.B LAYOUT
§ Ordering Information & Dimensions:
4.37+0.25 Q Dimensions
B+0.25 120 g PART NO. A 5 5
<1 2P 3.00 9.65 7.30
IRV 3P 6.00 1265 | 10.30
= 4P 9.00 15.65 13.30
& R 5P 12.00 18.65 16.30
g } H 6P 15.00 21.65 19.30
2 L 7P 18.00 24.65 22.30
Ll 8P 2100 | 2765 | 2530
] 9P 24.00 30.65 28.30
| |:| H |:| |:| | — T—— 10P 27.00 33.65 31.30
S 11P 30.00 36.65 34.30
’ 12P 33.00 39.65 37.30
Unit: mm

@3030WR-S-F-XP}—3.00mm pitch 90° Single Row Wafer-SMT TYPE

Ordering Information:
C3030WR-S-F-XP - *** - =
1 2 3

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0

*Mates with CJT C3030HF-XP series Housing

1.Part No.
2.Material:
(blank):LCP, UL94V-0

* . A+0.10 GWT:LCP, UL94V-0,GWT 750°C
Color:Black 3. Finish
3.00£0.10 (blank):Tin over Nickel
G:Gold-flash
A+0.20 ~ 77 G15:15pin (0.38um) MIN.Select Gold
ol % 100pin (2.54um) MIN.Select Tin
3.00+0.10 g 24 G30:30pin (0.76pm) MIN.Select Gold
& 100pin (2.54pm) MIN.Select Tin
e —
/ d \ 2.16:0.05 22:41£0.05
J \l C#0.10 |
Circuit 1 '
Optional Voided CKT
. P.C.B LAYOUT
See Chart For Location —_—
§ Ordering Information & Dimensions:
Q Dimensions
A o 4.37+0.25 PART NO. —— B Cc
— k] 1.20 2.00+0.20 2P 3.00 9.65 7.30
38 3P 6.00 12.65 10.30
| 4P 9.00 15.65 13.30
Q M 5P 12.00 18.65 16.30
9 6P 15.00 21.65 19.30
) 7P 18.00 24.65 | 22.30
& Q 8P 21.00 | 2765 | 2530
@ 2 9P 24.00 30.65 28.30
3 10P 27.00 3365 | 31.30
1 N 11P 30.00 36.65 34.30
12P 33.00 39.65 37.30
_1]. 064 Unit: mm
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. C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

@3030WV-2XX9—3.00mm pitch 180° Dual Row Wafer

Reference Informations:

*Material:Pin:Brass/Tin over Nickel

FgnY

>-—4|>-¥

; 21.02+0.05

Ordering Information:
4

Insulator:Nylon 66,UL94V-0 ()-—(]'9—-9— part N1 2 3
. . . .Fal 0.
*Mates with CJT C3030HF-2xXP series Housing g 3.00£0.10 2.Style:
*Color:Black & (blank) :Type 1
: 3 A£0.10 :
) 2 :Type 2
Optional Voided CKT 7.36£0.25 b CBLAYOUT 3.Material:
Last Circuit See Chart For Location e (blank):Nylon 66,UL94V-0
_\ (Type 3) LCP:LCP,UL94V-0
] h 3.00£0.08 ©1.02+0.05 GWT:LCP,UL94V-0,GWT 750°C
% g @ © 9 4.Finish
_ N ] . .
5 =] Fany (blank) :Tin over Nickel
mimm F| 3 ¥ & —df)— EF G:Gold-flash
JQE_ P _tm;ﬁ SR i - G15:15pin (0.38um) MIN.Select Gold
| | o =} 100pin (2.54pum) MIN.Select Tin
——— \_ G 3 < & —q‘)— © G30:30in (0.76pm) MIN.Select Gold
o 3 i .
200010 ‘-\\ Gt & 3 o | 3.0040.10 100in (2.54um) MIN.Select Tin
o o
—Circuit2 < -y A+0.10
A20.20 ® . Tvoe 3 § 2 P.C.B LAYOUT Ordering Information & Dimensions:
yp O (Type 1~Type 2) Dimensions
B+0.25 o PART NO. A 5
0. 7.36£0.25 ) 7.36+0.25
=1 2x1P 6.65
8 2x2P 3.00 9.65
i i _Lh 2x3P 6.00 12.65
1 1 9 2x4P 9.00 15.65
o 2x5P 12.00 18.65
e} e} +
& & 3 2x6P 15.00 21.65
o 3 3 o 2x7P 18.00 24.65
— = - < N N 2x8P 21.00 27.65
[s2} (32} —g
, , | | 2x9P 24.00 30.65
o ¢ ' | 2x10P 27.00 33.65
{ i 2x11P 30.00 36.65
00,65 \_ ) 2x12P 33.00 39.65
- PIN 0.64 SQ Type 1 Type 2 Unit: mm

[C3030WR-2XXP)—3.00mm pitch 90° Dual Row Wafer With Foot

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0
*Mates with CJT C3030HF-2xXP series Housing

*Color:Black

Optional Voided CKT
See Chart For Location

Last Circuit7 ’_/

Ordering Information:
C3030WR-2xXP - *** - ***
1 2 3

1.Part No.

2.Material:
(blank):Nylon66, UL94V-0
LCP:LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C

3.Finish

Hhk

e e =4 (blank) :Tin over Nickel
o 9 o| R | @ G:Gold-flash
& 2l s b= I 3.0040.10 2 8 3.00£0.10  G15:15pin (0.38um) MIN.Select Gold
] &l o Al o dl o | 100pin (2.54pm) MIN.Select Tin
g = & ¥ © G30:30pin (0.76um) MIN.Select Gold
3 | 21.02 [ ] I\~=t02 100pin (2.54um) MIN.Select Tin
& 9 00
=) 23.00 :
Ciruit 1 o \d\ - |
\=Circuit2 S RN d J150+o 05 “
“ = Ordering Information & Dimensions:
3.00£0.10 s 2x1P 2x2P 2x3P T —
A£0.20 3 P.C.B LAYOUT PART NO. A B
g 7.3620.25 A£0.10 2% 1P 6.85
B+0.25 g 3 1.80 |__.M 2x2P 3.00 9.85
8ls A ¥ 2x3P 6.00 12.85
g 'ﬁ)’ '%)' X | 020,05 2x4P 9.00 15.85
H H “ h & 21.02+0. 2x5P 12.00 18.85
H H ol § 1k & ¢ 9 9 ¢ 2x6P 15.00 21.85
f 9 AU ol € : :
ol & 1) i T ; %\ 2x7P 18.00 24.85
il gl 3 Ak 2 & C) 2x8P 21.00 27.85
] | i 4 Il o S j : :
L - | i il ®l 8 \P \23.000.05 2x9P 24.00 30.85
— J E 2.15+0.05 2x10P 27.00 33.85
K Q =251 2P 2x11P 30.00 36.85
PIN 0.64 SQ == 2x12P 33.00 39.85
3.200.20
P.C.B LAYOUT Unit: mm
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[C3030WV-S-2XXF§—3.00mm pitch 180° Dual Row Wafer-SMT TYPE

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-2xXP series Housing

Ordering Information:
C3030WV-S-2xXP - *** - ***

1 2 3

1.Part No.
2.Material:

(blank):LCP UL94V-0

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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*Color:Black A£0.10 GWT:LCP UL94V-0,GWT 750°C
A%0.20 3.00£0.10 3.Finish
— 5.61+0.10 (blank):Tin over Nickel
3.00+0.10 — G:Gold-flash
Circuit 2 3.43+0.10 A A A G15:15pin (0.38um) MIN.Select Gold
o 29 9 1 100pin (2.54pm) MIN.Select Tin
Circuit 1 I:I I:I I:I G30:30yin (0.76um) MIN.Select Gold
1 — : % 7 H, 100pin (2.54pm) MIN.Select Tin
] g HW] ha E $ I " O O A 7
EE l l k| ! E | = A Y
| o
_ﬁ ? [] }i_ A | <« 1.27+0.10
q of |»
' IEII—IIL IEI\\_ . A C£0.10
i Last Circuit ! ) : \ y
0.6 L] P.C.B LAYOUT Ordering Information & Dimensions:
- Optional Voided CKT Dimensions
See Chart For Location g P A B C
9 2x1P 6.65 11.20
B£0.25 140 7.37£0.25 & 2x2P 3.00 9.65 14.20
5 2x3P 6.00 12.65 17.20
8 2x4P 9.00 15.65 20.20
Q 2x5P 12.00 18.65 23.20
Q 2x6P 15.00 21.65 26.20
S 2x7P 18.00 24,65 29.20
S 2x8P 21.00 27.65 32.20
200 2x9P | 2400 | 3065 | 3520
2x10P 27.00 33.65 38.20
— | H H H H | — 2x11P 30.00 36.65 41.20
1 254025 | 212p | 3300 | 3965 | 4420
! Unit: mm
[C3()3OWR_S_2XXP)—3.00mm pitch 90° Dual Row Wafer-SMT TYPE
Ordering Information: A+0.10
Reference Informations: w7_3 — 3.00+0.10
*Material:Pin:Brass/Tin over Nickel 1 Part No. .
Insulator:LCP,UL94V-0 2-'l\)/'|atekriaL|1CP ULAV-0 % %
. . . (blank): s -
*Mates with CJT C3030HF-2xXP series Housing GWT.LCP, UL94V-0,GWT 750°C =2 22 °
*Color:Black 3.Finish S
Optional Voided CKT = (blank):Tin over Nickel ° S 3
Circuit 1 Circuit 2 ; G:Gold-flash - o re}
_\ [ / See Chart ForLocation =7 15 iin (0.38um) MIN.Select Gold h
— \ M O —— 100pin (2.54ym) MIN.Select Tin & 1.27
] i 'I_?ﬁ ] G30:30pin (0.76uym) MIN.Select Gold  ©
t{ o L||J -K 100pin (2.54pm) MIN.Select Tin ﬂ
H | 5.60+0.05 8 | 343
e H 1 St C0.10
S LI \ P.C.B LAYOUT
o
g 3.00£040 Last Circuit
2:+0.20 § Ordering Information & Dimensions:
) Dimensions
B+0.25 5 PART NO. A 5 c
. 3 2x1P 6.65 11.20
3 i I i O 2x2P 3.00 9.65 | 14.20
< - FHau B 2x3P 6.00 12.65 17.20
8 P 2x4P 9.00 1565 | 2020
] ol & Prendn [ 2x5P 1200 | 1865 | 2320
o2 R 2x6P 15.00 21.65 26.20
g 3 : ] ;
2.00 3 L 2x7P | 1800 | 2465 | 2920
p r 2x8P 21.00 27.65 32.20
- 2x9P 24.00 30.65 35.20
2x10P 27.00 33.65 38.20
2x11P 30.00 36.65 41.20
2x12P 33.00 39.65 4420
Unit: mm




[C303OWV-F-2Xx|:y—3.00mm pitch 180° Dual Row Wafer

Reference Informations: 8;%2%\'/10?;20%*
*Material:Pin:Brass/Tin over Nickel e s
Insulator:Nylon 66,UL94V-0 1.Part No.
* : . : 2. Material:
Mates with CJT C3030HF-2xXP series Housing (blank):Nylon66, UL94V-0
*Color:Black LCP:LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C
o Optional Voided CKT €0.10 3.Finish
Last CIFCUIt—\ | See Chart For Location 1.0240.05 o (blank):Tin over Nickel
. TU. 9]

100pin (2.54pm) MIN.Select Tin
1 G30:30pin (0.76pm) MIN.Select Gold
100pin (2.54um) MIN.Select Tin

ki G:Gold-flash
@ [ A\ \ N G15:15pin (0.38um) MIN.Select Gold

6.85+0.25
&
©—4
&

tH

&
reyes

2x7P 18.00 24.65 22.30
2x8P 21.00 27.65 25.30

L4 2x9P 24.00 30.65 28.30
i H 2x10P 27.00 33.65 31.30
1 2x11P 30.00 36.65 34.30

2x12P 33.00 39.65 37.30

=) 22.41%0.05
= g 3.00£0.10
3.00£0.10 Circuit 1 & - A£0.10
As020 T Circuit2 § P.C.B LAYOUT _ _ _ .
’g‘ Ordering Information & Dimensions:
Q Dimensions
B+0.25 7 3640.25 g PART NO. A 5 c
=1 2x1P 6.65 4.30
8 2x2P 3.00 9.65 7.30
H H = 2x3P 6.00 12.65 10.30
L L I S 2x4P 9.00 15.65 13.30
! g 2%5P 12.00 1865 | 16.30
i i o 2x6P 15.00 21.65 19.30
11|
|| Ll ||

2.00
3.20+0.25

PIN 0.64 SQ Unit: mm
= 3.00mm pitch 90° Dual Row Wafer With Foot
X
Reference Informations: Ordering Information:
C3030WR-F-2xXP - *** - ***
*Material:Pin:Brass/Tin over Nickel B
Insulator:Nylon 66,UL94V-0 ;i’ﬂaartter:;
*Mates with CJT C3030HF-2xXP series Housing A0.10 -(blank):l-\lylonGGY UL94V-0
*Color:Black 3.00£0.10 LCP:LCP,UL94V-0
;r—“ GWT:LCP,UL94V-0,GWT 750C

3.Finish
S ‘6%)‘ ‘6%)‘ ‘()‘ (blank):Tin over Nickel

Circuit 2 PIN 0.64 SQ %
Circuit 1 g ] : : G:Gold-flash
N ‘{%}‘ ‘6%)‘ & G15:15pin (0.38um) MIN.Select Gold
N 100pin (2.54pm) MIN.Select Tin

G30:30pin (0.76pum) MIN.Select Gold

4.32+0.10
3.00
o

] 2x8P 21.00 27.65 25.30
— 2x9P 24.00 30.65 28.30

[ ? ': 2x10P 27.00 33.65 31.30
lk 2x11P 30.00 36.65 34.30
2x12P 33.00 39.65 37.30

Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
C-81

] W__ 21.02+0.05 100pin (2.54pm) MIN.Select Tin
1 — +
L 1 E ; 22.41+0.05 /:E 5
ﬂﬁ] a] %‘I 2.1540.05
§ - O C+0.10 ‘
§ I—I \—Last Circuit P.C.B LAYOUT '
o 3.00£0.90N 5 ional Voided CKT g Ordering Information & Dimensions:
See Chart For Location = i i
A+0.20 g 73740.25 § PART NO. n Dmegsmns .
B+0.25 5 500 S 2x1P 6.65 430
o - d
(0] < 2x2P 3.00 9.65 7.30
] 3P | 600 | 1265 | 1030
Q L ” ! 2x4P 9.00 15.65 13.30
Q [ T A S 2N 2x5P 12.00 18.65 16.30
2 P J:j— S § 2x6P 1500 | 2165 | 19.30
> B 3 & 2x7P | 1800 | 2465 | 22.30
@ Ciipyliia 2 2




. C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[C3030WV-S-F-2XX9—3.00mm pitch 180° Dual Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Ordering Information:
C3030WV-S-F-2xXP - *** - ***

A+0.10 1 2 3
Insulator:LCP,UL94V-0 3 00£0.10 1.Part No.
* . . : 2.Material:
Mates with CJT C3030HF-2xXP series Housing (blank):LCP,UL94V-0
*Color:Black < GWT:LCP,UL94V-0,GWT 750°C
A+0.20 ('-r\‘) 3.Finish
(blank):Tin over Nickel
Circuit 2 3.0040.10 2 G:Gold-flash
_\ ol @ G15 15pin (0.38um) MIN.Select Gold
Circuit 1 of L 4 100pin (2.54pum) MIN.Select Tin
— I:I I:I ,_||:| o © 92.41+0.05 G30:30yin (0.76um) MIN.Select Gold
] - 100pin (2.54pm) MIN.Select Tin
1 | | e | | | Eg
f (A N
i nn |
Sl ]‘1— 2.15+0.05
1 T T T
] I:I I—I i: I:I \—Last Circuit C+0.10
0.64 [ Ordering Information & Dimensions:
Optional Voided CKT P.C.B LAYOUT s i i
See Chart For Location o PART NO. Dimensions
B+0.25 7.37+0.25 ﬁ A B (¢}
1.40 o 2x1P 6.65 430
% 2x2P 3.00 9.65 7.30
o 2x3P 6.00 12.65 10.30
Q 2x4P 9.00 15.65 13.30
t{,’_ 2x5P 12.00 18.65 16.30
F 2x6P 15.00 21.65 19.30
§ 2x7P 18.00 24.65 22.30
=] 2x8P 21.00 27.65 25.30
| A A B A | N 2x9P 24.00 3065 | 28.30
2x10P 27.00 33.65 31.30
H H__ 2x11P 30.00 36.65 34.30
11.25+0.25 2x12P 33.00 39.65 37..30
Unit: mm
[C3O3OWR-S-F-2XX|:9—3-00mm pitch 90° Dual Row Wafer-SMT TYPE
Ordering Information: A+0.10
Reference Informations: C3030WR-S-F-2xXP - *** - 3 00£0.10
. . . . 1 2 3
*Material:Pin:Brass/Tin over Nickel 1.Part No.
Insulator:LCP,UL94V-0 2.Material: 7 77
* : . : (blank):LCP, UL94V-0
Mates with CJT C3030HF-2xXP series Housing GWT.LCP, UL94V-0.GWT 750°C - 77177 77
*Color:Black ' _ 3.Finish 2 |
Optional Voided CKT (blank):Tin over Nickel = o 7
Circuit 1 Circuit 2 See Chart For Location G:Gold-flash 58_ =) 2
\ [ G15:15pin (0.38um) MIN.Select Gold = s 42
100pin (2.54pm) MIN.Select Tin &
— G30:30pin (0.76pm) MIN.Select Gold g 2
i } H 100pin (2.54pm) MIN.Select Tin
m |_||_| k“‘
22.41+0.05
@mm}é__ 2.16+0.05 |
o H IR C#0.10 |
o
g L ) N P.CB LAYOUT
g 3.00+0.10 Last Circuit
A$0.20 (‘?3 Ordering Information & Dimensions:
6 Dimensions
B+0.25 7.37+0.25 2.00 % PART NO. A B C
8 2x1P - 6.65 4.30
2x2P 3.00 9.65 7.30
© 3 2x3P 6.00 12.65 10.30
g ~ 2x4P 9.00 15.65 13.30
0 H 2x5P 12.00 18.65 16.30
83 2x6P 15.00 21.65 19.30
§ 2x7P 18.00 24.65 22.30
0 2x8P 21.00 27.65 25.30
2x9P 24.00 30.65 28.30
2x10P 27.00 33.65 31.30
2x11P 30.00 36.65 34.30
2x12P 33.00 39.65 37.30
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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e C3030 SERIES  3.00mm pitch wire to wire and wire to board connector

Salamnl;
11l

[C3030WVA_2Xx|:y—3.00mm pitch 180° Dual Row Wafer

Reference Informations:

IE

U

|

2x9P 24.00 30.70 12.00

E E E E B E E ‘ F 2x10P 27.00 33.70 12.00
—l ) 1

2x11P | 3000 | 36.70 12.00
1.36 11.400.20 2x12P | 33.00 39.70 12.00
Unit: mm

CHANGJIANG CONNECTORS TEL:86-755-29959119 29959129 FAX:86-755-29959139 Http://www.CJT.cn

*Material:Pin:Brass/Tin over Nickel gggsofw\%ngo;rgatjonjﬂ
S OXXP - * R
Insulator:Nylon 46,UL94V-0 N vy
*Mates with CJT C3030HF series dual row Housing 1.Part No.
* . 2.Style:
Color:Black A£0.20 A (biank): Type 1
3: Type 3
3.00£0.10 o 200 3.Material:
o o (blank):Nylon 46,UL94V-0
Last Clrcun—\ O g P—O—O—D—— GWT:Nylon 46,UL94V-0,GWT 750°C
< S| 4.Finish:
TODDCOTIE T S S
d G:Gold-flash
0 BBBBE‘ a 21.02 G15:15pin (0.38um) MIN.Select Gold
ﬂ H 100pin (2.54pm) MIN.Select Tin
- T =) = P.C.B LAYOUT G30:30pin (0.76pm) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin
Circuit 2 Circuit 1
7.3640.25 7.3640.25 Ordering Information & Dimensions:
B+0.25 Dimensions
1.40 1.40 PART NO.
A B
— — 2x1P 6.70
L nilon br it 2x2P 3.00 9.70
8 H 1N o o 6.00 12.70
ol ] PH i gl s
o | ] ol & 24P 9.00 15.70
o & (LU L & 2x5P 12.00 18.70
[} N i — A | ©
—l | | |— P =] o 2x6P 15.00 21.70
Q 2x7P 18.00 24.70
g 2x8P 21.00 27.70
v vy U — 5 - 2x9P 24.00 30.70
8 2x10P 27.00 33.70
_||. PIN064SQ Type 1 Type 3 2x11P 30.00 36.70
2x12P 33.00 39.70
Unit: mm
[C303OWVA_S_2)(XP)—3.00mm pitch 180° Dual Row Wafer - SMT TYPE
Reference Informations:
*Material:Pin:Brass/Tin over Nickel Ordering Information:
Insulator:Nylon 46,UL94V-0 A£0.10 w- _2 _3
*Mates with CJT C3030HF series dual row Housing 3.00 1 Part No.
*Color:Black A%0.20 127 2.Material:
= T 3 (blank):Nylon 46,UL94V-0
N GWT:Nylon 46,UL94V-0,GWT 750°C
3.00£0.10 o 17 — 3.Finish
o S 7@ Eﬂ Eﬂ Q| (blank):Tin over Nickel
Last Circuit D & Q ~|  G:Gold-flash
[ 2 ) — 1 G15:15pin (0.38um) MIN.Select Gold
H @5 ® [@@] iy | 77— 100yin (2.54um) MIN.Select Tin
5] u IS G30:30pin (0.76pum) MIN.Select Gold
0 [@ @] E 0 343 ’ 7 100pin (2.54pm) MIN.Select Tin
g W wwoou
= D D 00 0 D
a3 5.61
Circuit 2 Circuit 1 P.C.B LAYOUT
Ordering Information & Dimensions:
o Dimensions
32}
8.0.25 3 PART NO. A B c
g 2x1P 6.70 6.60
c 1 7.36£0.25 1.40 2x2P 3.00 9.70 6.60
3 2x3P 6.00 12.70 6.60
g 2x4P 9.00 15.70 6.60
10} I o 2x5P 12.00 18.70 6.60
ol o 2x6P_ | 1500 | 21.70 6.60
IR N 2x7P 18.00 24.70 6.60
NI & 2x8P 21.00 27.70 12.00
I ()
[ o




nn C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

T |

[CSOSOWRA-F-ZXXP)—&OOmm pitch 90° Dual Row Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Ordering Information:
C3030WRA-F-2xXP_- ***. **

Insulator:Nylon 46,UL94V-0 1 2 3
*Mates with CJT C3030HF series dual row Housing ;mrtte’;‘lgl
*Color:Black (blank):Nylon 46,UL94V-0
B+0.30 C+0.10 GWT:Nylon 46,UL94V-0,GWT 750°C
3.Finish
A0.20 A20.10 (blank):Tin over Nickel
3.0£0.05 ) G:Gold-flash
o 3.00£0.05 G15:154in (0.38um) MIN.Select Gold
Last Circuit— 100pin (2.54um) MIN.Select Tin
\ i G30:30pin (0.76pum) MIN.Select Gold
Y 100pin (2.54pum) MIN.Select Tin
R EEE: ) oz
)l )e] ] g
prooDDAND -
S TTTTTAN. g gl o
=] - - IS
- Cimlﬁt'r;u't ! @ P.C.B LAYOUT Ordering Information & Dimensions:
Dimensions
g PART NO. A B c
Q 2x1P 6.65 4.30
B20.25 310, _7.36£0.25 2 2x2P 3.00 9.65 7.30
5 : ] .
1.40 5 2x3P 6.00 12.65 10.30
. 8 2x4P 9.00 15.65 13.30
=) ro
0 2 2 a Ty 2x5P 12.00 18.65 16.30
S g - P 2x6P 15.00 21.65 19.30
= S LA 2x7P 18.00 2465 | 2230
m 5 8 & g gall ° — 2x8P 21.00 27.65 25.30
IR i I 2x9P 24.00 30.65 28.30
i 2x10P | 27.00 33.65 31.30
PIN 0.64 SQ 3.20£0.20 2x11P 30.00 36.65 34.30
2x12P 33.00 39.65 37.30
Unit: mm
@3030WRA-F1 -2Xx@—3.00mm pitch 90° Dual Row Wafer
Ordering Information:
Reference Informations: W' > 3 o
*Material:Pin:Brass/Tin over Nickel 1.Part No. A%0.10 3
. _ 2.Material: 83 =3
. .Insulator.Nonn 46’U|794V 0 \ (blank):Nylon 46,UL94V-0 = 3.0£0.05 =
Mates with CJT C3030HF series dual row Housing GWT:Nylon 46,UL94V-0,GWT 750°C S
*Color:Black 3.Finish <
(blank):Tin over Nickel X
B£0.30 G:Gold-flash
= G15:15in (0.38um) MIN.Select Gold
A+0.20 100pin (2.54um) MIN.Select Tin @1.02 @3.00
— S G30:30pin (0.76um) MIN.Select Gold -
Last Circuit 3.00£0.10 ?; — 100pin (2.54um) MIN.Select Tin 2.15+0.05
[ § O P.C.B LAYOUT
0 2x4P~2x12P
e oo ote oA QD] 2AP-220
(BBBRAR n(e]=fCalg
RAR V)
w\oircuit 2 2%1P~2x3P Ordering Information & Dimensions:
2x4P~2x12P PART NO Dimensions
2 ) A B [¢
o 2x1P 6.65 2.90
C10.95 1.80 7.3620.25 5 A 2x2P 3.00 9.65 2.90
= 1.40 3| 3.00 2x3P 6.00 12.65 2.90
8 2x4P 9.00 15.65 7.60
9 2 g Ma ity 2x5P 12.00 18.65 10.60
S F YLl 2x6P 15.00 21.65 13.60
3 S S 2x7TP | 1800 | 2465 | 16.60
Wm 5 a g f & el ° n {} 2x8P 21.00 27.65 19.60
2x9P 24.00 30.65 22.60
I ~ P.C.BLAYOUT
2x1P~2x3P 2x10P 27.00 33.65 25.60
PIN 0.64 SQ 3.20£0.20 — 2x11P 30.00 36.65 28.60
2x12P 33.00 39.65 31.60
Unit: mm

CHANGJIANG CONNECTORS TEL:86-755-29959119 29959129 FAX:86-755-29959139 Http://www.CJT.cn
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[C3030WRA-S-2XXPJ—3.00mm pitch 90° Dual Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0

*Mates with CJT C3030HF-2xXP series Housing

*Color:Black
4 0.640.01
I
I
J 8
o
B+0.30
A+0.20 5
Last Circunt—\ 3.0040.10 é
IS
[spl
f @G"..@ i
BEBBAnEy

|=]m=p=

1.70

\CIrCUIt 1

Optional Voided CKT Circuit 2

See Chart For Location

/A

@SOBOWRA-S- F-2Xij—3.00mm pitch 90° Dual Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0

Ordering Information:
C3030WRA-S-2xXP - *** - ***
1 2 3
1.Part No.
2.Material:
(blank):LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C

*Mates with CJT C3030HF-2xXP series Housing

*Color:Black

0.64+0.01

11.56

B+0.30
A+0.20
3.00£0.05

\JUBB@EGH
DBBB@E@E

i

Last Circuit—

2.14 Circuit 1

Circuit 2

3.00+0.10

Optional Voided CKT
See Chart For Location

A0.10 o 3.Finish
=) 3.00+£0.05 g (blank):Tin over Nickel
S H G:Gold-flash
3 o} 1:2720.08 S G15:15pin (0.38um) MIN.Select Gold
=~ W N 100pin (2.54pm) MIN.Select Tin
7777 G30:30pin (0.76pm) MIN.Select Gold
E% 2 g g ﬁ é @—’ § 100pin (2.54pm) MIN.Select Tin
©
© 29 7 7 H
4 TUWa990%9 &
4 = |
3.43 . ; X .
5.61 4“—’ Ordering Information & Dimensions:
P.C.B LAYOUT Dimensions
PART NO. A B
2x1P - 6.70
] o -290:025 2x2P 3.00 9.70
3 A Gold(G15,G30) 2x3P 6.00 12.70
2 2x4P 9.00 15.70
2x5P 12.00 18.70
2x6P 15.00 21.70
2X7P 18.00 24.70
2x8P 21.00 27.70
J 2x9P 24.00 30.70
6.00£0.20 - 2x10P 27.00 33.70
"
— 2x11P 30.00 36.70
2x12P 33.00 39.70
Unit: mm

Ordering Information:

C3030WRA-S-F-2xXP - *** - ***

1

1.Part No.

2.Material:
(blank):LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C

2 3

3.Finish
(blank): Tin over Nickel
A+0.10 G:Gold-flash
v G15:15pin (0.38um) MIN.Select Gold
3.00£0.05 % ° 100in (2.54pm) MIN.Select Tin
1.27+0.05 9 < G30:30pin (0.76pm) MIN.Select Gold
”H‘i i § 100pin (2.54pm) MIN.Select Tin
| 77 7 7 77 ) -~
Wa9a97
777z )
ALY
2.16 22.41 Ordering Information & Dimensions:
P.C.B LAYOUT PART NO. Dimensions
A B
0.9040.25 2x1P - 6.70
< — 2x2P 3.00 9.70
- Gold(G15,G30) %3P 6.00 12.70
2x4P 9.00 15.70
ﬁ_ 2x5P 12.00 18.70
E 2x6P 15.00 21.70
E 2x7P 18.00 24.70
‘ 1.35 2x8P 21.00 27.70
i - 2x9P 24.00 30.70
=4 6.00+0.20 2x10P 27.00 33.70
o 2x11P 30.00 36.70
2x12P 33.00 39.70
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn



C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[C3030WRA-S-F1 -2)(XP)—3.00mm pitch 90° Dual Row Wafer - SMT TYPE

Reference Informations:

Ordering Information:
C3030WRA-S-F1-2xXP - *** - ***

Yo}
e ) . 1 2 3 A£0.10 . 8
*Material:Pin:Brass/Tin over Nickel 1.Part No. 3.00£0.05 =
Insulator:LCP,UL94V-0 2-l\gr|=1terkiaILCP ULeavo 1 274005 & 3
*Mates with CJT C3030HF-2xXP series Housing B L G T 750 e =
*Color:Black 3.Finish T 2 79 0 7 -
(blank): Tin over Nickel é é g é 3 I
G:Gold-flash © P > S
G15:15pin (0.38m) MIN.Select Gold i 19 9 0
100pin (2.54pm) MIN.Select Tin - . :
G30:30pin (0.76pum) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin
2.16 23.00
3.00£0.05
L1 T P.C.B LAYOUT
1(a]a][=)d v (2x4P~2x12P)
GGG, L
I W
H—= Q.:B =
(D 23.00 Ordering Information & Dimensions:
2x1P~2x3P T I Dimensions
P.C.B LAYOUT : A B
B0.30 (2x1P~2x3P) 2x1P 6.70
A%0.20 § ° 0.00+0.25 2x2P 3.00 9.70
Last Circuit- 3.000.05 a3 Gold -flash(G15,G30) 29P 6.00 12.70
\ & 2x4P 9.00 15.70
N0 ~ 2x5P 12.00 18.70
lqupDganl bee | 1500 | aim
0 0 2x7P 18.00 24.70
*@@@@EEQ 2x8P 21.00 27.70
o Q @ 135 2x9P 24.00 30.70
S Circuit 1 ‘ 2x10P 27.00 33.70
8 Circuit 2 o 460 6.00£0:20 2x11P 30.00 36.70
o 2x4P~2x12P B 2x12P 33.00 39.70
Unit: mm

[C3030H FWV-ZXXF}—&OOmm pitch Dual Row Receptacle Header

Reference Informations: Oncring nformation
C3030HFWV-2xXP - *** _ **

*Material:LCP,UL94V-0 1 2 3
*Mates with CJT C3030HMB-2xXP series Housing 1.Part No.

C3030WVB-2xXP,C3030WRB-2xXP Series Wafer 2 kLGP, ULOAV-0

*Color:Black GWT:LCP, UL94V-0,GWT 750°C
3.Finish
o (blank): Tin over Nickel
S G:Gold-flash
_ 3.00+0.05 a G15:15pin (0.38um) MIN.Select Gold
21.02+0.05 2 100pin (2.54um) MIN.Select Tin
r —— G30:30uin (0.76um) MIN.Select Gold
3 JAA) 100pin (2.54um) MIN.Select Tin
Circuit 1 = MDY
Circuit2—/ 8 $2.36+0.05 '$' '$' '$' '$' -
[ 3.00£0.10
0l o P.C.B LAYOUT
Nl N
ol o
S H B+0.25
@ S 8.40+0.25 Ordering Information & Dimensions:
Dimensions
=l = PART NO.
- i ) B c
Q Q S i1 2x2P 3.00 12.00 9.00
3 3 & 2x3P 6.00 15.00 12.00
1 % 0 3 <@ ) 2x4P 9.00 18.00 15.00
H Y N 3} Q ™
L - = g 2x5P 12.00 21.00 18.00
2 5 2x6P 15.00 24.00 21.00
| © | Ly.l 5 2x7P 18.00 27.00 24.00
i 8 2x8P 21.00 30.00 27.00
C+0.25 225 Max__| 2x9P 24.00 33.00 30.00
2x10P 27.00 36.00 33.00
2x3~2x12P 2x2P 2x11P 30.00 39.00 36.00
2x12P 33.00 42.00 39.00
Unit: mm
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| ' manrnry G3030 SERIES  3.00mm pitch wire to wire and wire to board connector

5 8F 5
[C3030H FWR-2xXP )—S.OOmm pitch Dual Row Receptacle Header
e 2 =
Reference Informations: __A$0.10 g ® A£0.10 g < 9l o
i d U, d o
*Material:LCP,UL94V-0 3.00£0.10 5 §| 3.00:0.10 S| g 300:0.10 gl 3
*Mates with CJT C3030HMB series Dual Row & o = LR o 2 & o— S
Housing,C3030WVB,C3030WRB Series 4 9 9 & b /e/ L
DualL Row Wafer ©1.02+0.05 v £1.02£0.05 D ©1.02+0.05 $
* .
Color:Black 1.50£0.05 | !010_10 1.5040.05 ©2.36+0.05 2%2P
2x4~2x12P 2x3P
Ordering Information: P.C.B LAYOUT
C3030HFWR-2xXP_- ***. *#+  —— ——————
0 1 2 3
g 1.Part No.
& 2.Material:
< (blank):LCP UL94V-0
& GWT:LCP UL94V-0,GWT 750°C
3.Finish
(blank):Tin over Nickel
G:Gold-flash
G15:15pin (0.38uym) MIN.Select Gold
2x3P 2x2P 100pin (2.54pm) MIN.Select Tin . . . . .
£x30 £X2b G30:30pin (0.76m) MIN.Select Gold Ordering Information & Dimensions:
100pin (2.54pm) MIN.Select Tin i i
pin (2.54pm) i Dimensions
o Gold(G15,G30) A B C
B+0.25 S 14.50+0.25 23R .00 6.70
3 g 2x3P 6.00 9.70
2 9 a1 o 2x4P 9.00 12.70 6.00
3 9 g 2x5P 12.00 15.70 9.00
~ H 2x6P 15.00 18.70 12.00
S & 2x7P 18.00 21.70 15.00
Gircuit 1 2x8P 21.00 24.70 18.00
Gircuit 2 U 2x9P 24.00 27.70 21.00
R & 5.00 2x10P | 27.00 | 3070 | 24.00
3.00£0.10 |__| Terminal posifoning o 2x11P | 3000 | 3370 | 27.00
A+0.20 strip o 3.05 3.00+0.10 2x12P 33.00 36.70 30.00
[C3030WVB-2XXP)——300mm pich bust Row 180" Water
Reference Informations:
*Material:Pin:Brass/Tin over Nickel gg%zr(i)r‘}g\llgcgn;a;ionrm .
Insulator: LCP,UL94-V0 e
*Mates with CJT C3030HFB Series Dual Row Housing 1.Part No.
C3030HFWV,C3030HFWR Dual Row Receptacle Header 2N o ULoAV-0
*Color:Black GWT:LCP UL94V-0,GWT 750°C
Last Circuit—\ 3.Finish
X (blank):Tin over Nickel
\ 4.50+0.08 G:Gold-flash
| G15:15pin (0.38um) MIN.Select Gold
Ng Ln " nJ| a _$_ A 100pin (2.54um) MIN.Select Tin
$_ q} _q} ¢ G30:30pin (0.76um) MIN.Select Gold
n/Ln " QJLR 21.57+0.05 - 100pin (2.54pm) MIN.Select Tin
o
p \ \ © @ b—7 3
9 ©1.02+0.05 ol &
S ; sl <
- \_ Gircuit 1 -} 3:00£0.10 a -
3.00£0.10 o =
Circuit 2 P.C.B LAYOUT ™
A+0.20 Ordering Information & Dimensions:
) Dimensions
B0.30 11.9040.25 3 PART NO. A B
2 2x2P 3.00 13.00
N y g 2x3P 6.00 16.00
N J/ 8 2x4P 9.00 19.00
Q 3 AlA ( 2x5P 12.00 22.00
gl g thaen 2x6P 15.00 25.00
gl @ i 2x7P 18.00 28.00
J H gl - Lo L 2x8P 21.00 31.00
o | 2x9P 24.00 34.00
2x10P 27.00 37.00
) (5 2x11P 30.00 40.00
2x12P 33.00 43.00
PIN 0.64 SQ Unit: mm

CHANGJIANG CONNECTORS TEL:86-755-29959119 29959129 FAX:86-755-29959139 Http://www.CJT.cn
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. €C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[/

[C303OWRB_2Xx|:y—3.00mm pitch Dual Row 90° Wafer

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Terminal positioning strip:Mylar(Natural)

Insulator:LCP,UL94-V0

Ordering Information:
C3030WRB-2xXP_- ***. **
1 2 3
1.Part No.
2.Material:
(blank):LCP UL94V-0
GWT:LCP UL94V-0,GWT 750°C

*Mates with CJT C3030HFB Series Dual Row Housing 3.Finish
C3030HFWV,C3030HFWR Dual Row Receptacle Header LlankyTin over Nickel
*Color:Black Gold(G15,G30) G15:15pin (0.38pm) MIN.Select Gold
Last Circuit e Last Circuit e 100pin (2.54pm) MIN.Select Tin
_\ ‘::" _\ % G30:30pin (0.76um) MIN.Select Gold
‘\ 8 \ 8 100pin (2.54pm) MIN.Select Tin
& @ ] o
. . o
g % o] a g DG — g
s o] S C\E 9 2
- N - NN 5 RRE
U HUHU\\—_Circuit 1 % \—Circuit 1 U
3.00:0.10 | _| Cirouit 2 5.0050.10 Circuit 2 _6.10 | |
A£0.20 — 14434020 | 3.00£0.10
B0.25 B+0.25
= e
A+0.10, 5 3.0020.10 S
& &
° © 3.000.10 8 8
3 N © ]
? g @ 1 : —
3 8
2 < f & ¢—w fb—w'
- - ©1.0240.05 = 21.02£0.05 =
. _ _ +l +l
Terminal (g™ g g Terminal [g @ 3 3
positioning /O O positioning (@) o) oy
stip—{® 8 = strip— a
o o o o
9.00+0.20 S 6.000.20 S S 2x3P 2x2P
+ +H H H
8l = 8 -
2P 6| N 2x2P I
P.C.B LAYOUT
Last Circuit =) Gold(G15,630)
\ :
+l
A o N
\ E ~
& Y o o
g Hape N &
2] +l
2 ae[a)x 9 3
- \ \ ™ pd I}
UH UH \—Circuit 1
3.00+0.10 Circuit 2 M
A+0.20 14.43+0.20 3.00£0.10
o
A+0.10 o
B0.25 3.00£0.10 g
A ] Ordering Information & Dimensions:
[Te)
BN & o S b— i i
?; ?1.02+0.05 8. PART NO. Dimensions
2 =) A B C
= o 2x2P 3.00 13.00
- MM @ 2x3P 6.00 16.00
TR L= Y\ 2x4P 9.00 19.00 4.68
-] -] a a
positioning I}O OO0 J 2.16+0.05 2x5P 12.00 22.00 7.68
stip—f® &8 @ @ 4010 2x6P 15.00 25.00 10.68
12.00£0.20 o o — 2x7P 18.00 28.00 13.68
= S o 2x8P 21.00 31.00 16.68
| - 2x4~2x12P
oxd—2x12P g & XX el 2x9P 24.00 34.00 19.68
== S b C.B LAYOUT 2x10P 27.00 37.00 22.68
—_— 2x11P 30.00 40.00 25.68
2x12P 33.00 43.00 28.68
Unit: mm
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

o

[CBOBOWVC_ZXXP)—&OOmm pitch Dual Row 180° Compliant Pin Interface Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0

*Mates with CJT C3030HF series dual row Housing

*Color:Black =
Last Circuit 2
o
o
/ m -
4 1 1 [ 1]
. .
N
2
| | | to)
T I ;
— IN_
| - | -
3.00£0.10 \ Circuit 1
A%0.20 _N\_Gircuit 2 §
)
Qe
3
B+0.25 8
©
o
0]
[Te)
N
S
+
o
N
H ] T T 1 ™
30.65 ¥
0.64

Ordering Information:
C3030WVC-2xXP - *** - **
1 2 3
1.Part No.
2.Material:
(blank):LCP UL94V-0
GWT:LCP UL94V-0,GWT 750°C

3.Finish 1.09 DIA
(blank):Tin over Nickel DRILLED HOLE
G:Gold-flash 0.94/1.07 DIA
G15:15pin (0.38um) MIN.Select Gold ~ FINESHED PLATED
3.00+0.08 100pin (2.54pm) MIN.Select Tin N7/ i
Ala G30:30uin (0.76um) MIN.Select Gold © / \
A ’ ' 100pin (2.54pum) MIN.Select Tin 2 | /
V
Sl ©1.02+0.10 | 7
© | | | 0.01 Max Tin Plate I
=t ©1.09+0.10
] O-(f)—e- 0.03 Min .
g o L_' ELECTRO-DEPOSITED
sl < | 3.00+0.10 COPPER SEC:AA
g A0.10 Ordering Inf ion & Di i
P 2%2P~2x12P rdering In ormation Imensions:
P.C.B LAYOUT PART NO. Dimensions
7 3640.25 - 21.02+0.10 A B
21.09+0.10 2x1P 6.65
- 2x2P 3.00 9.65
" h ——d}— ﬂ? 2x3P 6.00 12.65
I 0 \K 2x4P 9.00 15.65
i S 8 N 2x5P 12.00 18.65
" S < & 2x6P 15.00 21.65
I ol & c;£ o 2x7P 18.00 24.65
= & 2:00£0.10 | 2x8P 21.00 27.65
= 2x9P 24.00 30.65
L o 2x10P 27.00 33.65
oc %GUT 2x11P 30.00 36.65
S S 2x12P 33.00 39.65
Unit: mm
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